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PAVEMENT COVER MAINTENANCE PLAN 
 
 
October 18, 2011 
 
Property Located at: 904 South Commercial Street (Former Gunderson Cleaners)  
 912 South Commercial Street (Auto Depot) 

Neenah, Winnebago County, Wisconsin 54956-3804 
WDNR BRRTS #02-71-108446 

 
Legal Description: See property deed included within closure documentation. 
 
Tax Parcel Numbers: # 809-0319-00-00 (904 S. Commercial) 
 # 809-0326-00-00 (912 S Commercial) 

 
 
Introduction  
 
This document is the Maintenance Plan for the pavement cover at the above-referenced property in 
accordance with the requirements of s. NR 724.13(2), Wisconsin Administrative Code. The 
maintenance activities relate to the paved surfaces occupying the area over the contaminated 
groundwater plume and soil on-site. 
 
More site-specific information about this property may be found with: 
 

 The case file in the DNR Northeast Region Oshkosh Service Center  
 BRRTS on the Web (DNR’s internet based data base of contaminated sites): 

http://dnr.wi.gov/botw/SetUpBasicSearchForm.do  
 GIS Registry PDF file for further information on the nature and extent of contamination: 

http://dnrmaps.wisconsin.gov/imf/imf.jsp?site=brrts2; and 
 The DNR project manager for the property (Ms. Kathy Sylvester)  

 
Description of Contamination  
 
Soil contaminated by the chlorinated solvent tetrachloroethene (PCE) above the groundwater 
pathway residual contaminant level is located on the southern part of the property at 904 South 
Commercial Street (Former Gunderson Cleaners). Groundwater contaminated by chlorinated 
solvents is present on the property at 904 South Commercial Street and extending south onto the 
property at 912 South Commercial Street. The estimated extent of the PCE soil and groundwater 
contamination is shown on the attached Figure 1. Petroleum contaminated soil and groundwater is 
also present in the central and northern part of the property at 904 South Commercial Street 
associated with leaking underground storage tank case #03-71-107154, which was closed on 
September 18, 2002. 
 
Description of the Barrier to be Maintained  
 
The cover consists of the existing asphalt pavement over the property at 904 South Commercial 
Street and the existing building and asphalt cover on the property at 912 South Commercial Street. 
The location of the cap area to be maintained under this agreement is presented on the attached 
Figure 2.  
 
Cover Purpose 
 
The paved surfaces and building over the contaminated groundwater plume and soil serve as a 
barrier to prevent direct human contact with residual soil contamination that might otherwise pose a 
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threat to human health. They also act as a partial infiltration barrier. Based on the current and future 
use of the property, the barrier should function as intended unless disturbed.  
 
Annual Inspection 
 
The paved surface and building overlying the contaminated groundwater plume and soil, as depicted 
on Figure 2 will be inspected once a year, normally in the spring after all snow and ice is gone, for 
deterioration, cracks and other potential problems that can cause additional infiltration into 
underlying soils. The inspections will be performed by the property owner or their designated 
representative. The inspections will be performed to evaluate damage due to settling, exposure to 
the weather, wear from traffic, increasing age and other factors. Any area where soils have become 
or are likely to become exposed and where infiltration from the surface will not be effectively 
minimized will be documented.  
 
A log of the inspections and any repairs will be maintained by the property owner and is included as 
Exhibit A, Cap Inspection Log. The log will include recommendations for necessary repair of any 
areas where underlying soils are exposed and where infiltration from the surface will not be 
effectively minimized. Once repairs are completed, they will be documented in the inspection log. A 
copy of the inspection log will be kept at the Auto Depot office at 912 South Commercial Street and 
available for submittal or inspection by Wisconsin Department of Natural Resources (“WDNR”) 
representatives upon their request.  
 
Maintenance Activities 
 
If problems are noted during the annual inspections or at any other time during the year, repairs will 
be scheduled as soon as practical. Repairs can include patching and filling or larger resurfacing or 
construction operations. In the event that necessary maintenance activities expose the underlying 
soil, the owner must inform maintenance workers of the direct contact exposure hazard and provide 
them with appropriate personal protection equipment (“PPE”). The owner must also sample any soil 
that is excavated from the site prior to disposal to ascertain if contamination remains. The soil must 
be treated, stored and disposed of by the owner in accordance with applicable local, state and 
federal law.  
 

In the event the building and/or paved surfaces in the area of the barrier (as shown on Figure 2) are 
removed or replaced, the replacement barrier must be equally impervious. Any replacement barrier 
will be subject to the same maintenance and inspection guidelines as outlined in this Maintenance 
Plan unless indicated otherwise by the WDNR or its successor. It is advisable to notify the WDNR of 
your work plans prior to removing any portion of the cap in order to avoid unnecessary actions or 
delays. 

The property owner, in order to maintain the integrity of the building and paved surfaces, will 
maintain a copy of this Maintenance Plan on-site and make it available to all interested parties (i.e. 
on-site employees, contractors, future property owners, etc.) for viewing. 
 
Prohibition of Activities and Notification of DNR Prior to Actions Affecting a Cover or Cap  
 
The following activities are prohibited on any portion of the property where a paved surface is 
required as shown on the attached map, unless prior written approval has been obtained from the 
Wisconsin Department of Natural Resources:  
 

1) Removal of the existing barrier 
2) Replacement with another barrier 
3) Excavating or grading of the land surface 
4) Filling on capped or paved areas 
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5) Plowing for agricultural cultivation; or 
6) Construction or placement of a building or other structure 

  
 
Amendment or Withdrawal of Maintenance Plan  
 
This Maintenance Plan can be amended or withdrawn by the property owner and its successors with 
the written approval of WDNR. A copy of this Cap Maintenance Plan has been submitted to each of 
the entities below. 
  
 
Contact Information (October 2011) 
 
Site Owner and Operator:  Mr. Gerald Van Dyn Hoven (Owner) 
    100 Wolf River Drive 
    Fremont, Wisconsin 54940 

(920) 209-5825 
 
    Auto Depot (Operator) 

912 South Commercial Street 
Neenah, Wisconsin 54956-3804 
(920) 722-3200 
Contact: Mr. Richard Knight 

 
 
Consultant:    Terracon Consultants Inc. 

9856 South 57th Street  
Franklin, WI 53132 
(414) 423-0255 
Contact: Scott Hodgson 

 
 
WDNR:    Wisconsin Department of Natural Resources 

625 East County Road Y, Suite 700 
Oshkosh, Wisconsin 54901 
(920) 424-0399 
Contact: Kathy Sylvester 
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Neenah, Wisconsin
Terracon Project No. 38077004

Measured 
Location Date Depth to 

Groundwater*
Reference 
Elevation

Groundwater 
Elevation Screened Interval

MW-1 12/8/2005 9.54 758.10 748.56 743.6 - 753.6
MW-1 3/14/2006 7.23 758.10 750.87 743.6 - 753.6

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-1 6/27/2007 9.42 758.10 748.68 743.6 - 753.6
MW-1 9/18/2007 9.75 758.10 748.35 743.6 - 753.6
MW-1 12/10/2007 11.41 758.10 746.69 743.6 - 753.6
MW-1 3/28/2008 Unmeasurable due to ice blockage 743.6 - 753.6
MW-1 6/24/2008 8.22 758.10 749.88 744.6 - 754.6
MW-1 10/2/2008 11.46 758.10 746.64 744.6 - 754.6

MW-1 7/26/2010 6.27 758.10 751.83 744.6 - 754.6
MW-1 11/19/2010 10.03 758.10 748.07 744.6 - 754.6
MW-1 2/22/2011 9.02 758.10 749.08 744.6 - 754.6
MW-1 6/15/2011 8.88 758.10 749.22 744.6 - 754.6

MW-3 12/8/2005 10.07 758.68 748.61 744.0 - 754.0
MW-3 3/14/2006 7.78 758.68 750.90 744.0 - 754.0

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-3 6/27/2007 9.98 758.68 748.70 744.0 - 754.0
MW-3 9/18/2007 10.30 758.68 748.38 744.0 - 754.0
MW-3 12/10/2007 12.00 758.68 746.68 744.0 - 754.0
MW-3 3/28/2008 8.01 758.68 750.67 744.0 - 754.0
MW-3 6/24/2008 8.83 758.68 749.85 744.0 - 754.0

Resurvey** 6/30/2008 758.69
MW-3 10/2/2008 11.83 758.69 746.86 744.5 - 754.5

MW-3 7/26/2010 6.70 758.69 751.99 744.5 - 754.5
MW-3 11/19/2010 10.43 758.69 748.26 744.5 - 754.5
MW-3 2/22/2011 9.45 758.69 749.24 744.5 - 754.5
MW-3 6/15/2011 9.25 758.69 749.44 744.5 - 754.5

MW-4 12/8/2005 9.54 758.15 748.61 744.1 - 754.1
MW-4 3/14/2006 7.49 758.15 750.66 744.1 - 754.1

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-4 6/27/2007 9.54 758.15 748.61 744.1 - 754.1
MW-4 9/18/2007 9.87 758.15 748.28 744.1 - 754.1
MW-4 12/10/2007 11.51 758.15 746.64 744.1 - 754.1
MW-4 3/28/2008 7.52 758.15 750.63 744.1 - 754.1
MW-4 6/24/2008 8.37 758.15 749.78 744.1 - 754.1

Resurvey** 6/30/2008 759.17
MW-4 10/2/2008 11.35 759.17 747.82 745.6 - 755.6

TABLE 1

Gunderson Cleaners

Additional Soil Remedial Action Conducted July 10-13, 2010

Additional Soil Remedial Action Conducted July 10-13, 2010

Groundwater Elevations
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Neenah, Wisconsin
Terracon Project No. 38077004

Measured 
Location Date Depth to 

Groundwater*
Reference 
Elevation

Groundwater 
Elevation Screened Interval

TABLE 1

Gunderson Cleaners

Groundwater Elevations

MW-4 7/26/2010 6.16 759.17 753.01 745.6 - 755.6
MW-4 11/19/2010 9.95 759.17 749.22 745.6 - 755.6
MW-4 2/22/2011 8.98 759.17 750.19 745.6 - 755.6
MW-4 6/15/2011 8.69 759.17 750.48 745.6 - 755.6

MW-6 12/8/2005 10.33 759.09 748.76 744.7 - 754.7
MW-6 3/14/2006 8.09 759.09 751.00 744.7 - 754.7

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-6 6/27/2007 10.21 759.09 748.88 744.7 - 754.7
MW-6 9/18/2007 10.50 759.09 748.59 744.7 - 754.7
MW-6 12/10/2007 12.32 759.09 746.77 744.7 - 754.7
MW-6 3/28/2008 Unmeasurable due to ice blockage 744.7 - 754.7
MW-6 6/24/2008 9.03 759.09 750.06 745.7 - 755.7

Resurvey** 6/30/2008 758.29
MW-6 10/2/2008 12.14 758.29 746.15 744.4 - 754.4

MW-6 7/26/2010 6.90 758.29 751.39 744.4 - 754.4
MW-6 11/19/2010 10.76 758.29 747.53 744.4 - 754.4
MW-6 2/22/2011 9.73 758.29 748.56 744.4 - 754.4
MW-6 6/15/2011 9.49 758.29 748.80 744.4 - 754.4

MW-8 12/8/2005 10.25 758.74 748.49 745.4 - 755.4
MW-8 3/14/2006 7.76 758.74 750.98 745.4 - 755.4

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-8 6/27/2007 10.04 758.74 748.70 745.4 - 755.4
MW-8 9/18/2007 10.37 758.74 748.37 745.4 - 755.4
MW-8 12/10/2007 12.06 758.74 746.68 745.4 - 755.4
MW-8 3/28/2008 8.04 758.74 750.70 745.4 - 755.4
MW-8 6/24/2008 8.91 758.74 749.83 745.4 - 755.4

Resurvey** 6/30/2008 758.64
MW-8 10/2/2008 11.85 758.64 746.79 745.9 - 755.9

MW-8 7/26/2010 6.52 758.64 752.12 745.9 - 755.9
MW-8 11/19/2010 10.49 758.64 748.15 745.9 - 755.9
MW-8 2/22/2011 9.50 758.64 749.14 745.9 - 755.9
MW-8 6/15/2011 9.25 758.64 749.39 745.9 - 755.9

MW-9 12/8/2005 10.00 758.50 748.50 743.6 - 753.6
MW-9 3/14/2006 7.51 758.50 750.99 743.6 - 753.6

Conducted May 30 to June 1, 2007
MW-9 6/27/2007 9.91 758.50 748.59 743.6 - 753.6
MW-9 9/18/2007 10.22 758.50 748.28 743.6 - 753.6
MW-9 12/10/2007 11.81 758.50 746.69 743.6 - 753.6
MW-9 3/28/2008 7.82 758.50 750.68 743.6 - 753.6
MW-9 6/24/2008 8.82 758.50 749.68 743.6 - 753.6

Resurvey** 6/30/2008 758.80
MW-9 10/2/2008 11.75 758.80 747.05 744.4 - 754.4

Additional Soil Remedial Action Conducted July 10-13, 2010

Additional Soil Remedial Action Conducted July 10-13, 2010

Additional Soil Remedial Action Conducted July 10-13, 2010
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Neenah, Wisconsin
Terracon Project No. 38077004

Measured 
Location Date Depth to 

Groundwater*
Reference 
Elevation

Groundwater 
Elevation Screened Interval

TABLE 1

Gunderson Cleaners

Groundwater Elevations

Additional Soil Remedial Action Conducted July 10-13, 2010
MW-9 7/26/2010 6.51 758.80 752.29 744.4 - 754.4
MW-9 11/19/2010 10.40 758.80 748.40 744.4 - 754.4
MW-9 2/22/2011 9.42 758.80 749.38 744.4 - 754.4
MW-9 6/15/2011 9.15 758.80 749.65 744.4 - 754.4

MW-10 3/14/2006 7.49 759.01 751.52 747.4 - 752.4
Conducted May 30 to June 1, 2007

MW-10 6/27/2007 10.09 759.01 748.92 747.4 - 752.4
MW-10 9/18/2007 10.40 759.01 748.61 747.4 - 752.4
MW-10 12/10/2007 DRY 759.01 DRY 747.4 - 752.4
MW-10 3/28/2008 8.00 759.01 751.01 747.4 - 752.4
MW-10 6/24/2008 9.04 759.01 749.97 747.4 - 752.4
MW-10 10/2/2008 11.41 759.01 747.60 747.4 - 752.4

Additional Soil Remedial Action Conducted July 10-13, 2010
MW-10 7/26/2010 6.81 759.01 752.20 747.4 - 752.4
MW-10 11/19/2010 10.85 759.01 748.16 747.4 - 752.4
MW-10 2/22/2011 9.84 759.01 749.17 747.4 - 752.4
MW-10 6/15/2011 9.62 759.01 749.39 747.4 - 752.4

MW-11 12/8/2005 9.67 758.13 748.46 743.4 - 753.4
MW-11 3/14/2006 7.09 758.13 751.04 743.4 - 753.4

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-11 6/27/2007 9.54 758.13 748.59 743.4 - 753.4
MW-11 9/18/2007 9.87 758.13 748.26 743.4 - 753.4
MW-11 12/10/2007 11.50 758.13 746.63 743.4 - 753.4
MW-11 3/28/2008 7.39 758.13 750.74 743.4 - 753.4
MW-11 6/24/2008 8.39 758.13 749.74 743.4 - 753.4
MW-11 10/2/2008 11.53 758.13 746.60 743.4 - 753.4

MW-11 7/26/2010 6.17 758.13 751.96 743.4 - 753.4
MW-11 11/19/2010 10.09 758.13 748.04 743.4 - 753.4
MW-11 2/22/2011 9.10 758.13 749.03 743.4 - 753.4
MW-11 6/15/2011 8.90 758.13 749.23 743.4 - 753.4

MW-12 12/8/2005 10.00 758.64 748.64 747.2 - 754.7
MW-12 3/14/2006 7.44 758.64 751.20 747.2 - 754.7

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-12 6/27/2007 9.95 758.64 748.69 747.2 - 754.7
MW-12 9/18/2007 10.25 758.64 748.39 747.2 - 754.7
MW-12 12/10/2007 DRY 758.64 747.2 - 754.7
MW-12 3/28/2008 7.74 758.64 750.90 747.2 - 754.7
MW-12 6/24/2008 8.84 758.64 749.80 747.2 - 754.7
MW-12 10/2/2008 11.11 758.64 747.53 747.2 - 754.7

MW-12 7/26/2010 6.66 758.64 751.98 747.2 - 754.7
MW-12 11/19/2010 10.58 758.64 748.06 747.2 - 754.7
MW-12 2/22/2011 9.60 758.64 749.04 747.2 - 754.7
MW-12 6/15/2011 9.31 758.64 749.33 747.2 - 754.7

Additional Soil Remedial Action Conducted July 10-13, 2010

Additional Soil Remedial Action Conducted July 10-13, 2010
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Neenah, Wisconsin
Terracon Project No. 38077004

Measured 
Location Date Depth to 

Groundwater*
Reference 
Elevation

Groundwater 
Elevation Screened Interval

TABLE 1

Gunderson Cleaners

Groundwater Elevations

MW-13 12/8/2005 9.15 757.62 748.47 745.4 - 755.4
MW-13 3/14/2006 6.71 757.62 750.91 745.4 - 755.4

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-13 6/27/2007 9.02 757.62 748.60 745.4 - 755.4
MW-13 9/18/2007 9.35 757.62 748.27 745.4 - 755.4
MW-13 12/10/2007 11.00 757.62 746.62 745.4 - 755.4
MW-13 3/28/2008 7.91 757.62 749.71 745.4 - 755.4
MW-13 6/24/2008 7.86 757.62 749.76 745.4 - 755.4
MW-13 10/2/2008 11.20 757.62 746.42 745.4 - 755.4

MW-13 7/26/2010 6.77 757.62 750.85 745.4 - 755.4
MW-13 11/19/2010 9.65 757.62 747.97 745.4 - 755.4
MW-13 2/22/2011 8.57 757.62 749.05 745.4 - 755.4
MW-13 6/15/2011 8.40 757.62 749.22 745.4 - 755.4

MW-14 12/8/2005 8.46 756.84 748.38 746.0 - 753.0
MW-14 3/14/2006 6.03 756.84 750.81 746.0 - 753.0

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-14 6/27/2007 8.33 756.84 748.51 746.0 - 753.0
MW-14 9/18/2007 8.59 756.84 748.25 746.0 - 753.0
MW-14 12/10/2007 10.51 756.84 746.33 746.0 - 753.0
MW-14 3/28/2008 6.17 756.84 750.67 746.0 - 753.0
MW-14 6/24/2008 7.18 756.84 749.66 746.0 - 753.0
MW-14 10/2/2008 10.22 756.84 746.62 746.0 - 753.0

MW-14 7/27/2010 5.30 756.84 751.54 746.0 - 753.0
MW-14 11/19/2010 9.85 756.84 746.99 746.0 - 753.0
MW-14 2/22/2011 8.90 756.84 747.94 746.0 - 753.0
MW-14 6/15/2011 7.45 756.84 749.39 746.0 - 753.0

Soil Remedial Actions Conducted May 30 to June 1, 2007
MW-15 6/27/2007 9.94 758.55 748.61 745.0 - 755.0
MW-15 9/18/2007 10.26 758.55 748.29 745.0 - 755.0
MW-15 12/10/2007 11.98 758.55 746.57 745.0 - 755.0
MW-15 3/28/2008 7.82 758.55 750.73 745.0 - 755.0
MW-15 6/24/2008 8.81 758.55 749.74 745.0 - 755.0
MW-15 10/2/2008 12.30 758.55 746.25 745.0 - 755.0

MW-15 7/26/2010 6.55 758.55 752.00 745.0 - 755.0
MW-15 11/19/2010 10.58 758.55 747.97 745.0 - 755.0
MW-15 2/22/2011 9.55 758.55 749.00 745.0 - 755.0
MW-15 6/15/2011 9.32 758.55 749.23 745.0 - 755.0

Additional Soil Remedial Action Conducted July 10-13, 2010

Additional Soil Remedial Action Conducted July 10-13, 2010
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Neenah, Wisconsin
Terracon Project No. 38077004

Measured 
Location Date Depth to 

Groundwater*
Reference 
Elevation

Groundwater 
Elevation Screened Interval

TABLE 1

Gunderson Cleaners

Groundwater Elevations

PZ-3 12/8/2005 9.86 758.07 748.21 730.5 - 735.5
PZ-3 3/14/2006 7.35 758.07 750.72 730.5 - 735.5

Soil Remedial Actions Conducted May 30 to June 1, 2007
PZ-3 6/27/2007 9.75 758.07 748.32 730.5 - 735.5
PZ-3 9/18/2007 9.99 758.07 748.08 730.5 - 735.5
PZ-3 12/10/2007 11.45 758.07 746.62 730.5 - 735.5
PZ-3 3/28/2008 7.57 758.07 750.50 730.5 - 735.5
PZ-3 6/24/2008 8.61 758.07 749.46 730.5 - 735.5
PZ-3 10/2/2008 11.64 758.07 746.43 730.5 - 735.5

PZ-3 7/27/2010 6.78 758.07 751.29 730.5 - 735.5
PZ-3 11/19/2010 10.20 758.07 747.87 730.5 - 735.5
PZ-3 2/22/2011 9.12 758.07 748.95 730.5 - 735.5
PZ-3 6/15/2011 9.04 758.07 749.03 730.5 - 735.5

PZ-4 12/8/2005 9.10 756.89 747.79 717.0 - 722.0
PZ-4 3/14/2006 6.59 756.89 750.30 717.0 - 722.0

Soil Remedial Actions Conducted May 30 to June 1, 2007
PZ-4 6/27/2007 9.08 756.89 747.81 717.0 - 722.0
PZ-4 9/18/2007 9.33 756.89 747.56 717.0 - 722.0
PZ-4 12/10/2007 10.72 756.89 746.17 717.0 - 722.0
PZ-4 3/28/2008 6.84 756.89 750.05 717.0 - 722.0
PZ-4 6/24/2008 7.94 756.89 748.95 717.0 - 722.0
PZ-4 10/2/2008 10.91 756.89 745.98 717.0 - 722.0

PZ-4 7/27/2010 6.13 756.89 750.76 717.0 - 722.0
PZ-4 11/19/2010 9.36 756.89 747.53 717.0 - 722.0
PZ-4 2/22/2011 8.30 756.89 748.59 717.0 - 722.0
PZ-4 6/15/2011 8.04 756.89 748.85 717.0 - 722.0

PZ-5 3/14/2006 9.37 758.29 748.92 714.2 - 719.2
Soil Remedial Actions Conducted May 30 to June 1, 2007

PZ-5 6/27/2007 12.32 758.29 745.97 714.2 - 719.2
PZ-5 9/18/2007 12.74 758.29 745.55 714.2 - 719.2
PZ-5 12/10/2007 13.65 758.29 744.64 714.2 - 719.2
PZ-5 3/28/2008 9.52 758.29 748.77 714.2 - 719.2
PZ-5 6/24/2008 10.90 758.29 747.39 714.2 - 719.2
PZ-5 10/2/2008 13.95 758.29 744.34 714.2 - 719.2

PZ-5 7/27/2010 9.12 758.29 749.17 714.2 - 719.2
PZ-5 11/19/2010 12.10 758.29 746.19 714.2 - 719.2
PZ-5 2/22/2011 11.12 758.29 747.17 714.2 - 719.2
PZ-5 6/15/2011 6.30 758.29 751.99 714.2 - 719.2

Additional Soil Remedial Action Conducted July 10-13, 2010

Additional Soil Remedial Action Conducted July 10-13, 2010

Additional Soil Remedial Action Conducted July 10-13, 2010

5 of 6



Neenah, Wisconsin
Terracon Project No. 38077004

Measured 
Location Date Depth to 

Groundwater*
Reference 
Elevation

Groundwater 
Elevation Screened Interval

TABLE 1

Gunderson Cleaners

Groundwater Elevations

Soil Remedial Actions Conducted May 30 to June 1, 2007
PZ-6 6/27/2007 10.31 758.58 748.27 729.0 - 734.0
PZ-6 9/18/2007 10.57 758.58 748.01 729.0 - 734.0
PZ-6 12/10/2007 12.05 758.58 746.53 729.0 - 734.0
PZ-6 3/28/2008 8.05 758.58 750.53 729.0 - 734.0
PZ-6 6/24/2008 9.11 758.58 749.47 729.0 - 734.0
PZ-6 10/2/2008 12.20 758.58 746.38 729.0 - 734.0

PZ-6 7/27/2010 7.05 758.58 751.53 729.0 - 734.0
PZ-6 11/19/2010 10.75 758.58 747.83 729.0 - 734.0
PZ-6 2/22/2011 9.66 758.58 748.92 729.0 - 734.0
PZ-6 6/15/2011 9.55 758.58 749.03 729.0 - 734.0

** PVC casing was cut down and resurveyed due to heaving

Reference elevations per Table 2 of Supplemental Site Investigation Report dated June 2006

Additional Soil Remedial Action Conducted July 10-13, 2010

*Depth to groundwater is measured from the top of the riser pipe.

Measurements are in feet.
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Impacted Off-Source Property Information
Form 4400-246 

State of Wisconsin 
Department of Natural Resources 
http://dnr.wi.gov (R  3/08)

WTM XID Off-Source Property Address Parcel Number WTM Y

ACTIVITY NAME:

BRRTS #:

This fillable form is intended to provide a list of information that must be submitted for evaluation for case closure.  It is to be used in conjunction with Form 4400-202, Case Closure Request 
(Section H).  The closure of a case means that the Department has determined that no further response is required at that time based on the information that has been submitted to the Department.

NOTICE:  Completion of this form is mandatory for applications for case closure pursuant to ch. 292, Wis. Stats. and ch. NR 726, Wis. Adm. Code, including cases closed under ch. NR 746 and  
ch. NR 726.  The Department will not consider, or act upon your application, unless all applicable sections are completed on this form and the closure fee and any other applicable fees, required 
under ch. NR 749, Wis. Adm. Code, Table 1 are included.  It is not the Department's intention to use any personally identifiable information from this form for any purpose other than reviewing  
closure requests and determining the need for additional response action.  The Department may provide this information to requesters as required by Wisconsin's Open Records law 
[ss. 19.31 - 19.39, Wis. Stats.].

A 912 S Commercial St/1011 Maple St, Neenah, WI 80903260000/80903220000 642767 411974

B 107 E Cecil St, Neenah, WI 80903180000 642769 411978

E

F

G

C 1016 S Commercial St, Neenah, WI 80903270000 642748 411949

D

H

Gunderson Cleaners Inc

02-71-108446
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