GIS REGISTRY INFORMATION

SITE NAME: | Lﬂfﬂ/ Qulhn OI/G

BRRTS #: | O3-55-0007;2 Iro# @ appropriate): BSS o4 8 37
COMMERCE # (if appropriate): é :’f f 19 ~F7) 7 - Qﬁé [
CLOSURE DATE: OS)i1s]1eo7

STREET ADDRESS: STH 40 + AN. Blackburn J-.

CITY: Zirggg_,

SOURCE PROPERTY GPS COORDINATES (meters in

WTM91 projection): x=e HZolLSs y= SS4H 33
CONTAMINATED MEDIA: Groundwater Soll Both 7
OFF-SOURCE GW CONTAMINATION >ES: [ ves i |
IF YES, STREET ADDRESS 1: |

GPS COORDINATES (meters in WTM@1 projection): X= Y=

OFF-SOURCE SOIL CONTAMINATION >Generic or Site-

Specific RCL (S8SRCL): Yes . o

IF YES, STREET ADDRESS 1:

GPS COORDINATES (meters in WTM21 projection): X= Y=

CONTAMINATION IN RIGHT OF WAY: Yes Eﬂo

DOCUMENTS NEEDED:

Closure Letter, and any conditional closure letter or denlal letter issued
Copy of any maintenance plan referenced in the final closure letter.

Copy of (soll or land use) deed notice if any required as a condition of closure
Copy of most recent deed, including legal description, for all affected properties

MA

c.mﬂodsurvoymapqrnlevantpotﬂonofmerocommplatmap(lfnforwcodhmkgddacrfpﬂon)forannﬁoctedproperﬂes
County Parcel ID numbe, If used for county, for all affected properties /0y .. 00 4.9 7 —O000
LocatlonmPMmﬂmmmmmﬂmﬂmemwMapﬂmhmmbmm
parcels to be located easlly (8.5x14" If paper copy). If groundwater standards are exceeded, the map must also Include the location of all municipal and
potable wells within 1200’ of the site.

Detailed Site Map(s) for all affected properties, showing buikiings, roads, property boundaries, contaminant sources, utiity ines, monitoring wells
and potable wells. (8.5x14", if paper copy) This map shall also show the location of all contaminated public streets, highway and raliroad rights-of-way In
rdaﬂmbhmmﬂy“hﬁaﬂmbﬂnbmuﬂaﬂesdgmmdwatamhnﬂmmm NR 140 ESs and soll contamination exceeding
ch. NR 720 generic or SSRCLs.

Tables of Latest Groundwater Analytical Results (no shading or cross-hatching)

Tables of Latest Soll Analytical Results {(no shading or cross-hatching)

Isoconcentration map(s), If required for site Investigation (Si) (8.5x14" if paper copy). The lsoconcentration map should have flow direction and
extent of groundwater contaminatiop defined. if not available, Include the latest extent of contaminant plume map.

GW: Table of water level elevations, with sampling dates, and free product noted If present

GW: Latest groundwater flow direction/monitoring well location map (should be 2 maps if maximum variation in flow direction is
greater than 20 degrees) _

SOIL: Latest horlzontal extent of contamination exceeding generic or SSRCLs, with one contour

Geologlc cross-sections, If required for SL (8.5x14' if paper copy)

RP certifiod statement that legal descriptions are complete and accurate

Coples of off-source notification letters (if applicable) Nir
Letter Informing ROW owner of residual contamination (if applicable)public, highway or raroad ROW) N[A

R TS T
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State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES
' ; Northern Region Headquarters

Jim Doyle, Governor . 107 Sutliff Ave.
A~ ] LA Scott Hassett, Secretary Rhinelander, Widconsin 54501-3349
WISCONSIN John Gozdzialski, Regional Director : Telephone 715-365-8900
DEPT. OF NATURAL RESOURCES : FAX 715-365-8932
TTY Access via relay - 711

May 15, 2007

Mr. Kurt Blumer
Wisconsin Central, Ltd.
17641 Ashland Avenue
Homewood, IL 60430

'SUBJECT:  Final Case Closure
Larry Quinn Qil Co., State Road 40/East Railroad Ave., Bruce, Wi 54819
WDNR BRRTS Activity #: 03-55-000712

Dear Mr. Blumer:

On May 15, 2007, members of the Northern Region Closure Committee reviewed the above
referenced case for closure. This committee reviews environmental remediation cases for
compliance with state laws and standards to maintain consistency in the closure of these cases.
Based on the correspondence and data provided, it appears that your case has been
remediated to Department standards in accordance with s. NR 726.05, Wisconsin
Administrative Code. The Department considers this case closed and no further investigation or
remediation is required at this time.

Please be aware that pursuant to s. 292.12 Wisconsin Statutes, compliance with the
requirements of this letter is a responsibility to which you and any subsequent property owners
must adhere. If these requirements are not followed or if additional information regarding site
conditions indicates that contamination on or from the site poses a threat to public health,
safety, welfare, or the environment, the Department may take enforcement action under s.
292.11 Wisconsin Statutes to ensure compliance with the specified requirements, limitations or
other conditions related to the property or this case may be reopened pursuant to s. NR 726.09,
Wis. Adm. Code. It is the Department’s intent to conduct inspections in the future to ensure that
the conditions included in this letter including compliance with referenced maintenance plans
are met. :

Residual soil contamination remains at the location shown on the attached map Extent of
Residual Soil Contamination prepared by Shaw Environmental Inc. dated April 9, 2007. This
includes an area under an existing building. If soil in the specific locations described above is
excavated in the future, the property owner at the time of excavation must sample and analyze
the excavated soil to determine if residual contamination remains. If sampling confirms that
contamination is present the property owner at the time of excavation will need to determine
whether the material would be considered solid or hazardous waste and ensure that any
storage, treatment or disposal is in compliance with applicable standards and rules. In addition,
all current and future owners and occupants of the property need to be aware that excavation of
the contaminated soil may pose an inhalation or other direct contact hazard and as a resuit
special precautions may need to be taken to prevent a direct contact health threat to humans.

dnr.wi.gov Quality Natural Resources Management | 6
wisconsin.gov Through Excellent Customer Service Printed on




Your site will be listed on the DNR Remediation and Redevelopment GIS Registry of Closed
Remediation Sites. Information that was submitted with your closure request application will be
included on the GIS Registry. To review the sites on the GIS Registry web page, Visit
http://dnr.wi.gov/org/aw/rr/gis/index.htm. If your property is listed on the GIS Registry because
of remaining contamination and you intend to construct or reconstruct a well, you will need prior
Department approval in accordance with s. NR 812.09(4)(w), Wis. Adm. Code. To obtain
approval, Form 3300-254 needs to be completed and submitted to the DNR Drinking and
Groundwater program’s regional water supply specialist. This form can be obtained on-line

http://Awww.dnr.state.wi.us/org/water/dwq/3300254.pdf or at the web address listed above for the
GIS Registry.

Section 101.143, Wis. Stats., requires that PECFA claimants seeking reimbursement of
interest costs, for sites with petroleum contamination, submit a final reimbursement
claim within 120 days after they receive a closure letter on their site. For claims not
received by the PECFA Program within 120 days of the date of this letter, interest costs

~ after 60 days of the date of this letter will not be eligible for PECFA reimbursement. If
there is equipment purchased with PECFA funds remaining at the site, contact the Commerce
PECFA Program to determine the method for salvaging the equipment.

The Department appreciates your efforts to restore the environment at this site. If you have any
questions regarding this closure decision or anything outlined in this letter, please contact
William Schultz at (715) 365-8965. -

Sincerely,

Attachment

cc: Mr. Mark Bergeon
Shaw Environmental & Infrastructure, Inc.
790 Marvelle Lane
Green Bay, WI 54304
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CETERETr-S AR PO L FE t 1A )

hinneapolis, si. Faul ¥ Sauit Ste. [Marie Railway sompany.

JuoLat HTT .

L oucher Nao él#ﬂfé‘?“'z’f{)ﬁj Aeidress Tecy lan by 4
For daad for tiae folivvwipg deascrised rracet place or

parce) of land situated in the N&/4 SE/Z of SECTIOM 6 TOWNSHIP

34 North RANGE 7 West, Chippewa Count/, Wisconsin:- Cormencing

a2t a poilnt on tne Baast and West Ouartsr line of sald SRCTION 6

a7 Paat Wast of the %Wast boundary of sald Section, thence runnilng

vragt along sald Bast and Wast Cunrter line, a dlstance of 258

faot %o a point, thence at risht angles, 3outh in a stralgzht line

to tha intersection with the Tortharly bouwadary line of the right

of way of the Minneanolis 3t, Paul & 3zult Ste Marie Rallway

fompany's railroad, sald Right of "ay being a strip plece or parcel

of land 100 feaet in width, 50 fa:t in width on eaach slde of the

centor lina of the maln track of saild Railway Company's rallroad

as the sane 1is now located over and across the sald N® /4 3B/4 of

gaild 3T0TION 63 tience in a Horthonsterly diraction running along

said Hortherly houndary line of aaid Rignt of Way to tiie intersec-

tion with a line 33 fest Wost ¢of and parallel with said Tast boundary

line of sald Jection 6, thenca Iorth in straight line along aaid

line parallel with sald 2ast bouadary lins of sald 3sction 6, to

place of haginning. Containing in all 652/100 Asres more or less- - $160.00

w = = = = = =(ne Hundred Fifty and MO /100 Dollarse = - - - =

GOFWLLY

N73. Srzee

EHARCE

Aty ; Qee -
I T I Y

L Y T ' N B

NEaaravie ot the Aigncapobs, 2t Pk & vrawl! Ste. Vioric KRadwny

Chippewa Co Wisa - - - -0ne Hundred Pifty and N0O/100= - ~ -

Lompat

NDOLLARS.
N FULL FOR ABOVE ACCOUNT

DATED R0
I



A, WARRANTY DEED—RIGHT OF WAY.

1Rnow all ese n)resents, %/ ’S ﬁ? leloprane,,

County, SR o State of
part otthﬂc{hrst rt, for and in consideration of the sum of . C@t& W 2 %
clee > oo ) /P22 Dollars, to .in hand paid lly the

Minnenpails, $i. Paul & Sault Ste. Marle Railway Company, partiy of the second part, the receipt whereof is
hereby acknowledged, do  hereby GRANT, BARGAIN, SELL and CONVEY unto the said party
of the second part, its successors and assigns, a piece, parcel or tract of land, situated in the County
of CHIPBEWA .. . ... .. and . STATE.. of WIS CONSIN

described as follows, to-wit: A1l that part of the Northeast Quarter of the South
east Nuarter (MF/4 SE/4) of SECTION 3ix (6) TOWNSHIP Thirty-four (34)
Nortu RANGE Sevean (7) West, described as follows towlt:- Commencing at
a pciat on the Wast and West Ouarter line of sald SROTTON Six (6) Thirty-
three (33) feat West of the Pagt Loundary of said SECTION, thence runaning
West aluny sald FBaast and West Quarter line, a distance of Twe Hundred
Fi*ty-oislit {258) feat to a point, thence at right angzles, South in a
straizght line to the intersectlon wizih the Northerly boundary line of the
rixzat of way of sald Rallway Company®s railroad, said Right of way heing
a atrip pisve or parcel of land One Hundred (100} feat in width, Rifty
50 feet 1n width on each side of the caeanter line of the maln track of
sflad "allway Company's rallroad, as tha same is now located ove and
across the sald Northeast Quarter of tne Southeast Quarter (MNE/4 SR/ 4) of
sald SBCTTON 3ix (A) thence in a Wortheastsrly directlon running along
sald Northerly btouadary line of sald Right of way to the intersection
witih a 1ine Thirty-three (33) feet Vast of and parallel wiih the sald
Fast coundary 1lne of sald SECTTOM Six {(8), thence North in a straight
line to placza of beginnings. The above descrived truct which we wish to
convey vantaining in all Sixty-two Hundredths (.62) Acrea more or laess.

-

To bave and to Hold the Same, Together with all the appurtenances thereunto belonging,
to the said party of the second part; its successors and assigns, FOREVER.

And the said partdesof the first part hereby grant unto the said party of the second part, its
successors and assigns, the right to protect its railway, on said land, by erecting on both sides
thereof and within one hundred and fifty feet from the centre line of said railway, portable snow
fences; provided however, that such fences shall not be erected before the 15th day of October of each
vear and shall be re%on or hefore/t}e 1st day of Aprll of the year next ensuing their erection.

%he said

for £

Zdax heirs, executors and adml istrators, do  covenant with the party of

the second part, its successors and assigns, tha.t AL ——pe]] seized in fee of the lands

and premises aforesaid; that the same are free from all incumbrances -

VU Uy Uy SR SRS

and the above granted lands and premises in the quiet enjoyment and peaceable possession of the said
party of the second part, its successors and assigns, against all persons lawfully claiming or to claim
the wholeor any part thereof, the said part of th%:;wnll forever %NT and DEFEND.

And the said partl@ of the first part, for heirs,
administrators and assigns, do  release the party of the secﬁnd part, its successors and assigns,
from all claims for any and all damages resulting to the lands through and across which the piece or
strip of land hereby conveyed is located, by reason of the location, grade, construction, maintenance,
and operation of u railway over and upon the premiseq hereby conv

eye
mltness..%@!_ ~hand<and seals this... ? - day of_. jW‘-V A.D. 190&

RESENCE OF - .

” . o~ ;
\/( e /? l L d — 424444_42,’[//2% SEAL|
WMI/MMM (oA

SR ‘y-d od.n Oy Ln,




State of ... e WESCONSIN -
I

On this... 9.h....day of September .

A.D. 190.5.., before me personally appearcd

Anna M...Stebmenn - and

Nad.Stahmann, her husband ... ... .. .. . Bkl

]

i

[ s,
................ RUSK...... ... - i

to me known to be the person8 who..are .. . described in, and
who executed the foregoing instrument, and acknowledged that
they  cxecuted the same asthedr. free act and deed,

Titness My hand and ... . Notarial . . .. seal the

oo NOtary -Public, -Rusk Co. Wig, .-
My Com,Expires Jan,31,1909.

/
)

day of

=..0'elock

ioves REGISTER.
DEPUTY

CocNTY AUDITOR.

County
%
2

Filed for Record this....~...........

-~

JUUS § - RSN

FROM
A D. 19578,

Taxes paid and transferred@ for taxation

1~

Part_of the NE/4 SB/4 of

SEC 6 TWP 34 R3R 7
:i«..,..M., and recorded in Book::ém;'.of Deeds,

RIGHT OF WAY DEED.

stateof. W . L5 C O R S TN

Anna X. Stahman. & Husbaad
TO
Ninneapoiis, St. Paut & Sault Ste. Marie Fy. Co.

BRUCE STOCK YARDS
Vol./..zm.onpnge..;z..é.é.....

&
Br....

-~



In consideration of One Dollar ($1.00) paid by the Minneapolis,
5t, Paul % Saulte Sainte Marie Railway Co., I agi'ee to sell snd
convey by warranty deed to the lMinnaapolis, JSt.. Paul & Sau lte
Sainte Marie Railway Co., on derand, within thirty days from date, at
its option, a pareel of land in Rusk County, State of Wiseonsin,
dsacribed as follows, to-wit: beginning at a point &f&uﬁm

(33)@ f22t West of the intersaction of thia quarter lir;:Tmlnning
through the eeater of Saction Six {6), Township Thirty-four (34),
NMorth of Range Seven (7) West, and the REast line of said Section
Six (6), thenee West along said quarter line a distance of Two
Hundred Fifty-eight (258) feet, thence South One Hundred Thirtv
(130) fset to the right-of-way of the Minneapolia, St. Paul & Saulte
Sainte Marie Railway Co,, thonce along said right-of-way in a
Mortheaaterly direection to a point Thirty-three (33) feet West of
the East line of said Saction 3ix (6); thenceaI-Top~th along said
Eaat line of said Scetion Six (6), A g;e’n faet, to ths place
of beginning; eontaining in 311 One (1) aere, mors or less, for

the sum of gz A W S . Dollars,

to be paid in ecash upon the delivai; (f'deed..

Dated Auzust ZQ , 1905, /)

| me Q/Z,J @“}
e = S

. B———————




Larry Quinn, Bruce, WI
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TABLE §

Groundwater Sample Laboratory Analytical Results
Larry Quinn Oil Company Site

Bruce, Wisconsin

MWwW-1
Sample Parameters
Date Benzene " Ethylbenzene Toluene Xylenes 1,2,4-TMB 1,3,5-TMB MTBE Naphthalene
5/31/94 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
4/26/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
8/18/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
10/24/95 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/7/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
6/20/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
9/10/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
11/13/96 <0.5 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/10/97 <0.31 <0.38 <0.39 <1.1 <0.18 <0.33 <0.14 <0.35
6/18/97 0.i18 <0.22 0.32 0.5 <0.22 <0.29 <0.16 NA
9/16/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
10/30/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
4/1/98 <0.10 <0.25 <0.10 <0.25 <0.10 <0.10 <0.25 <0.1
6/17/98 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 <0.46
9/16/98 <0.31 <0.38 <0.39 <l1.1 <0.32 <0.33 <0.14 <0.35
12/7/98 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
3/9/99 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 <0.46
7/13/99 <0.26 <0.24 <0.21 <1.34 <0.86 <0.54 <0.22 NA
5/22/00 <0.50 <5.0 <5.0 <5.0 7.34 <5.0 <0.50 8.39
NR 140 ES 5 700 1,000 10,000 480* 60 40
NR 140 PAL 0.5 140 200 1,000 96* 12 8
(Continued)
Notes:
Results in ug/L unless otherwise noted
Bold Indicates value equals or exceeds the NR 140 enforcement standard
Italics Indicates value equals or exceeds the NR 140 preventive action limit -
*: Indicates a combined standard for 1,2,4 TMB and 1,3,5 TMB NS: Not Sampled
ES: Enforcement standard PAL: Preventive action limit

MTBE: Methyl t-butyl ether
NA: Not analyzed

Checked by:
Approved by:

TMB: Trimethylbenzene




Groundwater Sample Laboratory Analytical Results

TABLE 5
(Continued)

Larry Quinn Oil Company Site
Bruce, Wisconsin

MW-2
Sample Parameters
Date Benzene Ethylbenzene Toluene Xylenes 1,2,4-TMB 1,3,5-TMB MTBE Naphthalene
5/31/94 1,000 2,200 7,200 $,100 1,800 600 <20 460
4/26/95 2,300 550 7,900 7,100 1700 550 <500 <500
8/18/95 400 140 2,300 1,700 250 100 <50 61
10/24/95 1,100 340 5,500 4,100 660 200 <1.0 82
3/7/96 850 290 4,400 4,500 790 310 <5.0 130
6/20/96 490 370 3,600 3,800 710 240 <1.0 110
9/10/96 180 190 1,900 2,700 630 190 <10 120
11/13/96 170 219 850 1,700 360 180 <1.0 80
3/10/97 310 390 3,400 5,000 930 320 <3.5 120
6/18/97 110 250 1,500 3,100 740 230 <3.2 NA
9/16/97 120 210 1,200 3,000 670 210 <1.6 NA
10/30/97 180 290 1,800 4,000 790 260 <3.2 NA
4/1/98 11 27 140 430 100 37 <1.2 6.6
6/17/98 84 170 880 2,000 470 140 <7.0 98
9/16/98 150 290 1,800 4,100 760 230 <2.8 120
12/7/98 110 280 1,700 3,500 750 230 10 NA
3/9/99 92 210 1,000 2,600 560 150 <3.2 91~
7/13/99 28 69 140 840 170 63 <1.1 NA
$/22/00 23.1 35.1 733 316 75.0 30.7 <0.50 17.6
NR 140 ES 5 700 1,000 10,000 480* 60 40
NR 140 PAL 0.5 140 200 1,000 96* 12 8
(Continued)
Notes:
Results in ug/L unless otherwise noted _
Bold Indicates value equals or exceeds the NR 140 enforcement standard
Italics Indicates value equals or exceeds the NR 140 preventive action limit
*): Indicates a combined standard for 1,2,4 TMB and 1,3,5 TMB NS: Not Sampled
ES: Enforcement standard PAL: Preventive action limit
MTBE: Methyl t-butyl ether TMB: Trimethylbenzene
NA:  Not analyzed
Checked by:

Approved by:




TABLE 5
(Continued)

Groundwater Sample Laboratory Analytical Results
Larry Quinn Oil Company Site
Bruce, Wisconsin

MW-3A
Sample Parameters
Date Benzene Ethylbenzene Toluene Xylenes 1,2,4-TMB 1,3,5-TMB MTBE Naphthalene
5/31/94 NA NA NA NA NA NA NA NA
4/26/95 <1.0 <1.0 1.6 <3.0 <1.0 <1.0 <1.0 <1.0
8/18/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
10/24/95 NA NA NA NA NA NA NA NA
3/7/96 NA NA NA NA NA NA NA NA
6/20/96 NA NA NA NA NA NA NA NA
9/10/96 NA NA NA NA NA NA NA NA
11/13/96 - NA NA NA NA NA NA NA NA
3/10/97 NA NA NA NA NA NA NA NA
6/18/97 NA NA NA NA NA NA NA NA
9/16/97 NA NA NA NA NA NA NA NA
10/30/97 NA NA NA NA NA NA NA NA
4/1/98 <0.10 <0.25 <0.10 <0.25 <0.10 <0.10 <0.25 <0.1
6/17/98 <0.13 <0.22 <0.20 0.35 <0.22 <0.29 <0.16 0.74
- 9/16/98 NA » NA NA NA NA NA NA NA
12/7/98 NA NA NA NA NA NA NA NA_
3/9/99 NA NA NA NA NA NA NA NA
7/13/99 NA NA NA NA NA NA NA NA
5/22/00 NA NA NA NA NA NA NA NA
NR 140 ES 5 700 1,000 10,000 480* 60 40
NR 140 PAL 0.5 140 200 1,000 96* 12 8
(Continued)
Notes:
Results in ug/L unless otherwise noted -
Bold Indicates value equals or exceeds the NR 140 enforcement standard
Italics Indicates value equals or exceeds the NR 140 preventive action limit
*: Indicates a combined standard for 1,2,4 TMB and 1,3,5 TMB NS: Not Sampled
ES: Enforcement standard PAL: Preventive action limit

MTBE: Methyl t-butyl ether TMB: Trimethylbenzene
NA:  Not analyzed :

Checked by:
Approved by:




TABLE 5
(Continued)

Groundwater Sample Laboratory Analytical Results
Larry Quinn Oil Company Site
Bruce, Wisconsin

MW-3B
Sample Parameters
Date Benzene Ethylbenzene Toluene Xylenes 1,2,4-TMB 1,3,5-TMB MTBE Naphthalene
5/31/94 3.1 <1.0 1 <3.0 <1.0 <1.0 3.5 <1.0
4/26/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 1.9 <1.0
8/18/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 1.2 <1.0
10/24/95 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/7/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
6/20/96 <0.50 <1.0 <2.0 <3.0 <1.0 <1.0 <1.0 <2.0
9/10/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
11/13/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/10/97 <0.31 <0.38 <0.39 <1.1 <0.32 <0.33 0.32 <0.35
6/18/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
9/16/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
10/30/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
4/1/98 <0.10 <0.25 <0.10 <0.25 <0.10 <0.10 0.58 <0.1
6/17/98 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 <0.46
9/16/98 <031 <0.38 <0.39 <1.1 <0.32 <0.33 0.65 <0.35
12/7/98 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA-
3/9/99 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 0.66 <046
7/13/99 <0.26 <0.24 <0.21 <1.34 <0.86 <0.54 0.53 NA
5/22/00 <0.50 <5.0 <5.0 <5.0 5.88 <5.0 <5.0 8.47
NR 140 ES 5 700 1,000 10,000 480* 60 40
NR 140 PAL 0.5 140 200 1,000 96* 12 8
(Continued)
Notes:
Results in ug/L unless otherwise noted -
Bold Indicates value equals or exceeds the NR 140 enforcement standard
Italics  Indicates value equals or exceeds the NR 140 preventive action limit
*) Indicates a combined standard for 1,2,4 TMB and 1,3,5 TMB NS: Not Sampled
ES: Enforcement standard PAL: Preventive action limit

MTBE: Methyl t-butyl ether
NA: Not analyzed

TMB: Trimethylbenzene

Checked by:
Approved by:




Groundwater Sample Laboratory Analytical Results

TABLE 5
(Continued)

Larry Quinn Oil Company Site

Bruce, Wisconsin

MWwW-4
Sample Parameters
Date Benzene Ethylbenzene Toluene Xylenes 1,2,4-TMB 1,3,5-TMB MTBE Naphthalene
5/31/94 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
4/26/95 <1.0 <1.0 <1.0. <3.0 <1.0 <1.0 <1.0 <1.0
8/18/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
10/24/95 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/7/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
6/20/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
9/10/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
11/13/96 <.050 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/10/97 <0.31 <0.38 <0.39 <1.1 <0.32 <0.33 <0.14 <0.35
6/18/97 <0.13 <0.22 <.20 <0.23 <(.22 <().29 <{.16 NA
9/16/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
10/30/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
4/1/98 <0.10 <0.25 <0.10¢ <0.25 <0.10 <0.10 <0.25 <0.1
6/17/98 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 <0.46
9/16/98 <0.31 <0.38 <0.39 <l1.1 <0.32 <0.33 <0.14 <0.35
12/7/98 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
3/9/99 <0.13 <0.22 <0.20 <0.23 <0.23 <0.29 <0.16 <0.46
7/13/99 <0.26 <0.24 <0.21 <1.34 <0.86 <0.54 <0.22 NA
5/22/00 <0.50 <5.0 <5.0 <5.0 6.32 <5.0 <0.50 9.44
NR 140 ES 5 700 1,000 10,000 480* 60 40
NR 140 PAL 0.5 140 200 1,000 96* 12 8
(Continued)
Notes: -
Results in ug/L unless otherwise noted
Bold Indicates value equals or exceeds the NR 140 enforcement standard
Italics  Indicates value equals or exceeds the NR 140 preventive action limit
*: Indicates a combined standard for 1,2,4 TMB and 1,3,5 TMB NS: Not Sampled
ES: Enforcement standard PAL: Preventive action limit

MTBE: Methyl t-butyl ether
Not analyzed

NA:

Checked by:

Approved by:

TMB: Trimethylbenzene




Groundwater Sample Laboratory Analytical Results

TABLE §
(Continued)

Larry Quinn Qil Company Site
Bruce, Wisconsin

PZ-3
Sample Parameters
Date Benzene Ethylbenzene Toluene Xylenes 1,2,4-TMB 1,3,5-TMB MTBE Naphthalene
5/31/94 1.8 <1.0 4.1 <3.0 <1.0 <1.0 <1.0 <1.0
4/26/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
8/18/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
10/24/95 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/7/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 1.1
6/20/96 <0.50 <1.0 23 <3.0 <1.0 <1.0 <1.0 <1.0
9/10/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
11/13/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/10/97 <0.31 <0.38 <0.39 <1.1 <0.32 <0.33 <0.14 <0.35
6/18/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
5/16/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
10/30/97 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
4/1/98 <0.10 <0.25 <0.10 <0.25 <0.10 <0.10 <0.25 <0.1
6/17/98 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 <0.46
9/16/98 1.0 <0.38 <0.39 2.8 0.75 <0.33 <0.14 <0.35
12/7/98 32 0.31 <0.20 1.7 1.2 <0.29 <0.16 NA
3/9/99 0.79 <0.22 <0.20 0.51 0.24 <0.29 <0.16 <0.46
7/13/99 <0.26 <0.24 <0.21 <1.34 <0.86 <0.54 <0.22 NA
5/22/00 <0.50 <5.0 <5.0 <5.0 <5.0 <5.0 <0.50 12,6
NR 140 ES 5 700 1,000 10,000 480* 60 40
NR 140 PAL 0.5 140 200 1,000 96* 12 8
(Continued)
Notes:
Results in ug/L unless otherwise noted
Bold Indicates value equals or exceeds the NR 140 enforcement standard -
Italics Indicates value equals or exceeds the NR 140 preventive action limit
™) Indicates a combined standard for 1,2,4 TMB and 1,3,5 TMB NS: Not Sampled
ES: Enforcement standard PAL: Preventive action limit
MTBE: Methyl t-butyl ether TMB: Trimethylbenzene
NA:  Notanalyzed
Checked by: Approved by:




TABLE 5§

(Continued)

Groundwater Sample Laboratory Analytical Results
Larry Quinn Oil Company Site

Bruce, Wisconsin

PZ-4
Sample PARAMETERS
Date Benzene Ethylbenzene Toluene Xylenes 1,2,4-TMB 1,3,5-TMB MTBE Naphthalene
5/31/94 <1.0 <1.0 1.7 <3.0 1.1 1.4 <1.0 3.6
4/26/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 1
8/18/95 <1.0 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
10/24/95 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/7/96 0.57 <1.0 <1.0 <3.0 1.3 <1.0 <1.0 1.4
6/20/96 <0.50 <1.0 2.3 <3.0 <1.0 <1.0 <1.0 <1.0
9/10/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
11/13/96 <0.50 <1.0 <1.0 <3.0 <1.0 <1.0 <1.0 <1.0
3/10/97 NA NA NA NA NA NA NA NA
6/18/97 NA NA NA NA NA NA NA NA
9/16/97 NA NA NA NA NA NA NA NA
10/30/97 NA NA NA NA NA NA NA NA
4/1/98 NA NA NA NA NA NA NA NA
6/17/98 <0.13 <(.22 <0.20 <0.23 <0.22 <0.29 <0.16 <0.46
9/16/98 NA NA NA NA NA NA NA NA
12/7/98 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 NA
3/9/99 <0.13 <0.22 <0.20 <0.23 <0.22 <0.29 <0.16 <0.46
7/13/99 <0.26 <0.24 <0.21 <1.34 <0.86 <0.54 <0.22 NA
5/22/00 <0.50 <5.0 <5.0 <5.0 <5.0 <5.0 <0.50 <8.0
NR 140 ES 5 700 1,000 10,000 480* 60 40
NR 140 PAL 0.5 140 200 1,000 96* 12 8
Notes:
Results in ug/L unless otherwise noted
Bold Indicates value equals or exceeds the NR 140 enforcement standard —
ltalics  Indicates value equals or exceeds the NR 140 preventive action limit
(*): Indicates a combined standard for 1,2,4 TMB and 1,3,5 TMB NS: Not Sampled
ES: Enforcement standard PAL: Preventive action limit
MTBE: Methyl t-butyl ether TMB: Trimethylbenzene
NA:  Not analyzed

Checked by:

Approved by:




TABLE 2

Site Investigation Soil Sample Laboratory Analytical Results
Larry Quinn Property Site
Bruce, Wisconsin

Pre-Excavation Results

4

NR 720
Sample Location TB-1 TB2 | MW- MW-2 MW-3 MW-4 Generie | pi74% | NR 748
Sample Depth | (8-10)* | (13-15") | (6-8)* | (6-8") | (18-20") [(8-10"+*] (18-20) [ (10-121) [ (13-15") [ (20229 | (6-8") [ 18-20) | Seil Standard | Standard
Sample Date 5/18/94 5/18/94 5/19/94 5/18/94 5/18/94 5/19/94 Standard
GRO (ppm) 850 160 2,200 | <5.0 [ <5.0 | 1,300 70 <5.0 <5.0 <5.0 <5.0 <5.0 100 NS NS
DRO (ppm) 79 24 260 | <5.0 | <5.0 100 5.2 <5.0 <5.0 <5.0 <5.0 <5.0 100 NS NS
Lead (ppm) <5.0 <5.0 <5.0 | <5.0 | <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 50 NS NS
VOCs
Benzene <60 <60 <60 | <5.0 | <5.0 400 120 <5.0 <5.0 <5.0 <5.0 <5.0 5.5 8,500 1,100
Ethylbenzene 2,400 1,200 | 7,200 | <5.0 | <5.0 [ 7,500 180 <5.0 <5.0 <5.0 <5.0 <5.0 2,900 4,600 NS
Toluene 600 620 | 2,900 | <5.0 | <5.0 |11,000]| 670 <5.0 <5.0 <5.0 <5.0 <5.0 1,500 38,000 NS
Xylenes 10,000 | 5,100 28,000 <15 <15 33,000 1,000 <15 <15 <15 <15 <15 4,100 42,000 NS
1,2,4-TMB 10,000 | 3,700 [33,000| <5.0 | <5.0 [19,000| 460 <5.0 <5.0 <5.0 <5.0 <5.0 NS 83,000 NS
1,3,5-TMB 12,000 | 4,500 | 40,000 | <5.0 | <5.0 [23,000] 1,200 <6.0 <5.0 <5.0 <5.0 <5.0 NS 11,000 NS
MTBE <200 <200 | <200 | <5.0 | <5.0 | <200 | <5.0 <6.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
Naphthalene 2,400 620 | 6,500 | <5.0 | <5.0 | 4,300 | 240 <10 <5.0 <5.0 <5.0 <5.0 NS 2,700 NS
n-Butylbenzene 1,900 <200 | 7,400 | <5.0 | <5.0 | 3,000 | <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
sec-Butylbenzene | <200 <200 | 1,600 | <5.0 | <5.0 620 63 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
p-Isopropyltoluene| 1,300 350 | 5,500 [ <5.0 | <5.0 | 1,700 170 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
Isopropylbenzene 510 230 1,800 | <5.0 | <5.0 1,100 86 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
n-Propylbenzene | 2,000 800 [ 5800 | <5.0 | <5.0 | 3,900 | 310 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
1,2-Dichloroethane| <200 <200 [ <200 | <5.0 | <5.0 | <200 | <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 4.9 600 540 .
(Continued)
Notes:
Concentrations in ug/kg unless otherwise noted.
Bold Indicates value equals or exceeds the NR 746 Table 1 or Table 2 standards
Italics  Indicates value equals or exceeds the NR 720 Generic Standards
(3-5"): depth interval in feet below ground surface. _
*): Collected from within limits of the subsequent hot-spot soil excavation.
VOC: Volatile Organic Compound DRO: Diesel Range Organics bls:  below land surface
NS: No standard NA: Not analyzed ppm: parts per million
ppb:  parts per billion MTBE: Methyl t-buty] ether TMB: Trimethylbenzene
Checked by: Approved by:




TABLE 2
(Continued)

Site Investigation Soil Sample Laboratory Analytical Results

Larry Quinn Property Site
Bruce, Wisconsin

Pre-Excavation

NR 720

Sample Location MW-5 PZ-3 PZ-4 Generic 1:3);’:? ?ﬁ;lug
Sample Depth 68 | @315 [ @3-207) (25-27) | (38-40”) (27-29) | (38-40) Soil Standard | Standurd
Sample Date 5/19/94 5/19/94 5/20/94 Standard
GRO (ppm) <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 100 NS NS
DRO (ppm) <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 100 NS NS
Lead (ppm) <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 50 NS NS
VOCs
Benzene <5.0 <35.0 <5.0 <5.0 <5.0 <5.0 <5.0 5.5 8,500 1,100
Ethylbenzene <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 2,900 4,600 NS
Toluene <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <3.0 1,500 38,000 NS
Xylenes <15 <15 <15 <15 <15 <15 <15 4,100 42,000 NS
1,2,4-TMB <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 NS 83,000 NS
1,3,5-TMB <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 NS 11,000 NS
MTBE <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
Naphthalene <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 NS 2,700 NS
n-Butylbenzene <5.0 <5.0 <3.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
sec-Butylbenzene <5.0 <35.0 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
p-Isopropyltoluene <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS NS
Isopropylbenzene <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS "NS
n-Propylbenzene <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 NS NS NS -
1,2-Dichloroethane <5.0 <5.0 <3.0 <5.0 <5.0 <5.0 <5.0 4.9 600 540
Notes:
Concentrations in ug/kg unless otherwise noted.
Bold Indicates value equals or exceeds the NR 746 Table 1 or Table 2 standards
Italics  Indicates value equals or exceeds the NR 720 Generic Standards
(3-5"): depth interval in feet below ground surface.
(*): Collected from within limits of the subsequent hot-spot soil excavation.
VOC: Volatile Organic Compound DRO: Diesel Range Organics bls:  below land surface
NS: No standard NA: Not analyzed ppm: parts per million

ppb:
Checked by:

parts per billion

MTBE: Methyl t-butyl ether

Approved by:

TMB: Trimethylbenzene




TABLE 3

Hot Spot Excavation Soil Sampling Analytical Results
November 15-17, 1994
Larry Quinn Qil Company Site

Bruce, Wisconsin

sopet | foin | Gom | Gem | P | vemee | U | s | M| tvm | Tm
S-10 (1) 8 feet 800 230 1,900 15,000 28,000 66,000 1,100 29,000 9.400
SP-1(1) stockpile 720 63 990 12,000 19,000 56,000 <700 29,000 9,600
SP-2 (1) stockpile 270 250 <280 6,100 7,200 31,000 <280 22,000 6,900
SP-3 (1) stockpile 2,800 890 3,900 57,000 120,000 271,000 <5,700 150,000 52,000
SP-4(1) stockpile 1,200 540 4,400 25,000 50,000 113,000 <560 62,000 18,000
SP-5 (1) stockpile 1,700 1,000 3,700 38,000 60,000 158,000 <1,100 92,000 27,000
SW-1(2) 8 feet 3,800 1,300 3,700 85,000 120,000 310,000 <2,200 150,000 51,000
SW-3 (2) 7 feet 1,100 470 730 28,000 36,000 158,000 <520 96,000 29,000
SW-5 (2) 7 feet 510 220 <280 7,000 3,600 24,400 <280 27,000 8,700
SW-10(2) 8 feet 6,600 5,000 11,000 140,000 330,000 600,000 6,400 250,000 68,000
WDNR NR 720 Soil Standard 100 100 5.5 2,900 1500 4,100 NS NS NS
WDNR NR 746 Table 1 NS NS 8,500 4,600 38,000 42,000 NS 83,000 11,000
WDNR NR 746 Table 2 NS NS 1,100 NS NS NS NS NS NS -
Notes: Results in ppb unless otherwise indicated
Bold Indicates value equals or exceeds the NR 746 Table 1 or Table 2 standards
lralics Indicates value equals or exceeds the NR 720 Generic Standards
(1) Interim Sidewal! Or Stockpile Sample 2 Excavation Limit Sidewall Sample NS: No standard

DRO: Diesel range organics
MTBE: Methyl t-butyl ether

Checked by:

Approved by:

TMB: Trimethylbenzene

GRO: Gasoline range organics




TABLE 4

Post-Remediation Soil Sample Laboratory Results

Larry Quinn Property Site

Bruce, Wisconsin

Post-Remediation NR 720
Sample Location - GP-1 GP-2 Generic ¥:)‘17e4(15 ?:;;":g
Sample Depth (2-4) (12-14") | (14-16") (2-4) | (10-12") Soil Standard | Standard
Sample Date 11/21/00 11/21/00 Standard
GRO (ppm) 620 634 74.5 <532 224 100 NS NS
DRO (ppm) 356 525 18.6 13.6 115 100 NS NS
Lead (ppm) NA NA NA NA NA 50 NS NS
VOCs
Benzene <25 28.2 26.4 <25 1,620 5.5 8,500 1,100
Ethylbenzene 950 2,440 621 <25 2,470 2,900 4,600 NS
Toluene 688 1,460 325 44.8 2,350 1,500 38,000 NS
Xylenes 2,160 23,200 3,160 84.7 9,170 4,100 42,000 NS
1,2,4-TMB 2,330 31,200 4,860 325 7,490 NS 83,000 NS
1,3,5-TMB 2,240 12,400 1,670 <25 2,280 NS 11,000 NS
MTBE <50 <25 <25 <25 129 NS NS NS
Naphthalene NA NA NA NA NA NS 2,700 NS
n-Butylbenzene NA NA NA NA NA NS NS NS
sec-Butylbenzene NA NA NA NA NA NS NS NS
p-Isopropyltoluene NA NA NA NA NA NS NS NS
Isoprepylbenzene NA NA NA NA NA NS NS NS
n-Propylbenzene NA NA NA NA NA NS NS “NS
1,2-Dichloroethane NA NA NA NA NA 4.9 600 540 -
Notes:
Concentrations in ug/kg unless otherwise noted.
Bold Indicates value equals or exceeds the NR 746 Table 1 or Table 2 standards
Iralics  Indicates value equals or exceeds the NR 720 Generic Standards
(3-5’): depth interval in feet below ground surface.
(*): Collected from within limits of the subsequent hot-spot soil excavation.
VOC: Volatile Organic Compound DRO: Diesel Range Organics bls:  below land surface
NS: No standard NA:  Not analyzed ppm: parts per million
ppb:  parts per billion MTBE: Methyl t-butyl ether TMB: Trimethylbenzene
Checkedby: _ Approved by:
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TABLE 1

Groundwater Elevation Data

Larry Quinn Oil Company Site
Bruce, Wisconsin

MW-1 MW-2 MW-3A MW-3B MW-4 MW-5 PZ-3 PZ-4
TOC = 1100.22 TOC =1103.31 TOC =1101.77 TOC = 1101.83 TOC = 1108.87 TOC = 1101.62 TOC = 1102.22 TOC = §108.81
TOS =1092.64 TOS =1095.31 TOS =1093.77 TOS = 1083.83 TOS = 1093.87 TOS = 1096.62 TOS =1067.22 TOS = 1073.81
Date Feet to feet to feet to Feetto feet to Feet to feet to Feet to
water | Elevation | water [Elevation | water | Elevation | water | Elevation | water | Elevation | water | Elevation | water | Elevation water | Elevation
(bgs) (bgs) (bes) (bgs) (bgs) (bgs) (bgs) (bgs)
2/13/96 9.90 1,090.32 15.78 1,087.53 | DRY - 15.60 1,086.23 | 18.48 | 1,090.39 DRY - 16.00 1,086.22 22.80 1,086.01
2/14/96 9.90 1,090.32 15.40 1,087.91 | DRY - 15,56 1,086.27 | 17.80 | 1,091.07 DRY - 16.15 1,086.07 | 23.00 1,085.81
2/15/96 9.90 1,090.32 15.21 1,088.10 | DRY - 15.44 1,086.35 | 17.81 [ 1,091.06 DRY - 16.81 1,085.41 22.51 1,086.30
2/21/96 9.37 1,090.85 15.56 1,087.75 | DRY - 15.93 1,085.90 | 17.75 | 1,091.12 DRY - 16.25 1,085.97 22.08 1,086.73
3/7/96 10.00 1,090.22 16.64 1,086.67 | DRY - 15.97 1,085.86 | 17.86 | 1,091.01 NM - 16.36 1,085.86 23.13 1,085.68
3/27/96 9.30 1,090.92 15.33 1,087.98 | DRY - 16.08 1,085.75 | 16.76 | 1,092.11 DRY - 16.49 1,085.73 23.31 1,085.50
4/16/96 7.93 1,092.29 12.14 1,091.17 9.77 1,092.00 15.30 1,086.53 | 15.89 [ 1,092.98 DRY - 15.69 1,086.53 22.47 1,086.34
5/22/96 9.63 1,090.59 12.45 1,090.86 | 12.78 1,088.99 14.27 1,087.56 | 16.64 | 1,092.23 DRY - 14.78 1,087.44 20.97 1,087.84
6/12/96 9.17 1,091.05 12.49 1,090.82 | 12.21 1,089.56 14.75 1,087.08 | 17.04 | 1,091.83 DRY - 15.14 1,087.08 21.95 1,086.86
6/20/96 9.11 1,091.11 12.61 1,090.70 | 12.27 1,089.50 14.54 1,087.29 | 16.71 | 1,092.16 DRY - 15.02 1,087.20 | 21.85 1,086.96
7/10/96 9.11 1,091.11 12.59 1,090.72 | DRY - 14.75 1,087.08 | 16.81 | 1,092.06 DRY - 15.19 1,087.03 22.02 1,086.79
7/26/96 9.53 1,090.69 13.19 1,090.12 | DRY - 14.46 1,087.37 | 17.18 | 1,091.69 DRY - 14.83 1,087.39 21.59 1,087.22
8/12/96 10.05 1,090.17 13.47 1,089.84 | DRY - 14.73 1,087.10 | 17.69 | 1,091.18 DRY - 15.14 1,087.08 21.93 1,086.88
9/10/96 11.93 1,088.29 14.80 1,088.51 | DRY - 15.90 1,085.93 | 17.60 | 1,091.27 DRY - 15.50 1,086.72 22.27 1,086.54
10/02/96 | DRY - 15.22 1,088.09 | DRY - 15.23 1,086.60 | 17.37 | 1,091.50 DRY - 15.66 1,086.56 22.44 1,086.37
10/22/96 | 9.90 1,090.32 14.90 1,088.41 | DRY - 15.50 1,086.33 | 17.44 | 1,091.43 DRY - 15.93 1,086.29 22.72 1,086.09
1 11/13/96 | 9.00 1,091.22 12.75 1,090.56 | DRY - 14.73 1,087.10 | 16.97 | 1,091.90 DRY - 15.10 1,087.12 21.85 1,086.96
12/18/96 | 9.25 1,090.97 12.94 1,090.37 | DRY - 14.55 1,087.28 | 17.25 | 1,091.62 DRY - 14.90 1,087.32 21.67 1,087.14
2/07/97 9.83 1,090.39 14.19 1,089.12 | DRY - 15.44 1,086.39 | 18.70 | 1,090.17 DRY - NM - NM - .
3/06/97 9.96 1,090.26 14.80 1,088.51 | 12.58 1,089.19 16.26 1,085.57 | 17.59 | 1,091.28 DRY - NM - NM -
3/12/97 9.93 1,090.29 14.74 1,088.57 | DRY - 16.16 1,085.67 | 17.48 | 1,091.39 DRY - 16.64 1,085.58 23.45 1,085.36
4/03/97 7.61 1,092.61 10.97 1,092.34 9.52 1,092.25 14,91 1,086.92 | 15.74 | 1,093.13 8.25 1,093.37 16.64 1,085.58 23.45 1,085.36
572197 9.32 1,090.90 13.37 1,089.94 | 12.27 1,089.50 14.53 1,087.30 | 12.16 | 1,096.71 DRY - 14.81 1,087.41 NM -
6/18/97 9.73 1,090.49 13.75 1,089.56 | DRY - 15.00 1,086.83 | 17.40 | 1,091.47 DRY - 15.44 1,086.78 22,23 1,086.58
9/16/97 9.09 1091.13 13.01 1,090.30 NM - 14.86 1,086.97 | 1691 | 1,091.96 NM - 15.23 1,086.99 NM -
10/30/97 | 9.51 1,090.71 13.81 1,089.50 | 12.19 1,089.58 14.72 1,087.11 | 17.37 | 1,091.50 NM - 15.13 1,087.09 NM -
4/01/98 7.33 1,092.89 11.67 1,091.64 9.68 1,092.09 15.14 1,086.69 | 15.11 | 1,093.76 NM - 15.56 1,086.66 NM -
6/17/98 9.67 1090.55 14.03 1089.28 12.19 1089.58 15.39 1086.44 | 17.18 | 1091.69 DRY - 15.82 1086.40 22.88 1+ 1085.93
9/16/98 10.31 1089.91 15.04 108827 | 12.68 1089.09 16.00 1085.83 17.56 | 109131 DRY - 16,42 1085.80 23.24 1085.57
12/7/98 9.19 109%.03 15.68 1087.63 12.66 1089.11 18.42 1083.41 17.37 | 1091.50 DRY - 16.84 1085.38 23.65 1085.16
3/9/99 10.39 1089.83 17.29 1086.02 | DRY - 17.11 1084.72 | 17.10 | 1091.77 DRY - 17.55 1084.67 24.33 1084.48
7/13/99 9.38 1090.84 13.91 1089.40 | 12.21 1089.56 15.83 1086.00 | 16.77 | 1092.10 DRY - 16.24 1085.98 23.07 1085.74
5/22/00 9.38 1090.84 14.55 1088.76 12.23 NM 16.25 1085.58 17.07 1091.8 DRY - 16.68 1085.54 23.48 1085.33
Notes:  All groundwater elevations in feet above Mean Sea Level (MSL)
NM: Not measured MSL:  Mean sea level bgs: below ground surface
DRY: Dry Well TOC:  Top-of-casing TOS:  Top-of-screen
Checked by: Approved by:
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RESPONSIBLE PARTY STATEMENT REGARDING LEGAL DESCRIPTION
FFORMER LARRY QUINN LEASE SITE
BRUCE, WISCONSIN

It is my understanding that three deeds recorded in Rusk County, Wisconsin have been included
in the GIS Registry Information for the former Larry Quinn Lease site located on the southwest
corner of the interscction of State Trunk Highway 40 (West Railroad Avenue) and North
Blackburn Street in Bruce, Wisconsin. The legal description of the site is included on these three
documents.
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