GIS REGISTRY INFORMATION -

SITE NAME; _ Aroco #18549 e

BRRTS #: 03-13-001553 FID # {if appropriate):

COMMERCE # (if appropriate):

CLOSURE DATE: 17-Oct-06

STREET ADDRESS: 45086 N. Stoughton Road

CITY: Madison

SQURCE PROPERTY GPS COORDINATES {meters in

WTM®21 projection): ' X= 574905 Y= . 294027
CONTAMINATED MEDIA; Groundwater Soil Both X
OFF-SOURCE GW CONTAMINATION >ES: [ Jves [X]no

IF YES, STREET ADDRESS 1: T _ |

GPS COORDINATES (meters in WTM91 projection): X= 7 Y=

OFF-SOURCE S0OIL CONTAMINATION >Generic or Site-

Specific RCL (SSRCL): Yes X |No

IF YES, STREET ADDRESS 1:

GPS COORDINATES (meters in WTM91 projection): X= Y=

CONTAMINATION IN RIGHT OF WAY: X |Yes No

DOCUMENTS NEEDED:

Closure Letter, and any conditional closure fetter issved X
Copy of most recent deed, including legal description, for all affected properties X
Cartiflad survey map or relevant portion of the recorded plat map (if referenced In the legal description } for all affected properties X
County Parcel ID number, if used for county, for all affected properties X
Location Map which ocutlines all properties within contaminated site boundaries on USGS topographic map ar plat map in sufficient detall to permit the

parcels to be located easily (8.5x14" if paper copy). K groundwater standards are exceeded, the map must aiso include the location of all munlcipal and potable]
wells within 1200" of 1he site. X
Detailed Site Map{s) for all affected properties, showing buildings, roads, property boundaries, cantaminant sources, utility lines, menitoring wells and
polabla wells. (8.5%14", if paper copy) This map shall also show the: location of all contarminated public streets, highway and railroad rights-of-way in relation to

the source property and in relation 1o the boundaries of groundwater cortamination exceeding ch. NR 140 ESs and soil contamination exceeding ch. NR 720
peneric or SSRCLs. X

Tables of Latest Groundwater Analytical Results (no shading or cross-hatching) X

Tables of Latest Soil Analytical Results {no shading or cross-hatching) X
Isoconcentration map{s), if required for sfte investigation (5} ( B.5x14" if paper copy). The iscconceniration map should have flow direction and
exient of groundwater contamination defined. if not available, include the latest axtent of contaminant plume map. X
GW: Table of water level alevations, with sampling dates, and free product noted if present X
GW: Latest groundwater flow direction/monitoring well location map {should be 2 maps if maximum variation in flow direction is
greater than 20 degrees) X
SOIL: Latest horizontal extent of contamination exceeding generic or $SRCLs, with one contour X
Geologic cross-sections, if required for Si. (8.5x14’ if paper copy) X
RP certified statemaent that legal descriptions are complete and accurate X
Copies of off-source notification letters (if applicable) X
Lefter informing ROW owner of residual contamination (if applicable){public, highway or raifroad ROW) X
Copy of (s0il or land use)} deed rastriction{s) or deed notice if any required as a condition of closure NA

revised 7/2/03




State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

South Central Region Headquarters
3911 Fish Hatchery Road

Jim Doyle, Governor Fitchburg, Wisconsin 53711-5307
Scott Hassett, Secretary Telephone 608.275-3266

WISGERE Lioyd L. Eagan, Reglonal Director P
DEPT, OF NATURAL RESOURCES ‘ 3 FAX 608-275-3338

TTY Access via relay - 711

October 17, 2006

Mr. Ray Stoelting

Atlantic Richfield Company
PG Box 642

Chanhassen, MN §5317-2998

SUBJECT: Final Case Closure
Amoco #18549, 1506 N. Stoughton Read, Madison, Wi
WDNR BRRTS Activity # 03-13-001553

Dear Mr. Stoelting:

On October 3, 2006, you were sent a letter granting final closure of your site. However, that
letter did not reflect recent changes to s. 292 Wisconsin Statutes. This letter reflects those
changes and supersedes the previous closure letter,

On January 30, 2008, the South Central Region Closure Committee reviewed the above
referenced case for ciosure. This committee reviews environmental remediation cases for
compliance with state laws and standards to maintain consistency in the closure of these cases.
On January 30, 2008, you were notified that the Closure Committee had granted conditional
closure to this case.

On September 1, 20086, the Department received correspondence indicating that you have
complied with the requirements of ciosure. The conditions of ciosure were abandonment of
wells. Based on the correspondence and data provided, it appears that groundwater monitoring
well MW-2 was lost during road reconstruction activities adjacent to your property. However, al!
other conditions for closure were met and your case has been remediated to Department
standards in accordance with s. NR 726.05, Wis. Adm. Code. The Department considers this
case closed and no further investigation, remediation or other action is required at this time.

Residual soil contamination remains at soil borings SB-1, MW-1, MW-2 and Pump 4 as
indicated in the information submitted to the Department of Natural Resources and shown on
Attachment 1. If soil in the specific locations described above is excavated in the future, the
property owner at the time of excavation must sample and anaiyze the excavated soil to
determine if residual contamination remains. If sampling confirms that contamination is present
the property owner at the time of excavation will need to determine whether the material would
be considered solid or hazardous waste and ensure that any storage, treatment or disposal is in
compliance with applicable standards and rules. In addition, all current and future owners and
occupants of the property need to be aware that excavation of the contaminated soil may pose
an inhalation or cther direct contact hazard and as a result special precautions may need to be
taken to prevent a direct contact health threat 1o humans.

dnr.wi.gov Quality Natural Resources Management @
wisconsin.gov Through Excellent Customer Service Piicd on

Rocyelng
Papor



Ray Stoelting

WONR #03-13-001553
Qctober 17, 2006
Fage 2

Groundwater monitoring well MW-2, which was installed on the southern portion of the site
adjacent to East Washington Avenue and is shown on Attachment 1, could not be found and
may have been damaged during roadway consfruction, as indicated in the information submitted
1o the Department of Natural Resources. All current and future cwners and occupants of the
property need to be aware that if the monitoring well described above is found, the property
owner at the time the monitoring well is found is required to properly abandon the well in
compliance with the requirements in ch. NR 141 Wis. Adm. Code.

Please be aware that pursuant to s. 292.12 Wisconsin Statutes, compliance with the |
requirements of this letter is a responsibility to which you and any subsequent property owners
must adhere. If these requirements are not followed or if additional information regarding site
conditions indicates that coniamination on or from the site poses a threat to public health,
safety, welfare, or the environment, the Depariment may take enforcement action under s.
292.11 Wisconsin Statutes to ensure compliance with the specified requirements, limitations or
other conditions related to the property or this case may be reopened pursuant to s. NR 726.08,

Wis. Adm. Code.

Your site will be listed on the DNR Remediation and Redevelopment GIS Registry of Closed
Remediation Sites. Information that was submitted with your clesure request application will be
inciuded on the GIS Registry. To review the sites on the GIS Registry web page, visit

bttp //dnr.wi.goviorg/aw/rr/gisfindex.htm. [If your property is listed on the GIS Registry because
of remaining contamination and you intend to construct or reconstruct a well, you will need prior
Department approval in accordance with s. NR 812.09(4}(w), Wis. Adm. Code. To obtain
approval, Form 3300-254 needs to be completed and submitted fo the DNR Drinking and
Groundwater program’s regional water supply specialist. This form can be obtained on-line
http://www.dnr.state. wi.us/org/water/dwg/3300254.pdf or at the web address listed above for the
GIS Registry.

The Department appreciates your efforts to restore the environment at this site. If you have any
questions regarding this closure decision or anything outlined in this letter, please contact me at
6508-275-3241.

Sincerely,

SN\ VHOE S

trick McCutcheon
South Central Region
Remediation & Redevelopment Team Leader

cC: Lisa Rutkowski, Delta Envircnmental Consultants, 175 N, Patrick Boulevard, Suite 175,
Brookfield, W] 53045
Case File



State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

South Central Region Headquarters
3911 Fish Hatchery Road

Jim Doyle, Governor

Scott Hassett, Secretary Fitchburg, Wisconsin 53711-5397
WISCONSIN Lloyd L. Eagan, Regional Director Telephone 608-275-3266
DEPT. OF NATURAL RESOURCES FAX 608-275-3338

ITY Access via relay - 711

January 30, 2006

Ray Stoelting

Atlantic Richfield Company, a BP affiliated company
PO Box 642

Chanhassen, MN 55317-9998

Subject; Conditional Closure Decision with Requirements to Achieve Final Closure
Amoco #18549, 1506 N. Stoughton Road, Madison, Wisconsin
WDNR BRRTS Activity # 03-13-001553

Dear Mr. Stoelting:

On January 30, 2006, the South Central Region Closure Committee reviewed your request for
closure of the case described above. The Closure Committee reviews environmental
remediation cases for compliance with state rules and statutes to maintain consistency in the
closure of these cases. After careful review of the closure request, the Closure Committee has
determined that the petroleum contamination on the site from the area of the former pump
islands and pre-1992 underground storage tanks appears to have been investigated and
remediated to the extent practicable under site conditions. Your case has been remediated to
Department standards in accordance with s. NR 726,05, Wis, Adm. Code and will be closed if
the following conditions are satisfied:

The monitoring wells at the site must be properly abandoned in compliance with ch. NR 141,
Wis. Adm. Code. Documentation of well abandonment must be submitted to me on Form 3300-
5B found at www.dnr.state.wi.us/org/water/dwag/gw/ or provided by the Department of Natural
Resources.

When the above conditions have been satisfied, please submit a letter to let me know that
applicable conditions have been met, and your case will be closed. Your site will be listed on
the DNR Remediation and Redevelopment GIS Reqistry of Closed Remediation Sites.
Information that was submitted with your closure request application will be included on the GIS
Registry. To review the site on the GIS Registry web page, visit

http://maps.dnr.state. wi.us/brrts.

if this is a PECFA site, section 101.143, Wis. Stats., requires that PECFA claimants seeking
reimbursement of interest costs, for sites with petroleum contamination, submit a final
reimbursement claim within 120 days after they receive a closure letter on their site. For claims
not received by the PECFA Program within 120 days of the date of this letter, interest costs after
60 days of the date of this letter will not be efigible for PECFA reimbursement. '

dnr.wi.gov Quality Natural Resources Management 6
wisconsin.gov Through Excelient Customer Service Prinied on



Please be aware that the case may be reopened pursuant to s. NR 726.09, Wis. Adm. Code, if
additional information regarding site conditions indicates that contamination on or from the site
poses a threat to public health, safety, or welfare or to the environment.

We appreciate your efforts 1o restore the environment at this site. If you have any questions
regarding this letter, please contact me at (608) 275-3224.

Sincerely,

Randy Maass
Hydrogeologist
Bureau for Remediation & Redevelopment

cc: Rick Carney, Delta Environmental Consuftants, 17500 West Liberty Lane, Suite A, New
Berlin, W1 53146-2109
Jon Heberer, Wisconsin Department of Commerce (via emaif)
Wendy Weihemuller, DNR
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UNOFFICIAL COPY

DOCUMENT NO. CORRECTION
DANE COUNTY -
QUIT CLAIM DEED REGISTER OF DEEDS
STATE BAR OF WISCONSIN
FORM 3 — 1982 S ROCUnENT Y
Susan H. Johnson, £/k/a Susan H. Klein-Larson, married person, B9/17/4802 BE:48 15000
T . Fee:
quitclaims to AMOC Properties, LLC, a_Wisconsin Limited Exenpt Hi
liability company, Rec. Fee: 11.00
. fages: 1
for valuable considerations, the following described real estate in "
Dane County, State of Wisconsin: D029
REETURNTD
Attormney Jerry E. McAdow
Lathrop & Clark
P.O. Box 1507
Madison, W1 53701-1507
60-0810-321-0096-9
(Parcel Identification Number)

Part of Outlot 106, Burke Assessor's Plat No, 1, in the City of Madison, Dane County, Wisconsin, more fully described as
follows: Commencing at the South comer of said Cuflot 106, at the intersection of the Northeast right of way line of Rowland
Avenue and the Northwest right of way line of E. Washington Avenue {as set forth in the recorded plat thereof); thence North
4% 45' East along the Northwest line of E. Washington Avenue 70.44 feet to the point of beginning of this descriptior; thence
continuing North 49 45' East along said Northwest line 4250 +/+ feet; thence North 41 54' West along the Southwesterly line
of Outlot 107, 80.00 feet; thence North 450 07" East 54.14 feet along the Northwesterly line of Outlot 107; thence North 8% 12°
|| East 4.30 feet; thence North 412 42 West 81 30 feet; thence South 49° 34" West 50.11 feet; themce South 41° 54' Hast 42,60 feet;
|| thence South 45 34° West 50.00 feet; thence South 41° 54' East 114.50 +/- feet; to the point of beginning, EXCEPT that part
Awarded by Award of Damages, recorded in Volume 188 of Records, page 425, as Document No. 1268866,

97
The purpose of this Quit Claim Deed is to correct the description of the Quit Claim Deed dated January 10, 197 and recorded
as Doc. Mo, 2829796,

This __is not homestead property.
(is) (is not)
Datedthis___ /6th  dayof_ September / L 2002,
i : :d . [SEAL} ACKNOWLEDGMENT
"tsan . Johnson STATE OF WISCONSIN
) &8,
UTHENTIC. _ Counly )
A ICATION Personally came before me this day of
Signatare(s) of  Susan  H.  Johnson 2002, the above named
10 me known to be the person who executed the
authenticated this 1™ day of September, 2002 foregoing instrument and acknowledged the same.
£, Qe X : :
* Attorﬁev Jerry E. MeAdow Notary Public CO\m‘t}’, Wis.
| TITLE: MEMBER STATE BAR OF WISCONSIN My Commission is permanent. (If not, state expiration
date: ; 26_)

denot,
authorized by §706.06, Wis, Stats.}

THIS INSTRUMENT WAS DRAFTED BY

Attorney Jerry E. McAdow, Lathrop & Clark LLP
(Signatures may be authenticated or acknowledged.

Both are not necessary.)
*Narnes of persons signing in any capacity should be typed or printed below their signatures.
QUIT CLAIM DEED STATE BAR GFWISCDONSIN Lathrop & Clark
FORM No.3 — 1952 Madison, WI

LARSSUENMSWQACD 2 09 13 02.doc
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T ROSUMENT NO. STATE BAN OF WISCONSIN — FORM 2
AWAMANTY BHED

it BHAZE NYLIAYED FIOF BLCODIH-S FATA

140‘;’-588 O“cg of Regisier of Dexds %'»

. ane Counly, Wisconsin
Romie H. Schneider e County, ¥0i

By This Deed,

")ﬂCF‘IVPd for Recor )’”".‘/‘ e =
v sle/ e ’-/ A

d.eu in val \:5 ).-—J ..........

Graator convers and wargants (0. SM260 011, Coﬂpﬂny " S
.............. a. Maryland. Corporation

for & valuable ennsiderstio

=% following dexcribed real enate in bane Couaty, ﬂ_q/\_;
State of Wiscomtin: f.":"/;f 2P o
- £/
Tax Key #.
This is RO __ homestead property.

Part of Qutlots One Hundred Six (106) and One Hundred Eight (108),
Burke Assessor's Plat No. 1, in the City of Madison, more particularly
described as follows: Commencing at & point on the West right of

way line of U, S. Highway 351 in Outlot 108 which is 200 feet
Hortherly of the Northeast corner of Outlet 107; thence South 1°01°
East along West right of way line of U, 5, Highway 51 a distance of
200 feet; thence South 89°09' West a distance of 55.7 feet; thence
¥orch 41° 45' West a distance of 171.3 feet; thance on a direct

line to the point of beginning; except part conveyed by Award of
Dameges recorded as Document No. 1268864,

Exception to warranties:

Madison, Wisconsin . 3 Lol July. 19.... 14

ﬂ""(" /éféfjlffﬁ’i(’fa ....... (SEAL)

Romie H. Schneider

Executed at

BIONED AND SEALED IN PRESENCE OF

Romie H. Schneider

Signutures of

? Al
methenti 1 this. U},/w’\ day of Tul ¥y

(ﬁ/‘f/c/ ‘
obert C Voss
Title: Aemhar Siate Bar of Witcrnsin X SDREKNARRKE

Authorized under Scq, 720606 viz

STATE QF WISCONSIN

il Persnn-lfh came belore me, this 0.,
the above named
tv- o R 5 g P W WD RS S SOlRRCIOR Wrptrrsont o i kel he o
THIT INSTRUMENT wAS BRAFTED BY L s ke v e e e 8 eeerieeenrenen series -
Robert C. Voss e e oo
The use nf witnesses T pptional. Notary Pablic, o e G e e Tty Wi,
5
lw-‘l--i 523 PME 741 My commissinn Lexpices) fis)
Names of persons sipning in any capazity should be typed or prin‘z‘.l below their signatures
WANTIANTY DRED . “:ui iy ‘[-“ "!‘Iq.'"\‘n ‘{\:, 'M“ I.sl'.] i “(" - ;;:"
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“Torraine Schneider ajkie
Lorraine E. Schneider and Romie H,
“Schneider, her husband

| - WARRANTY DEED
:| STATE BAR OF WISCONSIN FORM 2 — 1882

conveys aid warrants ta . Amﬂcﬂ 01 compﬂ nj‘ ' ﬂ
hary land Corporation e

the following deseribed real estate in J Da"e . Cotnty,
Stute of Wiseonsin:

Dutlot #107 of Burke Assessor's Plat fi,
City of Madison, Dana County, Wisconsin, EXCEPT
part conveyad by Award of Daméges recorded an
July 22, 1970, tn Volume 18BB of Records, page
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Table 3

Groundwater Analytical Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin

Delta Project No. G023D

MW-1
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead DO REDOX Soluble Iron

pagfl pgil ugil pgil pgiL ygiL pgﬂ_ ugiL pgiL ppm milli Volts ppm

NR 140 ES-- 5.0 1,000 700 10,000 480 60 40 No Standard 15
07/20/93 FP FP FP FP FP FP FP FP FP NM NM NM
01/28/94 FP FP FP FP FP FP FP FP FP NM NM NM
04/25/94 FP FP FP FP FP FP FP FP FP NM N NM
07/05/94 FP FP FP FP FP FP FP FP FP NM NM NM
10/12/94 1,500 15,000 1,000 7,000 960 <200 FP 38,000 NA NM NM NM
03/16/95 760 9,900 830 7,300 1,470 <200 FP 28,000 NA NM NM NM
08/29/95 FP FP FP FP FP FP FP FP FP NM NM NM
12/07/95 FP FP FP FP FP FP FP FP FP NM NM NM
05/07/96 FP FP FP FP FP FP FP FP FP NM N NM
11/04/96 FP FP FP FP FP FP FP FP FP NM NM NM
05/20/97 FP FP Fp FP FP FP Fp FP FP NM NM NM
09/26/97 FP FP FP FP FP FP FP FP FP NM NM NM
06/24/98 FP FP FP FP FP FP FP FP FP NM NM NM
07/15/98 510 5,500 420 5,200 770 80 FP 24,000 NA NM NM NM
02/03/99 FP FP FP FP FP FP FP FP FP NM NM NM
09/02/99 FP FP FP FP FP FP FP FP FP NM NM NM
05/06/00 FP FP FP FP FP FP FP FP FP NM NM NM
09/14/00 FP FFP FP FP FP FP FP FP FP NM NM NM
07/19/01 <24 240 <8.8 500 84 <7.2 FP NA, NA 2.6 -107 NM
12/11/01 240 780 160 1,700 450 <64 FP NA NA 0.4 NM NM
06/18/02 FP FP FP FP FP FP FP FP FP NM NM NM
09/20/02 FP FP FP FP FP FP FP FP FP NM NM NM
01/28/03 230 530 150 970 310 <20 NA 10,000 NA 0.5 -090 NM
04/10/03 FP FP FP FP FP FP FP FP FP NM NM NM
07/31/03 360 1,800 380 2,100 700 790 MNA 14,000 NA 0.2 =253 NM
10/14/03 280 1,400 380 1,900 610 <40 NA 9,200 NA 11 -132 NM

10/14/03 D 280 1,500 390 2,000 600 <40 NA 9,700 NA
01/08/04 130 570 83 900 400 <40 NA 5,300 NA 1.4 -047 NM

01/08/04 D 140 580 81 890 380 <40 NA 5,100 NA
04/22/04 210 910 390 1,300 570 <40 NA 8,200 NA 2.0 -108 NM

04/22/04 D 140 670 280 870 387 87 NA 9,300 NA
07/08/04 300 1,400 300 3,300 1,200 <20 NA 19,000 NA 0.9 -122 NM

07/08/04 D 230 1,800 350 4,100 1,160 <200 MNA 14,000 NA
10/25/04 FP FP FP FP FP FP FP FP FP NM NM NM
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Table 3

Groundwater Analytical Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin

Delta Project No. G023D

MW-2
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead DO REDOX Soluble lron
pg/L ug/L ug/L g/l uafl ug/l g/l ug/l pa/L ppm milli Volts ppm
NR 140 ES-- 5.0 1,000 700 10,000 480 60 40 No Standard 15
07/20/93 8.3 18 6.6 170 66 <40 NA 1,000 <25 N NM NM
01/28/94 FP FP FP FP FP FP FP FP FP NM NM N
04/25/94 FP FP FP FP FP FP FP FP FP NM NM NM
07/05/94 FP FP FP FP FP FP FP FP FP NM NM N
10/12/94 <5 190 46 1,700 760 <20 NA 13,000 NA NM NM N
03/16/95 7.8 220 73 2,000 810 <20 NA 19,000 NA N NM N
08/29/95 FP FP FP FP FP FP FP FP FP NM NM NM
12/07/85 FP FP FP FP FP FP FP FP FP NM NM N
05/07/96 FP FP FP FP FP FP FP FP FP NM NM NM
11/04/96 FP FP FP FP FP FP FP FP FP N NM NM
05/20/97 28 200 420 53 830 <80 MNA 12,000 NA 0.3 -035 10+
09/26/97 FP FP FP FP FP FP FP FP FP NM NM NM
06/24/98 86 95 <10 1,300 1,100 <40 NA 14,000 NA 1.5 -129 10+
02/03/99 FP FP FP FP FFP FP FP FP FP NM N NM
09/02/99 75 78.5 29.6 502 697 =3 NA 7,830 NA 1.4 -181 NM
05/06/00 <16 <10 <24 390 940 <8 NA NA NA 0.9 002 NM
09/14/00 15 48 31 380 690 <3.2 NA NA NA NM NM NM
07/19/01 <5.2 42 22 270 580 <6.4 NA NA NA 1.4 -170 NM
7/19/2001 D <5.2 31 20 210 480 <6.4 NA NA NA
12/11/01 <5.2 56 56 530 560 <6.4 MNA NA NA 0.6 NM NM
12/11/2001 D <5.2 62 59 560 590 <6.4 NA NA NA
06/18/02 FP FP FP FP FP FP FP FP FP NM NM N
09/20/02 FP FP FP FP FP FP FP FP FP NM NM NM
01/28/03 110 110 110 1,400 800 100 Na 15,000 NA 0.2 -056 NM
01/28/03 D a9 120 130 1,500 860 100 NA 16,000 NA
04/10/03 FP FP FP FP FP FP FP FP FP NM N NM
07/31/03 160 220 200 1,700 1,020 91 NA 12,000 NA 0.2 -196 NM
07/31/03 D 180 240 210 1,700 1,040 180 NA 12,000 NA
10/14/03 55 130 140 1,400 850 <20 NA 7,700 NA 0.7 =113 NM
01/08/04 47 95 100 1,200 980 <40 NA 8,300 NA 0.6 -052 NM
04/22/04 29 74 88 1,100 860 <20 NA 6,300 NA 0.6 -108 NM
07/08/04 19 19 50 460 800 <20 NA 5,600 NA 0.8 -128 NM
10/25/04 27 35 46 360 720 <20 NA 5,020 NA 1.1 -122 NM
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Table 3

Groundwater Analytical Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin

Delta Project No. G023D

MW-3
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead Do REDOX Soluble Iron

ug/L pgilL Hg/L Hg/L g/l pg/L ug/L pa/L g/l ppm milli Volts ppm
NR 140 ES--> 5.0 1,000 700 10,000 480 60 40 No Standard 15
07/20/93 <1 <1 <1 <2 <1.0 <4 NA <50 <25 NM NM N
01/28/94 <1 <1 <1 <2 <1.0 <4 NA <50 <40 NM NM NM
04/25/94 <1 <1 <1 <2 <1.0 <4 NA <80 NA NI NM NM
07/05/94 <1 <1 <1 <2 <1.0 <4 NA <50 NA NM N NM
10/12/24 <1 <1 <1 <2 <1.0 <4 NA <50 NA NM NM NM
03/16/95 <1 <1 <1 <2 <1.0 <4 NA <50 NA NM NM NM
08/29/95 <1 <1 <1 <2 <1.0 <4 MNA <50 NA 3.0 118 0.2
12/07/85 <1 <1 <1 <2 <1.0 <4 NA <50 NA 5.5 226 0.2
05/07/96 <1 <1 <1 <2 <1.0 <4 NA <50 NA 4.0 -041 0.2
11/04/96 <1 <2 <2 <4 <2.0 <2 NA <100 NA 5.0 101 0.2
05/20/97 <1 <1 <1 <2 <1.0 4 NA <50 NA 3.6 120 0.0
08/26/97 <1 <1 <1 <2 <1.0 <4 NA <50 NA 2.9 103 0.0
06/24/98 <1 <1 <1 <2 <1.0 <4 MNA <100 NA 5.1 178 0.1
02/03/99 1.5 <1 <1 <2 <1.0 <4 NA <100 NA 4.6 493 0.2
09/02/99 <0.15 <0.4 <0.5 <0.55 <0.4 <0.3 NA <50 NA 7.8 204 NM
05/06/00 <0.13 <0.2 <0.22 <0.23 <0.29 <0.16 NA NA NA 2.3 217 NI
09/14/00 <0.13 <0.2 <0.22 <0.23 <0.29 <0.16 NA NA NA 5.7 136 NM
07/18/01 <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA 8.2 190 NM
12/11/01 <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA 4.6 NM NM
06/18/02 <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA 6.8 180 NM
09/20/02 <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA N NM NM
01/28/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 4.9 076 NM
04/10/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA NA NA 4.9 180 NM
07/31/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 6.5 162 NM
10/14/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 6.4 139 NM
01/08/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 5.7 100 NM
04/22/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 6.2 070 NM
07/08/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 6.6 089 NM
10/25/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 8.4 108 NM
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Table 3

Groundwater Analytical Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin

Delta Project No. G023D

Mw-4
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead DO REDOX Soluble Iron

dgiL g/l pgil g/l pg/L ug/L - pgil L ugiL ppm milli Volts ppm
NR 140 ES--> 5.0 1,000 700 10,000 480 60 40 No Standard 15
07/20/93 <1 <1 <1 <2 <1.0 <4 NA <50 <25 NM NM NM
01/28/94 <1 <1 <1 <2 <1.0 <4 NA <50 <40 N N NM
04/25/94 <1 <1 <1 <2 <1.0 <4 NA <50 NA NM NM NM
07/05/94 <1 <1 <1 <2 <1.0 <4 NA <50 NA NM NM NM
10/12/94 <1 <1 <1 <2 <1.0 <4 NA <50 NA NM NM N
03/16/95 <1 <1 <1 <2 <1.0 <4 NA <50 NA N NM NM
08/29/95 <1 <1 <1 <2 <1.0 <4 NA <50 NA 2.0 097 0.0
12/07/95 <1 <1 <1 <2 <1.0 <4 NA <50 NA 4.7 158 0.0
05/07/96 <1 <1 <1 <2 <1.0 <4 NA <50 NA 4.1 070 0.1
11/04/96 <1 <2 <2 <4 <2.0 <2 NA <100 NA 5.0 112 0.2
05/20/97 <i <1 <1 <2 <1.0 <4 NA <50 NA 2.4 110 1.0
09/26/97 <1 <1 <1 <2 <1.0 <4 NA <50 NA 2.6 074 0.1
06/24/98 <1 <1 <1 <2 <1.0 <4 NA <100 NA 34 027 0.3
02/03/99 <1 <1 <1 <2 <1.0 <4 NA <100 NA 3.7 821 0.1
08/02/99 <0.15 <(Q.4 <0.5 <(.55 <0.4 <0.3 NA <50 NA 6.9 184 NM
05/06/00 <0.13 <0.20 <0.22 <0.23 <0.29 <(0.16 NA NA NA 4.7 188 NM
09/14/00 <0.13 <0.2 <0.22 <0.23 <0.28 <0.16 NA NA NA 5.1 279 N
07/19/01 <0.13 <0.20 <0.22 <0.23 <(0.29 <0.16 NA NA NA 4.3 199 NM
12/11/01 <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA 74 NM NM
06/18/02 <0.13 <0.20 <(.22 <0.23 <(.28 <(.16 NA NA NA 6.6 188 MM
09/20/02 <0.13 <0.20 <0.22 <0.23 <0.29 <0.18 NA NA NA NM NM NM
01/28/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 4.0 104 NM
04/10/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA NA NA 4.1 159 NM
07/31/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 5.0 150 NM
10/14/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 4.5 125 N
01/08/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 4.2 057 NM
04/22/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 34 076 N
07/08/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 5.2 080 NM
10/25/04 <1.0 <1.0 <1.0 <3.0 <1.0 <40 NA <100 NA 5.8 102 NM
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Table 3
Groundwater Analytical Summary
Former Amoco Service Station No. 18549 ' 2
1508 North Stoughton Road
Madison, Wisconsin
Delta Project No. G023D

MW-5
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead DO REDOX Soluble Iron
pg/l _ ug/L pail pgill g/l pg/l ~ pgil pofl pafl __ppm milli Voits ppm
NR 140 ES— 5.0 1,000 700 10,000 480 60 40 No Standard 15
07/20/83 6.7 14 1.2 12 3.8 <4 NA 500 <25 NM NM NM
01/28/94 2.4 3.3 <1 11 <1.0 <4 NA 140 <40 NM NM N
04/25/94 11 3.4 <1 15 1.9 <4 NA 680 NA NM NM NM
07/05/94 9.0 10 5.1 20 4.5 <4 NA 700 NA NM NM NM
10/12/94 10 5.0 4.1 11 3.2 <4 NA 6810 NA NM NM ] NM
03/16/95 6.6 4.7 2.3 6.7 6.6 <4 NA <50 NA NM NM NM
08/29/95 19 20 31 15 2.1 <4 NA 680 NA 2.0 036 0.2
08/29/95 D 8.4 21 4.5 18 2.3 <4 NA 750 NA
12/07/95 2.2 2 28 4.2 36 <4 NA 560 NA 1.9 005 0.4
12/07/85 D 2.1 1.7 2.7 3.9 2 <4 NA 600 NA
05/07/96 3.9 19 33 34 4.9 6.7 NA 600 NA 1.2 -083 5.0
05/07/96 D 3.7 43 2.2 2 3.1 4.1 NA 490 NA
11/04/96 10 5 2 11 8 12 NA 320 NA 0.8 134 0.2
11/04/96 D 1 5 2 10 8 13 NA 320 NA
05/20/97 1.7 <1 <1 <2 39 <4 NA 360 NA 0.6 035 0.0
05/20/97 D 1.2 <1 <1 <2 1.1 <4 NA 180 NA
09/26/97 <1 <1 <1 <2 <1.0 <4 NA 97 NA 1.8 098 0.1
09/26/97 D <1 <1 <1 <2 <1.0 <4 NA 81 NA
06/24/98 <1 <1 <1 <2 <1.0 <4 NA <100 NA 33 080 0.9
06/24/98 D <1 <1 <1 <2 <1.0 <4 NA <100 NA
02/03/99 1.2 <1 <1 8.7 1.5 <4 NA 280 NA 2.4 532 0.1
02/03/99 D 1.0 <1 <1 8.1 1.5 <4 NA 240 NA
09/02/89 <0.15 <0.4 <05 <0.55 <0.4 <0.3 NA <50 NA 8.2 196 NM
09/02/99 D <0.15 <0.4 <0.5 <0.55 <0.4 <0.3 NA <50 NA
05/06/00 <0.13 0.6 0.51 1.2 0.7 <0.16 NA NA NA 2.5 105 NM
09/14/00 <0.13 <0.2 <0.22 <0.23 <0.29 <0.16 NA, NA NA 7.8 275 N
09/14/00 D <0.13 <0.2 <0.22 <0.23 <0.29 <0.16 NA NA NA
07/19/01 <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA 8.5 131 NM
12/11/01 <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA 6.2 NM NM
06/18/02 <0.13 <0.20 <0.22 <0.23 <(.29 <0.16 NA NA NA 8.1 200 Nid
06/18/02 D <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA
09/20/02 0.25 <0.20 <(.22 <0.23 <0.29 <0.16 NA NA NA NM NM NM
09/20/02 D <0.13 <(.20 <0.22 <0.23 <0.29 <0.16 NA NA NA
01/28/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 6.9 094 NM
04/10/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA NA NA 4.6 151 NM
07/31/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 5.0 125 NM
10/14/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 7.9 122 NM
01/08/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 7.4 067 N
04/22/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 5.3 081 NM
07/08/04 <1.0 <1.0 <1.0 <3.0 <1.0 <40 NA <100 NA 6.5 092 NM
10/25/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 54 105 NM

18549.data, GIS.XLS
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Table 3

Groundwater Analytical Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin

Delta Project No, G023D

MW-6
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead Do REDOX Soluble Iron
ug/L ugiL ug/L ugfL o/l ugil pg/l pg/L Hail ppm milli Volts ppm

NR 140 ES--3 5.0 1,000 700 10,000 480 60 40 No Standard 15
05/07/96 <1 <1 <1 <2 <1.0 <4 NA <50 NA 5.0 108 0.0
11/04/96 <1 <2 <2 <4 <2.0 <2 NA <100 NA 5.2 132 0.0
05/20/97 <1 <1 <1 <2 <1.0 <4 NA <50 NA 5.8 107 0.1
09/26/97 <1 <1 <1 <2 4.9 15 NA 360 NA 3.2 092 0.0
06/24/98 <1 <1 <1 <2 <1.0 18 NA <100 NA 6.3 128 0.0
02/03/99 <1 <1 <1 <2 <1.0 <4 NA <100 NA 6.5 572 0.4
09/02/99 <0.15 <0.4 <0.5 <0.55 <0.4 <0.3 NA <50 NA 6.9 175 NM
05/06/00 0.28 2.5 0.4 1.8 0.41 <0.16 NA NA NA 7.0 204 NM
09/14/00 <0.13 <0.2 <0.22 <0.23 <0.29 <0.16 NA NA NA 8.2 194 NM
07/19/01 <0.13 <(.20 <0.22 <0.23 <0.29 <0.16 NA NA NA 8.6 071 N
12/11/01 <0,13 <0.20 <0.22 <0.23 =<0.29 <0.16 NA NA NA 7.6 144 NM
06/18/02 <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA 9.3 200 NM
09/20/02 <0.13 <0.20 <0.22 <0.23 <0.29 <0.16 NA NA NA NM NM NM
01/28/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 8.1 167 NM
04/10/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA NA NA 7.3 188 NM
07/31/03 <1.0 1.6 <1.0 <3.0 <1.0 <4.0 NA <100 NA 8.4 157 NM
10/14/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 9.1 -074 N
01/08/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 7.4 063 NM
04/22/04 <1.0 1.3 <1.0 <3.0 <1.0 <4.0 NA <100 NA 8.7 052 NM
07/08/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 8.7 055 NM
10/25/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 12.2 100 NM

VIOC MW-6

Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead DO REDOX Soluble Iron
Ha/L Ha/L ug/L g/l poiL pa/l pofl pofil Mo/l ppm milli Volts ppm
NR 140 ES-- 5.0 1,000 700 10,000 480 60 40 No Standard 15
05/20/97 NA NA NA NA NA NA NA NA NA 3.3 083 0.0
This well was abandoned in November 1997
P— Page 6 of 8 18548.dala. GIS.XLS
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Table 3

Groundwater Analytical Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin

Delta Project No, G023D

MW-7
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE MNaphthalene GRO Lead Do REDOX Soluble Iron
ug/L g/l pgil g/l pg/L ug/l pofl ug/l g/l ppm milli Volts ppm
NR 140 ES--+ 5.0 1,000 700 10,000 480 60 40 No Standard| 15
12/11/01 <0.31 <0.39 <0.38 <1.1 <0.33 <0.14 NA NA NA 7.6 168 NM
06/18/02 <0.13 <0.20 <().22" <0.23 <0.29 <0.16 NA NA NA 9.8 196 N
09/20/02 <0.13 <0.20 <0.22 <0.23 <(0.29 <0.16 NA NA NA NM NM NM
01/28/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 9.4 153 NM
04/10/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA NA NA 9.0 189 NM
07/31/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 9.7 159 NM
10/14/03 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 9.5 -046 NM
01/08/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 NA 9.7 072 NM
04/22/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 MNA 9.8 044 NM
07/08/04 <1.0 =<1.0 <1.0 <3.0 <1.0 <4.0 NA <100 MNA 9.8 065 NM
10/25/04 <1.0 <1.0 <1.0 <3.0 <1.0 <4.0 NA <100 MNA, 14.3 097 NM
PZ-1
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Tetal TMBs MTBE Naphthalene GRO Lead DO REDOX Soluble Iron
g/l ua/l pg}L po/L ug/L Hg/l pa/L g/l pg/l ppm milli Volts ppm
NR 140 ES--4 5.0 1,000 700 10,000 480 60 40 No Standard| 15
12/11/1 5.0 10 7.2 110 76 <0.28 NA NA NA 4.3 N NM
06/18/02 190 160 23 160 60.3 <2.6 NA NA NA 3.3 206 NM
09/20/02 87 84 <0.44 91 29.7 <7.6 NA NA NA NM NM NM
01/28/03 130 77 30 73 25 36 NA 4,400 NA 2.2 -043 NM
04/10/03 32 83 19 75 19 <4.0 NA NA NA 0.9 -085 NM
04/10/03 D 31 80 18 74 27.6 <4.0 NA NA NA
07/31/03 <1.0 <1.0 1.0 3.5 2.1 <4.0 NA 1,700 NA 0.4 -048 NM
10/14/03 1.5 11 3.2 16 4.1 <4.0 NA 1,500 NA 27 -096 NM
01/08/04 5.1 12 3.6 11 53 <4.0 NA 2,000 NA 1.5 -023 NM
04/22/04 5.6 10 2.1 22 3.6 20 NA 1,600 NA 2.3 -101 NM
07/08/04 14 13 5.7 9.7 78 <4.0 NA 1,700 NA 1.6 -138 NM
10/25/04 35 3.0 2.9 8.2 36.5 <4.0 NA 1,130 NA 1.2 -050 NM
B-1
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead DO REDOX Soluble Iron
pgil pgfL ug/l uo/L ug/L ug/L ug/L ug/L po/L ppm milli Volts ppm
NR 140 ES-- 5.0 1,000 700 10,000 480 60 40 No Standard 15
02/11/02 <0.40 <0.40 <0.40 0.82 <0.50 <0.40 <1.3 NA NA NI NM NM
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Table 3

Groundwater Analytical Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin

Delta Project No. G023D

B-2
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene Ethylbenzene Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead DO REDOX Soluble Iron
ug/L Hg/l ug/L pg/l ugfl ug/L ug/L g/l ug/L ppm milli Volts ppm
NR 140 ES--3 5.0 1,000 700 10,000 480 60 40 No Standard 15
02/11/02 <0.40 0.67 <0.40 3.8 0.84 <0.40 1.5 NA NA NM NM NM
B-3
Analytical Parameters Bio-Parameters
Date Sampled Benzene Toluene | Ethylbenzene| Total Xylenes| Total TMBs MTBE Naphthalene GRO Lead Do REDOX Soluble Iron
ug/L Hg/L ug/L po/l HgiL ugiL ug/L pgil ug/L ppm milli Volts ppm
NR 140 ES—> 5.0 1,000 700 10,000 480 60 40 No Standard 15
02/11/02 <0.40 <0.40 <0.40 1.7 0.50 <0.40 1.3 NA NA NM NM NM

.. = Not detected at or above the laboratory method detection limit
= micrograms per liter (equivalent of parts per billion)
= Duplicate sample
= Dissolved Oxygen
= Free Product
... = Gasoline Range Organics
.. = Estimated concentration above the adjusted method detection limit and below the adjusted reporting limit
<vveeennn. = Methyl Tertiary Butyl Ether
vezreeen. = Not Analyzed for indicated parameter
. cveees. = Not Measured
= Not Sampled on indicated date
= parts per million
= Reduction/Oxidation potential
= Trimethylbenzenes
rerens .. = Wisconsin Administrative Code Chapter NR 140 Enforcement Standard
.......................... = The indicated concentration exceeds the NR 140 ES
The 7/15/98 sample from MW-1 was collected after an Enhanced Fluid Recovery event.
Borings B-1, B-2, & B-3 were advanced by Ramaker & Associates, Inc. as part of a Phase 2 Environmental Site Assessment at the adjacent property.

18549 .data. GIS.XLS
H20 CHEM
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Table 1
Soil Analytical Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin

Delta Project No. G023D

Analytical Parameters

Sample ID Sample Date Ss:;;t):le Re:Ich.ng Benzene | Toluene | Ethylbenzene | Xylenes |1,2,4-TMB|1,3,5-TMB| MTBE 1,2-DCA | Naphthalene DRO GRO Lead
Feet __lUs mg/kg mg’kg mg/kg ma/kg mg/kg mg/kg mg/kg mg/kg mg/kg malkg ma/kg ma/kg
NR 720 RCL-->] 0.0055 1.5 .29 4.1 - - - 0.0049 0.4* 100 100 50
— ] NR746SSL-->| 8.5 38 4.6 42 83 1M | - 0.6 27 - - -
USEPA Modeled Site-Specific RCL--> - - 400 | - - 29 - - - o - -
NR 746 Direct Contact Std--> 1.10 = i o T - - 0.54 = T = =
SB-1 8/14/1992 NR NR 0.35 0.96 0.42 0.75 0.93 1.1 <0.271 NA NA NA 150 HB 1B
SB-2 8/14/1992 NR NR <0.10 <0.10 <0.10 <0.20 <0.10 <0.10 <0.40 NA NA NA <5.0 12B
MW-1 7/6/1993 31-33 10,000 1.1 3.7 28 9.2 4.3 1.9 <0.80 NA NA NA 260 NA
MW-2 7/7/1993 31-33 10,000 4.2 21 6.8 36 23 10 <4.0 NA NA NA 1,100 34
MW-3 7/6/1993 27-29 0 <0.10 <0.10 <0.10 <0.20 <0.10 <0.10 <0.40 NA NA NA <5.0 4.0
MwW-4 7/7/1993 39-41 NR <0.10 <0.10 <0.10 <0.20 <0.10 <0.10 <0.40 NA NA NA <5.0 3.1
MW-5 7/8/1993 35-37 30 <0.10 <0.10 <0.10 <0.20 <0.10 <0.10 <0.40 NA NA NA <5.0 3.1
MW-6 3/29/1996 - 30-32 0 <0.028 <0.028 <0.028 <0.028 <0.028 <0.028 | <0.028 NA NA NA <5.6 NA
3/25/1996 34-38 0 <0.025 <0.025 <0.025 <0.025 <0.025 <0.025 <0.025 NA NA NA <5.0 31
MW-7 11/26/2001 30-32 0 <0.028 <0.028 <0.028 <0.085 <0.028 <0.028 <0.028 NA NA NA <5.7 <4.5
PZ-1 11/29/2001 3-4 NR <0.029 <0.029 <0.029 <0.088 <0.029 <0.029 <0.029 NA NA NA <5.8 49
B-2 2/11/2002 31-33 0 <0.025 <0.025 <0.025 <0.025 [ <0.025 <0.025 <0.025 NA <0.025 NA NA | NA
2/11/2002 33.5-355 NR <0.025 <0.025 <0.025 <0.025 <0.025 <0.025 <0.025 NA <0.025 NA NA NA
Tank 1 NE 11/05/02 12 0 <0.028 <0.028 <0.028 <0.083 <0.028 <0.028 <0.028 NA NA NA <5.5 NA
Tank 1 SW 11/05/02 12 0 <0.026 <0.026 <0.026 <0.079 <0.026 <0.026 <0.026 NA NA NA <5.3 NA
Tank 2 NE 11/06/02 12 3 <0.027 <0.027 <0.027 <0.080 <0.027 <0.027 <0.027 NA NA NA <5.4 NA
Tank 2 SW 11/06/02 12 0 <0.027 <0.027 <0.027 <0.080 <0.027 <0.027 <0.027 NA NA NA <5.3 NA
Tank 3 NE 11/06/02 12 2 <0.027 <0.027 <0.027 <0.082 <0.027 <0.027 <0.027 NA NA NA <5.4 NA
Tank 3 SW 11/06/02 12 18 <0.027 <0.027 <0.027 <0.081 <0.027 <0.027 <0.027 NA NA NA, <5.4 NA
Piping E 11/06/02 4 0 <0.027 <0.027 <0.027 <0.038 <0.027 <0.027 <0.027 <0.027 NA NA <5.4 <4.3
Piping W 11/06/02 4 44 <0.028 <0.028 0.052 0.896 1.7 0.408 <0.028 <0.028 NA NA 19 H 51
Pump 1 11/06/02 4 0 <0.032 <0.032 <0.032 <0.045 <0.032 <0.032 <0.032 <0.032 NA NA <6.4 12
Pump 2 11/06/02 4 2 <0.031 <0.031 <0.031 <0.043 <0.031 <0.031 <0.031 <0.031 NA NA <6.2 14
Pump 3 11/06/02 4 2 <0.032 <0.032 <0.032 <0.045 <0.032 <0.032 <0.032 <0.032 NA NA <6.5 13
Pump 4 11/06/02 4 352 <0.267 <0.267 0.342 1.7 35.3 13.9 <0.267 <0.267 NA NA 759 H 14
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Table 1
Soil Analytical Summary
Former Amoco Service Station No. 18549
15086 North Stoughton Road
Madison, Wisconsin
Delta Project No. G023D

.... = Not detected at or above the indicated method detection limit
...= The RCL for naphthalene is listed in Soil Cleanup Levels for Polycyclic Aromatic Hydrocarbons Interim Guidance (WDNR Publication RR-519-97).
... = A standard does not exist or has not been calculated '
... = Analyte detected in the method blank as well as the sample
... = Dichloroethane
.. = Diesel Range Organics
+eeeeen. = Gasoline Range Organics
...... = Late eluting hydrocarbons present
High boiling point hydrocarbons present
. Instrument Units (roughly equivalent to mg/kg)
... = Estimated concentration above the adjusted method detection limit and below the adjusted reporting limit
...... = milligrams per kilogram {equivalent to parts per million)
....= Methyl Tertiary Butyl Ether
......= Not analyzed for the indicated parameter
.....= Not Detected
....= Not Reported
... = Volatile organic vapor level as measured with a photoionization detector
.. = parts per million
Trimethylbenzene
Wisconsin Administrative Code Chapter NR 720 Non-Industrial Generic Residual Contaminant Level
Wisconsin Administrative Code Chapter NR 746 Table 1 Soil Screening Level
Wisconsin Administrative Code Chapter NR 746 Table 2 Direct Contact Standard {0 - 4 ff)
= caclulated value from the USEPA Site-Specific RCL modeling website based on WDNR guidance document Pub-RR-682
..... = The indicated concentration exceeds the NR 720 RCL
..... = The indicated concentration exceeds the NR 746 SSL
.. = The indicated concentration exceeds the NR 746 Direct Contact Standard
= The indicated concentration exceeds the USEPA Modeled Site-Specific RCL
: Boring B-2 was advanced by Ramaker & Associates, Inc. as part of a Phase 2 Environmental Site Assessment at the adjacent property.

0owonn
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Table 2
Groundwater Elevation Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road
Madisan, Wisconsin
Delta Project No. G023D

-1 |
TOC Elevation: 880.90 Well Depth: 39.5 Well Diameter: 2inches
1996 Re-Survey: 883.92
| Ground Etevation(zsasy: 884.27 Screen Length: 15.00
oo | Dopto St | Dote | Ol | ey | s | PrvssiObsenvtons | Racordoay
10/29/1993 32.03 28.33 851.65 NA 3.70 FP/passive skimmer Ecova
1/28/1994 3177 31,39 B49.42 -2.23 0.38 FP/passive skimmer Ecova
3/25/1994 31.83 NP 849.07 035 0.00 no product Ecova
4/25/1994 32,10 32.08 848.82 -0.25 0.02 FPfpassive skimmer Ecova
715/1994 33.10 NP 847.80 -1.01 0.00 no product Ecova
10/10/1994 3263 3262 848.28 0.48 .01 FP/passive skimmer Ecova
3/16/1995 34 57 NP 845.33 -1.95 0.00 no product Ecova
8/29/1995 34.61 NM NA NA NM FP/Keck skimmer Delta
12711995 34.00 33.99 846.91 NA 0.01 FP{dark yellowiKeck skimmer Delta
&i711996 35.00 34.98 84592 -0.88 (.02 skimmer w/18" FP Delta
86/1996 38.04 36.98 B843.66 -2.26 1.08 1st EFR event Delta
11/4/19986 33.83 3279 850.87 T.21 1.04 FP Delta
11/8/19986 33.61 3278 850.93 0.06 0.83 2nd EFR event Delta
11/22/1996 3344 33.22 850.65 .29 0.22 3rd EFR event Delta
12/6/1986 33.39 33.13 850.73 0.08 0.25 4th EFR event Delta
1/29/1897 3477 34.24 849.55 -1.18 053 5th EFR event Delta
3131897 34.65 34.27 B849.56 0.01 0.38 6th EFR event Delta
5/20f1997 3416 33985 849.92 0.38 0.21 FP Delta
9/26/1997 33.95 33.65 850.20 0.28 0.30 FP Delta
12/341997 36.35 34.69 849,07 -1,13 0.66 7th EFR event Delta
12411987 3540 35.40 B848.52 -0.54 0.00 gth EFR event, film of FP Delta
6/2/1998 33.95 30.01 852.93 4.40 3.94 9th EFR event Delta
6/24/1998 32.16 30.81 852.77 -0.15 1.35 FP Delta
7115/1998 30.56 29.24 854.35 158 132 10th EFR event Delta
8/19/1998 3239 31.31 852.34 2.0 1.08 11th EFR event Deilta
9/22/1998 32.90 32.16 851.58 -0.76 0.74 12th EFR event Delta
10{29/1998 32.96 3260 851.23 -0.35 0.36 13th EFR event Delta
12/16/1998 33.65 33.35 850.50 -0.73 0.30 14th EFR event Delta
21311999 34.20 34.09 849.80 -0.69 0.14 FP Delta
2/16/1999 34.37 33.99 849,84 0.03 0.38 15th EFR event Delta
4/14/1999 34.26 34,23 B849.68 -0.15 0.03 bailed 0.6 oz FP, installed sock Delta
711511999 36.99 36.65 847.19 -2.50 0.34 bailed 7 oz FP/17 oz socks Delta
9/2/1999 3239 31.71 852.04 4.8 0.68 bailed 11 oz FP/17 oz sock Delta
5/6/2000 34.49 3417 84967 -2.37 0.32 balled 2.5 oz FP/34 oz sock Delta
9/14/2000 NM NM NA NA NM abandoned car parked over well Delta
10f3/2000 31.52 31.40 852.49 NA 0.12 bailed 0.2 gal FP/14.5 oz sock Delta
212712001 33.35 33.34 850.58 -1.91 0.01 bailed 0.01 gal FP/4.3 oz sock Delta
3/29/2001 32.53 NP 851.39 0.81 0.00 bailed 2 0z/3.54 oz sock, new sock Delta
7/19/2001 32.03 NP 851.89 0.50 0.00 12,75 oz sock, new sock Delta
8/11/2001 3219 32.00 851.87 -0.02 0.1¢ bailed 0.25 galf3.4 oz sock Delta
11f19/2001 3242 32.37 851.54 -0.34 0.05 17 oz sock Della
121112001 32.55 NP 851.37 -0.17 0.00 5.1 oz sock removed Deilta
6/18/2002 30.52 29.98 853.81 243 0.54 bailed 1 gal It bm FP, new sock Delta
92012002 3281 32.07 85167 -2.14 0.74 bailed 1 gal Delta
1/28/2003 3344 NP 850.48 ~1.18 0.00 silty, dry @ 3 gal Delta
4/10/2003 3412 33.94 849.94 -0.55 0.18 added sock Deita
6/20/2003 33.85 NP 850.07 013 0.00 no product Delta
743142003 33.34 NP 850.58 0.51 0.00 clear, dry @ 2.5 pal Delta
10/14/2003 33.97 NP 84995 ~0.63 0.00 clear, odor, dry @ 3.0 gal Delta
1/8/2004 329 NP 851.01 1.06 0.00 silty, odor, dry @ 3.5 gal Delta
4/22/2004 32.63 NP 851.29 0.28 0.00 cloudy, odor Della
7/8/2004 28.02 NP 855,90 4.61 0.00 clear, odor Delta
10/25/2004 31.35 29.34 854.08 -1.82 2.01 FP Delta

313112005
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Table 2
Groundwater Elevation Summary '
Former Amoco Service Station Mo. 18549
1506 North Stoughton Road
Madison, Wisconsin
Delta Project No. G023D

MW-2 |
TOC Elevation: 880.31 Well Depth: 391 Well Diameter: 2 inches
1996 Re-Survey: 883.34
Ground Elevation({7/96): 883.71 Screen Length: 15,00
wa |Owhocomtar | Do | Gonawer | geston | Pt | oncnonsestons | recaduay
10/29/1993 27.95 27.89 852.41 NA 0.06 FP Ecova
1/28/1994 29.55 29.53 850,78 -1.63 0.02 FP Ecova
3f25/1994 29.49 29.48 850.83 0.05 0.01 FP . Ecova
442511994 29.78 29.76 850.55 -0.28 0.02 FP Ecava
7151994 3089 30.83 B49.47 -1.08 Q.06 FP Ecova
107121994 30.56 NP B49.75 0.29 0.00 no product Ecova
3/16/1995 33.22 3322 847.09 -2.66 0.00 no product Ecova
B8/29/1995 32.41 NM NA NA NM FP Delta
12/71995 3278 3277 B847.54 NA 0.01 FP Delta
5{711996 3395 3394 846.37 -1.17 0.01 FP Delta
B/6/1996 38.09 NP 84222 -4.15 0,00 1st EFR event Delta
11/4/1998 31.89 31.86 851.47 9.25 0.03 FP Delta
11/8/1986 NM NM NA NA NM 2nd EFR svent Delta
11/22/19986 32.23 32.22 851.12 NA 0.01 3rd EFR event Dslta
12/6/1996 3230 NP 851.04 -0.08 0.00 4th EFR event Delta
1/29/1997 33.69 33.45 84983 -1.21 0.24 5th EFR event Delta
3/13/1997 33.75 33.60 B48.70 -0.13 Q.15 6th EFR event Delta
5/20/1997 33.00 NP B50.34 0.64 0.00 mild wrbidity/FP sheen Delta
9/26/1997 33.69 32.57 850.49 0.15 1.12 FP Delta
12f3/1997 34.28 33.89 B49.35 -1.14 0.39 7ih EFR avent Delta
12/4/1997 NM NM NA NA NM 8th EFR avent Delta
6/2/1998 29.91 NP 853.43 NA 0.00 Gth EFR event Delta
6/24/1998 30.00 NP 853.34 -0.09 0.00 slight sheen Deita
7/15/1998 29.58 NP B853.76 0.42 0.00 10th EFR event Delta
8/19/1998 30.32 NP 853.02 0.74 0.00 11th EFR event Delta
9/22/1998 3117 3113 852.20 -0.82 0.04 12th EFR event Delta
10/28/1998 31.62 31.62 851.72 -0.48 0.00 13th EFR event, sheen Delta
12/16/1998 32.48 32.39 850.93 -0.79 0.0v 14th EFR event Delta
21311999 33.31 33.27 850.06 -0.87 0.04 FP Delta
211611999 33.35 33.27 850.05 0.1 0.08 15th EFR event Delta
411411999 33az 33.30 850.04 -0.01 0.02 bailed 0.4 oz FP, installed sock Delta
7/15/1999 29.90 NP 853.44 s 0.00 absorbent sock = 3 oz FP Delta
9/2f1999 30.72 NP 852,62 -0.82 0.00 no product Delta
5{6/2000 3365 NP 849.69 -293 0.00 no product Deilta
9/14/2000 20.98 NP 853.36 367 0.00 no product Delta
10/3/2000 30.46 NP 852.88 0.48 0.00 no product Delta
2/2712001 32,78 3275 850.58 -2.30 0.03 bailed 0.01 gal FP, installed sock Deita
3/29/2001 3312 NP 850.22 -0.38 0.00 bailed 4 0z/6.8 oz FP, new sock Delta
7119/2001 31.45 NP 851.89 1.67 0.00 12.5 oz FP sock Delta
9/11/2001 31.58 NP 851.76 -0.13 0.00 3.4 oz FP sock Delta
11/19/2001 31.52 NP 851.82 0.06 0.00 no product Delta
1211172001 31.96 NP 851.38 -0.44 0.00 no product, sheen Delta
6/18/2002 29.82 28.62 853,67 229 0.20 bailed 0.5 gal It bm FP, new sock Delta
8/20/2002 31.89 31.48 B851.76 -1.91 0.41 bailed 1 gal Delta
1/28/2003 33.26 NP B50.08 -1.68 0.00 silty, dry @ 2 gal Delta
4/10/2003 3343 3341 B49.83 .15 0.02 added sock Delta
6/20/2003 32.58 NP 850,76 0.83 0.00 no product Delta
7/31/2003 3282 NP 85072 -0.04 0.00 clear, dry @ 2.5 gal Delta
10/14/2003 32.54 NP 850.80 0.08 0.00 cloudy, odor, dry @ 4.0 gal Deilta
1/8/2004 3213 NP 851.21 041 0.00 silty, odor, dry @ 3.5 gal Delta
412212004 31.90 NP 851.44 0.23 0.00 silty, odor Delta
7/8f2004 26.90 NP 856.44 5.00 0.00 clear, odor Delta
10/25/2004 28.99 NP 854.35 -2.09 0.00 clear, odor Delta
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Groundwater Elevation Summary
Former Amoco Service Station No. 18549

Table 2

1506 North Stoughton Road
Madison, Wisconsin
Delta Project No. G023D

TOC Elevation: 881.56 Well Depth: 39.2 Well Diameter: 2 Inches
199€ Re-Survey: 884.61
Ground Elevation(7/96): 88545 Screen Length: 15.00
Date Grgssrimer Groundv_vater E_Iwaﬂon Physical Observations Recorded By
{below TOC) Elevation Difference

10/29/1993 2835 853.21 NA Ecova
1/28/1594 31.18 850.37 -2.84 Ecova
3125/1994 31.24 850.32 -0.05 Ecova
4/25{1994 31.53 850,03 -0.29 Ecova
715/1994 3213 849.43 -0.60 Ecova
10/42/1994 31.82 849.74 0.3 Ecova
3/16/1995 3435 B847.21 -2.53 Ecova
8291995 33.03 848.53 1.32 silty Delta
12/7f1995 33.55 848.01 -0.52 slight silt, dry @ 3.7 gal Delta

5711996 34,90 846 66 -1.35 mild turbidity Delta
11/4/1996 3263 B851.98 NA slight turbidity Deilta
5/20/1997 33.77 850.84 -1.14 mild turbidity Delta
9/26/1997 33.00 85161 077 mild turbidity Delta
6/24/1998 30.24 854.37 276 mild turbidity Delta

2/3{1999 34.05 850.56 3.81 mild turbidity Delta

9/2/1989 31.10 853.51 2.95 Delta

5/6/2000 34.48 850.13 -3.38 Delta
9/14/2000 30.22 854.39 4.28 Delta
711942001 31.40 853.21 -1.18 light brown, slight turbidity Delta
12/11/2001 32.30 85231 -0.90 brown, cloudy Delta
8/18/2002 29.47 855,14 2.83 brown, cloudy Delta
9/20/2002 31.58 853.03 2.1 bailed 4 gal Delta
1/28/2003 3394 850.67 -2.36 silty, dry @ 2 gal Delta
411072003 3472 B849.89 -0.78 sl. cloudy, dry @ 2 gal Delta
713172003 33.59 B851.02 1.13 cloudy, dry @ 3 gal Delta
10/14/2003 34.00 850.61 -0.41 cloudy, dry @ 3.0 gal Delta

1/8/2004 32,60 852,01 1.40 silty, dry @ 3.5 pal Delta
4/22/2004 3243 852.18 017 silty Delta

718/2004 26.41 858.20 5.02 clear Delta
10/25/2004 29.43 855,18 -3.02 clear Delta
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33142005

Table 2
Groundwater Elevation Summary
Former Amoco Service Station No. 18549

1506 North Stoughton Road
Madison, Wisconsin
Delta Project No. G023D

MW-4
TOC Elegvation: 882.06 Well Depth: 332 Well Diameter: 2 inches
1996 Re-Survey: 88510
Ground Elevation(7/96}: 885.42 Screen Length: 15,00
Date GrE::g:ut;er Gr;';::::r:er ::;:ra;:::r; Physical Observations Recorded By
(below TOC)
10/29/1993 28.33 B52.73 NA Ecova
1/28f1994 32.14 B49.92 -2.81 Ecova
3/26/1994 NM MNA NA Ecova
4/25f1994 3271 849.35 NA Ecova
Ti5/1984 33.39 848,67 -0.68 Ecova
10/12/1894 33.00 849,06 0.39 Ecova
3/16/1995 34.20 B47.86 -1.20 Ecova
Bf29/1995 33.87 848.19 033 silty Delta
12711995 34,34 847.72 -0.47 light silt, dry @ 2.75 gal Delta
5/711996 35.60 B846.46 -1.26 mild turbidity Delta
11/4/1996 33.32 851.78 MNA mild turbidity Delta
Br20/1997 34.60 850.50 -1.28 mild turbidity Delta
9/26/1997 33.86 851.24 0.74 mild turbidity Delta
6/24/1998 31.30 B53.80 256 mild turbidity Delta
2/3/1999 34.73 850.37 -3.43 mild turbidity Delta
9/2/1999 31.96 853.14 277 Delta
5/6/2000 35.26 849.84 -3.30 Delta
9/14/2000 31.04 B854 .06 4,22 Delta
711912001 32.21 852.89 =147 light brown, slight turbidity Delta
12/11/2001 33.10 852.00 -0.89 brown, cloudy Delta
6/18/2002 30.26 854,84 2.84 cloudy Delta
9f20/2002 az.z27 85283 -2.01 cloudy Delta
1/28f2003 24 58 850,52 -2.31 silty, dry @ 2 gal Delta
4{10/2003 23533 B849.77 -0.75 clear, dry @ 2 gal Delta
7131/2003 3472 850.38 061 cloudy, dry @ 2.5 gal Delta
10/14/2003 35.00 850.10 -0.28 cloudy, dry @ 2.5 gal Delta
1/8/2004 3344 851,66 1.56 silty, dry @ 3 gal Delta
41222004 33.22 851.88 0.22 clear Delta
71812004 27.30 857.80 592 clear Delta
10/25/2004 30.16 854.94 -2.86 clear Delta
Page 4 of 7 ’wg'dg‘;zf'é;éti
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Table 2
Groundwater Elevation Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road
Madison, Wisconsin
Delta Project No. G023D

MW-5 |

TOC Elevation: 880.69 Well Depth: 39.30 Well Diameter: 2 inches

1996 Re-Survey: 883.73

Ground Elevation{7/96): 884.31 Screen Length: 15.00
Date Grgzﬁ:]wt;er i loced Elavation Physical Observations Recorded By
(below TOG) Elevation Difference
10/29/1993 28.84 851.85 NA Ecova
1/28/1894 31.21 849 48 =237 Ecova
3251994 31.84 848 85 063 Ecova
4/25/1994 31.96 B848.73 -0.12 Ecova
Ti5/1994 32.53 B848.16 -0.57 Ecova
10/12/1994 32.34 848.35 0.19 Ecova
3/16/1995 3419 B846.50 -1.85 Ecova
B/29/1985 33.03 B47 66 1.16 silty Delta
1271995 3341 B47.28 -0.38 light silt, dry @ 2.75 gal Delta
5/7/1996 34,47 B46.22 -1.06 mild turbidity Delta
11/4/1996 3z 851.42 NA mild turbidity Delta
5/2011997 33.58 850.15 -1.27 mild turbidity Delta
/2611997 33.22 850.51 0.36 mild turbidity Delta
672471998 3056 853.17 266 mild turbidity Delta
751998 30.21 853,62 0.35 Delta
B8/19f1998 3112 B852.60 -0.92 Delta
2/3/1999 33.82 849.91 -2.69 mild turbidity Delta
9/2/1999 31.18 852,57 266 Delta
5612000 34.19 849 54 -3.03 Delia
9/14/2000 30.30 B53.43 389 Delta
7419/2001 3148 B852.27 -1.16 light brown, slight turbidity Delta
12/11/2001 32.47 851.26 -1.01 brown, cloudy Delta
6/18/2002 2063 854.10 2.84 cloudy Delta
9/20/2002 32.15 851,58 -2.52 clear Delta
1/28/2003 33.64 850.09 -1.49 silty, dry @ 1.5 gal Delta
4/10/2003 34.10 849.63 -0.46 sl. cloudy, dry @ 3 gal Delta
7/31/2003 34.23 849.50 0.13 clear, sl. cloudy, dry @ 2 gal Delta
10/14f2003 34.12 849.61 0.1 cloudy Delta
1/8/2004 32,52 851.21 1.60 silty, dry @ 3.0 gal Delta
412212004 3238 851.35 0.14 clear Delta
718/2004 27.36 856.37 5.02 clear Delta
10/25/2004 29.64 854.09 -2.28 clear Delta
Page 5 of 7 ke o1
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Table 2
Groundwater Elevation Summary
Former Amoco Service Station No. 18549
1506 North Stoughton Road
Madison, Wisconsin

Delta Project No, G023D

mw-s |

TOC Elevation: B883.47 Well Depth: 39.20 Well Diameter: 2 inches
Ground Elevation(7/96): B83.67 Screen Length: 10.00
Date GrE:E:;:;er G_E‘;::::;er :i';::::’; Physical Observations Recorded By
{below TOC)

5711996 33,85 B849.62 NA medium turbidity Delta
11/4/1996 31.89 851.58 1.96 silty Delta
5/20/1987 33.14 850.33 -1.25 mild turbidity Delta
Y26/1997 3275 85072 0.39 mild turbidity Delta
6/24/1998 29.62 853,85 313 mild turbidity Delta
213/1899 3330 85017 -3.68 mild turbidity Delta
9/2/1999 30.20 853.27 3.10 Delta
5/6/2000 3374 B849.73 -3.54 Delta
9/14/2000 29.25 854.22 4.49 Delta
TH8f2001 3163 851.84 -2.38 Delta
12H1/2001 31.98 851.49 -0.35 brown, cloudy Delta
6/18/2002 29.64 853.83 234 brown, cloudy Delta
/202002 31.65 851.82 -2.01 clear Deita
1/28/2003 33.04 850.43 -1.39 silty, dry @ 1.25 gal Delta
4/10/2003 33.65 B49.82 -0.61 silty, brown, dry @ 2 gal Deita
7/31/2003 33.34 850,13 0.31 silty, brown, dry @ 2.5 gal Delta
10/14/2003 33.70 84977 -0.36 cloudy, dry @ 3.0 gal Delta

1/8/2004 3228 851.19 142 cloudy, dry @ 3.0 gal Delta
4/22/2004 3195 851.52 0.33 silty Delta

7/8/2004 26.81 856.66 5.14 clear Delta
10/25/2004 28.36 B855.11 -1.55 cloudy, tan Delta

VIOC MW-6 I
TOC Elevation: 882.61 Well Depth: 40.7 Well Diameter:
Ground Elevation(7/96): 882,89 Screen Length: 15.00
Date Grg:sx:mr Gr;:::::l:er :ilfi:feﬁ:cl Physical Observations Recorded By
(below TOC)

5/7/1996 32,95 B849.66 NA Delta
11/4f1996 30.78 851.83 217 Delta
5/20/1997 32.07 850.54 -1.29 Delta
9/26/1997 3147 851.14 0.60 Delta
6/24/1998 The well was abandoned in November 1997

Page 6 of 7
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Table 2
Groundwater Elevation Summary
Former Amoco Service Station No. 18549
1508 North Stoughton Road
Madison, Wisconsin

Delta Project No. G023D

MW-7 |
TOC Elevation: Well Depth: 43.55 Well Diameter: 2 inches
Ground Elevation: NS Screen Length: 10.00
Depth to Ground Elevation
Date Groundwater Elevation Différaiica Physical Observations Recorded By
{below TOC)
12/11/2001 33.88 NS NA light brown, very turbid Delta
6/18/2002 31.54 NS 2.34 brown, very turbid Delta
8/20/2002 33.80 NS -2.26 silty Delta
1/28/2003 34,89 NS -1.09 silty Delta
4110/2003 3539 NS -0.50 silty, brown Delta
7/21/2003 35.60 NS -0.21 silty, bailed 6 gal Delta
10/14/2003 35.70 NS -0.10 clear, dry @ 4.5 gal Delta
1/812004 34.04 NS 1.66 silty, dry @ 4.0 gal Delta
4{22/2004 3357 NS 0.47 silty Delta
71872004 28.50 NS 507 clear Delta
104252004 31.39 NS -2.89 cloudy, brown Deita
PZ-1 [
TOC Elevation: Well Depth: 54.70 Well Diameter: 2 inches
Ground Elevation: NS Screen Length: 10.00
Date crgﬁﬁg";:m wats: Flovat] Physical Observations Recorded By
(below TOC) Elevation Difference
12/11/2001 32.68 NS MNA brown turbid Delta
6/18/2002 31.03 NS 1.65 gray, cloudy Delta
9/20/2002 32.51 NS -1.48 cloudy Delta
1/28/2003 3373 NS -1.22 silty, dry @ 9 gal Delta
4/10/2003 3419 NS -0.46 clear, bailed 13 gal Delta
71312003 34.15 NS 0.04 clear, bailed 5 gal Delta
10/14/2003 34.40 NS -0.25 cloudy, odor, dry @ 11.50 gal Delta
1/8/2004 32.74 NS 1.66 silty, odor, dry @ 8.0 gal Delta
4{2212004 3237 NS 0.37 clear, odor, dry @ 12.0 gal Delta
7/8{2004 2T NS 4.66 clear, odor Delta
10/25/2004 2993 NS =222 clear, odor Delta

NOTES:

ftfft = feet per foot

FP = Free Product

NA = Not Applicable

NM = Not Measured

NP = No Product

NS = Not Surveyed

TOC = Top Of Casing

** TOC elevation and ground elevation measured from mean sea level
** Most recent TOC elevations surveyed on July 10, 1986
** All measurements in feet unless otherwise noted
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Envnmnmental
Consultants, Inc.

).

Solving enviromment-velated business problems worldwide www.deltaenv.com

17500 West Liberty Lane * Suite A
New Berlin, Wisconsin 53146-2109 USA

262.785.0254 800.477.7411
Fax 262.789.5483

March 21, 2005

Amoc Properties, LLC
709 Augusta Drive
Waunakee, WI 53597

Certified Mail No. 7004 0750 0000 2519 9904

Subject: Inclusion of Property at 1506 North Stoughton Road, Madison, Wisconsin
into Wisconsin Department of Natural Resources GIS Registry
Former Amoco Service Station No. 18549
1506 North Stoughton Road
Madison, Wisconsin
Delta Project No. G023D
WDNR BRRTS No. 03-13-001553

Dear Property Owner:

On behalf of Atlantic Richfield Company, a BP affiliated company (BP), Delta Environmental Consultants (Delta) is
informing you that residual soil and groundwater contamination is present on your portion of the property (which BP
leases from you) located at 1506 North Stoughton Road, Madison, WI (former Amoco Service Station No. 18549).
The levels of benzene, toluene, and trimethylbenzenes (TMBs) contamination in the groundwater on your property
are above the groundwater enforcement standards found in chapter NR 140, Wisconsin Administrative Code.

The levels of benzene, ethylbenzene, toluene, and xylenes in soil at one or more locations are abave the soil residual
contaminant levels (RCLs) found in chapter NR 720 of the Wisconsin Administrative Code. However, indications
are that the soil and groundwater contaminant plume is stable or receding and will naturally degrade over time.
Delta believes that allowing natural attenuation to complete the cleanup at this site will meet the requirements for
case closure that are found in chapter NR 726 and/or chapter NR 746, Wisconsin Administrative Code. Delta will
submit a request to the Wisconsin Department of Natural Resources (WDNR) to accept natural attenuation of
groundwater as the final remedy for this site and grant case closure. Closure, if granted, means that the WDNR will
not be requiring any further investigation or cleanup action to be taken, other than the reliance on natural
attenuation. A copy of the WDNR Fact Sheet titled What Landowners Should Know: Information About Using
Natural Attenuation to Clean Up Contaminated Groundwater is enclosed for your information. Note that any
requirements with regard to residual soil contamination will be made by the WDNR at the time of their review of the
closure request.

The WDNR will not review the closure request for at least 30 days after the date of this letter. As an affected
property owner, you have a right to contact the WDNR to provide any technical information that you may have that
indicates that closure should not be granted for this site. If you would like to submit any information to the WDNR
that is relevant to this closure request, you should mail that information to:

A member of:

>< Inogen’
deltacfs\BP$Mid-Continent-Western\ Wisconsin\1 8549\Corrt 18549.c Site awner GIS Notif Ltr2 | MARDS. doc g Enviropmental Alliance



GIS Notification for:

Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin

March 21, 2005

Page 2

Mr. Randall Maas

Wisconsin Department of Natural Resources
South Central Region

3911 Fish Hatchery Road

Madison, WI 53711

If the WDNR grants case closure, all properties within the site boundaries where soil and groundwater
contamination exceeds chapter NR 720 RCLs or the NR 140 ESs, respectively, will be listed on the WDNR’s
geographic information system (GIS) Registry of Closed Remediation Sites. The information on the GIS Registry
includes maps showing the location of properties in Wisconsin where soil and groundwater contamination above
chapter NR 720 RCLs or the NR 140 ESs were found at the time that the case was closed. This GIS Registry will be
available to the general public on the WDNR’s internet web site. Please review the enclosed legal description of
your property and notify me within the next 30 days if the legal description is incorrect.

If you or any subsequent property owners excavate contaminated soil, it may be considered a solid waste and must
be managed in accordance with all applicable laws. Additionally, if you or any subsequent property owner wish to
construct or reconstruct a well on your property, special well construction standards may be necessary to protect the
well from the residual groundwater contamination. Any well driller who proposes to construct a well on your
property should call the Diggers Hotline (1-800-242-8511) if your property is located outside of the service area of a
municipally owned water system, or contact the Drinking Water program within the WDNR if your property is
located within the designated service area of a municipally owned water system, to determine if there is a need for
special well construction standards.

Once the WDNR makes a decision on the closure request, it will be documented in a letter. If the WDNR grants
closure, you may obtain a copy of this letter by requesting a copy from BP or Delta, by writing to the agency address
given above or by accessing the WDNR GIS Registry of Closed Remediation Sites on the internet at
www.dnr.state. wi.us/org/at/et/geo/gwur. A copy of the closure letter is included as part of the site file on the GIS
Registry of Closed Remediation Sites.

If you need more information, feel free to contact Kurt McClung, Project Engineer at (262) 827-4806. You may
also contact Mr. Randy Maas of the WDNR at (608) 275-3224.

Sincerely,
DELTA ENVIRONMENTAL CONSULTANTS, INC.

M%ﬁ

Adam S. Mcllheran
Staff Hydrogeologist

Enclosures

cc: Ray Stoelting — Atlantic Richfield Company (a BP affiliated company)

delacfs\BP\Mid-Continent-Western\ Wisconsinil 33791Com 1 8549.¢.Site owner G1S Notif LuZ]1 MARDS doc
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Solving environment-related business problems worldwide www.deltaenv.com

17500 West Liberty Lane * Suite A
New Berlin, Wisconsin 53146-2109 USA

| 262.789.0254 800.477.7411
Fax 262.789.5483

March 22, 2005

Mr. Ray Fisher Mr. Larry Nelson
Madison City Clerk City of Madison Engineering Division
210 Martin Luther King Jr. Blvd. 210 Martin Luther King Jr. Blvd.
Room 103 Room 115
Madison, WI 53703 Madison, WI 53703
Subject: Notification of Potential Residual Petroleum Contamination
Former Amoco Service Station No. 18549
1506 North Stoughton Road

Madison, Wisconsin
BRRTS No. 03-13-001553
Delta Project No. G023D

Dear Mr. Fisher and Mr. Nelson:

Delta Environmental Consultants, Inc. (Delta) is submitting this notification on behalf of Atlantic
Richfield Company, a BP Products North America Inc. (BP) affiliated company. BP was formerly
known as Amoco Oil Company. Delta is in the process of requesting that the Wisconsin Department of
Natural Resources (WDNR) grant case closure to the above referenced petroleum remediation site. As
part of case closure, Wisconsin Administrative Code (WAC) ch. NR 726.05(2)(a)4 requires that the road
owner and the municipality in which a contaminated right-of-way (ROW) resides be notified of residual
petroleum impacts associated with the subject site. There is the potential for residual petroleum impacts
to be present beneath the East Washington Avenue and North Stoughton Road ROW. The following
information is intended to meet the notification requirement stated in NR 726.05(2)(a)4.

Groundwater monitoring well and soil sampling locations are illustrated on the attached figures.
Residual petroleum hydrocarbons were detected in soil samples collected from monitoring wells MW-1
and MW-2 at concentrations above the WAC Chapter NR 720 Residual Contaminant Levels. Residual
petroleum hydrocarbons were detected on several occasions in groundwater samples collected from
monitoring wells MW-1, MW-2, and PZ-1 at concentrations above the WAC Chapter NR 140
enforcement standards. Depth to groundwater is approximately 30 feet below ground surface. These
monitoring wells are adjacent to the East Washington Avenue and North Stoughton Road ROW.
Therefore, there is the potential for petroleum impacts to soil and groundwater beneath the East
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Notification of Residual Petroleum Contamination

Former Amoco No. 15379 : r
Madison, W1

March 22, 2005

Page 2

Washington Avenue and North Stoughton -Road ROW. Groundwater and soil analytical results for
samples collected at the site are summarized on the attached table and depicted on the attached figures.

If you have any questions or require additional information regarding this site, please do not hesitate to
contact Kurt McClung, Project Engineer, at (262) 827-4806.

Sincerely,

DELTA ENVIRONMENTAL CONSULTANTS, INC.

b wix.

Adam S. McIlheran
Staff Hydrogeologist

Attachments

c: Ray Stoelting —
Environmental Business Manager
Atlantic Richfield Company (a BP affiliated company)
P.O. Box 642
Chanhassen, MN 55317-9998
Telephone: (952) 975-3817



Message

From: TeBeest, Sharlene [sharlene.tebeest@dot.state.wi.us]
Sent: Tuesday, March 29, 2005 12:11 PM
To: Adam Mcllheran

Subject: RE: Notification of Contamination within Right of Way
Thank you Adam,
I've received your notice for the former Amoco station # 18549 in Madison.

Please keep a copy of this e-mail for your records, it is the only documentation you will receive.

Shar

Shar Te Beest

Hazardous Materials Specialist /District 1 Liaison
Wisconsin Department of Transportation

Bureau of Equity and Environmental Services
Phone (608) 266-1476; Fax (608) 266-7818;

Cell (608) 692-4546

e-mail: sharlene.tebeest@dot.state.wi.us

-----Original Message-----

From: Adam McIlheran [mailto:AMcIlheran@deltaenv.com]
Sent: Tuesday, March 22, 2005 10:20 AM

To: sharlene.tebeest@dot.state.wi.us

Cc: Adam Mcllheran

Subject: Notification of Contamination within Right of Way

Dear Sharlene,

Page 1 of 2

Attached please find site info for the notification of contamination in the right-of-way for the location

described below.

County: Dane

Highway: Intersection of U.S. Highway 51 and U.S. Highway 151
Site Name: Former Amoco Service Station No. 18549

Site Address: 1506 North Stoughton Road

BRRTS Number: 03-13-001553

PECFA Number: 53704260206

DNR FID Number: 113228170

Owner's Name: Atlantic Richfield (formerly BP Products North America)
Owner's Address: P.O. Box 642, Chanhassen, MN 55317
Consulting Firm: Delta Environmental Consultants

Consultant Contact: Kurt McClung

Consultant Address: 17500 West Liberty Lane

Consultant Phone: 262-827-4806

Consultant Fax: 262-789-5483
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STATEMENT OF LEGAL DESCRIPTION ACCURACY
FOR

Parcel Identification Numbers: 251/0810-321-0098-5
251/0810-321-0097-7
251/0810-321-0096-3

Geographic Position: 574905, 294027 WTM
Former Amoco Service Station No. 18549
1506 North Stoughton Road
Madison, Wisconsin
Delta Project No. G023D
WDNR BRRTS No. 03-13-001553

The Dane County Register of Deeds Office provided the attached legal descriptions as part of the deeds
for the above-mentioned properties. According to the information available to Delta Environmental
Consultants, Inc., the legal descriptions are accurate and complete.

DELTA ENVIRONMENTAL CONSULTANTS, INC.

Foml //C%MJL 5[5 )os”

Kurt McClung, Project Engineer Date




Message Page 2 of 2

Consultant E-mail: kmeclung@deltaenv.com

Soil contamination in ROW: possibly in ROW (no sample taken in ROW)

Depth to contaminated soil: NA

Vertical extent of contaminated soil: NA

Groundwater contamination in ROW: Possibly in ROW (no sample taken in ROW)
Depth to water table: approx. 30 feet below grade

Description of the type(s) of contamination present: gasoline

Brief summary of cleanup activity: A preliminary investigation of the tank system was conducted in 1992 when
the USTs were removed. In 1993 monitoring wells were installed onsite. Gasoline impacts to soil and
groundwater were observed along with free product in two wells. The free product was removed periodically
using enhanced fluid recovery, absorbent socks, and manual bailing. Additional monitoring wells installed across
Washington Avenue and Stoughton Road were not impacted as of 11 sampling events. The site is currently
vacant.

Attached are current maps depicting the estimated extent of soil and groundwater impacts.

If you have any questions, let me know.

Adam 8. Mcllheran

Delta Environmental Consultants, Inc.
17500 W. Liberty Lane, Suite A

New Berlin, W1 53146

Phone (262) 827 5542

Fax (262) 789 5483

CONFIDENTIALITY NOTICE: This e-mail and the document(s) accompanying this e-mail comtain confidential information which is legally privileged. The
information is intended ondy for the use of the intended recipient named above. If you are not the intended recipient, you are hereby notified that any disclosure,
copying, distribution, or the 1aking of any action in reliance on the contents of this e-mail and its attachments, except its direct delivery to the iniended recipient
named above, is strictly prohibited. If vou have received this e-mail in error, please notify us immediately by telephone.

file://C:\Closure%20Reports\1 8 54NRE%20Notification%200f%20Contamination%20with... 3/31/2005





