GIS REGISTRY INFORMATION

SITE NAME: Veteran Auto Sales

BRRTS #: 03-41-201082 FID #

(if appropriate):
COMMERCE # 53218-4920-35

(if appropriate):
CLOSURE DATE: September 27, 2002
STREET ADDRESS: (6535 W Fond du Lac Ave
CITY: Milwaukee

SOURCE PROPERTY GPS COORDINATES X =/683220 Y = 294270
(meters in WTM91 projection):

CONTAMINATED MEDIA: lGroundwater Soil Both X

OFF-SOURCE GW CONTAMINATION >ES: Yes No X

o IF YES, STREET ADDRESS:

« GPS COORDINATES X= Y=
(meters in WTM91 projection):

OFF-SOURCE SOIL CONTAMINATION Yes No X
>Generic or Site-Specific RCL (SSRCL):

« IF YES, STREET ADDRESS 1:

« GPS COORDINATES X= Y=
(meters in WTM91 projection):

CONTAMINATION IN RIGHT OF WAY: |Yes | No |X

DOCUMENTS NEEDED

Closure Letter, and any conditional closure letter issued

>

Copy of most recent deed, including legal description, for all affected properties

Certified survey map or relevant portion of the recorded plat map (if referenced in the legal description) for all affected properties

County Parcel ID number, if used for county, for all affected properties

Location Map which outlines all properties within contaminated site boundaries on USGS topographic map or plat map in sufficient detail to permit the

otable wells within 1200’ of the site.

!zarcels to be located easily (8.5x14" if paper copy). If groundwater standards are exceeded, the map must also include the location of all municipal andI

wells and potable wells. (8.5x14”, if paper copy) This map shall also show the location of all contaminated public streets, highway and railroad rights-of-
way in relation to the source property and in relation to the boundaries of groundwater contamination exceeding ch. NR 140 ESs and soil contamination,
exceeding ch. NR 720 generic or SSRCLs.

Detailed Site Map(s) for all affected properties, showing buildings, roads, property boundaries, contaminant sources, utility lines, monitoringlx

Tables of Latest Groundwater Analytical Results (no shading or cross-hatching)

Tables of Latest Soil Analytical Results (no shading or cross-hatching)

Isoconcentration map(s), if required for site investigation (SI) (8.5x14" if paper copy). The isoconcentration map should have flow direction]X
and extent of groundwater contamination defined. If not available, include the latest extent of contaminant plume map.

GW: Table of water level elevations, with sampling dates, and free product noted if present

GW: Latest groundwater flow direction/monitoring well location map (should be 2 maps if maximum variation in flow direction]X
is greater than 20 degrees)

SOIL: Latest horizontal extent of contamination exceeding generic or SSRCLs, with one contour

Geologic cross-sections, if required for SI. (8.5x14’ if paper copy)

RP certified statement that legal descriptions are complete and accurate

Copies of off-source notification letters (if applicable)

Letter informing ROW owner of residual contamination (if applicable)(public, highway or railroad ROW)

|Copy of (soil or land use) deed restriction(s) or deed notice if any required as a condition of closure




ENVIRONMENTAL & REGULATORY SERVICES DIVISION
BUREAU OF PECFA

101 West Pleasant Street, Suite 100A

Milwaukee, Wisconsin 53212-3963

TDD #: (608) 2648777 .

Fax #: (414) 220-5374

\V’ - http://www.commerce.state.wi.us
http:// Wi in.
Isconsin ccothocatan, o

Department of Commerce Philip Edw. Albert, Secretary

September 27, 2002

Mr. Richard Sack

Veteran Auto Sales

6535 W. Fond du Lac Ave.
Milwaukee, WI 53218

RE: Final Closure

Commerce # 53218-4920-35 WDNR BRRTS # 03-41-201082
Veteran Auto Sales, 6535 W. Fond du Lac Ave., Milwaukee

Dear Mr. Sack:

The Wisconsin Department of Commerce (Commerce) has received all items required for
closure of the site referenced above. This site is now listed as "closed" on the Commerce
database and will be included on the Wisconsin Department of Natural Resources (WDNR)
Geographic Information System (GIS) Registry of Closed Remediation Sites to address residual
contamination.

Itis in your best interest to keep all documentation related to the environmental activities at your
site. If residual contamination is encountered in the future, appropriate measures must be
implemented to assure that it is managed following all applicable regulations. If future site
conditions indicate that any remaining contamination poses a threat, and subsequent
information indicates a need to reopen this case, any original claim under the PECFA fund
would also reopen and you may apply for assistance to the extent of remaining eligibility.

Thank you for your efforts to protect Wisconsin’s environment. If you have any questions,
please contact me in writing at the letterhead address or by telephone at (414) 220-5375.

Sincerely,

GregMichael

Hydrogeologist

Site Review Section

cc: Advent Environmental Services, Inc.
Case File

ERS-5524-E (R 4/98)
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This Deed, msade hetween THSBERLINCOMPANY'INC'

a . domestic. corporation. ...

THIS RCACE RCICAVCD FOR RECORD(NG DATA

HAR 28 199]

aeaL 2750 warse /A8 _

5255 & E Fiﬁkﬂik‘

S

conveys ta (irantee (hc fo”o“lrz described rea] estute in Ml IWaukee ,,,,,,,,,,

County, State of Wisconsin:

e

Teax Parcel No:

Lots 42, 43 and 44 in Block 5 in Sherman Gardens, being a
Subdivision of a part of the Northeast 1/4 of Section 3,

in Township 7 North, Range 21 East,

County of Milwaukee, State of Wisconsin.

“

This warranty deed is in satisfactioa of Land Contract

dated April 1, 1985, recorded April 8, 1985,

Image 1229, as Document No.

TRANSFER
S 0O

F

This ... is not. . homestead property.

XX; (is not)

Together with ﬂ ﬂn;:rlar (é hereditamen

ompany,

5800605.

and appurtenances thereunto telonging:

And .. nohe Perlin L.ompally, 2 ac.

warrants that the title is good, indcfcasible in fee simple and free and clear of encumbrances cxcepl

any liens or encumbrances created by the act or default of Richard
M. Sack, Municipal and zoning ordinances,

A,H‘F‘&‘?f&j‘?qﬂ\F gatrdgtdong. and covenants,

Diuted this . /m e

AUTHENTICATION

Signature(s) ... Martin. S. Matsoff. . ... ...
and Todd K. Parrish
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T ROt e e e
authorized by § 706.06, Wis. Stats))
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ACENOWLEDGMENT

STATE OF WISCONSIN

to me known to be the person ... .. who executed the

foregoing iustrument and ncknowledge the same.

Notarv Public .
My Commission is
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FIGURE DEVELOPED FROM THE MILWAUKEE, WISCONSIN,
7.5 MINUTE U.8.G.S. TOPOGRAPHIC QUADRANGLE MAP.
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VETERAN AUTO SALES
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PROJECT #980156.02 ADVENT
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TABLE 2 (1 of 4)
ANALYTICAL RESULTS - GROUNDWATER

VETERAN AUTO SALES
MILWAUKEE, WISCONSIN

Samples . .
Pre-remediation Post remediation Pre-remediation Bost remediation NR 140 Rézz:‘tal Action
MW-1 MW-1 MW-1 MW-1 MW-1 MW.-2 MW-2 MW-2 MW-2 MW-2

Date 8/26/99 8/31/00 12/18/00 3/21/01 6/14/01 8/26/99 8/31/00 12/18/00 3/21/01 6/14/01 ES PAL
GROs (ppb) 3,800 1,170 238 55.90 <50 <50 <50 <50 <50 <50 NS NS
Total Lead (ppb) 3 NA NA <5 <5 <15 NA NA <5 <5 15 1.5
VOCs (ppb)’ NS NS
Benzene 470 220 74.5 171 7.44 <5 <0.50 <0.5 <0.5 <0.50 5 0.5
n-Butylbenzene <5 NA NA NA NA <5 NA NA NA NA NS NS
sec-Butylbenzene 4.4 NA NA NA NA <.5 NA NA NA NA NS NS
Dibromochloromethane <5 NA NA NA NA <5 NA NA NA NA NS NS
Di-Isopropyl-Ether <5 NA NA NA NA <5 NA NA NA NA NS NS
Ethylbenzene 230 151 2.38 1.44 0.666 <5 <0.50 <0.5 <0.5 <0.50 700 140
Isopropylbenzene 320 NA NA NA NA <5 NA NA NA NA NS NS
p-Isopropyltoluene 21 NA NA NA NA <5 NA NA NA NA NS NS
Methylene Chloride 0.67B NA NA NA NA 2.2B NA NA NA NA 5 0.5
MTBE 230 <0.20 <0.2 <0.20 <0.2 <.2 <0.20 <0.2 <0.2 <0.2 60 12
Naphthalene 35 NA NA NA NA <2 NA NA NA NA 40 8
n-Propylbenzene 84 NA NA NA NA <5 NA NA NA NA NS NS
Tetrachloroethene <5 NA NA NA NA <5 NA NA NA NA 5 0.5
Toluene 520 0.621 0.748 <0.50 <0.5 <5 <0.50 <0.5 <0.5 <0.5 1,000 200
1,2,4-Trimethylbenzene 250 <1 <1 <1 <1 <1 <1 <1 <1 <1 480 96
1,3,5-Trimethylbenzene 88 <1 <1 <1 <1 <1 <1 <1 <1 <1
Xylene (total) 1100 131 0.785 0.682 0.649 0.87 <0.50 <0.5 <0.5 <0.5 10,000 1,000
Sulfate (ppm) 72 46.5 NA 50.4 61.8 150 175 NA 160 61.8 250 125
Nitrate (ppm) <0.050 <0.050 NA <0.050 0.073 <0.050 <0.050 NA 0.203 0.073 10 2
Manganese (ppm) 0.78 0.319 NA 0.235 0.241 0.29 0.272 NA <0.05 <0.5 0.05 0.025
Iron (ppm) 0.23 4.25 NA 2.17 3.36 0.055 <0.10 NA <0.10 <0.1 0.3 0.15
DO (ppm) 1.6 1.5 1.8 1.2 0.95 5.8 3.2 2.8 3.5 4.2 NS NS

ND = not detected
NS = no standards

MTBE = methyi-tert-butyl-ether

5.7A and 0.67B= Laboratory contaminant
Shaded areas indicate concentrations above ES.
Bold values indicate concentrations above PAL.

' Only VOCs detected are listed. For a complete fist of VOCs and detection limits, see Appendix D.

980156R3A




TABLE 2 (2 of 4)
ANALYTICAL RESULTS - GROUNDWATER

VETERAN AUTO SALES
MILWAUKEE, WISCONSIN

Samples . i
Pre-remediation Post remediation Pre-remediation Bost remediation NR 140 Rffn{id;a/Act/on
MW-3 MW-3 MW-3 MW-3 MW-3 MW MW-4 MW MW MW ms

Date /26/99 8/31/00 12/18/00 3/21/01 6/14/01 8/26/99 8/31/00 12/18/00 3/21/01 6/14/01 ES PAL
GROs (ppb) 390 738 308 96.40 <50 <50 <50 <50 <50 <50 NS NS
Total Lead (ppb) <1.5 NA NA <5 <5 <1.5 NA NA <5 <5 15 1.5
VOCs (ppb)’ NS NS
Benzene 170 192 106 25.9 11.4 <0.50 <0.50 <0.5 <0.5 <0.5 5 0.5
n-Butylbenzene 3 NA NA NA NA <0.50 NA NA NA NA NS NS
sec-Butylbenzene 3.4 NA NA NA NA <0.5 NA NA NA NA NS NS
Dibromochioromethane <5 NA NA NA NA 1 NA NA NA NA NS NS
Di-Isopropyl-Ether <5 NA NA NA NA <5 NA NA NA NA NS NS
Ethylbenzene 39 14.9 <0.5 <0.50 <0.50 <0.50 <0.50 <0.5 <0.5 <0.5 700 140
Isopropylbenzene 7 NA NA NA NA <0.50 NA NA NA NA NS NS
p-Isopropyitoluene <5 NA NA NA NA <0.50 NA NA NA NA NS NS
Methylene Chloride 8.7B NA NA NA NA 278B NA NA NA NA 5 0.5
MTBE <2 <0.20 <0.2 <0.20 <0.2 <0.2 <0.20 <0.2 <0.2 <0.2 60 12
Naphthalene <2 NA NA NA NA <0.2 NA NA NA NA 40 8
n-Propylbenzene 1 NA NA NA NA <0.5 NA NA NA NA NS NS
Tetrachloroethene <5 NA NA NA NA <0.50 NA NA NA NA 5 0.5
Toluene 1 8.03 3.19 1.21 <0.5 <0.50 <0.50 <0.5 <0.5 <0.5 1,000 200
1,2,4-Trimethylbenzene 4.9 2.32 1.05 <1 <1 <1 <1 <1 <1 <1 480 96
1,3,5-Trimethylbenzene 1.2 <1 2.84 <1 <1 <1 <1 <1 <1 <1
Xylene (total) 92 36.20 8.94 6.66 1.26 <0.50 0.789 <0.5 <0.5 <0.5 10,000 1,000
Sulfate (ppm) 16 <10 NA 34.8 14 100 108 NA 122 111 250 125
Nitrate (ppm) <0.050 <0.050 NA 0.05 <0.050 <0.050 0.17 NA <0.050 0.215 10 2
Manganese (ppm) 0.64 0.25 NA 0.13 0.204 0.14 0.114 NA 0.0842 <0.05 0.0 0.025
Iron (ppm} 2.1 14.3 NA 6.99 13.4 0.094 <0.10 NA <0.10 <0.1 0.3 0.15
DO (ppm) 1.8 1.5 2.01 1.9 1.86 5.4 5.6 4.3 2.5 54 NS NS

ND = not detected
NS = no standards

MTBE = methyl-tert-butyl-ether

5.7A and 0.67B= Laboratory contaminant
Shaded areas indicate concentrations above ES.
Bold values indicate concentrations above PAL.

' Only VOCs detected are listed. For a complete tist of VOCs and detection limits, see Appendix D.

980156R3A




TABLE 2 (3 of 4)

ANALYTICAL RESULTS - GROUNDWATER
VETERAN AUTO SALES
MILWAUKEE, WISCONSIN

Samples

Pre-remediation

Post remediation

Pre-remediation

Post remediation

NR 140 Remedial
Action Limits

MW-5 MW-5 MW-5 MW-5 MW-5 MW-6 MW-6 MW-6 MW-6 MW-6
Date 8/26/99 8/31/00 | 12/18/00 | 3/21/01 | 6/14/01 10/20/99 8/31/00 | 12/18/00 | 3/21/01 | 6/14/01 ES PAL
GROs (ppb) 70 <50 <50 <50 <50 <50 <50 <50 <50 <50 NS NS
Total Lead (ppb) <1.5 NA NA <5 14.7 <1.5 NA NA <5 <5 15 1.5
VOCs (ppb)’ NS NS
Benzene <.5 <0.50 <0.5 <0.5 <0.5 <5 <0.50 <0.5 <0.5 <0.5 5 0.5
n-Butylbenzene <.5 NA NA NA NA <5 NA NA NA NA NS NS
sec-Butylbenzene <5 NA NA NA NA <5 NA NA NA NA NS NS
Dibromochloromethane <5 NA NA NA NA <.5 NA NA NA NA NS NS
Di-Isopropyl-Ether <5 NA NA NA NA <5 NA NA NA NA NS NS
Ethylbenzene <5 <0.50 <0.5 <0.5 <0.5 <.5 <0.50 <0.5 <0.5 <0.5 700 140
Isopropylbenzene <.5 NA NA NA NA <5 NA NA NA NA NS NS
p-Isopropyltoluene <5 NA NA NA NA <5 NA NA NA NA NS NS
Methylene Chloride 448B NA NA NA NA <0.53 NA NA NA NA 5 0.5
MTBE <.2 <0.20 <0.2 <0.2 <0.2 <.2 <0.20 <0.2 <0.2 <0.2 60 12
Naphthalene 5.7 NA NA NA NA <2 NA NA NA NA 40 8
n-Propylbenzene 2 NA NA NA NA <5 NA NA NA NA NS NS
Tetrachloroethene <.5 NA NA NA NA <.5 NA NA NA NA 5 0.5
Toluene 1 <0.50 0.879 <0.50 <0.5 0.5 <0.50 <0.5 <0.5 0.5 1,000 200
1,2,4-Trimethylbenzene 17 <1 <1 <1 <1 <1 <1 <1 <1 <1 480 96
1,3,5-Trimethylbenzene 4.7 <1 <1 <1 <1 <1 <1 <1 <1 <1
Xylene (total) 11 0.79 <0.5 <0.5 <0.5 <.5 <0.50 <0.5 <0.5 <0.5 10,000 1,000
Sulfate (ppm) 33 22.8 NA 11.2 18.8 40 37.9 NA 61.9 54.6 250 125
Nitrate (ppm) <0.050 <0.050 NA 0.086 0.071 2.5 3.4 NA 3.74 4.89 10 2
Manganese (ppm) 0.6 0.223 NA 0.089 0.0903 0.16 0.135 NA <0.05 <0.05 0.05 0.025
Iron (ppm) <.050 <0.10 NA <0.10 <0.1 60 <0.10 NA <0.1 <0.10 0.3 0.15
DO (ppm) 4.9 3.5 3 2.9 3.7 4.5 5.8 3.6 3.5 4.3 NS NS

ND = not detected
NS = no standards

MTBE = methyl-tert-butyl-ether

5.7A and 0.67B= Laboratory contaminant
Shaded areas indicate concentrations above ES.
Bold values indicate concentrations above PAL.

' Only VOCs detected are listed. For a complete list of VOCs and detection limits, see Appendix D.

980156R3A




TABLE 2 (4 of 4)

ANALYTICAL RESULTS - GROUNDWATER
VETERAN AUTO SALES
MILWAUKEE, WISCONSIN

Samples , .
Broamediion Sostremedation NR 140 Rﬁg;atg/amct/on
MW-7 MW-7 MW-7 MW-7 MW-7

Date 10/20/99 8/31/00 12/18/00 3/21/01 6/14/01 ES PAL
GROs (ppb) <50 <50 <50 <50 <50 NS NS
Total Lead (ppb) <1.5 NA NA <5 <5 15 1.5
VOCs (ppb)’ NS NS
Benzene <.5 3.98 <0.5 <0.5 <0.5 5 0.5
n-Butylbenzene <.5 NA NA NA NA NS NS
sec-Butylbenzene <.5 NA NA NA NA NS NS
Dibromochloromethane <.5 NA NA NA NA NS NS
Di-Isopropyl-Ether <5 NA NA NA NA NS NS
Ethylbenzene <5 4.18 <0.5 <0.5 <0.5 700 140
Isopropylbenzene <.5 NA NA NA NA NS NS
p-lsopropyltoluene <.5 NA NA NA NA NS NS
Methylene Chloride <.53 NA NA NA NA 5 0.5
MTBE <.2 <0.20 <0.2 <0.2 <0.2 60 12
Naphthalene <2 NA NA NA NA 40 8
n-Propylbenzene <.5 NA NA NA NA NS NS
Tetrachloroethene <.5 NA NA NA NA 5 0.5
Toluene 0.5 1.76 <0.5 <0.5 <0.5 1,000 200
1,2,4-Trimethylbenzene <1 3.24 <1 <1 <1 480 96
1,3,5-Trimethylbenzene <1 <1 <1 <1 <1
Xylene (total) <.5 10.80 <0.5 <0.5 <0.5 10,000 1,000
Sulfate (ppm) 43 22.6 NA 41.8 40.5 250 125
Nitrate (ppm) 0.11 0.544 NA 1.03 212 10 2
Manganese (ppm) 0.82 0.494 NA 0.185 0.27 0.05 0.025
iron (ppm) 53 <0.10 NA <0.10 <0.1 0.3 0.15
DO (ppm) 3.5 2.3 3.6 3.9 3.5 NS NS

ND = not detected
NS = no standards

MTBE = methyl-tert-butyl-ether

5.7A and 0.67B= Laboratory contaminant
Shaded areas indicate concentrations above ES.
Bold values indicate concentrations above PAL.
' Only VOCs detected are listed. For a complete list of VOCs and detection fimits, see Appendix D.

980156R3A




TABLE 1 (page 1 of 3)

ANALYTICAL RESULTS - SOIL
VETERAN AUTO SALES
MILWAUKEE, WISCONSIN

GENERIC Samples
RCLs SB-1-A SB-1-B SB-2-A SB-3-A SB-4-A SB-4-B SB-5-A |SB-6-A SB-7-A

Boring SB-1 SB-1 SB-2 SB-3 SB-4 SB-4 SB-5 SB-6 SB-7
Depth (feet) 3-5 14-16 9-11 9-11 4-6 13-15 7-9 6-8 6-8
Date 6/2/99 6/2/99 6/2/99 6/2/99 6/2/99 6/2/99 6/2/99 6/2/99 6/2/99
PID Reading 190 0 0 0 0 80 20 0 0
GROs (ppm) 250 7,100 <6 <5.8 <5.8 <5.8 27 9.4 <6 <5.8
Total Lead (ppm) 50 16.0 6.1 6.0 6.0 57 5.6 14.0 47 13
VOCs (ppb)"
Benzene 5.5 8,500 <252 <25° <252 <252 140 <252 <252 <252
n-Butylbenzene NS <2500 58 <25 <25 <25 540 200 <25 <25
sec-Butylbenzene NS <2500 <25 <25 <25 <25 170 210 <25 <25
Ethylbenzene 2,900 27,000 <25 <25 <25 <25 1,500 <25 <25 <25
|sopropylbenzene NS <2500 <25 <25 <25 <25 280 190 <25 <25
p-Isopropylitoluene NS <2500 <25 <25 <25 <25 <25 <25 <25 <25
Methyiene chloride NS <2500 <100 <100 <100 <100 <100 <100 <100 180 A
MTBE NS <2500 <25 <25 <25 <25 <25 <25 <25 <25
Napthalene 400 <2500 630 98 <25 <25 120 <25 <25 <25
n-Propylbenzene NS 4,500 <25 <25 <25 <25 1,300 960 <25 <25
Tetrachloroethene NS <2500 33 <25 <25 <25 <25 260 <25 <25
Toluene 1,500 80,000 <25 <25 <25 <25 <25 <25 <25 <25
1,2,4 TMB NS 32,000 96 <25 <25 <25 79 <25 <25 <25
1,3,5 TMB NS 11,000 <25 <25 <25 <25 <25 <25 <25 <25
Total Xylenes 4,100 160,000 95 38 <25 <25 390 37 <25 <25

NS = no standard

RCLs = residual contaminant levels
Shading indicates concentrations above the RCLs.
180 A = laboratory contaminant

TMB = trimethylbenzene

MTBE = methyl-tert-butyl-ether

' Only VOCs detected are listed. For a complete list of VOCs and detection limits, see Appendix C.

2 Elevated laboratory detection limit due to methanol preservation.

980156R1A

Note: Compounds not detected above elevated taboratory detection limits may be present at
lower concentrations.




TABLE 1 (page 2 of 3)

ANALYTICAL RESULTS - SOIL

VETERAN AUTO SALES
MILWAUKEE, WISCONSIN
GENERIC Samples
RCLs  |sB8-A _ |sB-3-A _ |SB-10-A $B-11-A | SB-11-B | SB-12-A | SB-12-B | SB-13-A | SB-13-B
Boring SB-8 SB-9 SB-10 SB-11 SB-11 SB-12 SB-12 SB-13 SB-13
Depth (feet) 6-8 4-6 3-5 3-5 14-16 9-11 17-19 8-10 16-18
Date 6/2/99 6/2/99 6/2/99 8/2/99 8/2/99 8/2/99 8/2/99 8/2/99 8/2/99
PID Reading 5 5 5 50 0 0 0 0 0
GROs (ppm) 250 <6.6 <6.2 <5.7 <6.3 <57 <6.5 <5.6 <5.7 <6.1
Total Lead (ppm) 50 14 12 7.6 12 5.3 8.2 5.0 54 8.2
VOCs (ppb)’
Benzene 5.5 <252 <252 <252 270 <252 <252 <252 <252 <252
n-Butylbenzene NS <25 <25 1,300 <25 <25 <25 <25 <25 <25
sec-Butylbenzene NS <25 <25 34 240 <25 <25 <25 <25 <25
Ethylbenzene 2,900 <25 <25 1,000 1,000 <25 <25 <25 <25 <25
Isopropylbenzene NS <25 <25 130 310 <25 <25 <25 <25 <25
p-Isopropyltoluene NS <25 <25 <25 69 <25 <25 <25 <25 <25
Methylene chloride NS 170A 250 A <100 <100 <100 <100 <100 <100 <100
MTBE NS <25 <25 <25 <25 <25 <25 <25 <25 <25
Napthalene 400 <25 <25 550 1800 250 <25 <25 <25 <25
n-Propylbenzene NS <25 <25 600 140 <25 <25 <25 <25 <25
Tetrachloroethene NS <25 <25 <25 <25 <25 <25 <25 <25 <25
Toluene 1,500 <25 <25 <25 130 <25 <25 <25 <25 <25
1,24 TMB NS <25 <25 2,400 7500 100 <25 <25 <25 <25
1,3,5 TMB NS <25 <25 900 <25 <25 <25 <25 <25 <25
Total Xylenes 4,100 <25 <25 670 2500 <25 <25 <25 <25 <25

NS = no standard

RCLs = residual contaminant levels
Shading indicates concentrations above the RCLs.

180 A = laboratory contaminant

TMB = trimethylbenzene

MTBE = methyl-tert-butyl-ether
' Only VOCs detected are listed. For a complete list of VOCs and detection limits, see Appendix C.
? Elevated laboratory detection limit due to methanol preservation.

980156R1A

Note: Compounds not detected above elevated laboratory detection limits may be present at

lower concentrations.




TABLE 1 (page 3 of 3)
ANALYTICAL RESULTS - SOIL
VETERAN AUTO SALES
MILWAUKEE, WISCONSIN
GENERIC Samples
RCLs SB-14-A SB-14-B SB-15-A SB-15-B SB-16-A SB-16-B SB-17-A SB-17-B
Boring SB-14 SB-14 SB-15 SB-15 SB-16 SB-16 SB-17 SB-17
Depth (feet) 4-6 15-17 7-9 19-21 4-6 14-16 6-8 20-22
Date 8/3/99 8/3/99 8/3/99 8/3/99 10/13/99 10/13/99 10/13/99 10/13/99
PID Reading 5 0 0 0 0 0 0 0
GROs (ppm) 250 <5.7 <8.3 <6 <5.8 <5.9 <5.9 <5.9 <6.0
Total Lead (ppm) 50 4.6 7.6 3.3 5.2 21 490 3.7 <1.2
VOCs (ppb)’
Benzene 5.5 <25 <25 <25 <25 <25 <25 <25 <25
n-Butylbenzene NS <25 <25 <25 <25 <25 <25 <25 <25
sec-Butylbenzene NS <25 <25 <25 <25 <25 <25 <25 <25
Ethylbenzene 2,900 <25 <25 <25 <25 <25 <25 <25 <25
Isopropylbenzene NS <25 <25 <25 <25 <25 <25 <25 <25
p-Isopropyltoluene NS <25 <25 <25 <25 <25 <25 <25 <25
Methylene chiloride NS <100 3108 2108B 210B <100 <100 <100 <100
MTBE NS <25 <25 <25 <25 <25 <25 <25 <25
Napthalene 400 280 B 650 250 320 <25 <25 <25 <25
n-Propylbenzene NS <25 <25 <25 <25 <25 <25 <25 <25
Tetrachloroethene NS <25 <25 <25 <25 <25 <25 <25 <25
Toluene 1,500 <25 <25 <25 <25 <25 <25 <25 <25
1,2,4 TMB NS 30 280 120 <25 <25 <25 <25 <25
1,3,5 TMB NS <25 <25 <25 76 <25 <25 <25 <25
Total Xylenes 4,100 <25 <25 <25 27 <25 <25 <25 <25

NS = no standard

RCLs = residual contaminant levels

Shading indicates concentrations above the RCLs.
180 A = laboratory contaminant

TMB = trimethylbenzene

MTBE = methyi-tert-butyl-ether

! Only VOCs detected are listed. For a complete list of VOCs and detection limits, see Appendix C.

Note: Compounds not detected above elevated laboratory detection limits may be present at
lower concentrations.

2 Elevated laboratory detection limit due to methanol preservation.

980156R1A



TABLE 1
ANALYTICAL RESULTS - SOIL

VETERAN AUTO SALES
MILWAUKEE, WISCONSIN
NR 746 Generic |COMM 46 Table 1|COMM 46 Table 2 Samples

RCLs values values CS-1 CS-2 CS-3 CS-4
Depth (feet) 4 5 8 8
Date 8/9/00 8/9/00 8/9/00 8/9/00
PID Reading 0 15 25 28
GROs (ppm) 250 NS NS <5.36 100 309 309
PVOCs (ppb)
Benzene' 5.5 8,500 1,100 <25 <25 205 275
Ethylbenzene 2,900 4,600 NS <25 240 4,600
MTBE NS NS NS <25 <25 124
Toluene 1,500 38,000 NS <25 27 4,970 4,050
1,2,4 TMB NS 83,000 NS <25 786 15,900 11,500
1,3,5 TMB NS 11,000 NS <25 249 5,300 3,840
Total Xylenes 4,100 42,000 NS <25 857 33,400 26,200

NS = no standard

RCLs = residual contaminant levels
Shading indicates concentrations above the Table 1 values.

TMB = trimethylbenzene
MTBE = methyl-tert-butyl-ether
' Elevated laboratory detection limit due to methanol preservation.

980156R3A
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TABLE 3

GROUNDWATER ELEVATIONS
VETERAN AUTO SALES
MILWAUKEE, WISCONSIN
Bench mark=2.43
TOC 8/31/00 12/18/00 3/21/01 6/14/01

M.well No.| Elevation DTW Elevation DTW Elevation DTW Elevation DTW Elevation
MW-1 96.01 16.39 79.62 16.62 79.39 16.32 79.69 16.04 79.97
MW-2 95.93 16.28 79.65 16.5 79.43 16.17 79.76 15.86 80.07
MW-3 95.94 16.28 79.66 16.52 79.42 16.2 79.74 15.9 80.04
MW-4 96.19 16.57 79.62 16.8 79.39 16.47 79.72 16.18 80.01
MW-5 96.17 6.91 89.26 13.92 82.25 6.96 89.21 6.32 89.85
MW-6 95.14 15.5 79.64 15.75 79.39 15.42 79.72 15.08 80.06
MwW-7 95.51 15.88 79.63 16.14 79.37 15.81 79.7 15.48 80.03

980156R3A
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July 1, 2002

Wisconsin Department of Natural Resources
Southeast Region Headquarters

2300 North Martin Luther King Drive
Milwaukee, W1 53212

RE: Deed for Veteran’s Auto
6535 W. Fond du Lac Avenue
Milwaukee, WI 53218

To Whom It May Concern:

The attached deed photocopy is in reference to the above address. This deed is
also known as Milwaukee County Document #6467997. This deed is current and
accurate to the best of my knowledge.

Sincerely,

— i, F

Richard or Tyler Sacks




