GIS REGISTRY INFORMATION

SITE NAME: City of Loyal (former Pernsteiner Gas & Oil bulk facility)

BRRTS #: 02-10-000401 FID # (if appropriate): 610057580

COMMERCE # (if appropriate): 54446-9154-49

CLOSURE DATE: 5-Sep-07

STREET ADDRESS: Mill & Depot St.

CITY: Loyal

SOURCE PROPERTY Locational COORDINATES (meters in

WTMO9L1 projection): X= 481156 Y= 473848
CONTAMINATED MEDIA: Groundwater Soil Both X
OFF-SOURCE GW CONTAMINATION >ES: [ Jves [XxJno

IF YES, STREET ADDRESS 1:

Locational COORDINATES (meters in WTM91 projection): X= Y=

OFF-SOURCE SOIL CONTAMINATION >Generic or Site-

Specific RCL (SSRCL): Yes X INo

IF YES, STREET ADDRESS 1:

Locational COORDINATES (meters in WTM91 projection): X= Y=

CONTAMINATION IN RIGHT OF WAY: Yes X |No

DOCUMENTS NEEDED:

Closure Letter, and any conditional closure letter or denial letter issued X
Copy of any maintenance plan referenced in the final closure letter. NA
Copy of (soil or land use) deed noticeif any required as a condition of closure NA
Copy of most recent deed, including legal description, for all affected properties X
Certified survey map or relevant portion of the recorded plat map (f referenced in the legal description) for all affected properties NA
County Parcel ID number, if used for county, for all affected properties X
Location Map which outlines all properties within contaminated site boundaries on USGS topographic map or plat map in sufficient detail to permit the

parcels to be located easily (8.5x14" if paper copy). If groundwater standards are exceeded, the map must also include the location of all municipal and potable

wells within 1200' of the site. X
Detailed Site Map(s) for all affected properties, showing buildings, roads, property boundaries, contaminant sources, utility lines, monitoring wells and
potable wells. (8.5x14", if paper copy) This map shall also show the location of all contaminated public streets, highway and railroad rights-of-way in relation to

the source property and in relation to the boundaries of groundwater contamination exceeding ch. NR 140 ESs and soil contamination exceeding ch. NR 720

generic or SSRCLs. X
Tables of Latest Groundwater Analytical Results (no shading or cross-hatching) X
Tables of Latest Soil Analytical Results (no shading or cross-hatching) X
Isoconcentration map(s), if required for site investigation (SI) (8.5x14" if paper copy). The isoconcentration map should have flow direction and

extent of groundwater contamination defined. If not available, include the latest extent of contaminant plume map. X
GW: Table of water level elevations, with sampling dates, and free product noted if present X
GW: Latest groundwater flow direction/monitoring well location map (should be 2 maps if maximum variation in flow direction is

greater than 20 degrees) X
SOIL: Latest horizontal extent of contamination exceeding generic or SSRCLs, with one contour X
Geologic cross-sections, if required for SI. (8.5x14' if paper copy) NA
RP certified statement that legal descriptions are complete and accurate X
Copies of off-source notification letters (if applicable) NA
Letter informing ROW owner of residual contamination (if applicable)(public, highway or railroad ROW) NA

revised 8/05




State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

West Central Region Headquarters

Jim Doyle, Governor 1300 W. Clairemont Avenue

Scott Hassett, Secretary PO Box 4001

WISCONSIN Scott Humrickhouse, Regional Director Eau Claire, Wisconsin 54702-4001
DEPT. OF NATURAL RESOURCES Telephone 715-839-3700

FAX 715-839-6076
TTY Access viarelay - 711

September 5, 2007

Mr. Tom Duell

Director of Public Works, City of Loyal
P.O.Box 9

Loyal, Wisconsin 54446

Subject: Final Closure, City of Loyal (Former Pernsteiner Property), Loyal, Wisconsin. WDNR
BRRTS Activity # 02-10-000401.

Dear Mr. Duell:

On July 2, 2007, you were notified that the Closure Committee had granted conditional closure to this case. On
August 1, 2007, the Department received correspondence indicating that you have complied with the requirements
of closure by completing the abandonment of the monitoring wells used in the investigation of the contamination on
the property and submitting the monitoring well abandonment forms.

Based on the correspondence and data provided, it appears that your case meets the requirements of ch. NR 726,
Wisconsin Administrative Code. The Department considers this case closed and no further investigation or
remediation is required at this time. Please be aware that this case may be reopened pursuant to s. NR 726.09,
Wisconsin Administrative Code, if additional information regarding site conditions indicates that contamination on
or from the site poses a threat to public health, safety or welfare, or the environment.

Your site will be listed on the DNR Remediation and Redevelopment GIS Registry of Closed Remediation Sites.
Information that was submitted with your closure request application will be included on the GIS Registry. To
review the sites on the GIS Registry web page, visit http:/dnr. wi.gov/org/aw/rr/gis/index.htm. If your property is
listed on the GIS Registry because of remaining contamination and you intend to construct or reconstruct a well, you
will need prior Department approval in accordance with s. NR 812.09(4)(w), Wis. Adm. Code. To obtain approval,
Form 3300-254 needs to be completed and submitted to the DNR Drinking and Groundwater program’s regional
water supply specialist. This form can be obtained on-line http://www.dnr.state, wi.us/org/water/dwg/3300254.pdf
or at the web address listed above for the GIS Registry.

We appreciate your efforts to restore the environment at this site. If you have any questions regarding this letter,
please contact me at (715) 839-3765.

Si eyZly,

a ™ P

Gina Keenan

Hydrogeologist
cc: Cindy Zelenka-Central Wisconsin Engineers Architects
WCR case file
dnr.wi.gov Quality Natural Resources Management @

wisconsin.gov Through Excellent Customer Service Fmiegan
Paper



State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

West Central Region Headquarters

Jim Doyle, Governor 1300 W. Clairemont Avenue

Scott Hassett, Secretary PO Box 4001

WISCONSIN Scott Humrickhouse, Regional Director Eau Claire, Wisconsin 54702-4001
DEPT. OF NATURAL RESOURCES Telephone 715-839-3700

FAX 715-839-6076
TTY Access via relay - 711

July 2, 2007

Mr. Tom Duell

Director of Public Works
City of Loyal

P.O.Box 9

Loyal, Wisconsin 54446

Subject: Conditional Closure Decision,
With Requirements to Achieve Final Closure
City of Loyal (Former Pernsteiner Property), Loyal, Wisconsin
WDNR BRRTS Activity # 02-10-000401

Dear Mr. Duell:

On June 12, 2007, the West Central Region (WCR) Closure Committee reviewed your request
for closure of the case described above. The WCR Closure Committee reviews environmental
remediation cases for compliance with state rules and statutes to maintain consistency in the
closure of these cases. After careful review of the closure request, the WCR Closure
Committee has determined that the petroleum contamination on the site from the former above
ground storage tanks located at the City of Loyal site appears to have been investigated and
remediated to the extent practicable under site conditions. Your case has been remediated to
Department standards in accordance with s. NR 726.05, Wis. Adm. Code and will be closed if
the following conditions are satisfied:

The monitoring wells at the site must be properly abandoned in compliance with ch. NR 141,
Wis. Adm. Code. Documentation of well abandonment must be submitted to Gina Keenan on
Form 3300-5B found at www.dnr.state.wi.us/org/water/dwg/gw/ or provided by the Department
of Natural Resources.

Any remaining purge water, waste and/or soil piles generated as part of site investigation or
remediation activities must be removed from the site and disposed of or treated in accordance
with Department of Natural Resources’ rules. Once that work is completed, please send
appropriate documentation regarding the treatment or disposal of the remaining purge water,
waste and/or soil piles. If no purge water or soil piles or drums remain on the property, please
have you environmental consultant certify this in a letter to me.

When the above conditions have been satisfied, please submit the appropriate documentation
(for example, well abandonment forms, disposal receipts, copies of correspondence, etc.) to
verify that applicable conditions have been met, and your case will be closed. Your site will be
listed on the DNR Remediation and Redevelopment GIS Registry of Closed Remediation Sites.
Information that was submitted with your closure request application will be included on the GIS
Registry. To review the site on the GIS Registry web page, visit http://maps.dnr.state.wi.us/brrts.

dnr.wi.gov Quality Natural Resources Management ' é
wisconsin.gov Through Excellent Customer Service Prnied on

Recycled
Paper



Section 101.143, Wis. Stats., requires that PECFA claimants seeking reimbursement of interest
costs, for sites with petroleum contamination, submit a final reimbursement claim within 120
days after they receive a closure letter on their site. For claims not received by the PECFA
Program within 120 days of the date of this letter, interest costs after 60 days of the date of this
letter will not be eligible for PECFA reimbursement. If there is equipment purchased with
PECFA funds remaining at the site, contact the Commerce PECFA Program to determine the
method for salvaging the equipment.

Please be aware that the case may be reopened pursuant to s. NR 726.09, Wis. Adm. Code, if
additional information regarding site conditions indicates that contamination on or from the site
poses a threat to public health, safety, or welfare or to the environment.

We appreciate your efforts to restore the environment at this site. if you have any questions
regarding this letter, please contact me at (715) 839-3765.

Sint:frely, A

=
na Keenan
Hydrogeologist
Bureau for Remediation & Redevelopment

cc: Cindy Zelenka-Central Wisconsin Engineers Architects
WCR case file



Document Number

L 3%

U 0729 P 448

QUIT CLAIM DEED . ' o

DOC # 523364

Clark County, A Municipal Corooratign fecorded

JAN. 15,2004 AT 11:30AM

quit-claims to ___City of loyal

15

CLARK CO FESISTER OF DEEDS

fee-fAzount: $11.00 %
County, Fee Exexpt 77.25-(2)

the following described real estate in Clark

State of Wisconsin:

Sec 15 Twp 26N R1 W City of Loyal

This _jis_not homestead property.

Part of Former Soo Line Railroad Company Land described as:
Beginning at a point on Railroad Easterly Right of way line where

said line intersects East line of Beaver St, thence Southeasterly

along Easterly right of way line 257 feet, thence Southwesterly to
said right of way line 85 feet to a staked point, thence Northwesterly .
257 feet to South line of Mil! St, thence Northeasterly along south line’
of Mill St 85 feet to point of beginning, being part of South %2 NW % |

Recording Area

Name and Return Address
Clark County Treasurer

246.0667.002

(Parcel Identification Number)

Dated this /5 " day of LZA(LOM 20 04

husloson foue

AUTHENTICATION

Signature(s)

authenticated this ____dayof __________ »0__

TITLE: MEMBER STATE BAR OF WISCONSIN
(if not,
authorized by SS 706.06, Wis. Statutes)

typed or printed below their signatures.

* Names of persons signing in any capacity should be .

This instrument was drafted by (type or print name)
L Frank Vazquez

+» Christina M Jené}u, County Clerk

ACKNOWLEDGMENT

STATE OF WISCONSIN
County. Pesmailj came before me
this é’fi\a of .20 _0_L./. the above named
Cloiia, 1 frgtr:

C_CD N
Y v,'.

to me known to be the person__ ma)exedued- the ( .

foregoing instrurpent and a knoquge thqsame \
jf@/bm Loneggien 1 o2
type or print name KA’WR THRYA /h [’MC@E&

’./
L : Coﬂy, Ws

My Commisslon is permanent. (If not, slate expiration

date: [0 —28 2007 )

R Y Tt
z OF W%

Notary Public




CONTAMINATED PROPERTY

The Parcel Identification Number for the City of Loyal (Former Pernsteiner
Property) site located near the intersection of Mill and Depot Streets, in the City of
Loyal, Wisconsin, is the following:

246.0667.002

The WTM91 Geographic Position for the City of Loyal (Former Pernsteiner
Property) site located near the intersection of Mill and Depot Streets, in the City of
Loyal, Wisconsin, is the following: :

4811563, 473881

G:\DATA\2707 04 000 City of Loyal\Reports\Closure Report\PIN # and WTM91.doc
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Table 4 Page 1 of 4
Summary of Groundwater Monitoring Data

City of Loyal
CWEA #2707-0400
SAMPLE 1D, GW GP-1* MwW-1 MW-2
SAMPLE COLLECTION DATE 10/31/02 | 11726102 I 07/07/04 FONOSIOS l 07/19/05 [ 05/23/06 ' 08/22/08 | 11/26/02 | 07/07/0ﬂ 04/05/05 l 07/19/05 [ os;z:uoeT 08/22/08
PVC Elevation - 1204.12 1203.50
Depth to Groundwater (ft) T-12 7.91 8.63 8.85 9.83 8.38 8.91 7.96 8.61 8.78 9.81 8.22 8.77
Groundwater Elevation - 1196.21] 119549| 1195.27 1194.29| 1195.74 1195.21] 119554 1194.89( 119472 1193.69( 119528| 119473
NR 140 NR140 Pre-Excavation Post Excavation Pre-Excavation Post-Excavation
Total Organics PAL ES
Diesel Range Organics - - 26,200 398 - - - - - 2,250 - - - - -
Gasoline Range Organics - - - <50.0 <50.0 - - - - <50.0 <50.0 - - - -
Volatile Organic Compounds
Benzene 05 5 3,480 <0.31 <0.31 <0.31 <0.31 <0.31 <0.31 0.342 <0.31 <0.31 <0.31 <0.31 <0.31
Ethylbenzene 140 700 1,220 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Toluene 200 1,000 5,550 0.473 <0.3 <0.3 <0.3 <0.3 <0.3 0.357 <0.3 <0.3 <0.3 <0.3 <0.3
Total Xylenes 1,000 10,000 6,300 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92
Methyl tert-butyl ather 12 60 <30.0 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3
Total Trimethylbenzene 96 480 2,149 <0.71 <0.71 <0.71 <0.71 <0.71 <0.71 <0.71 <0.71 <0.71 <0.71 <071 <Q.71
Naphthalene 8 40 - <0.8 - <0.8 <0.8 <0.8 <0.8 <0.8 - <0.8 <0.8 <0.8 <0.8
n-Butyibenzene - - - <0.36 - - - - - 0.367 - - - - -
tert-Butylbenzene - - - <0.31 - - - - - 0.351 - - - - -
sac-Butylbenzene - - - 248 - - - - - 2.58 - - - - -
1,2-Dichloroethane 85 850 - <0.17 - <04 <0.4 <0.4 <0.4 <0.17 - <0.4 <0.4 <04 <04
Isopropylbenzene - - - <0.31 - - - - - <0.31 - - - - -
n-Propytbenzene - - - <0.3 - - - - - <0.3 - - - - -
Inorganic Parameters
Dissolved Alkalintty (mg/L} - - - 318 - - - -~ - 448 - - - - -
Dissolved Lead (pg/L) 15 15 - <1.00 - - - - - <1.0 - - - - -
Nitrate/Nitrite (mg/L) 2 10 - 448 - - -~ - - <0.3 - - - - -
Sulfate (mg/L) 125 250 - 220 - - - - - 159.7 - - - - -
Dissolved Iron (mg/L) 0.15 o3l - 001s| - - - - - <001} - - - - -
Dissolved Oxygen (mg/L) - - - 1.2 - - - - - 29 - - - - -
pH.(S.U.) - - - 8.75 - - - - - 6.05 - - - - -
Temperature (°C) - - - 10.0 - - - - - 95 - - - - -
NOTES:

Results presented as micrograms per liter (ug/L), parts per billion (ppb), unless otherwise stated.
Compounds not listed were not detected above MDLs.
*Groundwater sample collected from Geoprobe test boring at screened interval 7 - 12' bgs (temp. well).
- = Not anatyzed, not sampled, or not applicable.

3.9 |NR 140 Preventive Action Limits (PAL) exceedance (ltalic Font).

284 |NR 140 Enforcement Standard (ES) exceedance (Bold Font).
Excavation completed November 2004,

G \Data\Table\2707(Loyal\Loyal GW Data .xIs\GW-Data



Table 4
Summary of Groundwater Monitoring Data

Results presented as micrograms per liter (ug/L), parts per billion (ppb), unless otherwise stated.

Compounds not listed were not detected above MDLs.
*MW-3 contained notable free product on 7/7/04, 3-5  on 4/5/05, and 9-10" on 7/19/05 (not sampled).

-- = Not analyzed, not sampled, or not applicable.

3.9 |NR 140 Preventive Action Limits (PAL) exceedance (!talic Font).

284|NR 140 Enforcement Standard (ES) exceedance (Bold Font).

Excavation completed November 2004.

City of Loyal
CWEA #2707-0400
SAMPLE I1.D. MwW-3 MwW4
SAMPLE COLLECTION DATE 11126/02 [ 07/07/04" [ 04105105* | 7/19/05* [ 05123108 | 08/22/08 | 07107104 | 04105105 | 07119105 | 05123108 [ 08122108
PVC Elevation 1204.60 1201.74
Depth to Groundwater (ft) 8.7 10.11 10.35 10.45 9.31 9.87 8.26 8.43 9.35 8.14 8.85
Groundwater Elevation 119589 1194.49] 1194.25| 1194.15] 119529 1194.73] 1193.48] 1193.31| 119239 1193.6f 1193.19
Fotal Organics N: A1L4° NI:;O Pre-Excavation Post-Excavation Exc:r/'l-llon Post-Excavation
Diesel Range Organics - - 29,400 - - - - - 808 - - - -
Gasoline Range Organics - - 34,7001 376,000 - - - - <50.0 - - - -
Volatile Organic Compounds
Benzene 0.5 5 5,750 4,050 2,500 - 3,350 3,220 <0.31 <1.55 <0.31 <0.31 <0.31
Ethylbenzene 140 700 1,200 4,030 555 - 962 565 <0.5 <2.50 <0.5 <0.5 <0.5
Toluene 200 1,000 9,400 17,500 5,270 - 5,280 3',060 0.373 <1.50 <0.3 <0.3 <0.3
Total Xylenes 1,000 10,000 4,710 35,100 5,270 - 7,440 4,920 <0.92 <4.60 <0.92 <0.92 <0.92
Methyl tert-butyl ether 12 60 <300 <300 <30.0 - <30.0 <30.0 <0.3 <1.50 <0.3 <0.3 <0.3
Total Timethylbenzene 96 480 866 26,880 1,777 - 3,922 2,087 <0.71 <3.55 <0.71 <0.71 <0.71
Naphthalene 8 40 <800 - 371 - 443 342 <0.8 <4.00 <0.8 <0.8 <0.8
n-Butylbenzene - - <360 - - - - - <0.36 - - - -
tert-Butylbenzene - - <310 - - - - - <0.4 - - - -
sec-Butylbenzene - - <330 - - - - - 0.98 - - - -
1,2-Dichloroethane 85 850 <170 - 814 - 130 <40.0 315 78.2 394 1.01 <0.40
Isopropylbenzene - - <310 - - -~ - - <0.31 - - - -
n-Propytbenzene - - <300 - - - - - <0.3 - - - -
Inorganic Parameters
Dissolved Alkalinity (mg/L) - - 438 - - - - - - -~ - - -
Dissolved Lead (pg/L) 15 15 83.1 - - - - - 0.6 - - - -
Nitrate/Nitrite (mg/L) 2 10 <0.3 - - - - - - - - - -
Sulfate (mg/L) 125 250 496 - - - - - - - - - -
Dissolved lron (mg/L) 0.15 03] o028l - - - - - - - - - -
Dissolved Oxygen (mg/L) - - 0.0 - - - - - - - - - -
pH.(S.U.) - - 5.77 - - - - - - - - - -
Temperature (°C) - - 99 - - - - - - - - - .
NOTES:

Page 2 of 4
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Table 4 Page 3 of 4
Summary of Groundwater Monitoring Data

City of Loyal
CWEA #2707-0400

SAMPLE 1.D. Mw-4p MW-§

SAMPLE COLLECTION DATE 07107104 | 04/05/05 | 0711910 | 05723106 | 08r22106 | 07107104 | 04s0s/05 | 07119105 | 05123106 | 08/22108
PVC Etevation 1201.70 1200.11

Depth to Groundwater (ft) 7.84 8.16 8.70 7.03 8.06 5.71 5.91 6.84 5.85 6.29
Groundwater Elevation 1193.86] 1193.54| 1191.41 1193.08( 1192.05 1194.41 1194.20] 1193.27| 1194.26] 1193.82
Fotal Organics Ng A1I.4 0 N':s‘o Exc::'n.ﬂon Post-Excavation Exc::.l.tlon Post-Excavation

Diesel Range Organics - - <100 - - - - 206 - - - -
Gasoline Range Organics - - <50.0 - - - - <50.0 - - - -
Volatile Organic Compounds

Benzene 0.5 5 <0.31 <0.31 <0.31 <0.31 <0.31 <0.31 <0.31 <0.31 <0.31 <0.31
Ethylbenzene 140 700 <0.5 0.748 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Toluene 200 1,000 0.354 2.10 <0.3 <0.3 <0.3 <0.3 <0.3 <03 <0.3 <0.3
Total Xylenes 1,000 10,000 <0.92 2.749 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92 <0.92
Methyl tert-buty! ether 12 60 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <03 <03 <0.3 <0.3
Total Trimethylbenzene 96 480 <0.71 2071 <0.71 <0.71 <0.71 <0.71 <0.71 <0.71 <0.71 <0.71
Naphthalene 8 40 <0.8 Q.957 <0.8 <08 <0.8 <0.8 <08 <08 <0.8 <08
n-Butylbenzene - - <0.36 -~ - - - <0.36 - - - -
tert-Butylbenzene - - <0.4 - - - - <0.4 - - - -
sec-Butylbenzene - - <0.4 - - - - <0.4 - - - -
1,2-Dichloroethane 85 850 <0.4 <0.4 <0.4 <0.4 <0.4 <0.4 <04 <0.4 <0.4 <0.4
Isopropytbenzene - - <0.31 - - - - <0.31 - - - -
n-Propylbenzene - - <0.3 - - - - <0.3 - - - -
Inorganic Parameters

Dissotved Alkalinity (mg/L) - - - - - - - - - - - -
Dissolved Lead (pg/L) 1.5 15 <0.3 - - - - 0.8 - - - -
Nitrate/Nitrite (mg/L) 2 10 - - - - - - - - - -
Sulfate (mg/L) 125 250 - - - - - - - - - -
Dissotved Iron (mg/L) 0.15 03 - - - - - - - - - -
Dissolved Oxygen (mg/L) - - - - - - - - - - - -
lp-H.(8.U) - - ~ - - - - - - - - -
ITemperature (°C) - - - ~ - - - - - - - -

NOTES:
Results presented as micrograms per liter (pg/L), parts per billion (ppb), unless otherwise stated.
Compounds not listed were not detected above MDLs.
-- = Not analyzed, not sampled, or not applicable.
3.9 |NR 140 Preventive Action Limits (PAL) exceedance (ltalic Font).
284|NR 140 Enforcement Standard (ES) exceedance (Bold Font).
Excavation completed November 2004.




Table 4 Page 4 of 4
Summary of Groundwater Monitoring Data

City of Loyal
CWEA #2707-0400
SAMPLE 1.D. MW-6 MW-7
SAMPLE COLLECTION DATE 07107104 | 04108105 | 0719105 | 05123108 | 08122106 | 07/07/04 | 04105105 | 07119105 | 0523106 [ 08/22/08
PVC Elevation 1204.34 1205.86
Depth to Groundwater (ft) 8.37 8.58 9.60 8.03 9.95 9.02 9.08 10.23 8.70 9.29
Groundwater Elevation 1195.97F 119576 1194.74] 1196.31} 1194.39] 1196.841 1196.78| 119563| 119716 119657
Fotal Organios N: A1L4 0 Nl;1s40 Exe:::non Post-Excavation Exc::.n.ﬂon Post-Excavation
Diesel Range Organics - - 20,800 - - - - 151 - - - -
Gasoline Range Organics - - 1,140 - - - - <50.0 - - - .
Volatile Organic Compounds
Benzene 0.5 5 57.3 304 21.2 21.7 171 <0.31 <0.31 <0.31 <0.31 <0.31
Ethylbenzene 140 700 22.2 4.87 947 26.2 11.4 <0.5 <0.5 <0.5 <0.5 <0.5
Toluene 200 1,000 9.06 0.718 0.605 <0.3 205 0.55 <0.3 <0.3 <0.3 <0.3
Total Xylenes 1,000 10,000 33.2 3.72 361 12.2 46 <0.92 <0.92 <0.92 <0.92 <0.92
Methyl tert-butyl ether 12 60 <1.50 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3
Total Trimethylbenzene 96 480 83.7 465 4.64 10.9 42 <0.71 <0.71 <0.71 <0.71 <0.71
Naphthalene 8 40 108 5.39 313 22.9 43 <0.8 <0.8 <0.8 <0.8 <0.8
n-Butylbenzene - - 247 - - - - <0.36 - - - -
tert-Butylbenzene - - <2.00 - - - - <0.4 - - - -
sec-Butylbenzene - - 6.83 - - - - <0.4 - - - -
1,2-Dichlorosthane 85 850 <2.00 21 1.08 0.70 <0.4 <0.4 <04 <0.4 <0.4 <0.4
Isopropylbenzene - - 7.03 - - - - <0.31 - - - -
n-Propylbenzene - - 9.54 - - - - <0.3 - - - -
Inorganic Parameters
Dissolved Alkalinity (mg/L) - - - - - - - - - - - -
Dissolved Lead (pg/L) 1.5 15 0.8 - - - - <0.3 - - - -
Nlitrate/Nitrite (mg/L) 2 10 - - - - - - - - - -
Sutfate (mgiL.) 125 250/ - - - - - - .- - - -
Dissolved Iron (mg/L) 0.15 03] - - - - - L - - -
Dissolved Oxygen (mg/t) - - - - - - - - - - - -
p.H.(8.U) - - - - - - L - - -~ - - -
Temperature (°C) - - - - - - ~ - ~ - - -
NOTES:

Results presented as micrograms per liter (pg/L), parts per billion (ppb), uniess otherwise stated.
Compounds not listed were not detected above MDLs.
- = Not analyzed, not sampled, or not applicable.
3.9 |NR 140 Preventive Action Limits (PAL) exceedance (talic Font),
284|NR 140 Enforcement Standard (ES) exceedance (Bold Font).
Excavation completed November 2004.
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. Table 1

Page 1 of 2
Soll Chemistry Data - Geoprobe Investigation

City of Loyal
CWEA #207070000
SAMPLE 1.D. GP1-2 | GP2-2 | GP3-2 | GP42 | GP45 | GP52 | GP54 | GP6-2 GP7-2 | GP8-2
SAMPLE DEPTH 2'-4 2'-4 2 -4 2'-4 8'-10' 2-4 6'-8 2'-4 2'-4 2'-4
PID READING* >500 0 42 >500 >500 0 374 0 0 164
SAMPLE COLLECTION DATE 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02
NR 720 | NR 746
Total Organics RCL | Tablet
Gasoline Range Organics 100 - 6,820 11.0 319 3,820 534 <5.70 105 <6.24 <6.49 444
Diesel Range Organics 100 - 10,800 112 399 22,300 3,190 <5.70 1,230 <6.24 <6.49 2,340
Volatile Organic Compounds
Benzene 0.0055 8.5 36.0] 0.1 <0.1 20.7 347 <0.025| <0.104| <0.025] <0.025]  0.663
Ethylbenzene 29 45 71.0 0.079 0.339 63.5 7.07 <0.025 0.435 <0.025 <0.025 0.515
Toluene 15 38 191 0.0586 <0.1 84.2 104 <0.025 <0.104 <0.025 <0.025 <0.2
Total Xylenes 4.1 42 346 0.1913 1.233 275.7 31.55 <0.05 0.826 <0.05 <0.05 0.46
Methyl tert-butyl ether - - <10.0{ <0.025 <0.1 <10.0 <0.1 <0.025| <0.104] <0.025| <0.025 <0.2
1,2,4-Trimethylbenzene - 83 177 0.134 1.84 180 20.9 <0.025 2.51 <0.025 <0.025 1.43
1,3,5-Trimethylbenzene - 11 50.1 0.0641 2.38 45.2 6.95 <0.025 1.38 <0.025 <0.025 2.58
Total Trimethylbenzene - - 2271 0.1981 4.22 225.2 27.85 <0.05 3.89 <0.05 <0.05 4.01
Naphthalene - 27 30.3 - - 59.4 - - - - - 21.4
n-Butylbenzene - - 40.6 - - 48.5 - - - - - 4.79
sec-Butylbenzene - - 17.3 -- - 215 - - -- - -- <0.2
Isopropylbenzene - - 12.2 - - 15.8 - L - - - <0.2
n-Propylbenzene - - 31.1 - - 33.9 - - - - - <0.2
NOTES:

Results presented as milligrams per kilogram (mg/Kg) which is equivalent to parts per million (ppm) unless otherwise noted.
Compounds not listed were not detected above method detection limits (MDLs).
*Photolonization Detector (P1D) catibrated to 100 parts per million isobutylene.
— = Not analyzed, not sampled, or not applicable.

28}NR 720 Residual Contaminant Levels (RCL) exceedance. RCLs based on protection of groundwater.
NR 746 Table 1 screening levels exceedance. Indicators of residual petroleum products in soil pores.
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Table 1
Soil Chemistry Data - Geoprobe Investigation

City of Loyal
CWEA #207070000
SAMPLE I.D. GP1-2 GP2-2 GP3-2 GP4-2 GP4-5 GP5-2 GP5-4 GPg-2 GP7-2 GP8-2
SAMPLE DEPTH 2-4 2'.4 2-4 2'-4 8 -10' 2.4 6 -8 2'-4 2'-4 2'-4
PID READING* >500 0 42 >500 >500 0 374 0 0 164
SAMPLE COLLECTION DATE 10/34/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02 | 10/31/02
NR 720 | NR746
PAH RCL Table 1
Antracene - - 0.57 - - 1.40 - - - - - 243
Benzo(k)Fluoranthene - -| <0.328 - -|  <0.334 - - - - - 0.126
Fluoranthene - -l <0.113 - -l  <0.115 - - - - - 14.5
Fluorene -- - 1.64 - - 4.32 - - - - - 4.03
1-Methyinaphthalene - - 8.3 - - 128 - - - - - 8.46
2-Methylnaphthalene - - 20.6 - - 52.6 - - - - - 203
Naphthalene - - 7.79 - - 237 - - - - - 2.53
Phenanthrene - - 3.16 - - 7.57 - - - - - 10.8
PCB's (ug/Kg)
PCB-1016 - - <1.47 - - <150 - - - - - <1.70
PCB-1221 - - <2.94 - - <299 - - - - -- <3.40
PCB-1232 - - <5.09 - - <518 - - - - - <5.89
PCB-1242 - - <1.13 - - <115 - - - - - <1.31
PCB-1248 - - <3.51 - - <357 - - - - - <4.06
PCB-1254 - " <1.02 - - <104 - - - - - <1.18
PCB-1260 - - <1.58 - - <1.61 - - - - - <1.83
Metals i
Cadmium 510 - 0.0814 - - 0.0886 - - - - -- 0.0825
Chromium 200 . 15.5 - - 13.9 - - - - - 237
Lead 500 - 13.2 - 6.51 19.1 - 5.07 - - - 10.2
NOTES:

Results presented as milligrams per kilogram (mg/Kg) which is equivalent to parts per million (ppm) unless otherwise noted.
Compounds not listed were not detected above method detection limits (MDLs).
*Photoionization Detector (PID) calibrated to 100 parts per million isobutylene.

- = Not analyzed, not sampled, or not applicable.
__26|NR 720 Residual Contaminant Levels (RCL) exceedance. RCLs based on human health risk from direct contact related to land use.
| 125NR 746 Table 1 screening levels exceedance. Indicators of residual petroleum products in soil pores.

Page 2 of 2
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Table 2 Page 1 of 3
Soil Chemistry Data - Monitoring Wells
City of Loyal
CWEA #27070000
SAMPLE I.D. MW1-2 | MW1-5 | MW2-2 | MW2-5 | MW3-1 | MW3-5
SAMPLE DEPTH 4'-6 |[13'-15'| 4'-6'" | 13'-15'| 2'-4'" | 13'-15
PID READING* 0 0 0 0 >500 302
SAMPLE COLLECTION DATE 11/08/02 | 11/8/02 | 11/8/02 | 11/8/02 | 11/8/02 | 11/8/02
NR 720 | NR746

Total Organics RCL Table 1
Gasoline Range Organics 100 - <5.61 <5.59 <5.75 <5.60 6,690 11.4
Diesel Range Organics 100 - <5.61 <5.59 <5.75 <5.60 6,780 7.06
Volatile Organic Compounds
Benzene 0.0055 8.5| <0.025| <0.025( <0.025( <0.025 29.3 0.473
Ethylbenzene 2.9 46| <0.025( <0.025| <0.025[ <0.025 95.6|| 0.0684
Toluene - 1.5 38] <0.025| <0.025 <0.025[ <0.025 195 0.103
Total Xylenes 4.1 42 <0.05 0.041 <0.05 <0.05 400|| 0.3324
Methyl tert-butyl ether - -] <0.025| <0.025| <0.025|" <0.025 <10.0] <0.025
1,2,4-Trimethylbenzene -- 83| <0.025| 0.0508) <0.025| <0.025 236 0.258
1,3,5-Trimethylbenzene -- 11] <0.025) <0.025| <0.025| <0.025 62.4| 0.0989
Naphthalene - 2.7] <0.025 --| <0.025 - 35.6 -
1,2-Dichloroethane - - - - - -
n-Butylbenzene - —-] <0.025 -| <0.025 -- 53.3 -
sec-Butylbenzene - -] <0.025 —| <0.025 -- 21.3 -
n-Propylbenzene - -| <0.025 --|  <0.025 - 52.9 -
PAH
Acenaphthylene - --| <0.0074 -| <0.0076 - 2.39 -
Fluorene - —| <0.0022 -| <0.0023 - 3.08 -
1-Methylnaphthalene - —| <0.0039 —| <0.0040 - 18.6 ~
2-Methylnaphthalene - —-| <0.0046 --| <0.0047 - 36.2 —
Naphthalene - -] <0.0018 -| <0.0018 - 13.9 -
Phenanthrene - -] <0.0026 —| <0.0026 - 4.39 —
PCB's (ug/Kg)
PCB-1016 - - <1.46 - - — <1.47 -
PCB-1221 - - <2.91 - - - <2.93 -
PCB-1232 - - <5.04 - - - <5.07 -
PCB-1242 - - <1.12 - - - <1.13 -
PCB-1248 - - <3.48 -- - - <3.49 -
PCB-1254 - - <1.01 - - - <1.01 -~
PCB-1260 - — <1.5 - - - <1.58 -
Metals
Cadmium 510 -] <0.0415 - - ~-| <0.0417 -
Chromium 200 - 20.6 - - - 13.9 -
Lead 500 - 3.02 -- 3.52 - 35.2 -
NOTES:

Results presented as milligrams per kilogram (mg/Kg) which is equivalent to parts per million unless otherwise noted.
Compounds not listed were not detected above method detection limits (MDLs).
*Photoionization Detector (PID) calibrated to 100 parts per million isobutylene.

— = Not analyzed, not sampled, or not applicable.

26 |NR 720 Residual Contaminant Levels (RCL) exceedance.

125[INR 746 Table 1 screening levels exceedance.
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Table 2
Soil Chemistry Data - Monitoring Wells
City of Loyal
CWEA #27070000

Page 2 of 3

SAMPLE 1.D. MW4P-1 | MW4P-2 | MW5-1 | MW6-1

MW6-2

MW6-3

SAMPLE DEPTH 8-10' | 18'-20"| 10°-12" | 2'-4'

g -10'

15" -17'

PID READING* 0 0 0 90

5

0

SAMPLE COLLECTION DATE 6/24/04 | 6/24/04 | 6/24/04 | 6/24/04

6/24/04

6/24/04

NR 720 | NR746
Total Organics RCL Table 1

Gasoline Range Organics 100 -- -- - -- --

Diesel Range Organics 100 - -- -

Volatile Organic Compounds

Benzene 0.0055 8.5] <0.025| <0.025| <0.025| <0.025

0.0585

Ethylbenzene 2.9 4.6] <0.025| <0.025[ <0.025| 0.0498

<0.025

Toluene 1.5 38| <0.025| <0.025[ <0.025| <0.025

<0.025

Total Xylenes 4.1 42 <0.05 <0.05 <0.05| 0.0341

<0.05

Methyl tert-butyl ether - —-| <0.025| <0.025| <0.025| <0.025

<0.025

1,2,4-Trimethylbenzene - 83] <0.025| <0.025| <0.025| 0.0742

<0.025

1,3,5-Trimethylbenzene - 11 <0.025| <0.025| <0.025| <0.025

<0.025

Naphthalene - 2.7] <0.025| <0.025| <0.025 1.13

<0.025

1,2-Dichloroethane <0.025| <0.025 <0.025| <0.025

<0.025

n-Butylbenzene - - - - -

sec-Butylbenzene - - - - -

n-Propylbenzene - - - - -

PAH

Acenaphthylene -- - - - -

Fluorene - - — -

1-Methylnaphthalene — - - - -

2-Methylnaphthalene - - - - — -

Naphthalene - - - - -

Phenanthrene - - - —

PCB's (ug/Kg)

PCB-1016 - - - - - -

PCB-1221 — - - - - -

PCB-1232 - - - - - -

PCB-1242 ‘ - - - - — -

PCB-1248 - - - - - -

PCB-1254 - - - - - -

PCB-1260 - - - - - -

Metals

Cadmium 510 _ - - - -

Chromium 200 - - - - -

Lead - 500 - 1.93 — 3.78 4.74

4.27

NOTES:

Results presented as milligrams per kilogram (mg/Kg) which is equivalent to parts per million unless otherwise noted.

Compounds not listed were not detected above method detection limits (MDLs).
*Photoionization Detector (PID) calibrated to 100 parts per million isobutylene.

— = Not analyzed, not sampled, or not applicable.
26 |NR 720 Residual Contaminant Levels (RCL) exceedance.
NR 746 Table 1 screening levels exceedance.
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Table 2

Soil Chemistry Data - Monitoring Wells
City of Loyal
CWEA #27070000

Page 3 of 3

SAMPLE 1.D.

MW?7-1

MW?7-2

MW7-3

TB1-1

TB1-2

TB1-3

SAMPLE DEPTH

2-4

6'-8'

10'-12'

2'-4

6'-8

10'-12'

PID READING*

0

0

0

0

146

0

SAMPLE COLLECTION DATE

6/24/04

6/24/04

6/24/04

6/24/04

6/24/04

6/24/04

Total Organics

NR 720
RCL

NR 746
Table 1

Gasoline Range Organics

100

Diesel Range Organics

100

Volatile Organic Compounds

Benzene

0.0055

8.5

<0.025

Ethylbenzene

2.9

4.6

<0.025

Toluene

1.5

38

<0.025

Total Xylenes

4.1

42

<0.05

Methyl tert-buty! ether

<0.025

1,2,4-Trimethylbenzene

83

<0.025

1,3,5-Trimethylbenzene

11

<0.025

Naphthalene

27

<0.025

1,2-Dichloroethane

<0.025

n-Butylbenzene

sec-Butylbenzene

n-Propylbenzene

PAH

Acenaphthylene

Fluorene

1-Methyinaphthalene

2-Methylnaphthalene

Naphthalene

Phenanthrene

PCB's (ug/Kg)

PCB-1016

PCB-1221

PCB-1232

PCB-1242

PCB-1248

PCB-1254

PCB-1260

Metals

Cadmium

510

Chromium

200

Lead

500

4.98

9.74

3.89

NOTES:

Resuits presented as milligrams per kilogram (mg/Kg) which is equivalent to parts per million unless otherwise noted.
Compounds not listed were not detected above method detection limits (MDLs). '
*Photoionization Detector (PID) calibrated to 100 parts per million isobutylene.
— = Not analyzed, not sampled, or not applicable.

26 |INR 720 Residual Contaminant Levels (RCL) exceedance.
[ 125]NR 746 Table 1 screening levels exceedance.
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Results presented as milligrams per kilogram (mg/Kg), which is equivalent to parts per million (ppm).

*Photoionization Detector (PID) calibrated to 100 parts per million isobutylene.
-- = Not anal

25

163

yzed or value not established.
NR 720 Residual Contaminant Levels (RCLs) exceedance.

NR 746 Table 1 Screening Levels Exceedance.

Table 3 Page 1 of 2
Summary of Soil Excavation Chemistry Data
City of Loyal - Loyal, Wisconsin
SAMPLE 1.D. S-1 Base | S-2 Side | S-3 Side | S4 Side | S-6 Base | S-9 Side | S-10 Side | S-12 Side | S-15 Base
SAMPLE DEPTH 5.5' 3.0’ 3.0’ 3.0' 5.5' 3.0’ 3.0’ 3.0’ 6.0'
SAMPLE COLLECTION DATE 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04
PID Reading’ 0 0 0 444 261 309 46 239 484
ANALYTICAL PARAMETERS | NR 720 | NR 746
RCL Table 1
Volatile Organic Compounds
Benzene 0.0055 85| <0.025] <0.025] <0.025 1.59]  0.0576 0.138 0.0578 0.236 1.79
1,2-Dichloroethane 0.0049 06] <0.025] <0.025] <0.025 <0.2| <0.025] <0.025] <0.025]  <0.025 <0.2
Ethylbenzene 2.9 46| <0.025] <0.025] <0.025 8.60] 0.0283 0.268]  <0.025 0.328 8.84
Methyl-tertiary-butyl ether - -l <0.025| <0.025] <0.025 <0.2| <0.025| <0.025] <0.025]  <0.025 <0.2
Naphthalene - 3| <0.025] 00323 <0.025 8.84 0.683 146]  <0.025 1.47 13.2
Toluene 15 38| <0.025] <0025 <0.025 507 0.0346] <0.025] <0.025 0.0839 1.72
1,2,4-Trimethylbenzene - 83| <0.025] <0.025] <0.025 37.3 0.564 0.832]  <0.025 0.364 47.6
1,3,5-Trimethylbenzene - 1 <0.025] <0.025] <0.025 17.4 0.154 0.742|  <0.025 0.786 15.1
Total Xylenes 4.1 42| <0050 <0.050] <0.050 25.8 0.181 0.226]  <0.050 0.424 255
Total Lead | 50| ~ 3.68 5.98| 10.3 - 5.78] -| -| ~| -
NOTES: '
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Table 3 Page 2 of 2
Summary of Soil Excavation Chemistry Data
City of Loyal - Loyal, Wisconsin
SAMPLE 1.D. S-16 Base| S-24 Side | S-25 Base| S-26 Side | S-27 Side | S-28 Side | S-29 Side | S-30 Base
SAMPLE DEPTH 6.0’ 3.0' 6.0' 3.0' 3.0' 3.0’ 3.0' 6.0'
SAMPLE COLLECTION DATE 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04 | 11/09/04
PID Reading’ >500 313 >500 >500 >500 >500 >500 >500
ANALYTICAL PARAMETERS | NR 720 | NR 746
RCL | Table 1
Volatile Organic Compounds
Benzene 0.0055 8.5 3.49]  <0.025 4.59 0.939 <10.0 <10.0 0.416 0.316
1,2-Dichloroethane 0.0049 0.6 <0.2]  <0.025 <0.2|  <0.025 <0.2 <0.2] <0025 <0.025
Ethylbenzene 2.9 4.6 10.4]  <0.025 16.2 2.00 88.8 26.8 0.537 0.476
Methyl-tertiary-butyl ether - - <0.2 <0.025 <0.2 <0.025 <10.0 <10.0 <0.025 <0.025
Naphthalene - 3 14.2 0.183 21.1 1.91 36.4 17.5 0.317 0.652
Toluene 15 38 471 <0.025 18.0 1.07 193 61.5 112]  0.0661
1,2,4-Trimethylbenzene - 83 40.7 0.217 60.2 8.51 284 99.8 1.51 1.66
1,3,5-Trimethylbenzene - 1 14.0 0.105 17.7 2.32 80.6 29.4 0.661 0.578
Total Xylenes 41 42 342| 0.0508 58.9| 7.35 456 101.7 1.373 0.745
Total Lead | 50] - -| 509 6.01| 6.60] -] 21.1 -| 6.12
NOTES:

Results presented as milligrams per kilogram (mg/Kg), which is equivalent to parts per million (ppm).

*Photoionization Detector (P!D) calibrated to 100 parts per million isobutylene.

-- = Not anal

yzed or value not established.
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NR 746 Table 1 Screening Levels Exceedance.

NR 720 Residual Contaminant Levels (RCLs) exceedance.
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Responsible Party Statement

By signing this document, |, Tom Duell, attest that the legal description as recorded on the Quit
Claim Deed document number 523364 recorded on January 15, 2004, in Volume 729 of
Records, page 448, Clark County, Wisconsin, is correct for the City of Loyal (Former
Pernsteiner Property) site located near the intersection of Mill and Depot Streets, in the City of
Loyal, Wisconsin.

/L;W\ \)\M/Q/Q o/~ - o7

Tom Duell, DPW Date
City of Loyal

1:\LB\27070400\corr\RP-StatementforDeed.doc
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