GIS REGISTRY INFORMATION

SITE NAME: WI DOT ROW Mauston

BRRTS #: 03-29-000907 FID #

COMMERCE # (if appropriate): 53948-1363-00

CLOSURE DATE: 07-Nov-03

STREET ADDRESS: Along Division St. near SE corner of Division & LaCrosse Streets

CITY: Mauston

SOURCE PROPERTY LOCATIONAL COORDINATES

(meters in WTM91 projection): . X= 513807 Y= 369248
CONTAMINATED MEDIA: Groundwater X Soil Both
OFF-SOURCE GW CONTAMINATION >ES: Yes X |No

IF YES, STREET ADDRESS 1:

Locational COORDINATES (meters in WTM91 projection):  X= Y=
OFF-SOURCE SOIL CONTAMINATION >Generic or Site-

Specific RCL (SSRCL): Yes X |No
IF YES, STREET ADDRESS 1:

Locational COORDINATES (meters in WTM91 projection):  X= Y=
CONTAMINATION IN RIGHT OF WAY: X |Yes No

DOCUMENTS NEEDED:

Closure Letter, and any conditional closure letter issued
Copy of most recent deed, including legal description, for all affected properties (does not apply for ROW)
Certified survey map or relevant portion of the recorded plat map (if referenced in the legal description ) for all affected properties

County Parcel ID number, if used for county, for all affected properties

Location Map which outlines all properties within contaminated site boundaries on USGS topographic map or plat map in sufficient detail to permit the
parcels to be iocated easily (8.5x14" if paper copy). If groundwater standards are exceeded, the map must also include the location of all municipal and
potable wells within 1200’ of the site.

Detailed Site Map(s) for all affected properties, showing buildings, roads, property boundaries, contaminant sources, utility lines, monitoring wells
and potable wells. (8.5x14", if paper copy) This map shall also show the location of all contaminated public streets, highway and railroad rights-of-way in
relation to the source property and in relation to the boundaries of groundwater contamination exceeding ch. NR 140 ESs and soil contamination exceeding
ch. NR 720 generic or SSRCLs.

Tables of Latest Groundwater Analytical Results (no shading or cross-hatching)
Tables of Latest Soil Analytical Results (no shading or cross-hatching)

Isoconcentration map(s), if required for site investigation (SI) (8.5x14" if paper copy). The isoconcentration map should have flow direction and
extent of groundwater contamination defined. If not available, include the latest extent of contaminant plume map.

GW: Table of water level elevations, with sampling dates, and free product noted if present
GW: Latest groundwater flow direction/monitoring well location map (should be 2 maps if maximum variation in flow direction is
greater than 20 degrees)

SOIL: Latest horizontal extent of contamination exceeding generic or SSRCLs, with one contour

Geologic cross-sections, if required for SI. (8.5x14' if paper copy)

RP certified statement that legal descriptions are complete and accurate (does not apply for ROW)
Copies of off-source notification letters (if applicable)

Letter informing ROW owner of residual contamination (if applicable) (public, highway or railroad ROW)

Copy of (soil or land use) deed restriction(s) or deed notice if any required as a condition of closure

revised 7/2/03

NA

NA
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State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

Wisconsin Rapids Service Center

Jim Doyle, Governor 473 Griffith Avenue
Scott Hassett, Secretary Wisconsin Rapids, Wisconsin 54494
WISCONSIN Scott Humrickhouse, Regional Director Telephone 715-421-7800

DEPT. OF NATURAL RESOURCES @ @ PX\; 715-421-7873

November 7, 2003

Mr. Harlin Owens

City Administrator

303 Mansion St.
Mauston, Wl 53948-1329

Subject: Final Case Closure
City of Mauston/DOT Right of Way Property at the Corner of Division and
La Crosse Street, Mauston, Wisconsin
WDNR BRRTS # 03-29-000907

Dear Mr. Gleason:

On May 8, 2003, your request for closure of the case described above was reviewed by
the Department of Natural Resources. The West Central Region Closure Committee reviews
environmental remediation cases for compliance with state rules and statutes to maintain
consistency in the closure of these cases. After careful review of the closure request, the
Closure Committee has determined that the petroleum contamination on the site at the
intersection of Division and La Crosse streets appears to have been investigated and
remediated to the extent practicable under site conditions. Your case has been remediated to
Department standards in accordance with s. NR 726.05, Wis. Adm. Code. The Department
considers this case closed and no further investigation, remediation or other action is required at
this time.

The Department will not require abandonment of monitoring wells associated with this site. All
wells associated with this site will be used in conjunction with an investigation at a neighboring
site. It is the Departments understanding that ownership of all monitoring wells associated with
the United Auto investigation has been relinquished to Mr. Wayne Butz.

Your site will be listed on the DNR Remediation and Redevelopment GIS Registry of Closed
Remediation Sites. Information that was submitted with your closure request application will be
included on the registry. To review the sites on the GIS Registry web page, visit
http://gomapout.dnr.state.wi.us/org/at/et/geo/gwur/index.htm

If this is a PECFA site, section 101.143, Wis. Stats., requires that PECFA claimants seeking
reimbursement of interest costs, for sites with petroleum contamination, submit a final
reimbursement claim within 120 days after they receive a closure letter on their site. For claims
not received by the PECFA Program within 120 days of the date of this letter, interest costs after
60 days of the date of this letter will not be eligible for PECFA reimbursement.

If there is equipment purchased with PECFA funds remaining at the site, contact the Commerce
PECFA Program to determine the method for salvaging the equipment.

www.dnr.state.wi.us Quality Natural Resources Management @
www.wisconsin.gov Through Excellent Customer Service Prmied on

Paoer



Please be aware that this case may be reopened pursuant to s. NR 726.09, Wis. Adm. Code, if
additional information regarding site conditions indicates that contamination on or from the site
poses a threat to public health, safety or welfare, or the environment.

The Department appreciates your efforts to restore the environment at this site. If you have any
questions regarding this letter, please contact me at (715) 421-7873.

Sincerely,

David Rozeboom
Hydrogeologist
Bureau for Remediation & Redevelopment

cC: Sara Remes, DPRA Inc., 332 Minnesota Street, Suite E-1500, St. Paul, MN 55101-6500
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GROUNDWATER ANALYTICAL RESULTS - MONITORING WELLS
Right-of-Way
La Crosse & Division Streets

Table 2

Mauston, Wisconsin

DPRA #5920.001
Ethyl- Total Tetrachloro-  Trichloro- Naph-  Dissolved

Well Date Benzene  benzene  Toluene  Xylenes MTBE T™MB ethylene ethylene thalene Lead GRO DRO
1.D. Sampled ng/l ng/l ug/l ng/l ng/l ug/l ug/l neg/l ng/l ng/l ng/l ng/l

MW-1 9/11/97 <0.5 <1 <1 <1 <1 <] 4.54 0.58 <1 <1 <50 -—-

11/13/97 <0.5 <1 <1 <1 <1 3.41 3.52 <0.5 --- - <50 ---

03/05/98 <0.5 <1 <1 <1 <1 <1 - -—- <50

05/19/98 <0.5 <1 <1 <1 <1 <1 1.72 <0.5 <1 --- --- ---

04/01/99 <0.2 <0.5 <0.5 <0.5 <0.3 <0.5 <50

08/04/00 <0.15 <0.5 <0.4 <0.4 <0.3 <0.4 --- - - - <50 ---

MW-2  9/11/97 <0.5 1.02 <1 <1 <1 3.90 <1 <0.5 <1 <1 151 -

11/13/97 <0.5 <1 <1 <1 <1 4.49 --- --- --- - 62.5 -

03/05/98 <0.5 <1 <1 <1 <1 8.68 --- - --- - 91.8 -

05/19/98 <0.5 <1 <1 <1 <1 6.45 - --- - - 80.3 -

10/28/98 0.54 <1 <1 <1 <1 14.82 --- --- --- --- 156 ---

04/01/99 <0.2 <0.5 <0.5 <0.5 <0.3 22.24 - --- - - 236 ---

08/04/00 <0.15 <0.5 <0.4 <0.4 <0.3 3.352 --- --- --- - <50 ---

MW-3  9/11/97 <0.5 5.9 <1 23.13 <1 10.91 <1 <0.5 4.64 <1 358 ---

11/13/97



Table 2

GROUNDWATER ANALYTICAL RESULTS - MONITORING WELLS

(continued)
Right-of-Way
La Crosse & Division Streets
Mauston, Wisconsin

DPRA #5920.001
Ethyl- Total Tetrachloro-  Trichloro- Naph-  Dissolyed
Well Date Benzene  benzene  Toluene  Xylenes  MTBE TMB ethylene ethylene  thalene Lead GRO DRO
1.D. Sampled ue/l ng/l ng/l ng/l ng/l ng/l ng/l ng/l ng/l ng/l ng/l ng/l
MW-3  03/05/98 - - --- --- --- --- - --- --- --- --- ---
05/19/98 <0.5 <1 <l 5.49 <1 4.17 --- - - - 85.5 ---
07/13/99 0.36 6.12 <0.5 40.7 <0.3 22.85 --- - - --- 105 -
Mw-4  9/11/97 <0.5 1.90 <1 <1 <1 2.00 <1 <0.5 1.56 <1 172 -
11/13/97 <0.5 2.02 <1 1.01 <1 6.84 - - --- --- 166 ---
03/05/98 --- --- --- --- --- --- - - --- --- --- ---
05/19/98 <0.5 <1 <l <1 <l <1 --- - - --- <50 ---
01/08/99 <0.5 <1 <1 <1 <1 1.89 - --- --- --- 62.1 ---
01/27/01 <0.15 <0.5 <0.4 0.305 <0.3 0.453 - - --- - <50.0 ---
MW-5  11/13/97 4.56 128.0 21.8 778.0 <1 971.0 --- --- --- --- 8,490 2,350
12/17/97 <10.0 29.9 <20.0 470.0 <20.0 608.0 <20.0 <10.0 36.1 --- --- -
03/05/98 <10.0 123.0 37.4 850.0 <20.0 647.0 <20.0 <10.0 42.1 --- 4,690 ---
05/19/98 <5.0 22.5 <10.0 130.6 <10.0 145.6 --- --- --- --- 1,340 ---
10/28/98 <2.5 41.9 <5.0 237.1 <5.0 331.8 - --- 233 --- 2,200 ---
01/08/99 14.1 28.1 3.21 148.0 13.1 238.8 --- --- --- - 1,430 -



GROUNDWATER ANALYTICAL RESULTS - MONITORING WELLS

Table 2

(continued)

Right-of-Way

La Crosse & Division Streets
Mauston, Wisconsin

DPRA #5920.001

Ethyl- Total Tetrachloro-  Trichloro- Naph-  Dissolved
Well Date Benzene  benzene  Toluene  Nylenes  MTBE T™MB cthylene cthylene  thalene Lead GRO DRO
1.D. Sampled ng/l ug/l ng/l ng/l ug/l ng/l ng/l ngll ng/l ng/l ng/l ng/l
MW-5  04/01/99 <0.2 31.5 3.67 164.0 <0.3 250.8 --- --- --- --- 1,690 ---
07/13/99 1.20 46.1 4.30 254.0 <l.5 408.0 - - - --- 2,510 -—-
01/25/00 <0.75 321 4.50 143.7 <1.50 312 --- --- 16.6 --- 1,580 ---
08/04/00 0.79 30.0 6.66 142.9 <0.3 205 - --- 16.2 - 1,850 -—-
01/27/01 <0.75 349 3.11 166.4 <1.50 349.7 --- - 19.6 -—- 1,820 -—--
MW-6  11/13/97 46.7 99.5 417.0 824.0 <1 316.6 <1 3.50 40.3 1.05 4,630 1,090
03/05/98 64.1 197.0 1,130.0 1,430.0 <10 367.6 <10.0 <5.0 114.0 - 6,830 ---
05/19/98 14.2 460 1,290 4,290 <20.0 1,531 --- --- - --- 13,400 ---
10/28/98 30.8 281 1,400 2,018 <10.0 635 --- --- 169 -—- 8,530 -—-
01/08/99 28.8 213 881 1,513 <20.0 494 --- --- 106 --- 5,140 ---
04/01/99 23.0 196 884 1,836 <3.0 650 --- --- - - 6,730 ---
07/13/99 7.89 198 440 2,630 <6.0 984 --- --- - --- 7,600 -
01/25/00 15.5 163 471 1,175 <6.00 581 -- --- 118 - 5,370 ---
08/04/00 4.00 252 254 1,936 <6.00 840 --- --- 95.6 - 5,310 -—
01/27/01 8.08 185 261 1,122 <6.00 733 --- --- 106 --- 4,670 -



Table 2

GROUNDWATER ANALYTICAL RESULTS - MONITORING WELLS

(continued)
Right-of-Way
[.a Crosse & Division Streets
Mauston, Wisconsin

DPRA #5920.001
Ethyl- Total Tetrachloro-  Trichloro- Naph-  Dissolved
Well Dide Benzene  Leavene Totuene Nylenes  MTBE TMB ethylene cthylene thalene Lead GRO DRO

I.LD.  Sampled e/l o/l wu/l ng/l o/l nofi o/l e/l noll g/l ng/l ng/l
MW-7  11/13/97 <0.5 154.0 558 1,185.0 <1 873.0 --- - --- --- 16,900 -
03/05/98 39.2 143.0 707.0 1,317.0 <20.0 603.0 <20.0 <10.0 158.0 --- 14,300 ---

05/19/98 <10.0 80.9 208 607 <20.0 470 - - - - 9,360 -

10/28/98 8.02 54.6 309 462 <5.0 293.6 --- - 58.9 --- 3,860 ---

01/08/99 9.44 52.7 312 376 <5.0 290.1 - --- 54.8 --- 3,110 -

04/01/99 5.88 43.2 134 2717 <l.5 237.2 --- - 43.2 --- 2,590 -

07/13/99 2.62 36.2 66.1 161.8 <1.5 152.9 - --- - - 1,830 ~--

01/25/00 5.91 44.1 214 268.7 <1.50 187.9 --- --- 48.8 - 2,110 ---

08/04/00 2.08 43.4 146 261.2 <1.5 141.0 - - 31.4 - 1,530 -

01/27/01 2.26 45.6 50.5 64.88 <1.50 166.6 --- - 36.4 --- 1,280 -

MW-8  11/13/97 <0.5 <1 <1 <] <] <1 --- - --- --- <50 <100

03/05/98 <0.5 <1 <1 <1 | <1 - - - - <50 —

05/19/98 <0.5 <1 <1 <] <] <1 - --- --- - <50 ---

10/28/98 <0.5 <1 <1 <1 <] <1 - --- <1.0 - <50 -

04/01/99 <0.2 <0.5 <0.5 <0.5 <0.3 <0.5 --- --- --- - <50 ---

07/13/99 <0.2 <0.5 <0.5 <0.5 <0.3 <0.5 --- --- - --- <50 ---



Table 2
GROUNDWATER ANALYTICAL RESULTS - MONITORING WELLS
(continued)
Right-of-Way
La Crosse & Division Streets
Mauston, Wisconsin
DPRA #5920.001

Benzene Ethyl- Toluene
benzene
Ethyl- Total Tetrachloro-  Trichloro- Naph-  Dissolved
A Nt Coavene Doswene Teliene Nytenes  MTRY TMH cthylene cthvlene thalene Lead GRO
1.D. Sampled 1o/l e/l o/l e/l e/l uo/l na/l uy/l no/l ug/l ng/l
MWw-8  01/25/00  <0.15 <0.5 <0.4 <0.4 <0.3 <0.4 - --- --- --- <50
08/04/00 <0.15 <0.5 <0.4 <0.4 <0.3 <0.4 --- --- --- --- <50
01/27/01 <0.15 <0.5 <0.4 <0.4 <0.3 <0.4 --- --- -- --- <50
MW-9  03/05/98 <25 <50 <50 <50 <50 <50 1,130.0 <25 <50 - 844.0
05/19/98 <25 <50 <50 <50 <50 <50 1,870 <25 <50 - ---
PZ-1 11/13/97 29.0 42.4 168.0 152.5 <1 52.05 806.0 48.2 11.4 - -
12/17/97 52.1 59.5 130.0 289 <5.0 74.7 416.0 29.9 23.7 --- ---
03/05/98 12.8 323 23.8 50.9 <20.0 20.2 479 <10.0 <20.0 - 958.0
05/19/98 35.6 89.3 202 2923 <20.0 109 661 335 249 - ---
PZ-2  03/05/98 <50 <100 <100 <100 <100 <100 2,200.0 <50 <100 --- 1,210.0
05/19/98 <50 <100 <100 <100 <100 <100 3,300.0 <50 <100 - -
Dup- 9/11/97 <0.5 1.60 <1 <1 <1 2.10 <1 <0.5 1.32 <1 173

licate
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Table 2
(continued)

Right-of-Way
La Crosse & Division Streets
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11/13/97

03/05/98

05/19/98

10/28/98

01/08/99

04/01/99

07/13/99

01/25/00

<0.5

<5.0

7.86

8.17

4.79

3.51

18.2

157.0
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23.8
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57.8
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34.9

159

585.0
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329

339

149

68.0
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1,272 <1 458 -

<] —
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160.0 ---
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400 <10 3154 ---
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4,900

<50

1,670

3,700

3,160

2,460

2,140

5,210


korogg
Text Box
Benzene     Ethyl-         Toluene
                   benzene

korogg
Text Box
Well
I.D.

korogg
Text Box
Date
Sampled

korogg
Text Box
Total
Xylenes     MTBE

korogg
Text Box
TMB

korogg
Text Box
Tetrachloro-
ethylene

korogg
Text Box
Trichloro-
ethylene

korogg
Text Box
Naph-
thalene

korogg
Text Box
Dissolved
Lead


GROUNDWATER ANALYTICAL RESULTS - MONITORING WELLS

Table 2

(continued)

Right-of-Way

La Crosse & Division Streets

Mauston, Wisconsin

Well  pate Benzene  Ethyl- Toluene Total Tetrachloro-  Trichloro- Naph-  Dissolved
“th p issolve
LD, S.ooled Lol i o/l o/l - /i el L‘plg/l | u.g/lm yg/lu p;i E&/? ugil
I?UP' 08/04/00 2.10 44,7 156 276.6 <l.5 143.9 --- -~ --- --- 1,490 ---
o)
Dup- 01/27/01 11.1 221 317 1,237 <1.50 747 --- - --- - 6,180 -
H-6)
Trip 9/11/97 <0.5 <1 <1 | <1 <1 <1 <0.5 <1
Blank
11/13/97 <0.5 <1 <1 <1 <1 <1 --- --- --- -—- <50 ---
03/05/98 <0.5 <1 <1 <1 <1 <1 --- - -- -—- <50 ---
05/19/98 <0.5 <1 <1 <1 <1 <1 --- -—- - --- <50 ---
10/28/98 <0.5 <] <1 <1 <1 <1 --- --- --- -—- <50 -
01/08/99 <0.5 <1 <1 <] <1 <1 --- - -—- --- <50 ---
04/01/99 <0.2 <0.5 <0.5 <0.5 <0.3 <0.5 --- - <1.0 - <50 ---
07/13/99 <0.2 <0.5 <0.5 <0.5 <0.3 <0.5 --- --- --- -—- <50 ---
01/25/00  <0.15 <0.5 <0.4 <0.4 <0.3 <0.4 <0.8 <50
08/04/00  <0.15 <0.5 <0.4 <0.4 <0.3 <0.4 <0.8 <50
01/27/01 <0.15 <0.5 <0.4 <0.4 <0.3 <0.4 <0.8 <50
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Table 2

GROUNDWATER ANALYTICAL RESULTS - MONITORING WELLS

(continued)

Right-of-Way

La Crosse & Division Streets

Well Benzene Ethyl- Toluene Total Mauston, Wisconsin Tetrachloro-  Trichloro-  Naph- Dissolved
D Date benzene Xylenes MTBE ethylene ethylene thalene Lead
o Sampled byl Total T™B Tetrachloro-  Trichloro-  Naph-  Dissolved  GRO DRO
. A R - LRI L'”_ ‘!_ e ’ " S : Ny v .
DS ed - 5 | e o el el el o/l ny/l uu/i ug/l
ES 5 700 1,000 10,000 60 480 5 5 40 15 NSS NSS
PAL 0.5 140 200 1,000 12 9 0.5 0.5 8 1.5 NSS  NSS
ND = Analyzed but not detected above method detection limit.
GRO = Gasoline Range Organics.
--- = Not analyzed.
png/l = Micrograms per liter which is equivalent to parts per billion.
PAL = Preventative Action Limit, WDNR NR 140.
ES = Enforcement Standards, WDNR NR 140.
NSS = No set standards in WDNR NR 140.
MTBE = Methyl-tert butyl Ether.
DRO = Diesel Range Organics.
BOLD = Concentration above the WDNR ES
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Table 1
GROUNDWATER ELEVATION TABLE
City of Mauston
La Crosse & Division Streets
Mauston, Wisconsin

DPRA #5920.001
Top of Casing Groundwater
Date Elevation " Depth to Elevation

Well Measured (feet) Groundwater® (feet)
MW-1 09/11/97 880.85 9.40 871.45
11/13/97 9.92 870.93

12/17/97 10.24 870.61

03/05/98 9.71 871.14

05/19/98 8.13 872.72

04/01/99 9.11 871.74

08/04/00 8.02 872.83

MW-2 09/11/97 881.94 10.27 871.67
11/13/97 10.86 871.08

12/17/97 10.93 871.01

03/05/98 10.97 870.97

05/19/98 9.55 872.39

10/28/98 9.95 871.99

04/01/99 10.41 871.53

08/04/00 9.27 872.67

MW-3 09/11/97 882.11 10.56 871.55
11/13/97 11.03 871.08

05/19/98 9.86 872.25

07/13/99 10.00 872.11



Table 1
GROUNDWATER ELEVATION TABLE
(continued)

City of Mauston
La Crosse & Division Streets
Mauston, Wisconsin

DPRA #5920.001
Top of Casing Groundwater
Date Elevation " Depth to Elevation

Well Measured (feet) Groundwater” (feet)
MW-4 09/11/97 882.39 10.82 871.57
11/13/97 11.25 871.14

12/17/97 11.53 870.86

03/05/98 11.38 871.01

05/19/98 10.06 872.33

01/08/99 11.06 871.33

01/27/01 11.17 871.22

MW-5 11/13/97 881.56" 9.73 871.83
12/17/97 9.88 871.68

03/05/98 9.57 871.99

05/19/98 8.31 873.25

10/28/98 8.98 872.58

01/08/99 9.35 872.21

04/01/99 8.92 872.64

07/13/99 8.67 872.89

01/25/00 9.59 871.97

08/04/00 7.99 873.57

01/27/01 9.21 872.35

MW-6 11/13/97 882.00% 11.00 871.00

12/17/97 11.24 870.76



Table 1
GROUNDWATER ELEVATION TABLE
(continued)

City of Mauston
La Crosse & Division Streets
Mauston, Wisconsin

DPRA #5920.001
Top of Casing Groundwater
Date Elevation " Depth to Elevation

Well Measured (feet) Groundwater” (feet)
MW-6 03/05/98 882.00% 10.86 871.14
05/19/98 9.12 872.88

10/28/98 10.20 871.80

01/08/99 10.59 871.41

04/01/99 10.07 871.93

07/13/99 9.46 872.54

01/25/00 10.85 871.15

08/04/00 8.82 873.18

01/27/01 10.24 871.76

MW-7 11/13/97 881.93? 10.44 871.49
12/17/97 11.00 870.93

03/05/98 10.73 871.20

05/19/98 8.98 872.95

10/28/98 9.70 872.23

01/08/99 10.14 871.79

04/01/99 9.74 872.19

07/13/99 9.37 872.56

01/25/00 10.62 871.31

08/04/00 8.83 873.10

01/27/01 10.05 871.88



Table 1
GROUNDWATER ELEVATION TABLE
(continued)

City of Mauston
La Crosse & Division Streets
Mauston, Wisconsin

DPRA #5920.001
Top of Casing Groundwater
Date Elevation " Depth to Elevation

Well Measured (feet) Groundwater” (feet)
MW-8 11/13/97 882.46% 11.46 871.00
12/17/97 11.74 870.72

03/05/98 11.66 870.80

05/19/98 9.96 872.50

10/28/98 10.83 871.63

04/01/99 10.93 871.53

07/13/99 10.42 872.04

01/25/00 11.64 870.82

08/04/00 9.91 872.55

01/27/01 11.15 871.31

MW-9 03/05/98 881.56 9.93 871.63
05/19/98 8.78 872.78

PZ-1 11/13/97 882.15%® 11.64 870.51
12/17/97 11.88 870.27

03/05/98 11.29 870.86

05/19/98 10.24 871.91

PZ-2 03/05/98 881.53% 11.88 869.65

05/19/98 9.76 871.77



Table 1
GROUNDWATER ELEVATION TABLE
(continued)

City of Mauston
La Crosse & Division Streets
Mauston, Wisconsin
DPRA #5920.001

(1

()
(3)
“4)
(%)

Referenced from assumed benchmark elevation at top nut of fire hydrant located on the corner of
Division & Maine Streets.

Measured from top of well casing.

Wells installed on 11/04/97 and referenced from elevation of MW-4.

Top of well screen at PZ-1 at approximately 859.6

Wells installed in February 1998 and referenced from elevation of MW -4.

Not measured.
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June 17, 2003

Mr. Mike Berg, Director Via Certified Mail w/ return receipt
Wisconsin Department of Transportation

1681 Second Avenue South

Wisconsin Rapids, WI 54495

RE: City of Mauston-Right of Way
Division and La Crosse Streets
Mauston, WI
WDNR #: 03-29-000907
Commerce #: 53948-1363-00

Dear Mr. Berg:

On behalf of the City of Mauston, DPRA Incorporated (DPRA) is writing this letter to meet the
requirements of the s. NR 726.05 (3)(a)4.g. of the Wisconsin Administrative code.

A suspected petroleum release was reported to the Wisconsin Department of Natural Resources
(WDNR) in 1992, following the detection of petroleum impacted soil during a Phase 1l
Environmental Site Assessment (ESA). Historical research confirmed that two underground
storage tanks (UST’s) were previously located in the right-of-way (ROW) near the intersection of
Division and LaCrosse Streets. In 1994, a site investigation and a remedial investigation /
remedial alternatives (RI/RA) report was completed. The report recommended remedial
alternative which consisting of selective excavation and the installation of a vapor extraction and
air sparge remediation system. The vapor extraction and air sparge remediation system ran for
approximately four to six months and then was shut down due to mechanical problems. A
supplemental investigation was completed in 1998, which included the completion of eight (8)
soil borings, the installation of five (5) water table monitoring wells and two (2) piezometers,
hydraulic conductivity testing, a contamination migration pathway assessment and groundwater
sampling.

Groundwater contamination within the right-of-way are above the state groundwater enforcement
standards found in chapter NR 140, Wisconsin Administrative Code. However, DPRA has
completed an investigation and concluded that the groundwater contaminant plume is stable or
receding and will naturally degrade over time. DPRA believes that allowing natural attenuation
to complete the cleanup at this site will meet the requirements for case closure that are found in
chapter NR 726 and chapter Comm 46, Wisconsin Administrative Code, and DPRA will be
requesting that the WDNR accept natural attenuation as the final remedy for this site and grant
case closure. Closure means that the Department will not be requiring any further investigation
or cleanup action to be taken, other than the reliance on natural attenuation.




Mr. Mike Berg
June 17, 2003
Page 2

In order to receive site closure, notification is required for the local municipality which owns any
right-of-way property which may be impacted by contamination. Groundwater sampling results
from January 2001 indicate that petroleum constituents were present at concentrations above
WDNR enforcement standards within the right-of-way.

If you need more information, you may contact me at DPRA at 332 Minnesota Street: Suite E-
1500, St. Paul, MN 55101-1314 or by telephone at (651) 227-6500, extension 3112 or you may
contact Mr. Tom Applegate, Wisconsin Department of Natural Resources, Wausau Service
Center, 5301 Rib Mountain Drive, Wausau, WI 54820, his telephone number is (715) 359-4522.

Sincerely,

Robert Heimbach
Hydrogeologist

Cc:  Mr. Harlin Owens - City of Mauston
GIS Registration Packet
DPRA File 5820.0001
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