GIS REGISTRY INFORMATION

SITE NAME: Koch - Plover Site

BRRTS #: 02-50-000181 FID # 750096490

COMMERCE # (if appropriate): NA

CLOSURE DATE: 12/13/2006

STREET ADDRESS: Easement NE of River Road and OK Bluff Circle

CITY: Village of Plover

SOURCE PROPERTY GPS COORDINATES (meters in

WTMB91 projection): X= 553107 Y= 443277
CONTAMINATED MEDIA: Groundwater X Soil Both
OFF-SOURCE GW CONTAMINATION >ES: [ves [X]No
CONTAMINATION IN RIGHT OF WAY: Yes X [|No

DOCUMENTS NEEDED:
Closure Letter, and any conditional closure letter or denial letter issued
Copy of any maintenance pian referenced in the final closure letter.

Copy of (soil or land use) deed notice if any required as a condition of closure
Copy of most recent deed, including legal description, for all affected properties

Certified survey map or relevant portion of the recorded plat map (if referenced in the legal description ) for all affected properties
County Parcel ID number, if used for county, for all affected properties

Location Map which outlines all properties within contaminated site boundaries on USGS topographic map or plat map in sufficient detail to permit the
parcels to be located easily (8.5x14" if paper copy). If groundwater standards are exceeded, the map must also include the location of all municipal and
potable wells within 1200" of the site.

Detailed Site Map(s) for all affected properties, showing buildings, roads, property boundaries, contaminant sources, utility lines, monitoring wells
and potable wells. (8.5x14", if paper copy) This map shall also show the location of all contaminated public streets, highway and railroad rights-of-way in
relation to the source property and in relation to the boundaries of groundwater contamination exceeding ch. NR 140 ESs and soil contamination exceeding
ch. NR 720 generic or SSRCLs. o

Tables of Latest Groundwater Analytical Results (no shading or cross-hatching)
Tables of Latest Soil Analytical Results (no shading or cross-hatching)

Isoconcentration map(s), if required for site investigation (Sl) (8.5x14" if paper copy). The isoconcentration map should have flow direction and
extent of groundwater contamination defined. If not available, include the latest extent of contaminant plume map.

GW: Table of water level elevations, with sampling dates, and free product noted if present
GW: Latest groundwater flow direction/monitoring well location map (should be 2 maps if maximum variation in flow direction is
greater than 20 degrees)

SOIL: Latest horizontal extent of contamination exceeding generic or SSRCLs, with one contour
Geologic cross-sections, if required for SI. (8.5x14' if paper copy)

RP certified statement that legal descriptions are complete and accurate

Copies of off-source notification letters (current property owner)

Letter informing ROW owner of residual contamination (if applicable)(public, highway or railroad ROW)

revised 5/06
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~State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

Wausau Office

Jim Doyle, Governor 5301 Rib Mountain Drive
Scott Hassett, Secretary ) Wausau, Wisconsin 54401
WISCONSIN Scott Humrickhouse, Regional Director Telephone 715-359-4522
DEPT. OF NATURAL RESOURCES FAX 715-355-5253
TTY Access via relay - 711

December 13, 2006 BRRTS #02-50-000181
MR MARC COGGESHALL N e
REISS REMEDIATION INC E E‘ g @ Y
) b

4111 E 37TH STREET NORTH
WICHITA KS 67220

Dear Mr. Coggeshall:

Subject: Final Closure Decision and NR 140 Exemptions,
Koch — Plover, Plover, Wisconsin

On September 14, 2006, the West Central Regional Closure Committee reviewed your request for
closure of the case described above. The Regional Closure Committee reviews environmental
remediation cases for compliance with state rules and statutes to maintain consistency in the closure
of these cases. On October 3, 2006 you were notified that conditional closure was granted to this

case.

On December 7, 2006 your consultant submitted the abandonment and demolition documentation.
Based on the correspondence and data provided, it appears that your case has been remediated to
Department standards in accordance with s. NR 726.05, Wis. Adm. Code. The Department
considers this case closed and no further investigation, remediation or other action is

required at this time.

As a reminder recent groundwater monitoring data at this site indicates exceedances of the NR 140
preventive action limit (PAL) for benzene at MW-6, MW-7, MW-9, MW-13, EW-8, RW-1and 2 and
Ethylbenzene at MW-16, MW-21, EW-5, EW-8, and xylenes at MW-7, MW-9, MW-16, EW-8 and
chrysene at EW-1, EW-6 and trimethylbenzenes at MW-4, MW-6, MW-7, MW-12, MW-20, MW-21
and naphthalene at MW-7, MW-9, MW-12, MW-13, MW-20 and MTBE at EW-5, but compliance with
the NR 140 enforcement standard. The Department may grant an exemption to a PAL for a
substance of public health concern, other than nitrate, pursuant to s. NR 140.28(2)(b), Wis. Adm.

Code, if all of the following criteria are met:

1. The measured or anticipated increase in the'concentration of the substance will be
minimized to the extent technically and economically feasible.

2. Compliance with the PAL is either not technically or economically feasible.

3.. The enforcement standard for the substance will nét be attained or exceeded at the point of

standards application.

4. Any existing or projected increase in the concentration of the substance above
-the background concentration does not present a threat to public health or welfare.
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Mr. Marc Coggeshall December 13, 2006 2
Reiss Remediation Inc.

Based on the information you provided, the Department believes that the above criteria have been

or will be met because of the remedial actions taken at the site. Therefore, pursuant to s. NR

140.28(2)(b), Wis. Adm. Code, an exemption to the PAL is granted for benzene at MW-6, MW-7,

- MW-9, MW-13, EW-8, RW-1and 2 and ethylbenzene at MW-16, MW-21, EW-5, EW-8, and xylenes
at MW-7, MW-9, MW-16, EW-8 and chrysene at EW-1, EW-6 and trimethylbenzenes at MW-4, MW-

6, MW-7, MW-12, MW-20, MW-21 and naphthalene at MW-7, MW-9, MW-12, MW-13, MW-20 and

MTBE at EW-5.

Your site will be listed on the DNR Remediation and Redevelopment GIS Registry of Closed
Remediation Sites. Information that was submitted with your closure request application will be
included on the registry. To review the sites on the GIS Registry web page, visit
http://dnr.wi.gov/org/aw/rr/gis/index.htm If your property is listed on the GIS Registry and you intend
to construct or reconstruct a well, you will need Department approval. Department approval is
required before construction or reconstruction of a well on a property listed on the GIS Registry, in
accordance with s.NR 812.09(4)(w) Wis. Adm. Code. To obtain approval, Form 3300-254 needs to
be completed and submitted to the DNR Drinking and Groundwater program’s regional water supply
specialist. This form can be obtained on-line at the web address listed above.

Please be aware that the case may be reopened pursuant to s. NR 726.09, Wis. Adm. Code, if
additional information regarding site conditions indicates that contamination on or from the site
poses a threat to public health, safety, or welfare or to the environment. -

| appreciate your efforts to restore the environment at this site and your efforts with all the affected
parties. If you have any questions regarding this letter, please contact me at 715-359-6514.

Sincerely,

Sﬁw AWWM\LOM

Lisa Gutknecht
Remediation & Redevelopment Program

c: Bill Evans, Eau Claire (via e-mail)
Greg Aldrian, Maxim
Herman Benaszeski, 11803 Ringle Avenue, Ringle, Wl 54471
William Hess, Hess, Dexter, Reinertson & Brunner, 605 Scott Street,
Wausau, Wi 54403



State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

Wausau Office

Jim Doyle, Governor 5301 Rib Mountain Drive
Scott Hassett, Secretary Wausau, Wisconsin 54401
WISCONSIN ~ Scott Humrickhouse, Regional Director Telephone 715-359-4522
DEPT. OF NATURAL RESOURCES : : FAX 715-355-5253
TTY Access via relay - 711

October 3, 2006 BRRTS #02-50-000181

MR MARC COGGESHALL
REISS REMEDIATION INC
4111 E 37TH STREET NORTH
WICHITA KS 67220

Dear Mr. Coggeshall:

Subject: Conditional Closure Decision and NR 140 Exemption,
With Requirements to Achieve Final Closure
Koch — Plover, Plover, Wisconsin

On September 14, 2006, the West Central Regional Closure Committee reviewed your request for
closure of the case described above. The Regional Closure Committee reviews environmental
remediation cases for compliance with state rules and statutes to maintain consistency in the closure
of these cases. After careful review of the closure request, the Closure Committee has determined
that the petroleum contamination on the site from the vicinity of the pipeline appears to have been -
investigated and remediated to the extent practicable under site conditions. Your case has been
remediated to Department standards in accordance with s. NR 726.05, Wis. Adm. Code and will be
closed if the following condition is satisfied:

MONITORING WELL ABANDONMENT
The monitoring wells, SVE, AS and recovery wells along with the system piping at the site must be
properly abandoned in compliance with ch. NR 141, Wis. Adm. Code. Documentation of well
abandonment must be submitted to me on Form 3300-5B found at
www.dnr.state.wi.us/org/water/dwag/gw/ or provided by the Department of Natural Resources.

When the above condition has been satisfied, please submit the appropriate documentation (for
example, well abandonment forms, disposal receipts, copies of correspondence, etc.) to verify that
applicable conditions have been met, and your case will be closed. Your site will be listed on the
DNR Remediation and Redevelopment GIS Registry of Closed Remediation Sites. Information that
was submitted with your closure request application will be included on the GIS Registry. To review
the site on the GIS Registry web page, visit http:/maps.dnr.state.wi.us/brrts.

Recent groundwater monitoring data at this site indicates exceedances of the NR 140 preventive
action limit (PAL) for benzene at MW-6, MW-7, MW-9, MW-13, EW-8, RW-1and 2 and Ethylbenzene
at MW-16, MW-21, EW-5, EW-8, and xylenes at MW-7, MW-9, MW-16, EW-8 and chrysene at EW-
1, EW-6 and trimethylbenzenes at MW-4, MW-6, MW-7,. MW-12, MW-20, MW-21 and naphthalene
at MW-7, MW-9, MW-12, MW-13, MW-20 and MTBE at EW-5, but compliance with the NR 140
enforcement standard. The Department may grant an exemption to a PAL for a substance of public
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Mr. Marc Coggeshall October 3, 2006 2
Reiss Remediation Inc.

health concern, other than nitrate, pursuant to s. NR 140.28(2)(b), WIS Adm. Code, if all of the
following criteria are met:

1. The measured or anticipated increase in the concentration of the substance will be
minimized to the extent technically and economically feasible.

2. Compilance with the PAL is either not technically or economically feasible.

3. The enforcement standard for the substance will not be attained or exceeded at the point of

standards application.

4, Any existing or projected increase in the concentration of the substance above
the background concentration does not present a threat to public health or welfare.

Based on the information you provided, the Department believes that the above criteria have been
or will be met because of the remedial actions taken at the site. Therefore, pursuantto s. NR
140.28(2)(b), Wis. Adm. Code, an exemption to the PAL is granted for benzene at MW-6, MW-7,
MW-9, MW-13, EW-8, RW-1and 2 and ethylbenzene at MW-16, MW-21, EW-5, EW-8, and xylenes
at MW-7, MW-9, MW-16, EW-8 and chrysene at EW-1, EW-6 and trimethylbenzenes at MW-4, MW -
-6, MW-7, MW-12, MW-20, MW-21 and naphthalene at MW-7, MW-9, MW-12, MW-13, MW-20 and
MTBE at EW-5. This letter serves as your exemption.

Please be aware that the case may be reopened pursuant to s. NR 726.09, Wis. Adm. Code, if
additional information regarding site conditions indicates that contamination on or from the site
poses a threat to public health, safety, or welfare or to the environment.

We appreciate your efforts to restore the environment at this site. We would like to thank your
consultant for the detailed tables and figures that were presented in the closure packet. Please use
this closure packet as a model for future packets you submit to the Department. If you have any
questions regarding this letter, please contact me at 715-359-6514.

Sincerely,

g D et

Lisa Gutknecht
Remediation & Redevelopment Program

c:  Bill Evans, Eau Claire (via e-mail)
Greg Aldrian, Maxim
Herman Benaszeski, 11803 Ringle Avenue, Ringle, Wl 54471
William Hess, Hess, Dexter, Reinertson & Brunner, 605 Scott Street,
Wausau, W1 544083
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Marks approximate center of site,
WTM coordinates: 553098, 443224

MAXIM

TECHNOLOGIES INC

Wausau, Wisconsin
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ATTACHMENT B
RR GIS REGISTRY PHOTOGRAPH
with WTM83/91 COORDINATES
PLOVER CHECK VALVE RELEASE SITE
KOCH PIPELINE COMPANY, LP
PLOVER, WI

PROJECT #: 1340171
DATE: 04/23/2003
DRAWN BY: WDNR/MAM
REVIEWED BY: GMA

SCALE: Relative

SAEnViKoch\Ploveri2003\Pre-Closure\Figures\WTM Coordinate
Photo dwg
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TECHNOLOGIES INC® GROUNDWATER CHEM|STRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
SAMPLE LOCATION | T | R NR
ANALYTICALNUMBER | 10734 | 11957 [ 13035 | 13611 | 14082 | 14325 X 967-001 | 140 140
DATE |1 0/27/1998{ 1/19/1999 | 4/15/1999 | 7/14/1999 |10/27/1999|" 1/5/2000 |11/14/2001| 8/21/2003 I PAL ES
PARAMETER
Diesel Range Organics 230 120 41" 170 180 140 X X NS NS
Gasoline Range Organics <18 <18 21" <9 <8.6 <8.6 X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS '
Benzene <0.10 <0.10 <0.10 <0.18 <0.18 <0.18 X <0.30 0.5 5_
Toluene <0.17 <0.17 .2 0.20* <0.18 <0.18 X <0.58 200 1,000
Ethylbenzene <0.12 <0.12 1.2 0.31* <0.18 <0.18 X <0.60 140 700
Xylenes <0.16 <0.16 5.8 <0.51 <0.51 <0.51 X <1.2 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.17 <0.17 <0.23 <0.23 <0.23 X <0.58 12 60
Trimethylbenzenes’ - <0.15 2.27 0.65 <0.18 <0.18 X <0.66 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS '
Naphthalene <0.39 <0.41 <0.39 <0.39 <0.30 <0.30 X 0.027" 8 40
Anthracene - <0.015 <0.014 <0.014 <0.047 <0.047 X <0.02 600 3,000
Benzo(a)Pyrene <0.019 <0.02 <0.019 <0.019 <0.014 <0.014 X <0.014 0.02 0.2
Benzo(b)fluoranthene - <0.039 <0.037 <0.037 <0.12 <0.12 X <0.013 0.02 0.2
Chrysene - <0.028 <0.027 | <0.027 <0.024 <0.024 X <0.014 0.02 0.2
Fluoranthene - <0.046 | <0.044 <0.044 <0.093 <0.094 X <0.013 80 400
Fluorene <0.028 0.082 0.18 <0.028 <0.046 <0.046 X <0.017 80 400
Pyrene - <0.039 1.8 0.66 0.25 <0.036 X <0.017 50 250
Total PAH List 1.1 0.082 2.011 8.26 0.25 <0.30 X 0.027* NS NS
All concentrations in ppb (ug/i) ! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
NS = No applicable standard - = NR 140 standards not applicable prior to 1/1/99
PAL = WDNR Preventative Action Limit < = Parameter was not detected and if present is less than the limit of detection reported
ES = WDNR Enforcement Standard * = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL [ 9.9 ]



MAXIM

TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #5340049
SAMPLE LOCATION MWwW-1 NR NR
AS/SVE OPERATION ON ON ON ON ON ON ON/OFF OFF OFF/ON OFF 140 140
DATE 10/27/1998 | 1/19/1999 } 4/15/1999] 7/14/1999 |10/27/1999] 1/5/2000 8/21/2003 10/13/2005 PAL ES
JPARAMETER
Diesel Range Organics 230 120 41* 170 180 140 X X X X NS NS
Gasoline Range Organics <18 <18 21* <9 <8.6 <8.6 X X X X NS NS
JPETROLEUM VOLATILE ORGANIC COMPOUNDS ’
Benzene <0.10 <0.10 <0.10 <0.18 <0.18 <0.18 X <0.30 X <0.21 0.5 5
Toluene <0.17 <0.17 2 0.20" <0.18 <0.18 X <0.58 X <0.36 200 1,000
Ethylbenzene <0.12 <0.12 1.2 0.31° <0.18 <0.18 X <0.60 X <0.40 140 700
Xylenes <0.16 <0.16 5.8 <0.51 <0.51 - <0.51 X <1.2 X <0.74 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.17 <0.17 <0.23 <0.23 <0.23 X <0.58 X <0.36 12 60
Trimethylbenzenes” . <0.15 227 0.65 * <0.18 <0.18 X <0.66 X <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.39 <0.41 .<0.39 <0.39 <0.30 <0.30 X 0.027° X 0.019"* 8 40
Anthracene <0.015 <0.014 - <0.014 <0.047 <0.047 X <0.02 X <0.Q12 600 3,000
Benzo(a)Pyrene <0.019 <0.02 <0.019 <0.019 <0.014 <0.014 X <0.014 X <0.018 0.02 0.2
Benzo(b)fluoranthene - <0.039 <0.037 <0.037 <0.12 <0.12 X <0.013 X <0.016 0.02 0.2
Chrysene - <0.028 <0.027 <0.027 <0.024 <0.024 X <0.014 X <0.019 0.02 0.2
Fluoranthene <0.046 <0.044 <0.044 <0.093 <0.094 X <0.013 X <0.015 80 400
Fluorene <0.028 0.082 0.18 ; <0.028 <0.046 <0.046 X <0.017 X <0.0091 80 400
Pyrene - <0.039 1.8 0.66 0.25 <0.036 X <0.017 X <0.015 50 250
Total PAH List 1.1 0.082 2.011 8.26 0.25 <0.30 X 0.027* X 0.03* NS NS

All concentrations in ppb (ugf)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds

- = NR 140 standards not applicable prior to 1/1/99
< = Parameter was not detected and if present is less than the limit of detection reported
* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per new WDNR approved sampling plan.



TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
- PLOVER, WISCONSIN
MAXIM #1340171
SAMPLE LOCATION MW-2 I NR NR
ANALYTICAL NUMBER 11958 13036 13612 14083 14326 X 9945A 967-002 I 140 140
DATE 1/19/1999 | 4/15/1999 | 7/14/1999 [10/27/1999| 1/5/2000 |11/14/2001| 5/9/2002 | 8/21/2003 I PAL ES
IPARAMETER
Diesel Range Organics 110 130 110 210 250 X X X NS NS
Gasoline Range Organics <18 <18 <9 <8.6 <8.6 X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 <0.10 <0.18 <0.18 <0.18 X <0.43 <0.30 0.5 5
Toluene <0.17 <0.17 <0.18 . <0.18 <0.18 X <0.63 <0.58 200 1,000
Ethylbenzene <0.12 <0.12 <0.18 <0.18 '<0.18 X <0.49 <0.60 140 700
Xylenes <0.16 <0.16 <0.51 <0.51 <0.51 X <0.49 <1.2 1000 10,000
Methyl-tert-butyi-ether <0.17 <0.17 <0.23 <0.23 <0.23 X <1 <0.58 12 60
Trimethylbenzenes’ <0.15 <0.15 <0.18 <0.18 <0.18 X <0.72 <0.66 96 480
[POLYNUCLEAR AROMATIC HYDROCARBONS '
Naphthatene <0.39 <0.39 <0.39 <0.30 <0.30 X <0.067 <0.024 8 40
Anthracene <0.014 <0.014 <0.014 <0.047 <0.047 X <0.024 <0.020 600 3,000
Benzo(a)Pyrene <0.019 <0.019 <0.019 0.049 <0.014 X <0.022 <0.014 0.02 0.2
Benzo(b)fluoranthene <0.037 <0.037 <0.037 0.92 <0.12 X <0.036 <0.013 0.02 0.2
Chrysene <0.027 <0.027 <0.027 0.53 <0.024 X <0.022 <0.014 0.02 0.2
Fluoranthene <0.044 <0.044 <0.044 <0.094 <0.094 X <0.053 <0.013 80 400
Fluorene <0.028 <0.028 <0.028 <0.046 <0.046 X <0.025 <0.017 80 400
Pyrene 0.93 0.21 ‘15 <0.036 <0.036 X <0.13 <0.017 50 250
Total PAH List 0.93 0.21 1.576 5.327 <0.30 X <0.16 <0.024 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

II]= concentration > PAL & ES




TECHNOLOGIES INC®

GROUNDWATER CHEMISTRY

KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
"MAXIM #5340049
SAMPLE LOCATION MW-2 - -
AS/SVE OPERATION ON ON ON "ON ON ON/OFF ON OFF OFF/ON OFF 140 140
DATE 1/19/1999| 4/15/1999} 7/14/1999|10/27/1 999l 1/5/2000 5/9/2002 18/21/2003 10/1 3/2005] PAL ES
JPARAMETER
Diesel Range Organics 110 130 110 210 250 X X X X X NS NS
Gasoline RarﬁgOrganics <18 <18 <9 <8.6 <8.6 X X X X NS NS
JPETROLEUM VOLATILE ORGANIC COMPOUNDS ’ :
Benzene <0.10 <0.10 <0.18 <0.18 <0.18 X <0.43 <0.30 X <0.21 0.5 5
Toluene <0.17 <0.17 <0.18 <0.18 <0.18 X <0.63 <0.58 X <0.36 200 1,000
Ethylbenzene <0.12 <0.12 <0.18 <0.18 <0.18 X <0.49 <0.60 X <0.40 140 700
Xylenes <0.16 <0.16 <0.51 <0.51 <0.51 X <0.49 <1.2 X <0.74 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.17 <0.23 <0.23 <0.23 X <1 <0.58 X <0.36 12 60
Trimethylbenzenes’ <0.15 <0.15 <0.18 <0.18 <0.18 X <0.72 <0.66 X <0.40 96 480
JPOLYNUCLEAR AROMATIC HYDROCARBONS '
Naphthalene <0.39 <0.39 <0.39 <0.30 ° <0.30 X <0.067 <0.024 X 0.015" 8 40
Anthracene <0.014 <0.014 <0.014 | * <0.047 <0.047 X <0.024 <0.020 X <0.012 600 3,000
Benzo(a)Pyrene <0.019 <0.019 | <0.019 0.049 <0.014 % <0.022 <0.014 X <0.019 0.02 0.2
Benzo(b)fluoranthene <0.037 <0.037 <0.037 0.92 <0.12 X <0.036 <0.013 X <0.016 0.02 0.2
Chrysene <0.027 <0.027 <0.027 0.53 <0.024 X <0.022 <0.014 X <0.019 0.02 0.2
Fluoranthene <0.044 <0.044 <0.044 <0.094 <0.094 X <0.053 <0.013 X <0.016 80 400
Fluorene <0.028 <0.028 <0.028 <0.046 <0.046 X <0.025 <0.017 X <0.0092 80 400
Pyrene 0.93 0.21 1.5 © <0.036 <0.036 X <0.13 <0.017 X <0.015 50 250
Total PAH List 0.93 0.21 1576 5.327 <0.30 X <0.16 <0.024 X 0.015* NS NS

All concentrations in ppb (ug/)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampied per new WDNR approved sampling plan.



MAXIM

TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
-~ PLOVER, WISCONSIN
MAXIM #1340171
SAMPLE LOCATION | MW-3 NR NR
ANALYTICAL NUMBER I 11959 13037 13613 | . 14084 14327 8515 6486A 967-003 140 140
DATE I 1/19/99 4/15/99 | 7/14/1999 {10/27/1999| 1/5/2000 | 5/24/2001 | 1/3/2002 | 8/21/2003 PAL ES
[IPARAMETER '
Diesel Range Organics 280 79" 380 480 530 X X X NS NS
Gasoline Range Organics 120 120 720 330 120 X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 <0.10 <0.18 <0.18 <0.18 0.53 <0.21 <0.30 0.5 5
Toluene : <0.17 <0.17 . 025" 0.50* <0.18 <0.22 <0.41 <0.58 200 1,000
Ethylbenzene 0.9 1.1 6.5 5.7 1.3 9.8 8.8 0.80° 140 700
Xylenes 2 3.1 200 98 6.9 44 64.9 4.4 1000 10,000
Methy!-tert-butyl-ether <0.17 <0.17 6.5 4 1.9 3.2 <0.46 <0.58 12 60
Trimethylbenzenes” <0.15 1.66 78 10.9 <0.18 36 122 50 96 480
JPOLYNUCLEAR AROMATIC HYDROCARBONS '
Naphthalene 1.3 <0.40 <0.39 <0.30 <0.30 <0.057 <0.12 4.2 8 40
Anthracene <0.014 <0.014 <0.014 <0.047 <0.048 <0.020 <0.042 <0.020 600 3,000
Benzo(a)Pyrene <0.019 <0.020 <0.019 <0.014 <0.014 <0.013 <0.028 <0.014 0.02 0.2
Benzo(b)fluoranthene <0.038 <0.038 <0.037 <0.12 <0.12 <0.056 <0.12 <0.013 0.02 0.2
Chrysene <0.028 <0.028 <0.027 | <0.024 <0.024 <0.061 <0.13 <0.014 0.02 0.2
Fluoranthene <0.045 <0.045 <0.044 0.56 <0.095 <0.067 <0.14 <0.013 80 400
Fluorene 023" 0.14 0.032* <0.046 <0.047 <0.12 <0.24 0.026" 80 400
Pyrene 0.22 <0.038 1.9 0.43 0.51 <0.033 <0.068 <0.017 50 250
Total PAH List 4.47 1.951 1.989 1.379 0.51 <0.15 0.9 11.844 NS NS
All concentrations in ppb (ugfl) ! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
NS = No applicable standard - = NR 140 standards not applicable prior to 1/1/99
PAL = WDNR Preventative Action Limit < = Parameter was not detected and if present is less than the limit of detection reported
ES = WDNR Enforcement Standard * = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
-- = Not Analyzed X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL = concentration > PAL & ES



TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #5340049
SAMPLE LOCATION I MW-3 NR NR
AS/ISVE OPERATION | ON ON ON ‘'ON ON OFF OFF OFF ON/OFF OFF 140 140
DATE I 1/19/99 | 4/15/99 |7/14/1999]10/27/1999{ 1/5/2000 }5/24/2001| 1/3/2002 §8/21/2003 10/13/2005 PAL ES
PARAMETER
Diesel Range Organics 280 79 380 480 530 X X X X X NS NS
Gasoline Range Organics 120 120 720 330 120 X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 <0.10 <0.18 <0.18 <0.18 0.53 <0.21 <0.30 X <0.21 0.5 15
Toluene <0.17 <0.17 0.25* 0.50°* <0.18 <0.22 <0.41 <0.58 X <0.36 200 1,000
Ethylbenzene 0.9 1.1 6.5 5.7 13 98 8.8 0.80* X <0.40 140 700
Xylenes 2 3.1 200 98 6.9 44 64.9 4.4° X <0.74 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.17 6.5 4 1.9 3.2 <0.46 <0.58 X <0.36 12 60
Trimethylbenzenes’ <0.15 1.66 78 10.9 <0.18 36 122 50 X 12.6 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 1.3 <0.40 <0.39 <030 <0.30 <0.057 <0.12 42 X 0.017" 8 40
Anthracene <0.014 <0.014 <0.014 | ~ <0.047 <0.048 <0.020 <0.042 <0.020 X <0.012 600 3,000
Benzo(a)Pyrene <0.019 <0.020 <0.019 <0.014 <0.014 <0.013 <0.028 <0.014 X <0.018 0.02 0.2
Benzo(b)fluoranthene <0.038 <0.038 <0.037 <0.12 <0.12 <0.056 <0.12 <0.013 X <0.016 0.02 0.2
Chrysene <0.028 <0.028 <0.027 <0.024 <0.024 <0.061 <0.13 <0.014 X <0.019 0.02 0.2
Fluoranthene <0.045 <0.045 <0.044 0.56 <0.095 <0.067 <0.14 <0.013 X <0.015 80 400
Fluorene 0.23 0.14 0.032* <0.046 <0.047 <0.12 <0.24 0.026* X 0.010* 80 400
Pyrene 0.22 <0.038 19 0.43 0.51 <0.033 <0.068 <0.017 X <0.015 50 250
Total PAH List 4.47 1.951 1.989 1.379 0.51 <0.15 0.9 11.844 X 0.219 NS NS

All concentrations in ppb (ug/l)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per new WDNR approved sampling plan.



TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
.. PLOVER, WISCONSIN
MAXIM #1340171
SAMPLE LOCATION | MW-4 NR NR
ANALYTICAL NUMBER I 5010 99458 27598 468-002 | 536-002 834131 967-004 | 404-002 140 140
DATE I 2/19/2002 | 5/9/2002 | 8/15/2002 |11/13/2002]| 2/20/2003 | 5/8/2003 | 8/21/2003 {1 1/24/2003] PAL ES
fPARAMETER
Diesel Range Organics |  x X X X X X X X NS NS
Gasoline Range Organics | X X X X X X X X NS NS
jPETROLEUM VOLATILE ORGANIC COMPOUNDS :
Benzene <2.1 <22 <4.3 530 <1.1 0.62" <1.5 <3.0 0.5 5
Toluene 4800 3400 1000 a1 160 120 320 1200 200 1000
Ethylbenzene 100 73 22 570 22 47 120 39 140 700
Xylenes 5300 3800 - 1600 1090 1230 1360 1500 3600 1000 10,000
Methyl-tert-butyl-ether <4.6 <25 <4.9 69 6.4 3.0° <2.9 <58 12 60
Trimethylbenzenes’ 1100 930 420 930 378 374 390 1500 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS ‘
Naphthalene 35 30 14 12 3.4 40 19 14 8 40
Anthracene <0.042 <0.024 <0.024 <2.0 <0.40 <2.0 <1.0 <2.0 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <1.4 <0.28 <1.4 <0.70 <1.4 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 <0.036 <13 <0.26 <1.3 <0.65 <1.3 0.02 0.2
Chrysene <0.13 <0.022 - <0.022 <1.4 <0.28 <1.4 <0.70 <1.4 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 <13 <0.26 <1.3 <0.65 <1.3 80 400
Fluorene <0.24 <0.025 <0.025 <1.7 0.51* <17 <0.85 <17 80 400
Pyrene <0.068 <0.13 15 <17 <0.34 2.5 <0.85 <17 50 250
Total PAH List 108 105 45.5 46 13.81 85.5 41 86 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

-~ = Not Analyzed

** = Not sampied, free product present .

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- =NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

[—QI_I= concentration > PAL & ES




m GROUNDWATER CHEMISTRY

TECHNOLOGIES

,orOR o TETRA TR, KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #5340049
SAMPLE LOCATION C MW-4 | R NR
AS/SVE OPERATION OFF OFF OFF . -ON ON ON OFF OFF OFF OFF I 140 140
DATE 5/8/2003 | 8/21/2003 |11/24/2003] 2/25/2004 | 5/26/2004 | 8/19/2004 §11/30/2004| 2/15/2005 | 5/31/2005 10/13/2005| PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X X X NS NS
IPETROLEUM VOLATILE ORGANIC COMPOUNDS ,
Benzene 0.82* <1.5 <3.0 <0.34 <0.34 0.34* 1.1* 0.51* 0.51 <0.21 0.5 g
Toluene 120 320 1200 330 25 87 240 64 130 180 200 1000
Ethylbenzene a7 120 39 27 75 C 96 130 83 94 75 140 700
Xylenes 1360 1500 3600 1830 660 660 1360 700 740 940 1000 10,000
Methyl-tert-butyl-ether 3.0 <29 <5.8 2.3 1.5 33 4.4 1.3* 1.3 1.4 12 60
Trimethyibenzenes’ 374 390 1500 850 470 420 550 257 272 440 96 480
IPOLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 40 19 14 63 - 1.4 0.85 23 16 4.6 3.8 8 40
Anthracene <2.0 <1.0 <2.0. . <0.94 065* | 020 <0.35 <0.88 <0.36 <0.24 600 3000
Benzo(a)Pyrene <1.4 <0.70 <14 <0.66 <0.27 <0.14 <0.36 <0.91 <0.37 <0.37 0.02 0.2
Benzo(b)fluoranthene <13 <0.65 <13 <0.61 <0.25 <0.14 <0.36 <0.89 <0.36 <0.32 0.02 0.2
Chrysene <14 <0.70 <1.4 <0.66 <0.27 <0.13 <0.33 <0.82 <0.33 <0.39 0.02 0.2
Fluoranthene <13 <0.85 <1.3 <0.61 0.25* <0.13 <0.33 <0.82 <0.33 <0.32 80 400
Fluorene <1.7 <0.85 <1.7 1 1.4 0.47* 0.56* <1.1 0.45* 0.30* 80 400
Pyrene 25 <0.85 <17 | os4 2.4 0.84 0.43" <0.81 0.36* <0.30 50 250
Total PAH List 85.5 41 86 37.14 17.35 5.19 32.39 35.9 9.11 7.84 NS NS
All concentrations in ppb (ug/l) 1 = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
NS = No applicable standard < = Parameter was not detected and if present is less than the limit of detection reported
PAL = WDNR Preventative Action Limit * = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
ES = WDNR Enforcement Standard X = Not sampled per WDNR approved sampling plan.

= concentration > PAL [ 9.9 = concentration > PAL & ES



TECHNOLOGIES INCO

GROUNDWATER CHEMISTRY

PLOVER, WISCONSIN

KOCH PIPELINE COMPANY, LP

MAXIM #1340171
SAMPLE LOCATION MW-5 NR NR
ANALYTICAL NUMBER 13039 13615 14086 14329 14578 14900 18207 X 140 140
DATE 4/15/1999 | 7/14/1999 |10/27/1999; 1/5/2000 | 4/10/2000} 7/3/2000 {10/18/2000(11/13/2001 PAL ES
PARAMETER
Diesel Range Organics 74000 74000 1900 25000 X X X X NS NS
Gasoline Rangg Organics 2100 1600 1300 1700 X X X X NS NS
IPETROLEUM VOLATILE ORGANIC COMPOUNDS :
Benzene 7.5 1 21 12 2.7 <0.18 <0.18 <0.5 X 0.5 5
Toluene 33 13 20 18 1.7 4.1 2.1 X 200 1000
Ethylbenzene 25 26 6.1 7.3 25 7.6 0.97* X 140 700
Xylenes 120 150 47 31 16 17 8.9 X 1000 10,000
Methyl-tert-butyl-ether <0.34 45 16 19 <0.23 19 <0.92 X 12 60
Trimethylbenzenes’ 101 108 48 50 23.9 49 9.7* X 96 480
|IPOLYNUCLEAR AROMATIC HYDROCARBONS ’
Naphthalene 9.3 0.98"* <0.30 - 22 <0.30 <15 1.2 X 8 40
Anthracene 42 3.4 12 3.5 41 3.6 <0.021 X 600 3000
Benzo(a)Pyrene <0.097 <0.019 0.043* <0.28 <0.014 0.14* <0.014 X 0.02 0.2
Benzo(b)fluoranthene 4.7 1.0 <0.12 6.7 0.43 <0.60 <0.058 X 0.02 0.2
Chrysene 18 2.7 3.8 66 29 1.9 <0.063 X 0.02 0.2
Fluoranthene 28 2.6 9.1 130 3.8 4.4 <0.070 X 80 400
Fluorene 16 1:6 5.3 71 2.3 2.8 <0.12 X 80 400
Pyrene 14 0.061° 45 27 29 19 <0.034 X 50 250
Total PAH List 3424 30.298 104.713 319.5 51.21 49.37 3.84 X NS NS

All concentrations in ppb (ug/l)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

[‘;9:9'_:: concentration > PAL & ES




All concentrations in ppb (ug/l)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

-- = Not Analyzed

** = Not sampled, free product present

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #1340171
SAMPLE LOCATION MW-6 NR NR
ANALYTICAL NUMBER 501M 9945C 2759C 468-003 | 536-003 834131 967-006 | 404-003 140 140
DATE 2/19/2002 | 5/9/2002 | 8/15/2002 |{11/13/2002| 2/20/2003 | 5/8/2003 8/21/2003 |11/24/2003 PAL ES
PARAMETER '
Diesel Range Organics X X X X X X X X NS NS
Gasoline RanggOrganics X X X X X X X X NS NS
JPETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.21 <0.43 T <0.45 <1.1 <0.6 0.67* 0.94" 0.5 5
Toluene 13 37 32 24 46 48 63 53 200 1000
Ethylbenzene 48 13 17 13 23 32 41 28 140 700
Xylenes 80 161 190 130 260 380 370 280 1000 10,000
Methyl-tert-butyl-ether <0.46 <0.49 <0.49 2 1.9° 1.4* 0.66" <0.58 12 60
Trimethylbenzenes’ 42 44 51 53 94 214 137 83 96 480
JPOLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.12 0.58 <0.067 ° 3.2 2.3 11 14 17 8 40
Anthracene <0.042 <0.024 . | -<0.024 0.69* 0.53 2.8" 2.6 9.8 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <0.28 .<0.28 <0.7 <14 <1.4 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 <0.036 <0.26 <0.26 <0.65 <1.3. <1.3 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <0.28 <0.28 <0.70 <1.4 <1.4 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 0.40" <0.26 1.1 <1.3 5.0 80 400
Fluorene <0.24 <0.025 | <0.025 1.1 1.4 5.4 6.9 12 80 400
Pyrene R <0.068 <0.13 <0.13 2.8 22 9.9 10 M 50 250
Total PAH List <0.32 1.88 <0.16 16.21 9.23 68.4 76.8 147.6 NS NS

[ 9.9 = concentration > PAL & ES




TECHNOLOGIES

A DIVISION OF TETRATECH, INC.

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #5340049
SAMPLE LOCATION MW6 I e —
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF | 140 140
DATE 5/8/2003 | 8/21/2003 |11/24/2003] 2/25/2004 | 5/26/2004 | 8/19/2004 }11/30/2004 2/15/2005 | 5/31/2005 |10/1 3/2005' PAL ES
JPARAMETER
Diesel Range Organics X X X X X X X X X X | NS NS
Gasoline Range Organics X X X X X X X X X X | NS NS
PETROLEUM VOLATILLE ORGANIC COMPOUNDS _
Benzene <0.6 0.67* 0.94* 0.60 0.91* 0.78 0.69 0.49 0.56 0.69* 0.5 5 .
Toluene 48 63 53 23 46 19 27 19 23 18 200 1000
Ethylbenzene 32 41 28 18 35 - 30 40 29 44 51 140 700
Xylenes 380 370 280 199 370 300 370 270 420 480 1000 10,000
Methyl-tert-butyl-ether 1.4* 0.66" <0.58 0.88" <0.72 1.6 2.4 0.83* 0.90* 0.86* 12 60
Trimethylbenzenes’ 214 137 83 83 | 139 127 152 90 135 167 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS

Naphthalene 11 14 17 9.1 8.6 <1.0 0.59* 17 6.6 0.84* 8 40
Anthracene 2.8 2.6" 9.8 2.4 36 1.7* 0.54* 35 1.4 1.2 600 3000
Benzo(a)Pyrene <0.7 <1.4 <1.4 <0.66 <0.66 <0.91 <0.18 <0.36 <0.37 <0.40 0.02 0.2
Benzo(b)fluoranthene <0.65 <1.3 <1.3 <0.61 <0.61 <0.89 <0.18 <0.36 <0.36 <0.34 0.02 0.2
Chrysene <0.70 <1.4 <1.4 . <0.66 <0.66 <0.82 <0.16 0.37* <0.33 <0.42 0.02 0.2
Fluoranthene 1.1* <1.3 5.0 0.78° 1.3* 1.0° 0.57 1.4 0.58" 0.56" 80 400
Fluorene 5.4 6.9 12 3.7 <0.80 1.9° 0.94 6.0 2.4 1.5 80 400
Pyrene 9.9 10 41 67 9.1 9.1 2.4 9.5 5.2 46 50 250
Total PAH List 68.4 76.8 147.6 52.78 54.21 18.4 8.05 87.77 31.08 13.79 NS NS

All concentrations in ppb (ugfl)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per WDNR approved sampling plan.

= concentration > PAL

[ 9.9 ]= concentration > PAL & ES




TECHNOLOGIES INC@

GROUNDWATER CHEMISTRY

KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
ANALYTICAL NUMBER | 501S 9945D 2759D 468-004 | 536-004 | 834131 967-007 | 404-004 I 140 140
DATE l 2/19/2002 | 5/9/2002 | 8/15/2002 |11/13/2002| 2/20/2003 | 5/8/2003 | 8/21/2003 1112412003| PAL ES
IPARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS : -
Benzene <21 <8.6 <8.6 <1.8 <1.1 <0.75 1.3 3.4 0.5 5
Toluene 420 480 300 250 57 91 39 30 200 1000
Ethylbenzene 200 270 300 250 90 - 180 110 110 140 700
Xylenes 2140 2590 2300 1880 790 1460 920 970 1000 10,000
Methyl-tert-butyl-ether <46 <10 <10 6.5 2.7 2.4 0.99* 2.0 12 60
Trimethylbenzenes’ 620 580 570 560 239 480 275 350 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS —
Naphthalene 7.9 1.9 35 24 8.5 65 24 27 8 40
Anthracene <0.042 <0.024 . .<0.024 <2.0 <0.40 5.8° <2.0 <2.0 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <1.4 <0.28 <2.8 <1.4 <1.4 0.02 0.2
Benzo(b)fluoranthene <0.24 <0.036 <0.036 <1.3 <0.26 <26 <1.3 <1.3 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <1.4 <0.28 <2.8 <1.4 <1.4 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 <1.3 <0.26 <2.6 <1.3 <1.3 80 400
Fluorene <0.24 0.88 <0.025 <1.7 1.7 18 3.8 5.7 80 400
Pyrene <0.068 <0.13 <013 <1.7 1.2 20 4.3 6.0 50 250
Total PAH List 60.9 6.98 87 50 21.82* 293.6 70.3 93.3 NS NS

All concentrations in ppb (ugll)
‘NS = No applicable standard

PAL = WDNR Preventative Action Limit
E S = WDNR Enforcement Standard

-~ = Not Analyzed

** = Not sampled, free product present

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




TECHNOLOGIES

A DIVISION COF TETRATECH, NC.

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #5340049

SAMPLE LOCATION

Mw-7

: NR NR
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF 140 140
DATE 5/8/2003 | 8/21/2003 |11/24/2003} 2/25/2004 | 5/26/2004 | 8/19/2004 |11/30/2004| 2/15/2005 | 5/31/2005 | 10/13/2005 PAL ES
IPARAMETER
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X X X NS NS
{PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.75 1.3 3.4 0.20* <0.34 0.33* 1.7 1.2 1.1 0.68* 0.5 f-)
Toluene 91 39 30 16 34 47 13 9.4 35 1.8 200 1000
Ethyibenzene 180 110 110 52 120 160 84 92 73 80 140 700
Xylenes 1460 920 970 550 1360 1680 920 910 690 1090 1000 10,000
Methyl-tert-butyl-ether 2.4* 0.99* 2.0 1.3 2.0* 4.3 4.0 1.4* 1.5 1.9 12 60
Trimethylbenzenes’ 480 275 350 162 364 449 339 269 262 480 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 65 24 27 12* 6.6 7.4 8.1 14 11 9.1 ; 40
Anthracene 5.8* <20 <2.0 1.0° <0.40 1.2 0.78" <0.71 0.76* 0.53* 600 3000
Benzo(a)Pyrene <2.8 <1.4 <1.4 <0.66 <0.28 <0.37 <0.37 <0.72 <0.37 <0.75 0.02 0.2
Benzo(b)fluoranthene <2.6 <1.3 <1.3 <0.61 <0.26 <0.36 <0.39 <0.77 <0.36 <0.64 0.02 0.2
Chrysene <28 <1.4 <1.4 <0.66 <0.28 <0.33 <0.33 <0.66 <0.33 <0.77 0.02 0.2
Fluoranthene <26 <13 <1.3 <0.61 <0.26 0.52* 0.34* <0.66 <0.33 <0.63 80 400
Fluorene 18 38 57 3.8 0.65* 1.7 1.1* 1.5 1.9 1.4 80 400
Pyrene 20 43 6.0 32 - 0.74* 5.7 2.3 1.1 2.5 1.9 50 250
Total PAH List 293.6 70.3 93.3 48 17.95 33.00 26.67 37.5 37.67 28.1 NS NS

All concentrations in ppb (ug/)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




TECHNOLOGIES lNC0

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location § Mw-8 I NR NR
Analytical Number 501B 9945E | 2759E . | 468-005 | 536-005 | 834131 | 967-008 | 527-001 | 140 140
Date 2/19/2002 { 5/9/2002 | 8/15/2002 {11/13/2002| 2/20/2003 | 5/8/2003 | 8/21/2003 1112612003l PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.21 <0.43 <0.43 <0.45 <0.45 <0.30 <0.30 <0.30 0.5 5
Toluene <0.41 <0.63 <0.63 <0.68 <0.68 <0.58 <0.58 <0.58 200 1000
Ethylbenzene <0.22 <0.49 <0.49 <0.82 <0.82 - <0.60 <0.60 <0.60 140 700
Xylenes <0.43 <1 <15 <17 <1.7 <1.2 <1.2 <1.2 1000 10,000
Methyl-tert-butyl-ether <0.46 <0.49 <0.49 <0.43 <0.43 <0.58 <0.58 <0.58 12 60
Trimethylbenzenes’ <0.34 <0.72 <0.72 <0.94 <0.94 <0.66 <0.66 <0.66 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.12 <0.067 <0.067 0.029* <0.024 0.073 0.048" <0.024 8 40
Anthracene <0.042 <0.024 <0.024. <0.020 <0.020 <0.020 <0.020 <0.020 600 3000
Benzo(a)Pyrene <0.028 <0.022 - <0.022 <0.014 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 <0.036 <0.013 <0.013 <0.013 <0.013 <0.013 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <0.014 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 <0.013 <0.013 <0.013 <0.013 <0.013 80 400
Fluorene <0.24 <0.025 <0.025 <0.017 <0.017 <0.017 <0.017 <0.017 80 400
Pyrene <0.068 <0.13 <0.13 " <0.017 <0.017 <0.017 <0.017 <0.017 50 250
Total PAH List <0.24 <0.16 <0.16 0.029 <0.024 0.14* 0.099* <0.024 NS NS

All concentrations in ppb (ug/l)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

" = Not Analyzed

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.




TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #5340049
Sample Location MW-8 NR NR
AS/SVE OPERATOPM OFF ON ON ON ON ON OFF OFF ON/OFF OFF 140 140
Date 11/14/2001}2/19/2002| 5/9/2002 |8/15/2002|11/13/2002| 2/20/2003] 5/8/2003 | 8/21/2003 1011 312005h PAL ES
IPARAMETER
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS i
Benzene ’ <0.21 <0.21 <0.43 <0.43 <0.45 <0.45 <0.30 <0.30 X <0.21 0.5 5
Toluene <0.22 <0.41 <0.63 <0.63 <0.68 <0.68 <0.58 <0.58 X <0.36 200 1000
Ethylbenzene <0.23 <0.22 <0.49 <0.49 <0.82 <0.82 <0.60 <0.60 X <0.40 140 700
Xylenes <0.44 <0.43 <1 <1.5 <17 <17 <1.2 <1.2 X <0.74 1000 10,000
Methyl-tert-butyl-ether <0.091 <0.46 <0.49 <0.49 <0.43 <0.43 <0.58 <0.58 X <0.36 12 60
Trimethylbenzenes® <0.23 <0.34 <0.72 <0.72 <0.94 <0.94 <0.66 <0.66 X <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS .
Naphthalene <0.056 <0.12 <0.067 <0.067 0.029* <0.024 0.073* 0.048" X 0.014* 8 40
Anthracene <0.020 <0.042 <0.024 <0.024 <0.020 <0.020 <0.020 <0.020 X <0.012 600 3000
Benzo(a)Pyrene <0.013 <0.028 <0.022 <0.022 <0.014 <0.014 <0.014 <0.014 X <0.018 0.02 0.2
Benzo(b)fluoranthene <0.055 <0.12 <0.036 <0.036 <0.013 <0.013 <0.013 <0.013 X <0.016 0.02 0.2
Chrysene <0.059 <0.13 <0.022 <0.022 <0.014 <0.014 <0.014 <0.014 X <0.019 0.02 0.2
Fluoranthene <0.066 <0.14 <0.053 <0.053 <0.013 |- <0.013 <0.013 <0.013 X <0.015 80 400
Fluorene <0.11 <0.24 <0.025 | <0.025 <0.017 <0.017 <0.017 <0.017 X <0.0091 80 400
Pyrene <0.032 <0.068 <0.13 <0.13 <0.017 <0.017 <0.017 <0.017 X <0.015 50 250
Total PAH List <0.15 <0.24 <0.16 <0.16 0.029 <0.024 0.14* 0.099" X 0.014* NS NS

All concentrations in ppb (ug/)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.



TECHNOLOGILIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #1340171
PR - -
Sample Location MW-9 I NR NR
Analytical Number 501C 9945F 2759F | 468-006 536-006 834131 967-009 | 404-005 I 140 140
Date 2/19/2002 | 5/9/2002 | 8/15/2002 |11/13/2002} 2/20/2003 | 5/8/2003 | 8/21/2003 {1 1I24I2003| PAL ES
IPARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
JPETROLEUM VOLATILE ORGANIC COMPOUNDS )
Benzene <0.21 <0.43 <0.43 <0.45 <0.45 <0.30 <1.5 2.4 0.5 5 |
Toluene <0.41 <0.63 <0.63 <0.68 <0.68 77 340 93 200 1000
Ethylbenzene <0.22 <0.49 <0.49 <0.82 <0.82 56 200 66 140 700
Xylenes <0.43 <1 <15 <1.7 <1.7 430 2800 810 1000 10,000
Methyl-tert-butyl-ether <0.46 <0.49 <0.49 <0.43 <0.43 <0.58 <2.9 1.2* 12 60
Trimethylbenzenes” 1.85* <0.72 <0.72 <0.94 <0.94 115 780 213 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS '
Naphthalene 0.51 <0.067 <0.067 <0,024 <0.024 5.0 33 13 8 40
Anthracene <0.042 <0.024 <0.024 <0.020 <0.020 <0.20 <0.40 <0.80 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <0.014 <0.014 <0.14 <0.28 <0.56 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 <0.036 <0.013 <0.013 <0.13 <0.26 <0.52 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <0.014 <0.014 <0.14 <0.28 <0.26 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 <0.013 <0.013 <0.13 <0.26 <0.52 80 400
Fluorene <0.24 <0.025 <0.025 <0.017 <0.017 <0.17 0.56" <0.68 80 400 .
Pyrene <0.068 <0.13 <0.13 " <0.017 <0.017 <0.17 <0.34 <0.68 50 250
Total PAH List 0.78 <0.16 <0.16 <0.024 <0.024 8.5 68.06 27.1 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = VWDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan. "

= concentration > PAL

[ 9.9 = concentration > PAL & ES




TECHNOLOGIES

A DIviSION OF TETRATECH INC.

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #5340049
SAMPLE LOCATION - ] MW-9 NR NR
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF 140 140
DATE 5/8/2003 | 8/21/2003 | 11/24/2003] 2/25/2004 | 5/26/2004 | 8/19/2004 }11/30/2004] 2/15/2005 | 5/31/2005 |10/13/2005]  PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline RarLgLe Oganics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.30 <1.5 2.4 <0.14 <0.14 <0.13 1.1 1.0 0.74* 1.2 0.5 5
Toluene 77 340 93 <0.36 <0.36 0.53" 88 100 120 140 200 1000
Ethylbenzene 56 200 66 <0.40 <0.40 <0.39 120 98 120 91 140 700
Xylenes . 430 2800 810 <0.74 <0.74 10.18 1130 890 1240 1450 1000 10,000
Methyl-tert-buty!-ether <0.58 <2.9 1.2* <0.36 <0.36 <0.35 5.4 1.3* 1.7° 1.9 12 60
Trimethylbenzenes’ 115 780 213 <0.40 <0.40 0.48* 600 261 460 520 96 480
IPOLYNUCLEAR AROMATIC HYDROCARBONS .
Naphthalene 5.0 33 13 0.023* <0.025 0.024" 16 26 23 89 8 40
Anthracene <0.20 <0.40 <0.80 <0.019 <0.021 <0.018 <0.35 0.083 <0.36 <0.24 600 3000
Benzo(a)Pyrene <0.14 <0.28 <0.56 <0.013 <0.014 <0.018 <0.36 <0.018 <0.37 <0.37 0.02 0.2
Benzo(b)fluoranthene <0.13 <0.26 <0.52 <0.012 <0.013 <0.018 <0.36 <0.018 <0.36 <0.32 0.02 0.2
Chrysene <0.14 <0.28 <0.26 <0.013 <0.014 <0.017 <0.33 <0.017 <0.33 <0.39 0.02 0.2
Fiuoranthene <0.13 <0.26 <0.52 <0.012 <0.013 |  <0.017 <0.33 <0.017 <0.33 <0.32 80 400
Fluorene <0.17 0.56" <068 | <0.016 <0.018 <0.022 <0.44 0.30 0.66" 0.36* 80 400
Pyrene <0.17 <0.34 <0.68 . <0.016 -} <0.018 <0.016 <0.33 <0.016 <0.33 <0.30 50 250
Total PAH List 8.5 68.06 27.1 0.04 <0.025 0.024* 31.8 45.27 44.56 19.87 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per WDNR approved sampling plan.

= concentration > PAL

' [ 9.9 ]= concentration > PAL & ES




TECHANOLOGIES INCO

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location MW-10 NR NR
Analytical Number 10739 11962 | 13044 13620 | * 14091 14333 X 967-010 140 140
Date 10/27/1998| 1/19/1999 | 4/15/1999 | 7/14/1999 {10/27/1999| 1/5/2000 {11/14/2001| 8/21/2003 PAL ES
PARAMETER
Diesel Range Organics 220 160 85 73 390 150 X X NS NS
Gasoline Range Org_;a_nics <18 <18 <18 <9 <8.6 <8.6 X X NS NS
IPETROLEUM VOLATILE ORGANIC COMPOUNDS .
Benzene <0.10 <0.10 <0.10 <0.18 <0.18 <0.18 X <0.30 0.5 5
Toluene <0.17 <0.17 <0.17 <0.18 <0.18 <0.18 X <0.58 200 1000
Ethylbenzene <0.12 <0.12 <0.12 0.26* <0.18 . <0.18 X 0.61* 140 700
Xylenes <0.16 <0.16 <0.16 <0.51 <0.51 <0.51 X 3.1 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.17 <0.17 <0.23 <0.23 <0.23 X <0.58 12 60
Trimethylbenzenes” - <0.15 <0.15 0.35% <0.18 <0.18 X 2.33* 96 480
JPOLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.39 <0.39 <0.39 <0.40 <0.30 <0.30 X 0.22 8 40
Anthracene - <0.014 <0.014 <0.014 <0.047 <0.047 X <0.020 600 3000
Benzo(a)Pyrene <0.019 <0.019 <0.019 <0.019 <0.014 <0.014 X <0.014 0.02 0.2
Benzo(b)fluoranthene <0.037 <0.037 <0.038 <0.12 <0.12 X <0.013 0.02 0.2
Chrysene <0.027 <0.027 <0.028 <0.024 <0.024 X <0.014 0.02 0.2
Fluoranthene <0.044 <0.044 <0.045 <0.093 <0.093 X <0.013 80 400
Fluorene <0.028 0.058" <0.29 <0.029 <0.046 <0.046 X <0.017 80 400
Pyrene <0.037 © 0.079" . 0.58 0.31 <0.036 X <0.017 50 250
Total PAH List 24 0.058 0.079" 0.58 031 <0.30 X 0.404 NS NS

All concentrations in ppb (ug/)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

"--" = Not Analyzed

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.




TECHNOLOGIES INCO

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #5340049
s - _ . _
ample Location MW-10 NR NR
AS/SVE OPERATION ON ON ON ON ON ON ON/OFF OFF ON/OFF OFF 140 140
Date 10/27/1998| 1/19/1999 | 4/15/1999] 7/14/1999}{10/27/1999] 1/5/2000 8/21/2003 10/13/2005 PAL ES
PARAMETER '
Diesel Range Organics 220 160 85* 73 390 150 X X X X NS NS
Gasoline Ranje Organics <18 <18 <18 <9 <8.6 <8.6 X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 <0.10 <0.10 <0.18 <0.18 <0.18 X <0.30 X <0.21 0.5 15
Toluene <0.17 <0.17 <0.17 <0.18 <0.18 <0.18 X <0.58 X <0.36 200 1000
Ethylbenzene <0.12 <0.12 <0.12 © 0.26* <0.18 <0.18 X 0.61* X <0.40 140 700
Xylenes <0.16 <0.16 <0.16 <0.51 <0.51 <0.51 X 3.1 X <0.74 1000 10,000
Methyl-tert-butyli-ether <0.17 <0.17 <0.17 <0.23 <0.23 <0.23 X <0.58 X <0.36 12 60
Trimethylbenzenes’ - <0.15 <0.15 0.35° . <0.18 <0.18 X 2,33 X <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS ‘ )
Naphthalene <0.39 <0.38 <0.39 <0.40 <0.30 <0.30 X 0.22 X 0.017 8 40
Anthracene - <0.014 <0.014 <0.014 <0.047 <0.047 X <0.020 X <0.012 600 3000
Benzo(a)Pyrene <0.019 <0.019 <0.019 <0.019 <0.014 <0.014 X <0.014 X <0.018 0.02 0.2
Benzo(b)fluoranthene - <0.037 <0.037 <0.038 <0.12 <0.12 X <0.013 X <0.016 0.02 0.2
Chrysene - <0.027 <0.027 <0.028 <0.024 <0.024 X <0.014 X . <0.019 0.02 0.2
Fluoranthene - <0.044 <0.044 <0045 | <0.093 . <0.093 X <0.013 X <0.015 80 400
Fluorene <0.028 0.058° <0.29 <0.029 <0.046 <0.046 X <0.017 X <0.0091 80 400
Pyrene - <0.037 0.079* 0.58 0.31 <0.036 X <0.017 X <0.015 50 250
Total PAH List 2.4 0.058 0.079" 0.58 0.31 <0.30 X 0.404 X 0.046" NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.



TECHNOLOGIES INCo

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
R " _
Sample Location _ MW-11 NR NR
Analytical Number 501H 9945G 2759G 468-007 -{ 536-007 834131 967-011 404-006 140 140
Date 2/19/2002 | 5/9/2002 | 8/15/2002 |11/13/2002] 2/20/2003 | 5/8/2003 | 8/21/2003 |11/24/2003 PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
|PETROLEUM VOLATILE ORGANIC COMPOUNDS .
Benzene : <0.21 <0.43 7* <0.45 <0.45 <0.30 <0.30 <0.30 0.5 5
Toluene <0.41 <0.63 <0.63 <0.68 <0.68 <0.58 <0.58 <0.58 200 1000
Ethylbenzene <0.22 <0.49 45 1.6 82 5.8 13 0.90" 140 700
Xylenes 0.52* <1 310 3.2° 100.78 6.0° 9.3 <1.2 1000 10,000
Methyl-tert-butyl-ether <0.46 <0.49 <0.49 11" 33 <0.58 <0.58 <0.58 12 60
Trimethylbenzenes’ <0.34 <0.72 142 55 52 5.4 13.4 <0.66 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 0.21" 0.67 16 5.6 16 35 1.5 <0.024 8 40
Anthracene <0.042 <0.024 <0.024 <0.40 <0.020 <0.020 <0.020 <0.020 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <0.028 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 <0.036 <0.026 <0.013 <0.013 <0.013 <0.013 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <0.28 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 <0.26 <0.013 <0.013 <0.013 <0.013 80 400
Fluorene <0.24 <0.025 <0.025 <0.34 0.071 0.029* 0.025 <0.017 80 400
Pyrene <0.068 <0.13 " <0.13 <0.34 <0.017 <0.017 <0.017 <0.017 50 250
Total PAH List 0.21* 0.67 37.8 5.6 18.098 3.96 2.591 <0.024 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

"--" = Not Analyzed

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported
* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




TECHNOLOGIES

ADIVISION OF TETRATECH. INC.

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #5340049
SAMPLE LOCATION : MW-11 I R NR
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF ofF | 140 140
DATE 5/8/2003 | 8/21/2003 | 11/24/2003] 2/25/2004 | 5/26/2004 | 8/19/2004 |11/30/2004| 2/15/2005 | 5/31/2005 {10/1 3/2005' PAL ES
IPARAMETER
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X X X NS NS
JPETROL EUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.30 <0.30 <0.30 <0.14 <0.14 0.28" <0.14 <0.14 <0.14 <0.21 0.5 5
Toluene <0.58 <0.58 <0.58 <0.36 <0.36 <0.35 <0.36 <0.36 <0.36 <0.36 200 1000
Ethylbenzene 5.8 13 0.90" <0.40 <0.40 78 5.7 <0.40 <0.40 <0.40 140 700
Xylenes 6.0* 9.3 <1.2 <0.74 <0.74 231 11.8 <0.74 0.45* <0.74 1000 10,000
Methyl-tert-butyl-ether <0.58 <0.58 <0.58 <0.36 <0.36 5.8 0.44* <0.36 <0.36 <0.36 12 60
Trimethylbenzenes’ 5.4" 13.4 <0.66 <0.40 <0.40 157 14.5 <0.40 0.77 <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS . ,

Naphthalene 3.5 1.5 <0.024 0.23* 0.026* 15 0.025* 0.59 0.15 0.017" 8 40
Anthracene <0.020 <0.020 <0.020 <0.019 <0.019 <0.89 <0.018 <0.018 <0.018 <0.012 600 3000
Benzo(a)Pyrene <0.014 <0.014 <0.014 <0.013 <0.013 <0.91 <0.018 <0.018 <0.018 <0.018 0.02 0.2
Benzo(b)fluoranthene <0.013 <0.013 <0.013 <0.012 <0.012 <0.90 <0.018 <0.018 <0.018 <0.016 0.02 0.2
Chrysene <0.014 <0.014 <0.014 <0.013 <0.013 <0.83 <0.016 <0.017 <0.017 <0.019 0.02 0.2
Fluoranthene <0.013 <0.013 <0.013 <0.012 <0.012 . <0.83 <0.016 <0.017 <0.017 <0.015 80 400
Fluorene 0.029" 0.025* <0.017 | <0.016 <0.016 <1.0 <0.022 <0.022 <0.022 <0.0091 80 400
Pyrene <0.017 <0.017 <0.017 | <0016 | <0.016 <0.81 <0.016 <0.016 <0.016 <0.015 50 250
Total PAH List 3.96 2.591 <0.024 0.251 0.026" 28.4 0.134 0.688 0.221 0.017* NS . NS

All concentrations in ppb (ug/l)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




MAXIM

TECHNOLOGIES INCO

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN

MAXIM #1340171
Sample Location . MW-12 NR NR
Analytical Number 501J 9945H 2748H 468-008 536-008 834131 967-012 404-007 140 140
Date” 2/19/2002 | 5/9/2002 | 8/15/2002 |11/13/2002] 2/20/2003 | 5/8/2003 | 8/21/2003 |11/24/2003 PAL ES
PARAMETER '
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS .
Benzene 15 | 5.4 1.4 <0.45 0.50 0.36" 0.85" 2.2 0.5 5
Toluene 1100 120 90 9 2.9 39 9.7 70 200 1000
Ethylbenzene 290 29 43 33 32 59 22 170 140 700
Xylenes 2100 394 510 254 370 640 250 481 1000 10,000
Methyl-tert-butyli-ether <9.2 <0.49 <0.49 1.2* 0.96* 0.74" <0.58 52 12 60
Timethylbenzenes’ 590 261 271 163 158 157 84 247 96 480
IPOLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 67 0.31 2.7 3.4 1.1 1.9 35 33 8 40
Anthracene <0.042 <0.024 <0.024 <0.40 <0.020 <0.020 <0.40 <2.0 600 3000
Benzo(a)Pyrene <0.028 <0022 | <0.022 <0.28 <0.014 <0.014 0.28 <1.4 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 <0.036 <0.26 <0.013 <0.019 <0.26 <1.3 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <0.28 <0.014 <0.014 <0.28 <1.4 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 <0.26 <0.013 <0.013 <0.26 <1.3 80 400
Fluorene <0.24 <0.025 <0.025 <0.34 0.040° 0.053* 0.50 <17 80 400
Pyrene <0.068 <0.13 " <0.13 <0.34 <0.017 0.019* <0.34 <1.7 50 250
Total PAH List 129 0.71 2.7 9.2 3.07 5.33 23.6 46.7 NS NS

All concentrations in ppb (ug/l)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




MAXIM

GROUNDWATER CHEMISTRY
TECHNOLOGIES
. CrOn OF TR TECH NG, KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #5340049
SAMPLE LOCATION MW-12 R R
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF 140 140
DATE 5/8/2003 | 8/21/2003 |11/24/2003] 2/25/2004 | 5/26/2004 | 8/19/2004 }11/30/2004} 2/15/2005 | 5/31/2005 |10/13/2005 PAL ES
PARAMETER ' )
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X X X NS NS
PETROL.EUM VOLATILE ORGANIC COMPOUNDS
Benzene 0.38* 0.85* 2.2 0.46* <0.14 0.14* 0.31* 0.49 0.32 <0.21 0.5 5
Toluene 3g 9.7 70 130 82 18 36 100 170 65 200 1000
Ethylbenzene 59 22 170 31 19 26 43 61 76 120 140 700
Xylenes , 640 250 481 230 260 265 310 470 450 273 1000 10,000
Methyl-tert-butyl-ether 0.74* <0.58 5.2 0.90* 0.40*. 15 15 1.5 0.78" 18 12 60
Timethylbenzenes’ 157 84 247 96 191 213 243 142 78 106 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS . }
Naphthalene 1.9 35 33 5.0 0.13 0.29 5.1 36 27 9.1 8 40
Anthracene <0.020 <0.40 <2.0 <0.38 <0,019 <0.018 <0.018 <0.35 <0.35 <0.23 600 3000
Benzo(a)Pyrene <0.014 0.28 <1.4 <0.26 <0.013 <0.018 <0.018 <0.36 <0.36 <0.37 0.02 0.2
Benzo(b)fluoranthene <0.019 <0.26 <1.3 <0.25 <0.012 <0.018 <0.018 <0.36 <0.36 <0.31 0.02 0.2
Chrysene <0.014 <0.28 <1.4 <0.26 <0.013 <0.017 <0.016 <0.33 <0.33 <0.38 0.02 0.2
Fluoranthene <0.013 <0.26 <1.3 '<0.25 <0.012 - <0.017 <0.016 <0.33 <0.33 <0.31 80 400
Fluorene 0.053* 0.50" <1.7 <0.32 0.042* 0.037* 0.084 0.53" 0.46" 0.43* 80 400
Pyrene 0.019* <0.34 <17 <0.32 0.036" 0.037* 0.022° <0.33 <0.33 <0.29 50 250
Total PAH List 5.33 23.6 46.7 1.7 0.68 0.805 11.096 54.43 42.26 5.22 NS NS

All concentrations in ppb (ug/)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported .

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

' = concentration > PAL & ES




GROUNDWATER CHEMISTRY

TECHNOLOGIES INC®
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #1340171
Sample Location I MW-13 NR NR
Analytical Number l 417-001 123-001 834131 835624 836942 967-013 840-006 { 404-008 140 140
Date I 3/20/2003 | 4/10/2003 ' 5/8/2003 | 6/17/2003 | 7/23/2003 | 8/21/2003 | 9/22/2003 |11/24/2003 PAL ES
IPARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Ra@e Oganics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS i
Benzene <0.45 <0.30 <0.30 <0.30 0.52* 0.32* <0.30 0.72* 0.5 5
Toluene <0.68 <0.58 <0.58 <0.58 <0.58 1.1 3.6 16" 200 1000
Ethylbenzene <0.82 <0.80 <0.60 5.0 <0.60 <0.60 0.97" <060 140 700
Xylenes <17 <1.2 <1.2 68.8 3.8 30 216 41 1000 10,000
Methyl-tert-butyl-ether <0.43 <0.58 <0.58 <0.58 <0.58 <0.58 22 1.2* 12 60
Trimethylbenzenes’ <0.94 <0.66 <0.66 87 2.32° 3.18 11.3 4.4 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.024 <0.024 <0.024 1.4 0.14 5.8 31 12 8 40
Anthracene <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.080 600 3000
Benzo(a)Pyrene <0.014 <0.014 0.058 <0.014 <0.014 <0.014 <0.014 <0.056 0.02 0.2
Benzo(b)fluoranthene <0.013 <0.013 <0.013 <0.013 <0.019 <0.013 <0.013 <0.052 0.02 0.2
Chrysene <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.056 0.02 0.2
Fluoranthene <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.052 80 400
Fluorene <0.017 <0.017 <0.017 <0.017 0.033 0.057 0.18 <0.068 80 400
Pyrene <0.017 <0.017 :<0.017- <0.017 0.037* <0.017 <0.017 <0.068 50 250
Total PAH List <0.024 <0.024 0.058 3.323 0.353 8.382 53.432 1.894 NS NS

All concentrations in ppb (ug/t)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

sf = sample frozen

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL




TECHNOLOGIES

A DIVISION OF TETRA TECH INC

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
' MAXIM #5340049
SAMPLE LOCATION MW-13 | NR NR
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF I 140 140
DATE 8/21/2003 | 9/22/2003 | 11/24/2003] 2/25/2004 | 5/26/2004 | 8/22/2004 | 11/30/2004 2/15/2005 | 5/31/2005 10/13/2005| PAL ES
PARAMETER ;
Diesel Range Organics X X X X X X X X X X NS NS
{ Gasoline Range Organics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene 0.32* <0.30 0.72* <0.14 <0.14 <0.14 <0.14 0.15* 0.14* 1.4 0.5 ﬁ5
Toluene 1.1* 3.6 16" <0.36 <0.36 <0.36 <0.36 0.44* 2.9 3.9 200 1000
Ethylbenzene <0.60 0.97* <0.60 <0.40 <0.40 <0.40 <0.40 <0.40 10 38 140 700
Xylenes 30 216 41 <0.74 <0.74 <0.74 35.0 0.77° 108 330 1000 10,000
Methyl-tert-butyl-ether <0.58 2.2 1.2 <0.36 <0.36 <0.36 <0.35 <0.36 <0.36 0.79" 12 60
Trimethylbenzenes’ 3.18 11.3 4.4 <0.40 <0.40 <0.40 26.4 0.40° 48 195 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS

Naphthalene 5.8 31 1.2 0.032* 0.032* 0.16 0.026* 1.7 2.2 19 8 40
Anthracene <0.020 <0.020 <0.080 <0.019 <0.019 <0.018 <0.018 <0.018 <0.018 <0.24 600 3000
Benzo(a)Pyrene <0.014 <0.014 <0.056 <0.013 <0.013 <0.018 <0.018 <0.018 <0.018 <0.38 0.02 0.2
Benzo(b)fluoranthene <0.013 <0.013 <0.052 <0.012 <0.012 <0.018 <0.018 <0.018 <0.018 <0.32 0.02 0.2
Chrysene <0.014 <0.014 <0.056 <0.013 <0.013 <0.017 <0.016 <0.017 <0.017 <0.39 0.02 0.2
Fluoranthene <0.013 <0.013 <0.052 <0.018 <0.012 1<0.017 <0.016 <0.017 <0.017 <0.32 80 400
Fluorene 0.057 0.18 <0.068 ‘| <0.016 <0.016 <0.022 <0.022 0.029 0.064* 0.52* 80 400
Pyrene <0.017 <0.017 <0.068 <0.016 | <0.016 <0.016 <0.016 <0.017 <0.016 <0.30 50 250
Total PAH List 8.382 53.432 1.894 0.052 0.032 0.16 0.026* 1.976 3.124 34.2 NS NS

All concentrations in ppb (ugf!)

"NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

= Combined 1,2,4- & 1,3,5- trimethylbenzene compounds

< = Parameter was not detected and if present is less than the limit of detection reported
= Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per WDNR approved sampling plan.

= concentration > PAL ‘ = concentration > PAL & ES




TECHNOLOGIES INC0

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location | MW-14 | NR NR
Analytical Number | 10743 | 11966 | 13048 | 13624 | 14095 | 14337 X 967-014 | 140 140
Date [10/27/1998] 1/19/1999 | 4/15/1999 | 7/14/1999 {10/27/1999} 1/5/2000 |11/13/2001 8/21/2003] PAL ES
PARAMETER
Diesel Range Organics 220 89" 130 70" 280 28 X X NS NS
Gasoline Range Org_;anics <18 <18 <18 <9 <8.6 <8.6 X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 <0.10 <0.10 <0.18 <0.18 <0.18 X <0.30 0.5 5
Toluene <0.17 <0.17 <0.17 <0.18 <0.18 <0.18 X <0.58 200 1000
Ethylbenzene <0.12 <0.12 <0.12 <0.18 <0.18 <0.18 X 0.74* 140 700
Xylenes <0.16 <0.16 <0.16 - <0.51 <0.51 <0.51 X 4.0 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.17 <0.17 <0.23 - <0.23 <0.23 X <0.58 12 60
Trimethylbenzenes’ - <0.15 <0.15 <0.18 <0.18 <0.18 X 2.05 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.39 <0.40 <0.39 <0.40 <0.30 <0.30 X 0.29 8 40
Anthracene - <0.014 <0.014 <0.014 <0.047 <0.047 X <0.020 600 3000
Benzo(a)Pyrene <0.018 <0.019 <0.019 <0.019 <0.014 <0.014 X <0.014 0.02 0.2
Benzo(b)fluoranthene . <0.038 0.066* . <0.038 <0.12 <0.12 X <0.013 0.02 0.2
Chrysene - <0.028 <0.027 <0.028 <0.024 <0.024 X <0.014 0.02 0.2
Fluoranthene - <0.045 <0.044 <0.045 <0.093 <0.093 X <0.013 80 400
Fluorene <0.028 0.11 <0.028 <0.029 <0.046 <0.046 X <0.017 80 400
Pyrene - 0.12 : 0.076" 0.43 1.4 <0.036 X <0.017 50 250
Total PAH List 2.596 0.23 0.412* 0.43 1.4 <0.30 X 0.501 NS NS

All concentrations in ppb (ug/)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethyibenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.




TECHNOLOGIES INC®

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
. PLOVER, WISCONSIN

MAXIM #5340049
Sample Location MwW-14 I NR NR
AS/SVE OPERATION ON ON ON ON ON ON ON/OFF OFF ON/OFF OFF I 140 140
Date 10/27/1998 | 1/19/1999| 4/15/1999| 7/14/1999|10/27/1999| 1/5/2000 8/21/2003 1011 3/2005| PAL ES
PARAMETER ’ '
Diesel Range Organics 220 89" 130 70 280 28 X X X X NS NS
Gasoline Range Organics <18 <18 <18 <9 <8.6 <B.6 X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 <0.10 <0.10 <0.18 <0.18 <0.18 X <0.30 X <0.21 0.5 5
Toluene <0.17 <0.17 <0.17 <0.18 <0.18 <0.18 X <0.58 X <0.36 200 1000
Ethylbenzene <0.12 <0.12 <0.12 <0.18 <0.18 <0.18 X 0.74* X <0.40 140 700
Xylenes <0.16 <0.16 <016 | <051 <0.51 <0.51 X 4.0* X <0.74 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.17 <0.17 <0.23 <0.23 <0.23 X <0.58 X <0.36 12 60
Trimethylbenzenes’ - <0.15 <0.15 <0.18 <0.18 <0.18 X 2.05 X <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.39 <0.40 <0.39 <0.40 <0.30 <0.30 X 0.29 X 0.03* 8 40
Anthracene - <0.014 <0.014 <0.014 <0.047 <0.047 X <0.020 X <0.012 600 3000
Benzo(a)Pyrene <0.019 <0.019 <0.019 <0.019 <0.014 <0.014 X <0.014 X <0.019 0.02 0.2
Benzo(b)fluoranthene - <0.038 0.066* <0.038 <0.12 <0.12 X <0.013 X <0.016 0.02 0.2
Chrysene - <0.028 <0.027 <0.028 <0.024 <0.024 X <0.014 X <0.020 0.02 0.2
Fluoranthene - <0.045 <0.044 <0.045 <0.093 <0.093 X <0.013 X <0.016 80 400
Fluorene <0.028 0.11 <0028 .| <0.029 <0.046 <0,046 X <0.017 X <0.0095 80 400
Pyrene - 0.12 0.076* 0.43 1.4 <0.036 X <0.017 X <0.015 50 250
Total PAH List 2.596 0.23 0.412* 0.43 1.4 <0.30 X 0.501 X 0.06* NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

= Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99
< = Parametér was not detected and if present is less than the limit of detection reported
* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.



TECHNOLOGIES INC®

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN

MAXIM #1340171
Sample Location MW-16 NR NR
Analytical Number 501R 9945J 2759J "468-010 | 536-010 834131 967-015 404-009 140 140
Date 2/19/2002 | 5/9/2002 | 8/1 5/2002 {11/13/2002| 2/20/2003 | 5/8/2003 | 8/21/2003 |11/24/2003] PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Ragge_Orglanics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <4.2 <0.43 w043 | <11 <0.90 <0.75 <1.5 <0.75 0.5 5
Toluene 380 35 140 400 220 150 200 120 200 1000
Ethylbenzene 64 3.6 120 240 120 210 270 110 140 700
Xylenes 2500 310 1100 1740 1230 1490 2130 1190 1000 10,000
Methyl-tert-butyl-ether <9.2 <0.49 <0.49 45 2.7 2.4 <2.9 <1.4 12 60
Trimethylbenzenes 610 72 360 520 400 366 640 380 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS _
Naphthalene 27 <0.067 3.9 31 5.2 7.6 45 14 8 40
Anthracene <0.042 <0.024 <0.024 <2.0 0.038" <0.20 <2.0 <0.80 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <1.4 <0.014 <0.14 <1.4 <0.56 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 <0.036 <1.3 <0.013 <0.13 <1.3 <0.52 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <1.4 <0.014 <0.14 <1.4 <0.56 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 <13 0.013"* <0.13 <1.3 <0.52 80 400
Fluorene <0.24 <0.025 <0.025 <1.7 0.10 0.40° <1.7 <0.68 80 400
Pyrene <0.068 <0.13 . <013 <1.7 0.12 0.62 <1.7 <0.68 50 250
Total PAH List 39 <0.16 6.1 54 9.727 14.44 95 23.0 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

= Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the fimit of detection reported
* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

r_—_QT_Q__:F concentration > PAL & ES

= concentration > PAL




TECHNOLOGIES

A DIVISION OF TETRATECH.INC.

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
~ PLOVER, WISCONSIN

MAXIM #5340049
SAMPLE LOCATION MW-16 I w~r NR
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF | 140 140
DATE 5/8/2003 | 8/21/2003 | 11/24/2003] 2/25/2004 | 5/26/2004 | 8/19/2004 |11/30/2004} 2/15/2005 | 5/31/2005 | 10/1 312005] PAL ES
PARAMETER ' ’
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Oganics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.75 <1.5 <0.75 0.39"* <0.69 0.93* <0.68 <0.69 0.65* <0.52 0.5 5
Toluene 150 200 120 210 210 310 280 210 170 190 200 1000
Ethylbenzene 210 270 110 220 350 580 350 210 340 250 140 700
Xylenes 1490 2130 1190 1880 2610 4000 2770 1680 1960 1890 1000 10,000
Methyl-tert-butyl-ether 2.4* <29 <1.4 2.2 3.2 12 7.1 <1.8 2.4* 1.8 12 60
Trimethylbenzenes’ 366 640 380 600 880 1180 900 418 630 570 96 480
POLYNUCLEAR AROMATIC HYDROCARBOEi :
Naphthalene 7.6 45 14 33 33 34 35 47 67 25 8 40
Anthracene <0.20 <2.0 <0.80 <1.9 <19 <1.8 <1.8 0.090 <1.8 0.13 600 3000
Benzo(a)Pyrene <0.14 <14 <0.56 <1.3 <1.3 <1.8 <1.8 <0.018 <1.8 <0.021 0.02 0.2
Benzo(b)fluoranthene <0.13 <13 <0.52 <12 <12 <18 <1.8 <0.018 <1.8 <0.018 0.02 0.2
Chrysene <0.14 <1.4 <0.56 <13 <13 <1.7 <1.6 0.017* <1.7 <0.021 0.02 0.2
Fluoranthene <0.13 <1.3 <0.52 <12 <1.2 <17 <16 0.027* <1.7 0.067 80 400
Fluorene 0.40* <1.7 <0.68 <1.6 <1.6 <21 <2.1 0.44 <2.2 0.52 80 400
Pyrene 0.62 <1.7 <0.68 <1.6 <1.6 <15 <15 0.27 <1.6 0.46 50 250
Total PAH List 14.44 g5 23.0 71.0 53.7 55 58 81.48 113 42.858 NS NS

All concentrations in ppb (ug/)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per WDNR approved sampling plan.

= concentration > PAL -

. [___9:_:9_:]= concentration > PAL & ES




MAXIM

GROUNDWATER CHEMISTRY

TECHNOLOGIES INC0
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #1340171
Sample Location | . . MW-17 NR NR
Analytical Number l 13050 13626 14097 " 14339 8516 19436 6486C 967-016 140 140
Date l 4/15/1999 | 7/14/1999 {10/27/1999] 1/5/2000 | 5/24/2001 |11/14/2001{ 1/3/2002 | 8/21/2003 PAL ES
PARAMETER )
Diesel Range Organics | <27 210 360 <28 X X X X NS NS
Gasoline Range Organics l < 300 360 <8.6 X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 1.6 <0.18 <0.18 0.28 <0.21 <0.21 <0.30 0.5 5
Toluene <0.17 13 0.23" <0.18 0.52 0.25* 1.5 3.0 200 1000
Ethylbenzene <0.12 4.6 0.63 <0.18 35 19 42 44 140 700
Xylenes <0.16 110 7.8 <0.51 111 100 286 157 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.23 5.8 <0.23 2.7 15 <0.46 0.65* 12 60
Trimethylbenzenes’ <0.15 308 4.6 <0.18 45 29.4 97 117 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS ]
Naphthalene <0.39 <0.40 2.3 <0.31 39 <0.056 11 14 8 40
Anthracene <0.014 <0.014 <0.047 <0.049 <0.020 <0.020 <0.042 <0.80 600 3000
Benzo(a)Pyrene <0.019 <0.019 <0.014 <0.014 <0.013 <0.013 <0.028 <0.56 0.02 0.2
Benzo(b)fluoranthene <0.037 0.093* <0.12 <0.12 <0.055 <0.055 <0.12 <0.52 0.02 0.2
Chrysene <0.027 <0.028 <0.024 <0.025 <0.059 <0.059 <0.13 <0.56 0.02 0.2
Fluoranthene <0.044 <0.045 <0.093 <0.097 <0.066 <0.066 <0.14 <0.52 80 400
Fluorene <0.028 <0.029 <0.046 <0.048 <0.11 <0.11 <0.24 <0.68 80 400
Pyrene 0.096* 0.88 : <0.036 <0.038 <0.032 <0.032 <0.068 <0.68 50 250
Total PAH List 0.096" 1.037 3.01 <0.31 3.9 <0.15 35.5 25.9 NS NS

All concentrations in ppb (ug/l)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

".." = Not Analyzed

! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds

- = NR 140 standards not applicable prior to 1/1/99
< = Parameter was not detected and if present is less than the limit of detection reported
* ='Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL & ES

= concentration > PAL




MAXIM

N o e IEs GROUNDWATER CHEMISTRY
 OresiOn OF TETRA TECH NG, KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #5340049
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF 140 140
DATE 11/14/2001| 1/3/2002 | 8/21/2003 | 2/25/2004 | 5/26/2004 | 8/19/2004 {11/30/2004] 2/15/2005 | 5/31/2005 {10/13/2005]  PAL ES
PARAMETER 3
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Rangg Orginics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS )
Benzene <0.21 <0.21 <0.30 <0.14 <0.14 0.24* <0.14 <0.14 <0.14 <0.21 0.5 5|
Toluene 0.25* 15 3.0 <0.36 <0.36 0.94" <0.36 <0.36 <0.36 <0.36 200 1000
Ethylbenzene 19 42 44 1.6 2.3 46 7.2 4.3 5.8 15 140 700
Xylenes 100 286 157 7.84 7.7 239 48.4 22.43 21.0 6.97 1000 10,000
Methyl-tert-butyl-ether 1.5 <0.46 0.65* <0.36 <0.36 46 <0.35 <0.36 <0.36 <0.36 12 60
Trimethylbenzenes’ 29.4 97 117 2.5 5.2 183 18.6 11.0 142 5.1 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS —
Naphthalene <0.056 11 14 0.16 0.048* 8.3 0.67 3.9 0.80 1.2 8 40
Anthracene <0.020 <0.042 <0.80 <0.019 <0.019 <0.35 <0.018 <0.018 <0.018 <0.046 600 3000
Benzo(a)Pyrene <0.013 <0.028 <0.56 <0.013 <0.013 <0.36 <0.018 <0.018 <0.018 <0.073 0.02 0.2
Benzo(b)fluoranthene <0.055 <0.12 <0.52 <0.012 <0.012 <0.36 <0.018 <0.018 <0.018 <0.063 0.02 0.2
Chrysene <0.059 <0.13 <0.56 <0.013 <0.013 <0.33 <0.016 <0.016 <0.017 <0.076 0.02 0.2
Fluoranthene <0.066 <0.14 <0.52 <0.012 <0.012 <0.33 <0.016 <0.016 <0.017 <0.062 80 400
Fluorene <0.11 <0.24 <0.68 <0.016 <0.016 | <0.44 <0.022 <0.022 <0.022 <0.036 80 400
Pyrene <0.032 <0.068 <0.68 <0.016 <0.016 <0.33 <0.016 <0.016 <0.016 <0.058 50 250
Total PAH List <0.15 355 25.9 0381 | 0.066" 15.4 1.00 5.73 1.28 1.821 NS NS

All concentrations in ppb (ugfh)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




MAXIM

TECHNOLOGIES INC®

GROUNDWATER CHEMISTRY

KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location MW-18 NR NR
Analytical Number 417-002 | 123-002 | 834131 | 835624 | 836942 | 967-017 | 810-005 | 404-010 140 140
Date 3/20/2003 | 4/10/2003 {* 5/8/2003 | 6/17/2003 | 7/23/2003 | 8/21/2003 | 9/22/2003 1112412003| PAL ES
IPARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Ran%e Organics X X X X X X X X NS NS
IPETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.45 <0.30 <0.30 <0.30 <0.30 <0.60 " <15 0.36" 0.5 5
Toluene <0.68 <0.58 5.1 2.0 71 120 29 1.7° 200 1000
Ethylbenzene <0.82 0.64* 39 26 110 220 340 45 140 700
Xylenes <7 <1.2 152 161 450 1250 1670 99 1000 10,000
Methyl-tert-butyl-ether <0.43 <0.58 <0.58 <0.58 1.3* <1.2 6.9" 2.8 12 60
Trimethylbenzenes’ <0.94 16.8 117 95 224 379 680 93 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.024 0.037* 2.6 9.5 18 53 87 5.5 8 40
Anthracene <0.020 <0.020 <0.020 <0.020 '<0.020 <0.020 <0.40 <0.40 600 3000
Benzo(a)Pyrene <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.28 <0.28 0.02 0.2
Benzo(b)fluoranthene <0.013 <0.013 <0.013 <0.013 <0.019 <0.013 <0.26 <0.26 0.02 0.2
Chrysene <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.28 <0.28 0.02 0.2
Fluoranthene <0.013 <0.013 <0.013 <0.013 <0.013 0.016"* <0.26 <0.26 80 400
Fluorene <0.017 <0.017 0.020 0.078 0.11 0.17 <0.34 <0.34 80 400
Pyrene <0.017 <0.017 . <0.017 0.018* <0.017 0.021* <0.34 <0.34 50 250
Total PAH List <0.024 0.037* 4.06 21.134 36.595 91.431 140 8.7 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

sf = sample frozen

! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported
* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per new WDNR approved sampling plan.

EE]= concentration > PAL

III= concentrétion > PAL & ES




TECHNOLOGIES

A DIVISION OF TETRA TECH, INC.

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP -

PLOVER, WISCONSIN
- MAXIM #5340049
SAMPLE LOCATION MW-18 | R NR
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF I 140 140
DATE 8/21/2003 | 9/22/2003 | 11/24/2003] 2/25/2004 | 5/26/2004 | 8/19/2004 |11/30/2004| 2/15/2005 | 5/31/2005 | 10/1 3/2005| PAL ES
PARAMETER :
Diesel Range QOrganics X X X X X X X X X X NS NS
Gasoline Rangi%anics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.60 <15 0.36" <0.14 <0.14 0.24" 0.58 0.25* 0.17* <0.21 0.5 5
Toluene 120 29 1.7 <0.36 16 140 19 9.9 14 12 200 1000
Ethylbenzene 220 340 45 <0.40 75 110 150 72 82 56 140 700
Xylenes 1250 1670 99 <0.74 216 550 570 189 195 192 1000 10,000
Methyl-tert-butyl-ether <1.2 6.9* 238 <0.36 0.59" 2.8 11 1.6 0.68" 0.76" 12 60
Trimethylbenzenes” 379 680 a3 <0.40 121 163 430 117 96 90 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 53 87 5.5 0.028* 5.9 49 23 16 4.9 1.8 8 40
Anthracene <0.020 <0.40 <0.40 <0.019 <0.38 <35 <1.4 <0.018 <0.36 <0.093 600 3000
Benzo(a)Pyrene <0.014 <0.28 <0.28 <0.013 <0.26 <3.6 <15 <0.018 <0.37 <0.15 0.02 0.2
Benzo(b)fluoranthene <0.013 <0.26 <0.26 <0.012 <0.25 <3.6 <1.4 <0.018 <0.36 <0.13 0.02 0.2
Chrysene <0.014 <0.28 <0.28 <0.013 <0.26 <3.3 <1.3 <0.017 <0.33 <0.15 0.02 0.2
Fluoranthene 0.016* <0.26 <0.26 <0.012 <0.25 <3.3 <1.3 <0.017 <0.33 <0.12 80 400
Fluorene 0.17 <0.34 <034 | <0.016 <0.32 " <43 <1.8 0.18 <0.44 0.077" 80 400
Pyrene 0.021* <0.34 <0.34 <0.016 <0.32 <3.2 <1.3 0.031* <0.33 <0.12 50 2590
Total PAH List 91.431 140 8.7 0.047 10.16 81 35.3 23.5 7.11 3.053 NS NS

All concentrations in ppb {ug/)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported
* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1 /96)
X = Not sampled per WDNR approved sampling plan.

[E:]= concentration. > PAL .

. [[9:9]= concentration > PAL & ES




GROUNDWATER CHEMISTRY

TECHNOLOGIES INC®
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #1340171
Sample Location MW-19 NR NR
Analytical Number 501A 9945L 2759 | 468-012 | 536-012 834131 967-018 | 404-011 140 140
Date 2/19/2002 | 5/9/2002 |-8/15/2002 {11/13/2002] 2/20/2003 | 5/8/2003 | 8/21/2003 |11/24/2003 PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.21 <0.43 <0.43 - <0.45 <0.45 <0.30 <0.30 <0.30 0.5 5
Toluene <0.41 <0.63 <0.63 <0.68 <0.68 <0.58 <0.58 <0.58 200 1000
Ethylbenzene <0.22 <0.49 <0.49 <0.82 <0.82 <0.60 <0.60 <0.60 140 700
Xylenes <0.43 <1 <15 <1.7 <17 <1.2 <1.2 <1.2 1000 10,000
Methyl-tert-butyl-ether <0.46 <0.49 <0.49 <0.43 <0.43 <0.58 <0.58 <0.58 12 60
Trimethylbenzenes’ <0.34 <0.72 <0.72 <0.94 <0.94 <0.66 <0.66 <0.66 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0,12 <0.067 <0.067 <0.024 <0.024 <0.024 0.11 <0.024 8 40
Anthracene <0.042 <0.024 <0.024 <0.020 <0.020 <0.020 <0.020 <0.020 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <0.014 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 <0.036 <0.013 <0.013 <0.013 <0.013 <0.013 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <0.014 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 <0.013 <0.013 <0.013 <0.013 <0.013 80 400
Fluorene <0.24 <0.025 <0.025 <0.017 <0.017 <0.017 <0.017 <0.017 80 400
Pyrene <0.068 <0.13 . <0.13 <0.017 <0.017 <0.017 <0.017 <0.017 50 250
Total PAH List <0.32 <0.16 <0.16 0.016* <0.024 0.019" 0.171 0.059* NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

= Not Analyzed

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.




TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #5340049
Sample Location MW-19 NR NR
ASI/SVE OPERATION OFF ON ON ON ON ON OFF OFF ON/OFF OFF 140 140
Date 11/14/2001]2/19/2002| 5/9/2002 | 8/15/2002|11/13/2002{ 2/20/2003 5/8/2003 |8/21/2003 10/13/2005 PAL ES
PARAMETER : :
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.21 <0.21 <0.43 <0.43 <0.45 <0.45 <0.30 <0.30 X <0.21 0.5 "5
Toluene <0.22 <0.41 <0.63 <0.63 <0.68 <0.68 <0.58 <0.58 X <0.36 200 1000
Ethylbenzene <0.23 <0.22 <0.49 <0.49 <0.82 <0.82 <0.60 <0.60 X <0.40 140 700
Xylenes <0.44 <0.43 <1 <15 <1.7 <1.7 <1.2 <1.2 X <0.74 1000 10,000
Methy!-tert-butyl-ether <0.09 <0.46 <0.49 <0.49 <0.43 <0.43 <0.58 <0.58 X <0.36 12 60
Trimethylbenzenes’ <0.23 <0.34 <0.72 <0.72 <0.94 <0.94 <0.66 <0.66 X <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.056 <0.12 <0.067 <0.067 <0.024 <0.024 <0.024 0.11 X 0.017 8 40
Anthracene <0.020 <0.042 <0.024 <0.024 <0.020 <0.020 <0.020 <0.020 X <0.012 600 3000
Benzo{a)Pyrene <D.013 <0.028 <0.022 $<0.022 <0.014 <0.014 <0.014 <0.014 X <0.018 0.02 0.2
Benzo(b)fluoranthene <0.055 <0.12 <0.036 <0.036 <0.013 <0.013 <0.013 <0.013 X <0.016 0.02 0.2
Chrysene <0.059 <0.13 <0.022 <0.022 <0.014 <0.014 <0.014 <0.014 X <0.019 0.02 0.2
Fluoranthene <0.066 <0.14 <0.053 <0.053 <0.013 <0.013 <0.013 <0.013 X <0.015 80 400
Fluorene <0.11 <0.24 <0.025 <0.025 <0.017 " <0.017 <0.017 <0.017 X <0.0091 80 400
Pyrene <0.032 <0.068 <0.13 <0.13 <0.017 <0.017 <0.017 <0.017 X <0.015 50 250
Total PAH List <0.15 <0.32 <0.16 <0.16 0.016" <0.024 0.019* 0.171 X 0.020* NS NS

All concentrations in ppb (ug/t)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

« = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per new WDNR approved sampling plan.




TECHNOLOGIES INC®

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location MW-20 I NR NR
Analytical Number 417-003 123-003 834131 ‘835624 836942 967-019 810-002 | 404-012 l 140 140
Date 3/20/2003 | 4/10/2003 |- 5/8/2003 | 6/17/2003 | 7/23/2003 | 8/21/2003 | 9/22/2003 1112412003| PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Raﬂe Orﬁganics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.45 <0.30 <1.2 - <0.30 0.32 0.60* <1.2 0.41* 0.5 g
Toluene <0.68 1.2* 72 20 110 460 160 64 200 1000
Ethylbenzene <0.82 3.2 330 110 140 220 180 140 140 700
Xylenes <1.7 68 1550 440 630 1160 910 670 1000 10,000
Methyl-tert-butyl-ether <0.43 <0.58 2.5 0.79 0.74° 5.1 <23 2.5 12 60
Trimethylbenzenes’ <0.94 15.4 . 540 154 218 394 294 277 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.024 0.44 23 15 8.8 17 24 1.1 8 40
Anthracene <0.020 <0.020 <0.020 <0.40 <0.020 <0.40 <0.40 <0.080 600 3000
Benzo(a)Pyrene <0.014 <0.014 <0.014 <0.28 <0.014 <0.28 <0.28 <0.056 0.02 0.2
Benzo(b)fiuoranthene <0.013 <0.013 <0.013 <0.26 <0.013 <0.26 <0.26 <0.052 0.02 0.2
Chrysene <0.014 <0.014 <0.014 <0.28 <0.014 <0.28 <0.28 <0.056 0.02 0.2
Fluoranthene <0.013 <0.013 <0.013 <0.26 <0.013 <0.26 <0.26 <0.052 80 400
Fluorene <0.017 <0.017 0.042* <0.34 0.10 <0.34 <0.34 <0.068 80 400
Pyrene <0.017 <0.017 1 <0.017 <0.34 <0.017 <0.34 <0.34 <0.068 50 250
Total PAH List 0.020" 0.44 37.83 31.1 15.776 345 46.6 1.72 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

= Combined 1 2.4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported
= = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

- = No sample collected

= concentration > PAL

[_—EQ:I= concentration > PAL & ES




MAXIM

TECHNOLOGIES

A DIVISION OF TETRATECH. INC,

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #5340049
SAMPLE LOCATION "~ MW-20 . —
ASI/ISVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF l 140 140
DATE 8/21/2003 | 9/22/2003 |11/24/2003| 2/25/2004 | 5/26/2004 | 8/22/2004 |11/30/2004| 2/15/2005 | 5/31/2005 | 10/1 3/2005| PAL ES
PARAMETER C
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Orgﬂnics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene 0.60* <1.2 0.41* <0.14 0.33* <1.3 0.37* 0.87 0.41* <0.21 0.5 ﬁg
Toluene 460 160 64 <0.36 110 2400 81 520 80 31 200 1000
Ethylbenzene 220 180 140 2.7 130 570 170 520 290 140 140 700
Xylenes 1160 910 670 38 520 3100 610 2300 750 570 1000 10,000
Methyl-tert-butyl-ether 5.1 <2.3 2.5 <0.36 1.3 7.6 4.1 3.8* 1.3 1.1* 12 60
rimethylbenzenes’ 394 294 277 14.1 231 710 292 770 267 237 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 17 24 > 0.54 13 60 14 85 19 16 8 40
Anthracene <0.40 <0.40 <0.080 <0.057 <0.019 <3.6 <0.88 <0.018 <0.36 <0.23 600 3000
Benzo(a)Pyrene <0.28 <0.28 <0.056 <0.040 <0.013 <3.7 <0.91 <0.018 <0.37 <0.37 0.02 0.2
Benzo(b)fluoranthene <0.26 <0.26 <0.052 <0.037 <0.012 <3.6 <0.89 <0.018 <0.36 <0.31 0.02 0.2
Chrysene <0.28 <0.28 <0.056 <0.040 <0.013 <3.3 <0.82 <0.016 <0.33 <0.38 0.02 0.2
Fluoranthene <0.26 <0.26 <0.052 <0.037 <0.012 <3.3 <0.82 0.022* <0.33 <0.31 80 400
Filuorene <0.34 <0.34 <0.068 0.18 0.19 <43 <1.0 <5.4 <0.44 0.26* 80 400
Pyrene <0.34 <0.34 <0.068 <0.048 0.028" <3.2 <0.80 0.028* <0.33 <0.29 50 250
Total PAH List 345 46.6 1.72 1.444 24206 - 97 25.0 156.613 35.5 30.96 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per WDNR approved sampling plan.

= concentration > PAL

' I:E__g:l= concentration > PAL & ES




TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #1340171
Sample Location I , MW-21 I NR NR
Analytical Number I 417-004 | 123-004 834131 835624 836942 867-020 | 810-001 404-013 I 140 140
Date I 3/20/2003 | 4/10/2003.| 5/8/2003 | 6/17/2003 | 7/23/2003 8/21/2003 | 9/22/2003 11124l2003| PAL ES
PARAMETER : ]
Diesel Range Organics X X X - X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.45 <0.30 :0.81* <0.30 <0.30 <0.30 <0.30 <0.30 0.5 T-
Toluene <0.68 0.72* 17 <0.58 <0.58 0.93* 74 16 200 1000
Ethylbenzene 0.90" 3.4 29 <0.60 32 17 76 88 140 700
Xylenes 33.7 14.6 280 <1.2 43 22 270 340 1000 10,000
Methyl-tert-butyl-ether <0.43 <0.58 <0.58 <0.58 <0.58 2.2 0.78* 0.98" 12 60
Trimethylbenzenes’ 21.9 7.86 49 <0.66 34 22.3 56 121 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 0.14 0.68 3.6 0.13 3.0 0.41 13 6.3 8 40
Anthracene <0.020 <0.020 .<0.020 | <0.020 <0.020 <0.020 <0.020 <0.020 600 3000
Benzo(a)Pyrene <0.014 <0.014 - <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Benzo(b)fluoranthene <0.013 <0.013 <0.013 <0.019 <0.013 <0.013 <0.013 <0.013 0.02 0.2
Chrysene <0.014 <0.014 <0.014 <0.014 0.015 <0.014 <0.014 <0.014 0.02 0.2
Fluoranthene <0.013 <0.013 <0.013 <0.013 <0.013 <0.014 <0.014 <0.014 80 400
Fluorene <0.017 <0.017 <0.017 <0.017 <0.017 0.023" 0.074 0.043* 80 400
Pyrene <0.017 <0017 | . <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 50 250
Total PAH List 0.189* 0.705 4.89 0.213 4.04 0.941 19.522 9.566 NS NS

All concentrations in ppb (ug/)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

sf = sample frozen

= Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than

* = Value is < the laboratory limit of quantitation, but reported per

X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

the limit of detection reported
WDNR guidelines (3/1/96)

r___g_?g_;_]: concentration > PAL & ES




TECHNOLOGIES

A BIVISION OF TETRATECH. INC.

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #5340049
SAMPLE LOCATION MW-21 NR NR
AS/SVE OPERATION OFF OFF OFF ON ON ON OFF OFF OFF OFF 140 140
DATE 8/21/2003 | 9/22/2003 | 11/24/2003] 2/25/2004 | 5/26/2004 8/19/2004 }11/30/2004] 2/15/2005 | 5/31/2005 |10/13/2005 PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Orgﬂ\ics X X X X X X X X X X NS NS
JPETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.30 <0.30 <0.30 <0.14 <0.14. <0.14 0.19° 0.49 0.28" <0.21 0.5 5
Toluene 0.93* 74 16 <0.36 0.52* <0.36 67 170 49 44 200 1000
Ethylbenzene 17 76 88 2.5 28 <0.40 110 280 170 160 140 700
Xylenes 22 270 340 0.92* 109 <0.74 410 930 510 400 1000 10,000
Methyl-tert-butyl-ether 2.2 0.78" 0.98" <0.36 <0.36 <0.36 1.8 1.8 0.68* 1.3 12 60
Trimethylbenzenes’ 223 56 121 1.48 45 <0.40 140 262 172 225 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS

Naphthalene 0.41 13 6.3 0.42* 5.3 0.070" 9.0 66 17 33 8 40
Anthracene <0.020 <0.020 <0.020 <0.019 <0.019 <0.018 <0.36 <0.018 <0.36 0.016" 600 3000
Benzo(a)Pyrene <0.014 <0.014 <0.014 " <0.013 <0.013 <0.018 <0.37 <0.018 <0.37 <0.019 0.02 0.2
Benzo(b)fluoranthene <0.013 <0.013 <0.013 <0.012 <0.012 <0.018 <0.36 <0.018 <0.36 <0.016 0.02 0.2
Chrysene <0.014 <0.014 <0.014 <0.013 <0.013 <0.016 <0.33 <0.017 <0.33 <0.019 0.02 0.2
Fluoranthene <0.014 <0.014 <0.014 <0.012 <0.012 <0.016 <0.33 <0.017 <0.33 <0.016 80 400
Fluorene 0.023* 0.074 0.043" 0.025 0.090 " <0.022 <0.44 0.31 <0.44 0.32 80 400
Pyrene <0.017 <0.017 <0.017 <0.016 <0.016 <0.016 <0.33 <0.016 <0.33 0.031* 50 250
Total PAH List 0.941 19.522 9.566 0.682 8.534 0.096" 15.1 120.61 25.3 59.704 NS NS

Ali concentrations in ppb (ug/i)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

~ = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

X = Not sampled per WDNR approved sampling plan.

= concentration > PAL

_ [_____97_9:= concentration > PAL & ES




TECHNOLOGIES INC.O

GROUNDWATER CHEMISTRY

PLOVER, WISCONSIN

KOCH PIPELINE COMPANY, LP

MAXIM #1340171
Sample Location MW-22 NR NR
Analytical Number 417-005 | 123-005 834131 | . 835624 836942 967-021 810-003 | 404-014 140 140
Date 3/20/2003 | 4/10/2003 | 5/8/2003 | 6/17/2003 | 7/23/2003 | 8/21 12003 | 9/22/2003 |11/24/2003 PAL ES
IPARAMETER '
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.45 <0.30 <0.30 . <0.30 <0.30 <0.30 <0.30 <0.30 0.5 A.5-_
Toluene <0.68 <0.58 <0.58 <0.58 <0.58 <0.58 <0.58 <0.58 200 1000
Ethylbenzene <0.82 <0.60 <0.60 <0.60 <0.60 <0.60 <0.60 <0.60 140 700
Xylenes <17 <12 $1.2 <1.2 9.2 1.3* <12 <1.2 1000 10,000
Methy!l-tert-butyl-ether <0.43 <0.58 <0.58 <0.58 <0.58 <0.58 <0.58 <0.58 12 60
Trimethylbenzenes’ <0.94 <0.66 <0.66 <0.66 4.9 <0.66 <0.66 <0.66 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.024 0.20 <0.024 0.053" 0.56 0.18 0.056" 0.047* 8 40
Anthracene <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 600 3000
Benzo(a)Pyrene <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Benzo(b)fluoranthene <0.013 <0:013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 0.02 0.2
Chrysene <0.014 <0.014 <0014 | <0.014 0.016* <0.014 <0.014 <0.014 0.02 0.2
Fluoranthene <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 80 400
Fluorene <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 . <0.017 80 400
Pyrene <0.017 <0.017 <0.017 0.030" <0.017 <0.017 <0.017 <0.017 50 250
Total PAH List <0.024 0.219 © <0.024 0.217 1.039 0.358 0.078" 0.047" NS NS

All concentrations in ppb (ug/)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

1 = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

|___£:]= concentration > PAL & ES

= concentration > PAL




YECHNOLOGIES INC®

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
- MAXIM #5340049
Sample Location MW-22 NR NR
AS/SVE OPERATION ON ON OFF OFF OFF OFF OFF OFF ON/OFF OFF 140 140
Date 2/20/2003 | 3/20/2003} 4/10/2003| 5/8/2003 | 6/17/20037/23/2003| 8/21/2003 | 9/22/2003 10/13/2005 PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.45 <0.45 <0.30 <0.30 " <0.30, <0.30 <0.30 <0.30 X <0.21 0.5 5_---l
Toluene <0.68 <0.68 <0.58 <0.58 <0.58 <0.58 <0.58 <0.58 X <0.36 200 1000
Ethylbenzene <0.82 <0.82 <0.60 <0.60 <0.60 <0.60 <0.80 <0.60 X <0.40 140 700
Xylenes <17 <17 <12 <12 <12 9.2 1.3 <12 X <0.74 1000 10,000
Methyl-tert-butyl-ether <0.43 <0.43 <0.58 <0.58 <0.58 <0.58 <0.58 <0.58 X <0.36 12 60
Trimethylbenzenes’ <0.94 <0.94 <0.66 <0.66 <0.66 49 <0.66 <0.66 X <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS : )
Naphthalene <0.024 <0.024 0.20 <0.024 0.053" -0.56 0.18 0.056" X 0.050" 8 40
Anthracene <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 X <0.012 600 3000
"Benzo(a)Pyrene <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 X <0.018 0.02 0.2
Benzo(b)fluoranthene <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 X <0.016 0.02 0.2
Chrysene <0.014 <0.014 <0.014 <0.014 <0.014 0.016" <0.014 <0.014 X <0.019 0.02 0.2
Fluoranthene <0.013 <0.013 <0.013 <0.013 |, <0.013 <0.013 <0.013 <0.013 X <0.016 80 400
Fluorene <0.017 <0.017 <0.017 <0.017 <0.017 -<0.017 <0.017 <0.017 X <0.0091 80 400
Pyrene <0.017 <0.017 <0.017 | <0.017 0.030* <0.017 <0.017 <0.017 X <0.015 50 250
Total PAH List <0.024 <0.024 0.219 <0.024 0.217 1.039 0.358 0.078* X 0.067" NS NS

All concentrations in ppb (ug/)
NS = No applicable standard

PAL = WDNR Preventative ‘Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds

< = Parameter was not detected and if present is less than the limit of detection reported
« = Value is <.the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.




TECHNOLOGIES lNCo

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location | MW-23 [ R NR
Analytical Number I 417-006 | 123-006 834131 |. 835624 836942 967-022 | 810-004 | 404-015 | 140 140
Date l 3/20/2003 | 4/10/2003 | 5/8/2003. | 6/17/2003 | 7/23/2003 | 8/21/2003 | 9/22/2003 1112412003I PAL ES
PARAMETER '
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.45 <0.30 <0.30 . <0.30 <0.30 0.33* <0.30 <0.30 0.5 5
Toluene <0.68 <0.58 <0.58 <0.58 1.6* 26 <0.58 <0.58 200 1000
Ethylbenzene <0.82 <0.60 <0.60 <0.60 8.5 38 <0.60 0.62* 140 700
Xylenes <1.7 <12 <12 <1.2 55 14.7 <1.2 41 1000 10,000
Methyl-tert-butyl-ether <0.43 <0.58 <0.58 <0.58 1.1* 3.4 <0.58 <0.58 12 60
Trimethylbenzenes’ <0.94 <0.66 <0.66 0.74* 38 26.7 2.2 4.54 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.024 <0.024 <0.024 0.11 0.69 1.3 0.035* 0.32 8 40
Anthracene <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 600 3000
Benzo(a)Pyrene <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Benzo(b)fluoranthene <0.013 <0:013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 0.02 0.2
Chrysene <0.014 <0.014 <0014 | <0.014 <0.014 <0.014 <0.014 <0.014 0.02 0.2
Fluoranthene <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 80 400
Fluorene <0.017 <0.017 <0.017 <0.017 <0.017 0.049" <0.017 0.050" 80 400
Pyrene <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 50 250
Total PAH List <0.024 0.021* " <0.024 0.221 1.317 2.631 0.035* 0.718 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

sf = sample frozen

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

quj: concentration > PAL & ES




TECHNOLOGIES INC®

GROUNDWATER CHEMISTRY

KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
- MAXIM #5340049
Sample Location | MW-23 NR NR
AS/ISVE OPERATION l ON ON OFF OFF OFF OFF OFF OFF ON/OFF OFF 140 140
Date l2/20/2003 3/20/2003] 4/10/2003| 5/8/2003 | 6/17/2003}7/23/2003 | 8/21/20039/22/2003 10/13/2005 PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.45 <0.45 <0.30 <0.30 <0.30. <0.30 0.33 <0.30 X <0.14 0.5 5
Toluene <0.68 <0.68 <0.58 <0.58 <0.58 1.6* 26 <0.58 X 0.61* 200 1000
Ethylbenzene <0.82 <0.82 <0.60 <0.60 <0.60 8.5 3.8 <0.60 X 17 140 700
Xylenes <17 <1.7 <1.2 <12 <12 5.5 14.7 <1.2 X 33.4 1000 10,000
Methyl-tert-butyl-ether <0.43 <0.43 <0.58 <0.58 <0.58 1.1 3.4 <0.58 X 0.55 12 60
Trimethylbenzenes’ <0.94 <0.94 <0.66 <0.66 0.74* 38 26.7 2.2 X 21 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 0.027* <0.024 <0.024 <0.024 0.1 0.60 1.3 0.035* X 11 8 40
Anthracene <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 <0.020 X <0.012 600 3000
Benzo(a)Pyrene <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 X <0.019 0.02 0.2
Benzo(b)fluoranthene <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 <0.013 X <0.016 0.02 0.2
Chrysene <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 X <0.020 0.02 0.2
Fluoranthene <0.013 <0.013 <0.013 <0013 |, <0.013 <0.013 <0.013 <0.013 X <0.016 80 400
Fluorene <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 | 0.049* <0.017 X 0.058 80 400
Pyrene <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 <0.017 X <0.015 50 250
Total PAH List 0.027* <0.024 0.021* <0.024 0.221 1.317 2.631 0.035* X 2.16 NS NS

All concentrations in ppb (ugfl)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds

< = Parameter was not detected and if present is less than the limit of detection reported
* = Value is <:the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.




TECHNOLOGIES INCo

GROUNDWATER CHEMISTRY

KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #5340049
Sample Location PZ-1 I NR NR
ASI/SVE OPERATION ON ON ON ON |. ON ON ON/OFF OFF ON/OFF OFF I 140 140
Date 10/27/1998| 1/19/1999 | 4/15/1999|7/14/1999{10/27/1999 1/5/2000 | 8/21/2003 1011 3/2005' PAL ES
PARAMETER -
Diesel Range Organics 430 220 <27 180 1100 630 X X X X NS NS
Gasoline Range Orginics <18 <18 <18 <9 <8.6 <8.6 X X X X NS NS
iPETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 <0.10 <0.10 .<0.18 | = <0.18 <0.18 X <0.30 X <0.21 0.5 5
Toluene <0.17 <0.17 <0.17 <0.18 <0.18 <0.18 X 0.84" X <0.36 200 1000
Ethylbenzene <0.12 <0.12 <0.12 <0.18 <0.18 <0.18 X 1.2* X <0.40 140 700
Xylenes <0.16 <0.16 <0.16 <0.51 <0.51 . <0.51 . X 6.0 X <0.74 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.17 <0.17 <0.23 <0.23 <0.23 X <0.58 X <0.36 12 60
Trimethylbenzenes’ - <0.15 <0.15 <0.18 <0.18 <0.18 X 2.94 X <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS . ,
Naphthalene <0.39 <0.39 <0.39 <0.40 <0.30 <0.30 X 0.26 X <0.048 8 40
Anthracene - <0.014 <0.014 <0.014 <0.047 <0.047 X <0.020 X <0.012 600 3000
Benzo(a)Pyrene <0.019 <0.019 <0.019 <0.019 <0.014 <0.014 X <0.014 X <0.019 0.02 0.2
Benzo(b)fluoranthene <0.037 <0.037 0.11* <0.12 <0.12 X <0.013 X <0.016 0.02 0.2
Chrysene <0.027 <0.027 <0.028 <0.024 <0.024 X <0.014 X <0.019 0.02 0.2
Fluoranthene <0.044 <0.044 <0.045 <0.093 <0.093 X <0.013 X <0.016 80 400
Filuorene 0.13 0.13 <0.028 <0.029 <0.046 <0.046 X <0.017 X <0.0091 80 400
Pyrene - 25 0.074* 2.2 <0.036 <0.036 X <0.017 X <0.015 50 250
Total PAH List 473 2.666 0.074" 2.42 <0.66 <0.30 X 0.443 X <0.048 NS NS

All concentrations in ppb (ugfl)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and

if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




TECHNOLOGIES INC®

- GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
- MAXIM #5340049
. L
Sample Location pPzZ-2 I NR R
ASI/ISVE OPERATION ON ON ON ON ON ON ON/OFF OFF ON/OFF OFF l 140 140
Date 10/27/1998| 1/19/1999 | 4/15/1999| 7/14/1999 10/27/1999[ 1/5/2000 8/21/2003 10/1 3/2005| PAL ES
PARAMETER .
Diesel Range Organics 150 93 170 230 790 <28 X X X X NS NS
| Gasoline Range Organics <18 <18 <18 12* <8.6 <8.6 X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 <0.10 <0.10 0.22* <0.18 <0.18 X <0.30 X <0.21 0.5 E
Toluene <0.17 <0.17 <0.17 <0.18 <0.18 <0.18 X <0.58 X <0.36 200 1000
Ethylbenzene <0.12 <0.12 <0.12 <0.18 <0.18 <0.18 X <0.60 X <0.40 140 700
Xylenes <0.16 <0.16 <0.16 <0.51 <0.51 <0.51 X <1.2 X <0.74 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.17 <0.17 <0.23 <0.23 <0.23 X <0.58 X <0.36 12 60
Trimethylbenzenes’ <0.15 <0.15 0.30° <0.18 <0.18 X <0.66 X <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.39 <0.41 <0.39 <0.40 <0.30 .<0.30 X <0.024 X <0.048 8 40
Anthracene - <0.015 <0.014 <0.014 <0.047 <0.047 X <0.020 X <0.012 600 3000
Benzo(a)Pyrene <0.019 <0.02 <0.019 "<0.019 <0.014 <0.014 X <0.014 X <0.019 0.02 0.2
Benzo(b)fluoranthene - <0.039 <0.037 <0.038 <0.12 <0.12 X <0.013 X <0.016 0.02 0.2
Chrysene <0.028 <0.027 <0.028 <0.024 <0.024 X <0.014 X <0.019 0.02 0.2
Fiuoranthene <0.046 <0.044 <0.045 <0.093 <0.093 X <0.013 X <0.016 80 400
Fluorene 0.12 <0.029 <0.028 <0.029 <0.046 | . <0.046 X <0.017 X <0.0091 80 400
Pyrene - 0.11* <0.037 | 17 0.53 <0.036 X <0.017 X <0.015 50 250
Total PAH List 6.72 0.1 <0.46 1.7 0.602 <0.30 X <0.024 X 0.028* NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

= Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.




TECHNOLOGIES INC®

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #5340049
Sample Location I PZ-3 | NR NR |
ASISVE OPERATION | ON ON ON ON | ON ON |oNoFF| oOFf |oNOFF| OFF | 140 140
Date |7/1 4/1999/10/27/1999| 1/5/2000 |4/10/2000] 7/3/2000 {10/18/2000] 8/21/2003 1011 312005| PAL ES
PARAMETER
Diesel Range Organics 540 910 440 X X X X X X X NS NS
Gasoline Rangi Orggnics <9 <8.6 <8.6 X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.18 <0.18 <0.18 .<0.18 © <0.18 <0.5 X <0.30 X <0.21 0.5 5
Toluene <0.18 <0.18 <0.18 <0.18 <0.18 " <0.6 X <0.58 X <0.36 200 1000
Ethylbenzene <0.18 <0.18 <0.18 <0.18 <0.18 <0.6 X <0.60 X <0.40 140 700
Xylenes <0.51 <0.51 <0.51 <0.51 <0.51 L A7 X <1.2 X <0.74 1000 10,000 !
Methyl-tert-butyl-ether <0.23 <0.23 <0.23 <0.23 <0.23 <0.92 X <0.58 X <0.36 12 60
Trimethylbenzenes’ 0.25* <0.18 <0.18 0.3 <0.18 <1.7 X <0.66 X <0.40 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS .
Naphthalene <0.39 <0.30 <0.30 <0.30 X X X 0.063" X <0.049 8 40
Anthracene <0.014 <0.047 <0.047 <0.047 X X X <0.020 X <0.012 600 3000
Benzo(a)Pyrene <0.019 <0.014 <0.014 | <0.014 X X X <0.014 X <0.019 0.02 0.2
Benzo(b)fluoranthene 0.1* <0.12 <0.12 <0.12 X X X <0.013 X <0.016 0.02 0.2
Chrysene 0.044* 0.068* <0.024 <0.024 X X X <0.014 X <0.020 0.02 0.2
Fluoranthene <0.044 <0.093 <0.093 <0.094 X X X <0.013 X <0.016 80 400
Fluorene 0.16 <0046 <0.046 <0.046 X X X <0.017 X <0.0094 80 400
Pyrene 4.1 0.037* <0.036 <0.036 X X X <0.017 X <0,015 50 250
Total PAH List 4.56 0.233 <068 | <0.67 X X X <0.024 X 0.038* NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds

< = Parameter was not detected and if present is less than the limit of detection reported
* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

= concentration > PAL

X = Not sampled per new WDNR approved sampling plan.

[ 9.9 ]= concentration > PAL & ES



TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN

MAXIM #1340171
Samp.le Location : EW-1 . NR NR
Analytical Number 13636 14108 14353 14598 14920 18227 X 967-030 140 140
Date 7/14/1999 |10/27/1999] 1/5/2000 | 4/10/2000 | 7/3/2000 |10/18/2000{11/14/2001| 8/21/2003 PAL ES
PARAMETER
Diesel Range Organics 1300 610 <28 X X X X X NS NS
Gasoline RagggOrganics 41 110 <8.6 . X X X X X NS NS
IPETROLEUM VOLATILE ORGANIC COMPOUNDS .
Benzene <0.18 0.31° <0.18 <0.18 <0.18 <0.5 X 0.34° 0.5 5 |
Toluene 1.2 0.38" <0.18 © <D.18 <0.18 <0.6 X <0.58 200 1000
Ethylbenzene 0.58* 0.72 <0.18 0.27 0.81 <0.6 X <0.60 140 700
Xylenes 5.3 10 - <0.51 1.5 42 3.6° X <1.2 1000 10,000
Methyl-tert-butyl-ether <0.23 1.6 <0.23 <0.23 0.87 <0.92 X <0.58 12 60
Trimethylbenzenes’ 1.23 3.4 <018 0.59 1.72 <1.7 X 2.5 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.39 <0.30 <0.31 X. X X X <0.12 8 40
Anthracene <0.014 <0.047 <0.048 X X X X 0.61 600 3000
Benzo(a)Pyrene <0.019 <0.014 <0.014 X X X X <0.070 0.02 0.2
Benzo(b)fluoranthene 0.13 <0.12 <0.12 X X X X <0.065 0.02 0.2
Chrysene 0.048* <0.024 <0.025 X X X X 0.075" 0.02 0.2
Fluoranthene 0.11° <0.093 <0.096 X X X X 0.27 80 400
Fluorene <0.028 <0.046 <0.047 X X X X 0.77 80 400
Pyrene 0.12 <0.036 | <0.037 X X X X 23 50 250
Total PAH List 0.505 <0.66 <0.31 X X X X 5.669 NS NS
Alf concentrations in ppb (ug/l) 1 = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
NS = No applicable standard < = Parameter was not detected and if present is less than the limit of detection reported
PAL = WDNR Preventative Action Limit * = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
ES = WDNR Enforcement Standard X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL [ 9.9 = concentration > PAL & ES




TECHNOLOGIES INC®

GROUNDWATER CHEMISTRY

PLOVER, WISCONSIN

KOCH PIPELINE COMPANY, LP

MAXIM #1340171
Sample Location | EW-2 I NR
Analytical Number | 13637 14109 14354 | 14599 14921 18228 X 967-031 | 140 140
Date l 7/14/1999 110/27/1999{ 1/5/2000 | 4/10/2000 | 7/3/2000 [10/18/2000!11/14/2001 8/21/2003' PAL ES
IPARAMETER ' '
Diesel Range Organics 40* 120 330 X X X X X NS NS
Gasoline Range Organics 16* 1300 880 X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.18 8.6 6.1 <0.18 0.86 - <0.5 X <0.30 0.5 5 |
Toluene 1.2 86 92 3.3 2.6 <0.6 X 16 200 1000
Ethylbenzene 0.58" 1.1 4 0.53 <0.18 0.91° X 8.0 140 700
Xylenes 5.3 590 350 12 6.8 6.8 X 91 1000 10,000
Methyl-tert-butyl-ether <0.23 24 17 <0.23 <0.23 <0.92 X <0.58 12 60
Trimethylbenzenes’ 1.23 92 55 4 2.27 5.7¢ X 33.1 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.39 6 <0.31 <0.31 X X X 0.88 8 40
Anthracene <0.014 <0.047 <0.048 <0.049 X X X <0.020 600 3000
Benzo(a)Pyrene <0.019 <0.014 <0.014 <0.014 X X X <0.014 0.02 0.2
Benzo(b)fluoranthene 0.11* <0.12 <0.12 <0.13 X X X <0.013 0.02 0.2
Chrysene <0.027 <0.024 <0.025 - <0.025 X X X <0.014 0.02 0.2
Fluoranthene <0.044 <0.094 <0.096 <0.098 X X X <0.013 80 400
Fluorene <0.028 0.070* <0.047 <0.048 X X X 0.045* 80 400
Pyrene <0.037 <0.036 <0.037 <0.038 X X X 0.068 50 250
Total PAH List 0.1 16.496 : <0.31- <0.70 X X X 2.488 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

[ 9.9 ]=concentration > PAL & ES

= concentration > PAL




TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #1340171
Sample Location EW-3 | w~r NR
Analytical Number 13059 13638 14110 14355 | 14600 14922 18229 X | 140 140
Date 4/15/1999 | 7/14/1999 {10/27/1999| 1/5/2000 | 4/10/2000 | 7/3/2000 |10/18/2000{11/1 412001| PAL ES
IPARAMETER
Diesel Range Organics 110 130 1,100 180 X X X X NS NS
Gasoline Range Organics 20 27 24* 180 X X X X NS NS
IPETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 0.21* 0.46* <0.18 <0.18 <0.18 <0.5 X 0.5 5';
Toluene <0.17 0.61 0.45* 28 0.24 0.99 <0.6 X 200 1000
Ethylbenzene <0.12 0.37* <0.18 42 <0.18 <0.18 <0.6 X 140 700
Xylenes 0.52* 1.9 23 49 0.63 2.2 <1.7 X 1000 10,000
Methyl-tert-butyl-ether <0.17 <0.23 1.2 1.4 <0.23 19 <0.92 X 12 60
Trimethylbenzene’ 0.56 2.53 2.23 14 0.94 1.98 <1.7 X 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS )
Naphthalene <0.39 <0.39 <0.30 <0.31 X X X X 8 40
Anthracene <0.014 <0.014 <0.047 <0.048 X X X X 600 3000
Benzo(a)Pyrene <0.019 <0.019 <0.014 <0.014 X X X X 0.02 0.2
Benzo(b)fluoranthene 0.078* 0.096* <0.12 <0.12 X X X X 0.02 0.2
Chrysene <0.027 <0.027 <0.024 <0.025 "X X X X 0.02 0.2
Fluoranthene <0.044 0.054* <0.093 <0.096 X X X X 80 400
Fluorene <0.028 <0.028 <0.046 | <0.047 X X X X 80 400
Pyrene <0.037 0.067* <0.036 <0.037 X X X X 50 250
Total PAH List 0.078* 0.217 <0.66 <0.31 X X X X NS NS

All concentrations in ppb (ug/f)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

= Combined 1 2 4- & 1,3,5- trimethylbenzene compounds
-'= NR 140 standards not applicabie prior to 1/1/99
< = Parameter was not detected and if present is less than the limit of detection reported
= Value'is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location EW-4 NR NR
Analytical Number 13639 14111 14356 . 14601 14923 18230 X 967-032 140 140
Date 7/14/1999 {10/27/1999} 1/5/2000 | 4/10/2000 | 7/3/2000 {10/18/2000|11/14/2001| 8/21/2003 PAL ES
PARAMETER
Diesel Range Organics <27 280 <27 X X X X X NS NS
Gasoline Range Organics 23 30 <8.6 X X X X X NS NS
IPETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.18 0.33* <0.18 <0.18 <0.18 <0.5 X <0.30 0.5 5
Toluene <0.18 1 <0.18 <0.18 <0.18 <0.6 X <0.58 200 1000
Ethylbenzene ' <0.18 <0.18 <0.18 <0.18 <0.18 <0.6 X <0.60 140 700
Xylenes <0.51 2.9 <0.51 <0.51 17 <17 X <1.2 1000 10,000
Methyi-tert-butyl-ether <0.23 <0.23 <0.23 <0.23 <0.23 <0.92 X <0.58 12 60
Trimethylbenzenes’ 0.84 2.34 <0.18 <0.18 2.3 5.4* X <0.66 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.39 <0.30 <0.31 <0.30 X X X 0.053 8 40
Anthracene <0.014 <0.047 <0.048 <0.048 X X X <0.020 600 3000
Benzo(a)Pyrene <0.019 <0.014 <0.014 <0.014 X X X <0.014 0.02 0.2
Benzo(b)fluoranthene <0.037 <012 | <012 <0.12 X X X <0.013 0.02 0.2
Chrysene <0.027 0.24 <0.025 | <0.024 X X X 0.018" 0.02 0.2
Fluoranthene <0.044 <0.093 <0.096 <0.095 X X X <0.013 80 400
Fluorene <0.028 <0.046 <0.047 <0.047 X X X <0.017 80 400
Pyrene <0.037 0.094* <0.037 <0.037 X X X 0.096" 50 250
Total PAH List <0.15 0.614 1 <0.31- .| <0.068 X X X 0.404 NS NS
All concentrations in ppb (ug/l) "= Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
NS = No applicable standard - = NR 140 standards not applicable prior to 1/1/99
PAL = WDNR Preventative Action Limit ' < = Parameter was not detected and if present is less than the limit of detection reported

ES = WDNR Enforcement Standard * = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
: X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL [ 9.9 ]=concentration > PAL & ES



MAXIM

TECHNOLOGIES IN(.'.0

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN

MAXIM #1340171
Sample Location EW-5** I NR NR
Analytical Number 2978 X X X X X X 967-033 | 140 140
Date 112611995 X X X X X X 8/21/2003] PAL ES
PARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene 2500 X X X X X X <1.5 0.5 5
Toluene 5100 X X X - X X X <2.9 200 1000
Ethylbenzene 560 X X X X X X 240 140 700
Xylenes 2700 X X X X X X 541 1000 10,000
Methyl-tert-butyl-ether 6300 X X X X X X 13 12 60
Trimethylbenzenes’ 491 X X X X X X 1180 96 480
[POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 150 X X X X X X 160 8 40
Anthracene <2.0 X . X X X X X 8 600 3000
Benzo(a)Pyrene <0.10 X X X X X X <1.4 0.02 0.2
Benzo(b)fluoranthene <0.040 X X X X X X <1.3 0.02 0.2
Chrysene 0.043 X X X X X X <1.4 0.02 0.2
Fluoranthene <2.0 X X X X X X 2.8 80 400
Fluorene 4 X X X X X X 22 80 400
Pyrene <2.0 X X X X X X 24 50 250
Total PAH List 285.743 X X X X X X 910.1 NS NS

All concentrations in ppb (ug/)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

1 = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds

= concentration > PAL

< = Parameter was not detected and if present is less than the limit of detection reported
* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

** = Product present through February 2001
= concentration > PAL & ES



TECHNOLOGIES INCO

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location EW-5A NR NR
Analytical Number 13068 13640 14112 14357 14602 14924 18231 X 140 140
Date 4/15/99 | 7/14/1999 |10/27/1999| 1/5/2000 | 4/10/2000 | 7/3/2000 }10/18/2000{11/14/2001 PAL ES
PARAMETER
Diesel Range Organics 770 430 450 420 X X X X NS NS
Gasoline Range Organics 940 890 320 560 X X X X NS NS
IPETROLEUM VOLATILE ORGANIC COMPOUNDS : »
Benzene 16 T'_SZ 9 3.4 6 1.8 X 0.5 5
Toluene 170 170 T4 110 64 60 25 X 200 1000
Ethylbenzene 23 30 2.3 16 7.9 6.3 7.3 X 140 700
Xylenes 270 260 100 150 150 230 91 X 1000 10,000
Methyl-tert-butyl-ether <0.17 19 6.7 12 8.6 11 1.4* X 12 60
Trimethylbenzenes1 55 58 21.7 24 30.9 57 24.9 X 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.39 <0.40 <0.30 <0.31 <0.31 X X X 8 40
Anthracene <0.014 <0.014 <0.047 <0.048 <0.049 X X X 600 3000
Benzo(a)Pyrene <0.019 <0.019 <0.014 <0.014 <0.014 X X X 0.02 0.2
Benzo(b)fluoranthene 0.16 0.12 <0.12 <0.12 <0.12 X X X 0.02 0.2
Chrysene 0.1 0.028* <0.024 .| <0.025 <0.025 X X X 0.02 0.2
Fluoranthene 0.086" 0.3 <0.093 <0.096 <0.097 X X X 80 400
Fluorene <0.028 <0.029 <0.046 <0.047 <0.048 X X X 80 400
Pyrene 0.33 0.39 0.099* <0.037 <0.038 X X X 50 250
Total PAH List 0.916 0.892 : 0.099" <0.68 <0.69 X X X NS NS

All concentrations in ppb (ug/)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

1 = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




MAXIM

TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLQVER, WISCONSIN
MAXIM #1340171
Sample Location . | EW-6 NR NR
Analytical Number 13641 14113 14358 | 14603 14925 18232 X 967-034 140 140
Date 7/14/1999 {10/27/1999] 1/5/2000 | 4/10/2000 | 7/3/2000 |10/18/2000{11/14/2001| 8/21/2003 PAL ES
PARAMETER
Diesel Range Organics 5,000 1,300 3,000 X X X X X NS NS
Gasoline Range Organics 2,000 100 540 X X X X X NS NS
JPETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.18 <0.18 <0.18 <0.18 <0.18 <0.5 X <0.30 0.5 5
Toluene 8.1 <0.18 0.51 0.49 15 <0.6 X <0.58 200 1000
Ethylbenzene 9.6 <0.18 <0.18 0.37 3.1 <0.6 X 1.6 140 700
Xylenes 71 <0.51 . <0.51 0.53 24 <1.7 X 5.43 1000 10,000
Methy!-tert-butyl-ether 16 0.56" 0.34 <0.23 2.1 <0.92 X 0.92" 12 60
Trimethylbenzenes’ 141 3.7 12 35 82 2.0° X 39.8 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 3.8 <0.30 <0.30 <0.30 5.2 0.14* X 15* 8 40
Anthracene 0.031" 0.46 0.041 <0.047 0.51 <0.021 X 0.34 600 3000
Benzo(a)Pyrene <0.019 <0.014 <0.014 <0.014 0.023* <0.014 X 0.030* 0.02 0.2
Benzo(b)fluoranthene <0.038 <0.12 <0.12 <0.12 0.3 <0.058 X <0.013 0.02 0.2
Chrysene 0.85 0.21 0.25 <0.024 0.76 <0.063 X 0.074 0.02 0.2
Fluoranthene 0.87 0.35 0.23 0.18 0.7 <0.070 X 0.078 80 400
Fluorene 0.34 0.21 0.048 <0.046 0.56 <0.12 X <3.4 80 400
Pyrene 0.77 1.9 1.7 0.35 35 <0.034 X <3.4 50 250
Total PAH List 27.956 5.624 2.269 <0.67 29.033 0.44 X 80.161 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

[IQ___-]= concentration > PAL & ES

= concentration > PAL




TECHNOLOGIES INCo

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN

MAXIM #1340171
Sample Location EW-7 NR NR
Analytical Number 13062 13642 14114 14359 14604 14926 18233 X 140 140
Date 4/15/1999 | 7/14/1999 |10/27/1999] 1/5/2000 | 4/10/2000 | 7/3/2000 |10/18/2000|11/14/2001 PAL ES
[PARAMETER '
Diesel Range Organics <27 130 140 230 X X X X NS NS
Gasoline Range Orgnics <18 76 <8.6 450 X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene <0.10 4.5 <0.18 17 <0.18 <0.18 <2.5 X 0.5 5
Toluene <0.17 1.8 <018 110 <0.18 <0.18 <3.0 X 200 1000
Ethylbenzene <0.12 0.47* <0.18 18 <0.18 <0.18 <3.0 X 140 700
Xylenes <0.16 13 <0.51 110 - <0.51 <0.51 <8.5 X 1000 10,000
Methy!-tert-butyl-ether <0.17 1.8 <0.23 7.7 <023 <0.23 <4.6 X 12 60
Trimethylbenzenes” <0.15 2.7 <0.18 25 <0.18 <0.18 <8.5 X 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.40 <0.40 <0.30 <0.31 X X X X 8 40
Anthracene <0.014 <0.014 <0.047 <0.049 X X X X 600 3000
Benzo(a)Pyrene <0.019 <0.019 <0.014 | <0.014 X X X X 0.02 0.2
Benzo(b)fluoranthene <0.038 0.11* <0.12 <0.13 X X X X 0.02 0.2
Chrysene <0.028 <0.028 <0.024 <0.025 X X X X 0.02 0.2
Filuoranthene <0.045 <0.045 <0.093 <0.098 X X X X 80 400
Fiuorene <0.029 <0.029 <0.046 <0.048 X X X X 80 400
Pyrene <0.038 <0.038 <0.036 <0.038 X X X X 50 250
Total PAH List <0.47 0.11* ; <0.86, <0.31 X X X X NS NS

All concentrations in ppb (ug/l)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

"= Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

II]= concentration > PAL & ES




TECHNOLOGIES INC®

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN

MAXIM #1340171
Sample Location EW-8 NR NR
Analytical Number 13643 14115 14360 14605 14927 18234 X 967-035 140 140
Date 7/14/1999 {10/27/1999( 1/5/2000 | 4/10/2000 ( 7/3/2000 {10/18/2000]{11/14/2001| 8/21/2003 PAL ES
1PARAMETER
Diesel Range Organics 80* 140 <27 X X X X X NS NS
Gasoline Range Organics 48 <8.6 <8.6 X X X X X NS NS -
PETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene 0.25* <0.18 <0.18 <0.18 1 <25 X <0.75 0.5 5
Toluene 0.27* 0.19" <0.18 0.74 2.1 4.5 X 60 200 1000
Ethylbenzene 0.63 <0.18 <0.18 0.86 <0.18 4.6 X 300 140 700
Xylenes 5.4 <0.51 . <0.51 12 5.8 78 X 1500 1000 10,000
Methyl-tert-butyl-ether <0.23 <0.23 <0.23 <0.23 <0.23 <4.6 X 9.2 12 60
Trimethylbenzenes’ 5.4 0.32* 0.37 5.3 11 50" X 590 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS -
Naphthalene <0.40 <0.30 <0.31 <0.31 X X X 74 8 40
Anthracene <0.014 <0.047 © <0.049 <0.049 X X X <0.40 600 3000
Benzo(a)Pyrene 0.019 <0.014 <0.014 <0.014 X X X <0.28 0.02 0.2
Benzo(b)fluoranthene 0.4 <0.12 <0.13 <0.13 X X X <0.26 0.02 0.2
Chrysene <0.028 <0.024 <0.025 <0.025 X X X <0.28 0.02 0.2
Fluoranthene <0.045 <0.093 <0.098 <0.098 X X X <0.26 80 400
Fluorene <0.029 <0.046 <0.048 .| <0.048 X X X <0.34 80 400
Pyrene <0.038 <0.036 <0.038 <0.038 X X X <0.34 50 250
Total PAH List 1.24 0.061* <0.31 <0.70 X X X 115 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

! = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

[I]= concentration > PAL & ES

= concentration > PAL




TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location | RW-1 | NR NR
Analytical Number I 501G 9945Q 2759N 468-017 | 536-017 834131 967-026 | 404-016 I 140 140
Date I 2/19/2002 | 5/9/2002 | 8/15/2002 |11/13/2002| 2/20/2003 | 5/8/2003 8/21/2003 1112412003| PAL ES
PARAMETER ) '
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
JPETROLEUM VOLATILE ORGANIC COMPOUNDS '
Benzene 10 7.6 | 14 2.1 0.75 0.35" 2.0 1.9 0.5 5
Toluene 240 74 T4 ] 120 66 22 30 160 200 1000
Ethylbenzene 20 13 7.8 11 9.7 2.4 5.8 15 140 700
Xylenes 130 94 47 110 69 18.7 81 142 1000 10,000
Methyl-tert-butyl-ether <23 <0.49 <0.49 0.99* <043 <0.58 1.4 <0.58 12 60
Trimethylbenzenes™ 54.5 36.1 306 . 506 37.4 13.0 45.9 82.9 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene 3.9 1.3 1.1 1.6 0.78" 2.1 10 1.0° 8 40
Anthracene <0.042 <0.024 <0.024 2.3 15 1.1 4.6* 22 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <0.28 <0.28 <0.14 <1.1 <0.35 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 | <0.036 <0.26 <0.26 <0.13 <1.0 <0.32 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <0.28 <0.28 0.17* <1.1 0.41* 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 22 2.1 <0.13 2.4* 0.98* 80 400
Fluorene <0.24 6.1 46 45 20 1.7 7.3 2.2 80 400
Pyrene <0.068 <0.13 <0.13 66 5.8 3.9 17 10 50 250
Total PAH List 8.9 19.2 . 16.9 28.2 16.84 14.55 85.6 26.69 NS NS
All concentrations in ppb (ug/l) ' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
NS = No applicable standard - = NR 140 standards not applicable prior to 1/1/99
PAL = WDNR Preventative Action Limit < = Parameter was not detected and if present is less than the limit of detection reported
ES = WDNR Enforcement Standard * = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
"--" = Not Analyzed X = Not sampled per new WDNR approved sampling plan. '

** = Not sampled, free product present

= concentration > PAL = concentration > PAL & ES



TECHNOLOGIES INC® GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN

MAXIM #1340171
Sample Location | . RW-2 . ‘ NR NR
Analytical Number I 13633 14105 14350 14594 14916 18224 X 967-027 140 140
Date l7/14/1999 10/27/1999] 1/5/2000 | 4/10/2000 | 7/3/2000 [10/18/2000{11/14/2001| 8/21/2003 PAL ES
PARAMETER
Diesel Range Organics 110000 40000 _ 48000 X X X X X NS NS
Gasoline Range Organics 3100 880 790 - X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS . '
Benzene <0.54 0.79 51_7 <0.18 <0.18 <2.5 X 0.52* 0.5 5
Toluene 2.2 32 24 0.45- 1.1 <3.0 X 1.4* 200 1000
Ethylbenzene 3.4 0.66 3.1 0.88 <0.18 <3.0 X 2.3 140 700
Xylenes 18 8.8 28 4.8 1.7 <85 X 11.6 1000 10,000
Methyl-tert-butyl-ether 34 1.3 <0.23 0.85 <0.23 <4.6 X 0.69* 12 60
Trimethylbenzenes’ 60 18.5 21 20.3 11.7 6.4* X 12.6 96 480
[POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <21 <3.0 <0.91 7.4 <30 <0.056 X <1.9 8 40
Anthracene 11 5.4 0.15 28 49 | <0.020 X 1.7° 600 3000
Benzo(a)Pyrene <1.0 <0.14 <0.042 0.79 7.8 <0.013 X <11 0.02 0.2
Benzo(b)fluoranthene 7.5 <1.2 <0.36 0.58 38 <0.055 X <1.0 0.02 0.2
Chrysene 2.2 29 1.2 14 45 <0.059 X 1.3* 0.02 0.2
Fluoranthene 14 5.8 1.1 36 130 <0.066 X <1.0 80 400
Fluorene 3.8 16 <0.14 & 2 15* <0.11 X <1.4 80 400
Pyrene 21 29 . 88 120 -~ 190 <0.032 X 27 50 250
Total PAH List 110.8 54.5 11.25 392.58 574.8 <0.15 X 35.8 NS NS
All concentrations in ppb (ug/) ' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
NS = No applicable standard < = Parameter was not detected and if present is less than the limit of detection reported
PAL = WDNR Preventative Action Limit * = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)

ES = WDNR Enforcement Standard X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL [ 9.9 )= concentration > PAL & ES




TECHNOLOGIES INCU

GROUNDWATER CHEMISTRY
KOCH PIPELINE COMPANY, LP

PLOVER, WISCONSIN
MAXIM #1340171
Sample Location N "RW-3 I NR NR
Analytical Number 501P 9945R 27590 468-018 | 536-018 834131 967-028 404-017 I 140 140
Date 2/19/2002 | 5/9/2002 | 8/15/2002 |11/13/2002| 2/20/2003 | 5/8/2003 | 8/21/2003 {11/24/2003] PAL ES
PARAMETER ‘ : '
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
PETROLEUM VOLATILE ORGANIC COMPOUNDS ' '
Benzene <0.21 <0.43 <0.43 <0.45 <0.45 <0.30 <0.30 <0.30 0.5 5
Toluene 46 <0.63 <0.63 <0.68 0.93" 0.76* <0.58 0.74* 200 1000
Ethylbenzene 28 1.3* 0.85* 3.2 3.3 1.7 4.3 9.2 140 700
Xylenes 61 17.9 7.4 31.2 28.2 21 83 163 1000 10,000
Methyl-tert-butyl-ether <0.46 <0.49 <0.49 1.3 <0.43 <0.58 1.3 <0.58 12 60
Trimethylbenzenes’ 475 16.8 11.6 40 28.6 20 46 68.5 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.12 <0.067 <0.067 0.040* 0.084* <0.024 <0.024 0.22 8 40
Anthracene <0.042 <0.024 <0.024 <0.020 0.062* <0.020 0.041° 0.063" 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <0.014 <0,028 <0.014 <0.014 <0.014 0.02 0.2
Benzo(b)fluoranthene <0.12 <0.036 - <0.036 <0.013 <0.026 <0.013 <0.013 <0.013 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <0.014 <0.028 <0.014 <0.014 0.029* 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 0.026* 0.049* 0.014° 0.031* 0.039* 80 400
Fluorene <0.24 <0.025 <0.025 0.033* 0.054" <0.017 0.026" 0.10 80 400
Pyrene <0.068 <0.13 <0.13 0.12 0.32 0.13 0.21* 0.35 50 250
Total PAH List <0.32 <0.16 . <0.16 0.329 0.612 0.19 0.384 1.295 NS NS

All concentrations in ppb (ug/l)
NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

"--" = Not Analyzed

** = Not sampled, free product present

"' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds

- =NR 140 standards not applicable prior to 1/1/99
< = Parameter was not detected and if present is less than the limit of detection reported

* = Value is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




MAXIM

GROUNDWATER CHEMISTRY

TECHNOLOGIES INCO
KOCH PIPELINE COMPANY, LP
PLOVER, WISCONSIN
MAXIM #1340171
Sample Location RW-4 NR NR
Analytical Number 5011 99458 2759P 468-019 | 536-019 834131 967-029 | 404-018 140 140
Date 2/19/2002 | 5/9/2002 | 8/15/2002 {11/13/2002} 2/20/2003 | 5/8/2003 | 8/21/2003 |11/24/2003} PAL ES
IPARAMETER
Diesel Range Organics X X X X X X X X NS NS
Gasoline Range Organics X X X X X X X X NS NS
JPETROLEUM VOLATILE ORGANIC COMPOUNDS
Benzene 0.72 <0.43 <0.43 <0.45 <0.45 <0.30 <0.30 <0.30 0.5 5
Toluene 1.8 <0.63 0.95° 0.92* <0.68 1* <0.58 <0.58 200 1000
Ethylbenzene 5.2 8 <0.49 1.8 6.2 1.9 22 0.74* 140 700
Xylenes 120 99 4.7 49 29.2 20.8 22.0 20.6 1000 10,000
Methyl-tert-butyl-ether <0.46 <0.49 <0.49 2.1 1.6 0.94* 24 <0.58 12 60
Trimethylbenzenes 300 233 1.7 78 105 34 58 84 96 480
POLYNUCLEAR AROMATIC HYDROCARBONS
Naphthalene <0.12 <0.067 <0.067 3.0 15 0.30" 0.12 0.45" 8 40
Anthracene <0.042 <0.024 <0.024 0.71* 1.8 0.56 0.38 0.60 600 3000
Benzo(a)Pyrene <0.028 <0.022 <0.022 <0.28 <0.028 <0.14 <0.014 <0.11 0.02 0.2
Benzo(b)filuoranthene <0.12 <0.036 <0.036 <0.26 '<0.026 <0.13 <0.013 <0.10 0.02 0.2
Chrysene <0.13 <0.022 <0.022 <0.28 <0.028 <0.14 0.086 <0.11 0.02 0.2
Fluoranthene <0.14 <0.053 <0.053 <0.26 1.1 <0.13 0.25 0.36 80 400
Fluorene <0.24 <0.025 <0.025 2.6 5.4 0.72 0.98 0.89 80 400
Pyrene <0.068 <0.13 <0.13 2.4 5.5 2.2 2.4 2.3 50 250
Total PAH List <0.32 <0.16 0.36 © 28.41 102.21 5.87 6.101 7.95 NS NS

All concentrations in ppb (ug/l)

NS = No applicable standard

PAL = WDNR Preventative Action Limit
ES = WDNR Enforcement Standard

"--" = Not Analyzed

** = Not sampled, free product present

' = Combined 1,2,4- & 1,3,5- trimethylbenzene compounds
- = NR 140 standards not applicable prior to 1/1/99

< = Parameter was not detected and if present is less than the limit of detection reported

* = Value.is < the laboratory limit of quantitation, but reported per WDNR guidelines (3/1/96)
X = Not sampled per new WDNR approved sampling plan.

= concentration > PAL

= concentration > PAL & ES




TECHNOLOGIES

Wausau, Wisconsin
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FIGURE 17
INFERRED EXTENTS
FEBRUARY - NOVEMBER 2003
PLOVER, WISCONSIN SITE
KOCH REFINING COMPANY, LP
PLOVER, WISCONSIN
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Quarterly Sampling Schedule includes the following 18 wells:

MW-4, 6-9, 11-13, 16, 18-23, RW-1,3, and 4

[MW-3 and 17 are sampled once per year]

Annual Sampling conducted in August consisted of all wells
exept the following: EW-3, EW-5A, & EW-7

* As of 12/16/01 there is no free phase product
present.
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M = EXTRACTION WELL
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© = MONITORING WELL

WELLS WITH NO DISSOLVED PHASE
GW CONTAMINATION (> PAL or ES )

WELLS WITH DISSOLVED PHASE
GW CONTAMINATION ( > PAL )
Based on the corresponding sampling event
Preventative Action Limit exceedances

. WELLS WITH DISSOLVED PHASE
GW CONTAMINATION ( > ES )
Based on the corresponding sampling event
Enforcement Standard exceedances
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* As of 12/16/01 there is no free phase product present.

Based on the corresponding sampling event

Enforcement Standard exceedances

* AS/SVE restarted January 12, 2004.

W21 EW-6 MW-20 MW-18K0 " MW-16}" = MW'12610
Ti 141 — : 227 EW-8 © E_ 210 EW-3
i 170 E 520 MW-9 X___1680 [ ] RW-3
O T 292 RW—é EE B 10 Ii__d418 (] RW-é
N 14 MW-20] [T 770 T 261 Noa
.EW-1 ] N 2 .EW-1 O Mw-2
® A By m EW-5A o
Vo Vo 71 [P e g - 0 s L
gz:g-;\l/lves MV§I>—13 PZ-3 MW7 @ Rw-2 D o
(o B MW-71 8 BMW 60 70 N OCHPIPELINE MW-12 B MW-: 2 N PIPELINE
MW-23 310 153 Mw-23 [@) T 269 EASEMENT
MW-12 N 14
@ MW-4 Tri 142 @\ T
B 11 N 36 B 051
w2 B [T 17;,20 Ew-2 B [ o
N 16
Tri 550
— - o s ows
© Mw-11 o Ew-4 © WW-11 p EW-4
MW-17 MW-10 oMw-14 Mw-17 MW-10 o MW-14
o A (o} A
PZ-1 PZ-1
-1
e gMW
o WA MW-19 P72
MW-19 sz-z o
o ez OCTOBER 2005
MW-22 MAY 2005 oY §
(AS/SVE OFF) - — (AS/SVE OFF)
Mw-21 L] W20 MW-18 @ " MW-16 == -
7 YIET MW-18 & = MW-16 EW-6 =10 EW.s ® a—<00e |
e R Ews @ EW-3 Ti 237 [T X 1890 EW-3 s
7 T’:' 2?; BMW90 — ] RW-3 N 16 B___12 Ti 570 m @ RW-
X 1240 @ RW—é X 1450 N > —é
MW-20 ™ 750 MW-20 Tri 520 EW-1
N5 .EW1 O Mw-2 N 89 - Q@ Mw-2
EW-Sa m EW-5A
Wy O o RW-1 ~ ' [ R [ R T I.‘E\IN_7I [ [ R - T T R B T S T T R A e R ' IRW-‘]I [ N T T T T S T
MW-13 Fz34 © RV M5 KOCHPPELINE m Pz3 A @ Rw-2 T s oo
o T S\ KHPREINE r e
Mw-23 2 EASEMENT 4 MW TS 5 - :J,ss B 0.69 KOXH PIPELINE
15 MW-23 EREE]
: 105 (] X 1090 THo 167 EASEMENT
VI3 L] MW-12 Tri 480
o . = Ii__106 N 91
= Ti 272 N 9.1
© MW-11 u O mw-3
EwW-4
MW-10 o Mw-14 @ Mw-11 e
o A MW-17 .
PZ-1 MW-10 Mw-14
o Q
A
PZ-1
o PROJECT # 5340049
F I G U R E 20 TBoruln- B ﬁ 000 A = PIEZOMETER o ngﬁ: gh"TTFAmET'ng?'(-\QEF?ABHASE DATE: 12/8/05
oluene T K W = EXTRACTION WELL .
Ethylbenzena E 140 0 @ = RECOVERY WELL DRAWN BY: MAM
INFERRED EXTENTS X X :foo 16%000 © = MONITORING WELL e} Wéb\'?%%ﬁiﬁﬁi%‘é\ﬁ?fm_s)‘z REVIEWED BY: GMA
TECHNOLOGIES NOVEMBER 2004 - OCTOBER 2005 Trim rihyber LH ge ﬁ o s s ] ) Brventatve Acton ot oxcaedinags Y SCALE: Relative
Naph uarterly Sampling Schedule includes the following 12 wells: .
A DIVISIDN OF TETRA TECH, INC. KOCH PIPELINE COMPANY. LP e anthrocene 5 bo2 o2 MW-4,6,7,9, 11,12, 13, 16, 17, 18, 20, 21 @  WELLSWITH DIsSOLVED PHASE S:\EnviKoch\Plover\2005\Plover_2005.dwg
’ m;;"":“' ::23 .02 Y GW CONTAMINATION ( > ES )

FIG. 20




MAXIM

®
TECHNOLOGIES INC

TABLE 3
PRODUCT THICKNESS
MEASUREMENTS



MAXIM

TECHNOLOGIES, INC.

PRODUCT THICKNESS (FEET)

KOCH REFINING COMPANY
PLOVER, WISCONSIN
#3409500521
Date Sampled .- |- 12/5/94.| :12/6/94 -| 12/7/94 | 12/15/94 | 12/16/94.::| :12/17/94 . - 12/22/94 .} 12/26/94 - 12/27/94 .| 1/4/95
MW4 : * . - | - | = - 210 | 1713 — ] 186
MW-5 * * * 0.52 2.02 1.75 0.16 2.00 2.21 2.37 2.24 2.33
MW-6 * * * 2.44 2.40 1.95 1.44 2.24 2.36 1.91 1.59 1.79
MW-7 * * * - - - -— 0.33 0.06 -— 0.05
MW-16. # # # # # # # # # # # #
RW-1 4.65 4.45 4.25 0.43 3.06 0.43 -— 297 1.28 2.89 1.68 2.40
RW-2 * * * -- 3.37 2.98 3.43 — - 1.56 — —
RW-3 * * * 1.75 1.85 1.88 1.87 1.26 1.02 0.44 - 1.13
RW—4 * * * 2.44 0.35 2.26 - - — - -
EW-1 % % x% xx xx xx % 1.88 — -— — —
Ew_2 kX *xK xx xx XX xx xx 1.66 — —— — ——
EW-3 X X X X X X X X X - - -
EW—4 X X X X X X X X X
EW-5 X X X X X X X X X -
EW-6 X X X X X X X X X
SVE-1 — - 1.44 - — — — —
SVE-2 - - - - 1.43 2.10 —_— - - — -
SVE-3 - - -— 2.12 - — —-- - - - -—
SVE-4 - 0.0 — — —
SVE-S -~ | - --- 0.0 - - — — — o
--- Not Recorded

Asteco ® Austin Resssrch Engineere ® Chen-Northern ® Empire Soile Investigations ® Huntingdon ® Kenses City Testing
Maxim Enginesrs ® Nsbraska Testing ® Paizig Testing ® Southwestern Leboratoriss ® Thomas-Hartig ® Twin City Teeting



MAXIM

TECHNOLOGIES. INC.
PRODUCT THICKNESS (FEET)
KOCH REFINING COMPANY
PLOVER, WISCONSIN
#3409500521
Date Sampled | 1/10/95 '{ 1/13/95 | :1/16/95 . '1/20/95.{:1/24/95 - -1/25/95:1°2/3/95 | 2/6/95: | 2/10/95 -2/14/95-| :2/23/95 _L2/25/95 1 2127195
MW-4 1.58 1.07 1.31 1.49 - - 0.92 1.36 - 1.28 1.32 T 1.57 1.65
MW-5 1.71 - - - - 5.47 1.06 0.85 - 3.29 0.12 0.11 0.06
MW-6 0.93 - 1.04 0.60 - 484 | 0.18 0.22 - 1.77 1.74 0.03 2.32
MW-7 1.57 1.35 1.47 | 1.80 2.52 2.11 1.34 1.76 - 1.88 1.86 2.90 1.85
MW-16 # # # # ¥ # # # # # # # #
RW-I1 2.30 1.73 0.58 - - 1.11 1.15 0.72 1.99 0.97 1.19 1.39 - 1.45
RW-2 1.61 1.90 0.29 - -— 1.95 0.97 1.27 -— 1.33 0.06 0.00 1.49
RW-3 0.78 0.15 0.90 - - 0.40 0.44 1.16 - 1.10 3.26 1.32 1.40
RW4 - - -— --- — 4.68 1.62 1.80 - 1.83 2.03 2.10 2.11
EW-1 — — — - - 1.78 6.42 0.04 — 0.34 - - -
EW-2 - - - --- - 1.92 0.27 0.26 — 1.32 1.38 1.59 0.76
EW-3 -—- -— --- - - 1.39 6.99 0.23 - 0.36 1.00 -— 3.36
EW4 — - - - -— 0.96 0.99 0.49 - 0.57 0.76 0.91 0.46
EW-5 -—- - — -- 2.19 - 1.76 1.65 - 1.61 1.59 1.33 1.00
EW-6 — — — - -—- 0.83 1.16 0.25 0.45 0.53 0.65 1.13 1.74
SVE-1 - - - - - - - - — - - - -
SVE-2 - — - - -— - - - - -— - - -
SVE-3 --- - - - - -~ - - - - --- --- -
SVE4 - - - - - - -- - - -— - - —
SVE-5 --- - - - - - - - - -— - - -
-—- Not Recorded

Astaco ® Austin Resesrch Engineers ® Chen-Northern ® Empire Soils Investigations ® Huntingdon ® Kaness City Testing
Masxim Enginsers ® Nebrsska Testing ® Patzig Testing ® Southwestern Laboratories ® Thomas-Hartig ® Twin City Testing




MAXIM

TECHNOLOGIES, INC.

PRODUCT THICKNESS (FEET)
KOCH REFINING COMPANY
PLOVER, WISCONSIN

#3409500521
Date Sampled ' . }:~3/1/95: | 3/6/95 . |..- 23130195 3| . 4/4/95 - 4/10/95
MW 4 L.6] 125 | [ 044 | 026 | 134 |
MWw-5 0.10 0.12 0.07 2.09 222
MW-6 0.05 0.04 0.01 1.77 1.82
MW-7 1.84 1.74 1.56 1.53
MW-16 # # # # #
RW-1 1.50 1.47 1.00 0.96 0.80
RW-2 1.56 1.41 0.36 1.58 1.71
RW-3 1.45 1.46 0.50 1.25 1.41
RW-4 2.10 2.05 0.07 1.88 2.01
EW-1 2.57
EW-2 1.17 1.21 - 5.12 6.25
EW-3 2.85 1.73 1.92 2.09
EW-4 0.56 0.55 0.45 0.10
EW-5 2.51 1.06 0.89 0.91
EW-6 1.72 1.52 0.85 0.54
SVE-1 -
SVE-2 — — —- — —
SVE-4 -
SVE-5 —
-— Not Recorded

Asteco ® Austin Research Engineers ® Chen-Northern ® Empirs Soils Inveatigations ® Huntingdon ® Kansas City Testing
Maxim Enginears ® Nebraska Testing ® Pltzlg Testing ® Southwestern Laboratories ® Thomas-Hartig ® Twin City Testing




MA

XIM

TECHNOLOGIES, INC.

PRODUCT THICKNESS (FEET)
KOCH REFINING COMPANY

PLOVER, WISCONSIN
#3409500521

Date Sampled | . 4/13/95 : L 4120095 ] v 4/26/95 ...... 5/16/95 | 5/24/95 l 5/30/95 | -6/7/95.
MW-4 ~ 005 | 060 | 007 | 026 | 034 | 042 | 048 | 052 |
MW-5 1.90 0.83 -0.78 1.47 0.08 - 0.28 0.05
MW-6 1.60 0.05 . 0.06 1.15 0.05 - 0.11 0.06
MW-7 1.11 1.00 1.52 1.60 1.65 -— 1.52 1.67
MW-16 # # # # 1.22 1.22 0.93 0.82
RW-1 0.76 0.56 0.61 0.90 0.50 — 0.40 0.32
RW-2 1.03 0.02 0.03 0.00 0.04 0.07 0.05 0.02
Rw-3 1.10 0.01: 0.00 0.07 0.00 — 0.04 0.02
RW-4 1.58 0.11 0.07 0.14 0.14 — 0.11 0.12
EW-1 2.70 3.45 2.44 2.28 1.77 1.00 0.72 0.74
EW-2 0.71 2.56 — 0.80 1.56 0.87 0.86 0.98
EW-3 2.15 2.50 1.63 0.65 050 | 0.73 1.09 1.04
EwW-4 0.18 0.25 0.35 0.64 0.79 0.12 --- 0.19
EW-5 0.92 0.79 0.70 2.05 2.40 0.75 0.68 1.90
EW-6 0.50 0.25 0.19 0.00 0.00 - - 0.00
SVE-1 - —- - 1.23 - 0.36 0.34
SVE-2 —_ -—-- -— - 0.79 — 1.08 1.07
SVE-3 - - - -~ 1.24 1.21 1.23 1.22
SVE4 - - — —e 1.00 0.69 1.69 0.66
SVE-5 - - 0.34 1.13 -— 1.15

Not Recorded

Asteco 8 Austin Research Enginesrs ® Chen-Northern ® Empira Soils investigations ® Huntingdon ® Kansas City Testing
Maxim Engineers ® Nebrasks Tasting ® Patzig Teating ® Southwestern Laboratories ® Thomas-Hartlg ® Twin City Testing



MAXIM

TECHNOLOGIES, INC.

PRODUCT THICKNESS (FEET)

KOCH REFINING COMPANY - PLOVER, WISCONSIN

#3409500521

Date Sampled  [9/19/95  |10/4/95 - [10/19/95. [10/27/95 -~ [11/10/95 - [11/13/95 " [11/28/95 . 1277095 . |12/15/95  |12/26/05
MW<4  [0.01  [0.00 0.01 0.00 000 - 000 <00l 0.01 0.00 0.00
MW-5 0.04 0.03 0.03 0.10 0.05 0.06 0.08 0.32 0.29 0.01
MW 6 0.10 0.08 0.07 0.07 0.20 0.27 0.47 0.43 0.40 0.42
MW-7 0.21 0.99 I.15 1.22 0.72 0.80 0.86 0.61 0.65 1.04
MW-9 0.93 0.65 0.62 0.61 0.05 0.04 0.03 0.01 0.01 0.00
MW-16 0.06 .17 1.09 1.03 0.65 0.69 0.74 0.03 0.06 024
RW-1 0.31 0.13 0.00 0.00 0.00 0.05 0.29 0.22 0.00
RW-2 0.27 0.27 0.07 0.15 0.24 0.15 0.20 0.42 0.38 0.00
RW-3 0.01 0.00 0.01 0.00 0.00 = 0.00 0.00 0.01 0.00
RW—4 0.14 0.16 0.55 .13 1.26 1.27 1.21 0.36 0.33 0.78
EW-1 2.12 0.91 2.81 4.04 2.74 2.71 2.91 2.88 0.29 0.19
EW-2 0.05 0.30 0.49 0.55 0.51 0.05 0.07 0.12 0.00
EW-3 .18 0.84 1.80 1.48 0.43 0.50 0.38 0.01 0.30 0.45
EW—4 0.09 0.06 0.13 0.20 0.20 0.23 0.24 0.26 0.23
EW-5 0.20 0.07 0.07 0.10 0.08 0.04 0.04 0.04 0.04 0.03
EW-5A 2.03 1.89 2.61 2.75 1.38 1.41 1.21 1.10 1.29 0.37
EW6 0.01 0.01 0.00 0.00 0.04 0.04 0.05 0.07 0.09
SVE-1 0.07 0.15 0.46 0.53 0.44 0.43 0.32 0.40 0.34
SVE-2 0.17
SVE3 1.06 0.95 = =
SVE4 - - - -— -— -—- - — -— —_
SVE-S 1.08 0.08 0.07 0.10 0.06 <0.01 — - 0.00

--- Not Recorded

Astaco ® Austin Research Enginears ® c’i\on-Nohhnm ® Empire Soils investigations ® Huntingdon ® Kensss City Testing
Maxim Enginesrs ® Nebraska Testing ® Patzig Testing ® Southwestern Laboratories ® Thomas-Hartig ® Twin City Testing




MAXIM

TECHNOLOGIES. INC.

PRODUCT THICKNESS (FEET)

KOCH REFINING COMPANY - PLOVER, WISCONSIN

#3409500521
W—4 0.05 | 0.00 [ 0.01 | 0.01 0.06 | 0.11 0.10 | 0.12 0.12 0.01 0.02 0.00
MW-5 035 | 027 | 0.24 | 0.00 | 0.84 | 0.54 --- 0.21 0.39 0.50 0.15 0.01 0.01
MW-6 036 | 0.24 | 0.18 | 0.08 | -0.68 | 0.29 | 0.20 0.17 { 045 | 0.56 0.06 0.01 0.01
MW-7 071 { 070 { 092 | 226 | 0.77 | 0.83 0.01 0.00 { 0.01 0.03 0.02 0.00 0.00
MW-9 0.01 | 0.02 | 0.02 | 0.0l 0.00 | 0.00 ~-- 0.00 { 0.00 0.01 0.00 0.00 0.00
MW-16 0.10 | 0.16 | 0.17 | 0.07 | 0.01 { 0.02 - 0.01 | 0.02 0.01 0.05 0.03 0.00
RW-1 0.12 | 032 { 040 | 0.01 | 0.02 | 0.24 - 0.26 | 043 0.44 0.01 0.17 0.14
RW-2 0.55 | 0.81 | 0.88 | 0.14 | 0.39 | 0.57 --- 0.14 | 0.15 0.41 0.21 0.07 0.01
RW-3 0.00 | 0.00 | 0.01 | 0.00 | 0.00 | 0.00 --- 0.00 | 0.01 0.02 0.00 0.00 0.00
RW-4 0.86 | 0.78 | 0.43 | 036 | 0.07 | 0.02 0.62 0.10 | 0.31 0.42 0.07 0.06 0.01
EW-1 391 | 744 | 0.23 | 5.73 4.53 | 0.03 0.38 1.66 | 0.49 0.44 0.41 0.03 0.03
EWw-2 0.04 | 0.08 { 0.14 | 0.33 0.09 | 0.10 --- 0.12 } 0.01 0.10 0.00 0.00 0.00
EW-3 --- 093 | 1.36 | 3.38 2.61 1.82 | 0.49 0.29 } 0.55 0.71 0.05 0.18 0.02
EwW-4 0.21 | 0.17 | 0.16 | 0.16 | 0.13 | 0.14 - 0.13 | 0.04 0.04 0.01 0.01 0.00
EW-5 0.06 | 0.06 | 0.37 | 7.38 | 038 | 0.40 --- 0.30 { 0.26 0.30 0.08 0.02 0.06
EW-5A 363 | 292 | 0.81 | 037 | 027 | 292 0.22 0.33 | 2.64 10.76 4.14 4.19 0.88
EW-6 0.08 | 0.07 | 0.08 | 0.06 | 0.05 | 0.04 --- 0.00 | 0.04 0.04 0.05 0.01 0.02
SVE-1 0.35 -- --- 0.10 | 0.08 | 0.08 - 0.03 | 0.07 0.06 --- -- ---

--- Measurement not recorded

Well locations are depicted in Figures 2, 3, and 4.

Asteco ® Austin Research Engineers ®.Chen-Northern ® Empire Soils Investigations ® Kansas City Testing
Maxim Engineers ® Nebraska Testing ® Patzig Testing ® Southwestern Laboratories ® Thomas-Hartig ® Twin City Testing




MAXIM

TECHNOLOGIES, INC.

PRODUCT THICKNESS (FEET)
KOCH REFINING COMPANY - PLOVER, WISCONSIN

MAXIM #9857852
Dot S —— R B0 /0 32550 [0 [ 05T
MW-4  [0.02]| np | 0.02 | 0.03
MW-5 0.01 | 0.01 | 0.13 | 0.37 | 0.95 1.02 np np 0.01 0.01 0.04
MW-6 0.01 | 0.01 0.05 0.45 1.23 1.20 0.02 np 0.01 0.23 0.45 np np
MW-7 np np 090 | 0.26 | 1.94 1.84 0.78 0.01 0.14 0.04 0.06 np np
MW-9 np np np --- - np - np np -—- - np —
MW-16 0.03 np 0.05 0.07 | 0.08 0.05 --- np np -—- 0.01 np -
RW-] 0.17] 0.14 0.15 0.05 0.47 0.53 0.09 np 0.01 0.32 0.51 np 0.10
RW-2 0.07 | 0.01 0.51 0.45 1.40 1.39 0.21 np 1.03 0.08 0.10 0.01 0.04
RW-3 np np np 0.01 | 0.02 0.01 0.02 np 0.01 0.01 0.01 np np
RW-4 0.06{ 0.01 | 0.05 | 0.10 | 0.14 | 0.20 0.13 np 0.01 0.39 0.53 0.19 0.28
EW-1 0.03 | 0.03 | 0.21 | 0.32'] 0.90 1.13 0.01 1.18 0.02 0.93 1.28 0.36 0.25
EW-2 np np np np np np - 0.02 0.05 - 0.10 0.03 0.02
EW-3 0.18 0.02 | 0.80 | 0.45 | 0.97 1.17 1.85 1.75 0.47 0.17 0.05 0.02 np
EwW-4 001} np 0.01 0.02 0.02 0.01 --- 0.03 0.04 - 0.02 np 0.01
EW-5 0.02] 0.06 { 0.16 | 0.16 | 0.50 | 0.61 0.12 | 0.10 0.25 0.25 0.23 0.10 0.09
EW-5A 4191 0.88 | 0.12 | 448 | 0.36 | 0.36 0.50 0.35 0.19 3.83 0.01 0.01 0.01
EW-6 0.01 1 0.02 np --- -—- np - np np --- 0.02 0.01 0.01

--- Measurement not recorded )
Well locations are depicted in Figures 2, 3, and 4.
np - No Product .

Austin Research Engineers ® Chen-Northern ® Empire Soils Inveatigations
Kansas City Testing ® Southwestern Laboratories ® Twin City Testing




MAXIM

TECHNOLOGIES, INC.

PRODUCT THICKNESS (FEET)
KOCH REFINING COMPANY - PLOVER, WISCONSIN
MAXIM #9857852

MW-5 0.03 np 0.01 0.01 0.02 0.01 0.01 0.01 0.01
MW-6 np np 0.01 np np 0.01 0.01 0.01 np
MW-7 np np. | 0.01 np np np - 0.01 0.05
MW-9 - - np np - - - np np
MW-16 --- --- np np np np np np np
RW-1 0.04 | 0.04 | 0.16 0.02 0.02 0.02 0.01 0.01 0.03
RW-2 0.01 np 0.03 0.02 0.02 0.01 0.01 0.01 0.06
RW-3 np np np np 10.01 0.01 np 0.01 np
RW-4 0.10 np 0.31 0.10 0.02 0.01 0.01 0.27 0.05
EW-1 0.10 | 0.01 0.60 0.18 0.32 0.01 np 0.18 0.05
EW-2 0.01 np 0.01 np 0.03 0.01 0.01 np np
EW-3 np np 0.01 0.02 0.01 0.01 np 0.01 np
EW-4 np np 0.01 np np np np 0.01 np
EW-5 0.08 | 0.01 0.04 0.05 0.02 0.01 0.01 0.07 0.04
EW-5A 0.01 | 0.11 0.14 0.25 0.31 0.12 0.07 0.02 0.05
EW-6 0.01 | 0.01 0.01 0.01 np 0.01 0.01 0.01 np

--- Measurement not recorded

Well locations are depicted in Figures 2, 3, and 4.

np - No Product

Austin Research Engineers ® Chen-Northern ® Empire Soils Investigations
Kansas City Testing ® Southwestern Laboratories ® Twin City Testing




MAXIM

TECHNOLOGIES, INC.

PRODUCT THICKNESS (FEET)
KOCH REFINING COMPANY - PLOVER, WISCONSIN
MAXIM #9857852

Date: Sampled | 1/6/98 [1/28/9
Mw-4 0.01 np
MW-5 0.01 0.01
MW-6 0.01 np
Mw-7 0.01 0.05
MW-9 np np
MW-16 np np
RW-1 0.01 0.03
RW-2 0.01 0.06 { 0.23 | 0.67 | 0.12 | 0.02 | 0.04 | 0.01 np | 0.02 np
Rw-3 0.01 np np 0.01 np 0.01 np 0.01 np np np
RW-4 0.27 0.05 0.05 | 0.10| 0.01 0.01 | 0.02 np np np np
EW-1 0.18 0.05 0.21 {0.16 | 0.10 { 0.01 | 0.55] 0.01 |0.27]0.02 | 0.21
EwW-2 np np --- 0.01 np np np 0.01 np np np
EwW-3 0.01 np np np np np np np np np 0.01
EW-4 0.01 np —- 0.11 ] 0.01 np np np np np np
EW-5 0.07 0.04 | 0.10 | 0.28 | 0.14 | 0.01 | 0.09 } 0.01 np | 0.03 | 0.07
EW-5A 0.02 0.05 506 {096 | 049 | 0.01 {594 3.32 | 0.87|0.75| 0.78
EW-6 0.01 np - 0.01 np np np np np np np

--- Measurement not recorded i
Well locations are depicted in Figures 2, 3', and 4.
np - No Product '

Austin Research Engineers ® Chen-Northern ® Empire Soils Investigations
Kansas City Testing ® Southwestern Laboratories ® Twin City Testing



MAXIM

TECHNOLOGIES, INC.®

PRODUCT THICKNESS (FEET)

KOCH PETROLEUM GROUP, L.P.

PLOVER, WISCONSIN

MAXIM #9857852

. DATE
Location 8/17/98 9/1/98 10/1/98 | 10/27/98 | 1/19/99 | 1/20/99 | 1/29/99 4/5/99 4/15/99 | 5/25/99 | 6/23/99
Mw-4 - - X X X X
MW-5 - 0.01 X X X
MW-6 - 0.01 - X 0.02 X X X X
MW-7 . X 0.02 X X X X
MWwW-9 X X X X X X X X X X
MW-16 X X X X X X X X
RW-1 0.01 0.01 0.01 X 0.01 X X X X
RW-2 X X X X X X X -
RW-3 - X X X X X X X
RW-4 0.07 0.01 0.01 0.01 X 0.02 X 0.02 X X -
EW-1 0.27 0.02 0.14 0.14 X 0.01 X 0.05 X X 0.08
EW-2 - X - X X X X .
EW-3 . X X X X X
EW-4 X 0.01 - X - X X X X -
EW-5 0.05 - X 0.01 X 0.08 X X
EW-5A 0.06 0.05 0.05 X 0.01 X X X X -
EW-6 X 0.01 - - X - X "X X X -
X = Measurement not recorded
- = No Product
AS A MUTUAL PROTECTION TO OUR CLIENTS, THE PUBLIC AND OURSELVES ALL MAXM TECHNOLOGIES, INC." REPORTS ARE SUBMTTED AS THE CONFIDENTIAL INFI OF CLIENTS, AND TION OF STATEMENT,CONCLUSIONS OR FROM OUR 318




MAXIM

TECHNOLOGIES, INC.®

PRODUCT THICKNESS (FEET)
KOCH PETROLEUM GROUP, L.P.

PLOVER, WISCONSIN

MAXIM #9857852

Date

5/25/1999

6/23/1999

7/14/1999

8/9/1999

8/23/1999

10/27/1999

1/5/2000

4/10/2000

71312000

10/18/2000

2/16/2001

Location

GRTS OFF

GRTS ON

GRTS OFF

GRTS OFF

GRTS ON

GRTS OFF

GRTS ON

GRTS OFF

GRTS OFF

GRTS OFF

GRTS OFF

MW-4

MW-5

MW-6

MW-7

MW-9

MW-16

RW-1

RW-2

RW-3

RW-4

EW-1

EW-2

EW-3

EW-4

EW-5

EW-5A

EW-6

X = Measurement not recorded

= No Product

AS A MUTUAL PAOTECTION TO OUR CLIENTS, THE PUBLIC AND DURSELVES ALL MAXAI TECHNOLOGIES, INC.* REPORTS ARE SUBIMITTED AS THE CONFIDENTIAL INFORMATION OF CLIENTS, AN AUTHORIZATION OF STATEMENT,CONCLUSIONS OR EXTRAC NONS FROM OUR REPORTS IS RESEAVED.




MAXIM

]

TECHNOLOGIES INC

PRODUCT THICKNESS (FEET)
KOCH PIPELINE COMPANY

PLOVER, WISCONSIN
MAXIM #1340171

Date | 2/16/2001 | 3/2/2001 | 4/18/2001 | 5/24/2001 | 6/7/2001 | 8/28/2001 | 9/24/2001 {11/14/2001| 2/19/2002 | 5/19/2002
Location GRTS OFF GRTS ON GRTS OFF | GRTS OFF | GRTS OFF | GRTS OFF | GRTS OFF { GRTS OFF | GRTS OFF | GRTS OFF
MW-4 X X - X -
MW-5 X --sheen - - X X X X X
MW-6 X - X - X . .
MW-7 - X sheen - - X sheen
MW-9 - X X X
MW-16 X - - - X - sheen -
RW-1 - X sheen - - X - sheen
RW-2 X X X - X X X X
RW-3 - X - - X - X -
RW-4 X sheen - - X . . N
EW-1 X - - X X X X X X
EW-2 X - X X X X X X
EW-3 - X - X X X X X X
EW-4 X X X X X X X X
EW-5 0.04 X X X X X X X
EW-5A X - - X X X X X
EW-6 X - - X X X X X X

X

= Measurement not recorded

= No Product

AR A MUTUAL PROTEC TKIN TC OUR CLIENTS, THE PUBLIC AND DURSELVES ALL MAZM TECHNOLOGHS, INC ° REPORTS ARE SUBMIT TED AS THE CONFIDENTIAL INFORMATION OF CLIENTS, AND AUTHORIZATION OF STATEMENT CONCLUSIONS OR EXTRAC TIONS FROM (LR REPOR1S IS RESERVED




» | TABLE 2
ADDITIONAL GROUNDWATER TABLE ELEVATIONS



MAXIM

TECHNOLOGIES

A DIVISION OF TETRA TECH. INC.

GROUNDWATER TABLE ELEVATIONS
KOCH PIPELINE COMPANY, LP PLOVER, WISCONSIN
MAXIM #5340049

Location ET;‘;;?:: Well Depth] 5/8/2003 | 8/20/2003 |11/24/2003| 2/25/2004 | 5/26/2004 | 8/20/2004 |11/30/2004| 2/15/2005 | 5/31/2005 | 6/30/2005 |10/1 312005}
e (toc) (toc) ASISVE off | ASISVEoff | ASISVEoff | ASISVEon | ASISVEon | ASISVEon | ASISVEoff | ASISVEoff | ASISVEoff | ASISVEoff | ASISVE off
MW-1 1074.05 37.0 r X 0407 X X X l')'?"""--'--'x X X X 1040.75
MW-2 1075.30 39.4 1042.40 1042.20 1041.91 "X X X X X X X 1042.1 2
MW-3 1077.43 41.7 X 1041.55 X X X X X X X 1041.39 1041 :51
MW-4 1075.48 41.4 1040.96 1040.65 1040.41 1040.38 1041.13 1041.38 1040.67 1040.57 1040.59 1040.43 1040.61
MW-5 1074.08 35.5 X 1042.58 X X X X X X X X
MW-6 1076.12 41.9 1041.27 1041.01 1040.75 1040.77 X 1041.61 1041.04 1040.91 1040.95 X 1040.97
MW-7 1075.56 42.4 1040.56 1040.26 1040.03 1040.01 1041.54 1040.81 1040.28 1040.18 1040.18 1040.04 1040.18
MW-8 1075.61 42.6 1040.66 1040.36 "X X X X X X X X 1040.30
MW-9 1075.76 42.0 1040.43 1039.82 1039.63 1039.46 1039.99 1040.21 1039.85 1039.74 1039.74 1039.59 1039.77
MW-10 1076.79 421 X 1040.95 X X X X X X X X 1040.94
MW-11 1075.82 425 1039.89 1039.49 1039.34 1039.17 1039.80 1039.95 1039.53 1039.44 1039.42 X 1039.47
MW-12 1075.89 42,5 1040.19 1039.86 1039.67 1039.56 1039.04 1040.32 1039.89 1039.80 1039.78 1040.64 1039.82
MW-13 1075.97 42.8 1039.77 1039.38 1039.23 1039.08 1039.65 |- 1039.82 1039.41 1039.32 1039.31 X 1039.33
MW-14 1077.11 417 X 1041.52 X X X "X X X X X 1041.51
MW-16 1075.49 42.3 1040.07 1039.77 1039.62 1039.44 | 1040.01 1040.24 1039.80 1039.71 1039.71 1039.57 1039.72
MW-17 1074.77 30.9 X 1040.37 X 1039.99 1040.54 1040.87 1040.40 1040.25 1040.31 X 1040.35
MW-18 1075.48 42.4 1039.83 1039.46 1039.32 1039.18 1039.72 1039.92 1039.50 1039.33 1039.40 X 1039.42
MW.-19 1074.46 42.2 1039.96 1039.67 1039.52 X X X X X X X 1039.63
MW-20 .1076.31 425 1039.31 1038.86 1038.75 .1038.58 1038.25 1039.20 1038.88 1038.82 1038.73 1038.63 1038.78
MW-21 1076.58 47.3 1038.99 1038.43 1038.36 1038.18 1038.90 1038.72 1038.42 1038.37 1038.31 1038.17 1038.02
MW-22 1076.63 46.5 1039.31 1038.87 |  1038.78 X X X X X X X 1038.83
MW-23 1076.07 47.1 1039.34 1038.87 . | 1038.76 X X X X X X 1038.66 1038.82
RW-1 1076.05 46.8 1042.12 1041.87 1041.57 - X X X X X X 1039.79 X
RW-2 1074.82 40.0 X 1040.44 X X X X X X X X X
RW-3 1073.92 40.1 1040.95 1040.71 1040.46 X X X X X X X X
RW-4 1074.50 40.1 1041.35 1041.12 1040.84 X X X X X X X X
PZ-1 1077.17 56.0 X 1041.50 X X X X X X X X 1041.48
PZ-2 1074.35 57.0 X 1041.14 X - X X X X X X X 1041.05
PZ-3 1075.51 56.4 X 1039.75 X X X X X X X X 1039.71
EW-1 1074.51 45.0 bls X X X X X X X X X X X
EW-2 1073.00 450 bls X X X X X X X X X X X
EW-3 1074.21 45,0 bls X X X X X X X X X X X
EW-4 1075.81 45.0 bls X X X X X X X X X X X
EW-5 1074.37 45.0 bls X X X X X X X X X X X
EW-5A 1073.59 57.0 bls X X X X X X X X X X X
EW-6 1075.46 44.0 bls X X X X X X X X X X X
EW-7 1074.45 45.0 bls X X X X X X X X X X X
|_EW.-8 1073.45 51.0 bls X X X X X X X X X X X

Values are in feet above mean sea level

* GRTS has been off-line since July 2000

toc = top of casing

X = Measurement not recorded
* AS/SVE was restarted and operated from 1/17/04 to 9/23/04

bis = below land surface
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WDNR Case Summary and Close Out Form Koch Pipeline Company, LP

GIS Registry Checklist Information Plover, Wisconsin Site
RP Statement BRRTs # 02-50-000181

“I believe that the attached legal description of the property owned by Herman &
Agnes Benaszeski, is the only property within the boundary of the Flint Hills
Resources, LP’s petroleum-impacted site, operated by Koch Pipeline Company, LP,
that has residual petroleum-impacted groundwater in excess of ch. NR 140
enforcement standards.”

Dated: ?*’//‘" J&

. Mafion” ©

: Hill qﬁrce_s, LP

Junction City, WI Terminal Manager
2267 State Highway 34

Junction City, WI 54443
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E iFLINT HiLLS

August 29, 2006

Mr. Herman Benaszeski

C/O William C Hess, Attorney

Hess, Dexter, Reinertson & Brunner S C
605 Scott Street

Wausau, Wl 54403

SUBJECT: GIS Registration Notification
Flint Hills Resources, LP — Plover Release Site
Plover, Wisconsin
WONR - BRRTS # 02-50-000181

Dear Mr. Benaszeski:

In accordance with contaminated site closure requirements of s. NR 726.05 (2)(b)4, Flint Hills Resources,
LP (FHR) Is providing the following information regarding the residual groundwater contamination on your
property that appears to have originated from operation of our pipeline located on the west side of your
property on River Road, Plover, Wisconsin.

Groundwater contamination that appears to have originated within the pipeline easement on the west side
of your property, remains on your property. The levels of trimethylbenzenes and naphthalene in the
groundwater on your property are above the state groundwater enforcement standards found in chapter
NR 140, Wisconsin-Administrative Code. However, the environmental consultants who have investigated
this contamination have informed me that this groundwater contaminant plume is stable or receding and
will naturally degrade aver time. { believe that aliowing natural attenuation to complete the cleanup at this
site. will meet the requirements for case closure that are found in chapter NR 726 and chapter NR 748,
Wisconsin Administrative Code, and will be requesting that the Department of Natural Resources accept
natural attenuation as the final remedy for this site and grant case closure. Closure means that the
Department will not be requiring any further investigation or cieanup action to be taken, other than the

- refiance on natural attenuation. A copy of the Department of Natural Resources’ publication #RR-671,

Information About Using Natural Attenuation To Clean Up Contaminated Groundwater, is attached.

Since the source of the groundwater contamination is not on your properly, neither you nor any
subsequent owner of your property will be held responsible for investigation or cleanup of this
groundwater contamination, as long as you and any subsequent owners comply with the requirements of
section 292.13, Wisconsin Statutes, including allowing access to your property for environmental
investigation or cleanup, if access Is required. For further information on the requirements of section
292.13, Wisconsin Statutes, you may call (800) 367-6076 for calls originating in Wisconsin, or (608) 264-
6020 if you are calling from out of state or within the Madison area. A copy of the Department of Natural
Resources’ publication #RR-589, Faci Sheet 10: Guidance for Dealing with Properties Affected by
Off-Site Contamination, is attached.

The Department of Natural Resources will not approve FHR's closure request for at least 30 days after
the date of this letter. As an affected property owner, you have a right to contact the Depariment to
provide any technical information that you may have that indicates that closure should not be granted for
this site. If you would like to submit any information to the Department of Natural Resources that is
relevant to this closure request, you should mail that information to: WDNR, Attn: Ms. Lisa Gutknecht,
5301 Rib Mountain Drive, Wausau W/, 54401.

Page 1of 2
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if this case is closed, all properties within the site boundaries where groundwater contamination exceeds
chapter NR 140 groundwater enforcement standards will be listed on the Department of Natural
Resources' geographic information system (GIS) Registry of Closed Remediation Sites. The information
on the GIS Registry includes maps showing the location of properties in Wisconsin where groundwater
contamination above chapter NR 140 enforcement standards was found at the time that the case was
closed. This GIS Registry will be available to the general public on the Department of Natural Resources’
internet web site. Please review the following legal description of your property, and notify me within the
next 30 days if the legal description is incorrect:

Parcel Identifi Number: 173- ;04
Government Lot 4 SE%, Nw %, Section 20, Township 23 North, Range 8 East, Portago
County, Wisconsin (approximately 37.73 acres).

Should you or any subsequent property owner wish to construct or reconstruct a well on your property,
special well construction standards may be necessary to protect the well from the residual groundwater
contamination. . Any well driller who proposes to construct a well on your property in the future will first
need to call the Diggers Hotline (800-242-8511) if your property is located outside of the service area of a
municlpally owned water system, or contact the Drinking Water program within the Department of Natural
Resources #.your property is located within the designated service area of a municipally owned water
system, to determine if there is a need for special well construction standards.

Once the Department makes a decision on the closure request, it will be documented in a letter. if the
Department grants closure, you may obtain a copy of this letter by requesting a copy from me, by writing
to the agency address given above or by accessing the DNR GiS Registry of Closed Remediation Sites
on the Internet at www.dnr.state.wi.us/org/at/et/geo/gwur. A.copy of the closure letter will be included as
part of the site file on the GIS. Heglstry of Closed Hemedtatron Sites.

if you need more mformatlon you may contact Mr Marv:n DedJear (651) 480-3902 or me at Flint Hilis
Resources, LP, 2267 State Highway 34, Junction City, WI, 54443, Telephone # (715) 457-6404. You
may aiso contact the WDNR, Attn: Ms. Lisa Gutknecht, 5301 Rib Mountain Drive, Wausau, Wl 54401,
Telephone # (715) 359—6514

Sincerely,

Flint Hills Resources, LP

Shawn Marion

FHR - Junction City, Wi Terminal Manager
Enclosures

Page 2 of 2
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ATTACHMENT #2
GIS REGISTRY INFORMATION

LIST OF ADDRESSES OF OFF-SOURCE PROPERTIES

PIN: 173230820:04

Herman & Agnes Benaszeski
4600 River Drive (Parcel Address) 11803 Ringle Avenue (Home Address)

Plover, Wisconsin 54467 Ringle, WI 54471
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