GIS REGISTRY INFORMATION

SITE NAME: Winch Qil

BRRTS #: 02-72-000080 FID # (if appropriate): 772072180

COMMERCE # (if appropriate): 54489-9999-18-A

CLOSURE DATE: 20-Aug-07

STREET ADDRESS: 6564 Cameron Avenue

CITY: Vesper

SOURCE PROPERTY Locational COORDINATES (meters

in WTM91 projection): X= 522530 Y= 445646
CONTAMINATED MEDIA: Groundwater - Soil Both X
OFF-SOURCE GW CONTAMINATION >ES: [X]ves [Ino

IF YES, STREET ADDRESS 1: Parcel ID # 29-00447

Locational COORDINATES (meters in WTM91 projection):  X= 522563 Y= 445747
OFF-SOURCE SOIL CONTAMINATION >Generic or Site-

Specific RCL (SSRCL): Yes X |No

IF YES, STREET ADDRESS 1:

Locational COORDINATES (meters in WTM91 projection):  X= Y=

CONTAMINATION IN RIGHT OF WAY: X |Yes No

DOCUMENTS NEEDED:

Closure Letter, and any conditional closure letter or denial letter issued X
Copy of any maintenance plan referenced in the final closure letter. X
Copy of (soil or land use) deed notice if any required as a condition of closure NA
Copy of most recent deed, including legal description, for all affected properties X
Certified survey map or relevant portion of the recorded plat map (if referenced in the legal description ) for all affected properties X
County Parcel ID number, if used for county, for all affected properties X
Location Map which outlines all properties within contaminated site boundaries on USGS topographic map or plat map in sufficient detail to permit the

parcels to be located easily (8.5x14" if paper copy). If groundwater standards are exceeded, the map must also include the location of all municipal and

potable wells within 1200’ of the site. X
Detailed Site Map(s) for all affected properties, showing buildings, roads, property boundaries, contaminant sources, utility lines, monitoring wells

and potable wells. (8.5x14", if paper copy) This map shall also show the location of all contaminated public streets, highway and railroad rights-of-way in

relation to the source property and in relation to the boundaries of groundwater contamination exceeding ch. NR 140 ESs and soil contamination exceeding

ch. NR 720 generic or SSRCLS. X
Tables of Latest Groundwater Analytical Results (no shading or cross-hatching) X
Tables of Latest Soil Analytical Results (no shading or cross-hatching) X
Isoconcentration map(s), if required for site investigation (SI) (8.5x14" if paper copy ). The isoconcentration map should have flow direction and
extent of groundwater contamination defined. If not available, include the latest extent of contaminant plume map. X
GW: Table of water level elevations, with sampling dates, and free product noted if present X
GW: Latest groundwater flow direction/monitoring well location map (should be 2 maps if maximum variation in flow direction is
greater than 20 degrees) X
SOIL: Latest horizontal extent of contamination exceeding generic or SSRCLs, with one contour X
Geologic cross-sections, if required for SI. (8.5x14' if paper copy) X
RP certified statement that legal descriptions are complete and accurate X
Copies of off-source notification letters (if applicable) X
Letter informing ROW owner of residual contamination (if applicable)(public, highway or railroad ROW) X
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State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

West Central Region Headquarters

Jim Doyle, Governor ‘ 1300 W. Clairemont Avenue

Scott Hassett, Secretary PO Box 4001

Scott Humrickhouse, Regional Director Eau Claire, Wisconsin 54702-4001

WISCONSIN Telephone 715-839-3700
DEPT. OF NATURAL RESOURCES FAX 715-839-6076

TTY 715-839-2786

August 20, 2007 BRRTS #: 02-72-000080

Greg Gerards Certified Lette‘ ga
- USPS Article #70 05 6990 7385

Harmony Country Coop
PO Box 407
Colby, Wi 54421

Mr. William Winch Certified Letter

Winch Oil Company USPS Article #7002 3150 0005 6990 7392
6564 East Cameron Avenue

Vesper, Wl 54489

RE: Final Case Closure with Land Use Limitations or Conditions,
Winch Oil Site, Vesper, Wisconsin.

Dear Mr. Gerads and Mr. Winch:

The Wisconsin Department of Natural Resources Westcentral Region Closure Committee
reviewed the above referenced case for closure. This committee reviews environmental
remediation cases for compliance with state laws and standards to maintain consistency in the
closure of these cases. On May 31, 2007, you were notmed that the Closure Committee had

granted conditional closure to this case.

On August 14, 2007, the Department received correspondence indicating that you have
complied with the requirements of closure. The conditions for closure included monitoring well
abandonment, documentation indicating that all waste generated as part of the site investigation
and cleanup of this site was disposed of or treated in accordance with Department of Natural
Resources’ rules, and placement of the site on the State’s GIS Registry of Closed Remediation
Sites. In addition, due to the residual contamination at this site the Closure Committee required
that land use controls be piaced on the property regarding the maintenance of the gravel
surface area as described in the maintenance plan included in the closure request, as well as
for additional investigation and possible remediation of the areas beneath the store building and
storage building along the north side of the alley if these structures are removed. In addition,
because two monitoring wells, MW-8 and MW-13, could not be located, they must be
abandoned in accordance with State regulations should they ever be found in the future.

Based on the correspondence and data provided, it appears that your case meets the
requirements of ch. NR 726, Wisconsin Administrative Code. The Department considers this
case closed and no further investigation or remediation is required at this time.

www.dnr.state. wi.us Quality Natural Resources Management ' 6
www wisconsin.gov Through Excellent Customer Service ermeson
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August 20, 2007 BRRTS #: 02-72-000080

Greg Gerards - Harmony Country Coop
Mr. William Winch - Winch Oil Company
Page 2

Closure Conditions

Please be aware that pursuant to s. 292.12 Wisconsin Statutes, compliance with the
requirements of this letter is a responsibility to the current property owner and any subsequent
property owners must adhere. If these requirements are not followed or if additional information
regarding site conditions indicates that contamination on or from the site poses a threat to public
health, safety, welfare, or the environment, the Department may take enforcement action under
s. 292.11 Wisconsin Statutes to ensure compliance with the specified requirements, limitations
or other conditions related to the property or this case may be reopened pursuant to s. NR
726.09, Wis. Adm. Code. ltis the Department’s intent to conduct inspections in the future to
ensure that the conditions included in this letter including compliance with referenced

maintenance plans are met.

Structural Impediments

Structural impediments existing at the time of cleanup, particularly the store building and the
storage building on the north side of the alley, made investigation and remediation of the soil
contamination on this property impracticable. Pursuant to s. 292.12(2)(b), Wis. Stats., if the
structural impediments on this property that are described above are removed, the property
owner shall conduct an investigation of the degree and extent of petroleum-related
contamination. If contamination is found at that time, the Wisconsin Department of Natural
Resources shall be immediately notified and the contamination shall be properly remediated in
accordance with applicable statutes and rules. If soil in the specific locations described above is
excavated, the property owner at the time of excavation must sample and analyze the
excavated soil to determine if residual contamination remains. If sampling confirms that
contamination is present the property owner at the time of excavation will need to determine
whether the material would be considered solid or hazardous waste and ensure that any
storage, treatment or disposal is in compliance with applicable statutes and rules. In addition,
all current and future owners and occupants of the property need to be aware that excavation of
the contaminated soil may pose an inhalation or other direct contact hazard and as a result
special precautions may need to be taken during excavation activities to prevent a health threat

to humans.

Cover or Barrier

Pursuant to s. 292.12(2)(a), Wis. Stats., the gravel and asphalt covers that currently exists in the
location shown on the attached map shall be maintained in compliance with the attached
maintenance plan in order to prevent direct contact with residual soil contamination that might
otherwise pose a threat to human heaith. If soil in the specific locations described above is
excavated in the future, the property owner at the time of excavation must sample and analyze
the excavated soil to determine if residual contamination remains. If sampling confirms that
contamination is present the property owner at the time of excavation will need to determine
whether the material would be considered solid or hazardous waste and ensure that any
storage, treatment or disposal is in compliance with applicable statutes and rules. In addition,
all current and future owners and occupants of the property need to be aware that excavation of
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the contaminated soil may pose an inhalation or other direct contact hazard and as a result
special precautions may need to be taken during excavation activities to prevent a heaith threat

to humans.

Pursuant to s. 292.12(2)(a), Wis. Stats., the gravel and asphait covers that currently exists in the
location shown on the attached map shall be maintained in compliance with the attached
maintenance plan in order to minimize the infiltration of water and prevent additional
groundwater contamination that would violate the groundwater quality standards in ch. NR 140,
Wis. Adm. Code, and to prevent direct contact with residual soil contamination that might
otherwise pose a threat to human health. If soil in the specific locations described above is
excavated in the future, the property owner at the time of excavation must sample and analyze
the excavated soil to determine if residual contamination remains. If sampling confirms that
contamination is present the property owner at the time of excavation will need to determine
whether the material would be considered solid or hazardous waste and ensure that any
storage, treatment or disposal is in compliance with applicable statutes and rules. In addition,
all current and future owners and occupants of the property need to be aware that excavation of
the contaminated soil may pose an inhalation or other direct contact hazard and as a result
special precautions may need to be taken during excavation activities to prevent a health threat

to humans.

Prohibited Activities

The following activities are prohibited on any portion of the property where [pavement, a building
foundation, soil cover, engineered cap or other barrier] is required as shown on the attached
map, unless prior written approval has been obtained from the Wisconsin Department of Natural
Resources: 1) removal of the existing barrier; 2) replacement with another barrier; 3) excavating
or grading of the land surface; 4) filling on capped or paved areas; 5) plowing for agricultural
cultivation; or 6) construction or placement of a building or other structure.

Vapor Migration

In addition, depending on site-specific conditions, construction over contaminated materials may
result in vapor migration into enclosed structures or migration along newly placed underground
utility lines. The potential for vapor inhalation and mitigation should be evaluated when planning
any future redevelopment, and measures should be taken to ensure the continued protection of
public health, safety, welfare and the environment at the site.

Monitoring Wells that could not be properly abandoned

On August 13, 2007 your consultant, Steve Henkle from MSA Professional Services, notified the
Department that monitoring wells MW-8 and MW-13 located on the subject property (see
Attachment for locations) could not be properly abandoned because they had been lost due to
being covered, or removed during site construction activities. Your consultant has made a
reasonable effort to locate the lost wells to determine whether they were properly abandoned



August 20, 2007 BRRTS #: 02-72-000080

Greg Gerards - Harmony Country Coop
Mr. William Winch - Winch Oil Company
Page 4

but has been unsuccessful in those efforts. You need to understand that in the future you may
be held liable for any problems associated with monitoring wells MW-8 and MW-13 if they
create a conduit for contaminants to enter groundwater. If in the future any of the lost
groundwater monitoring wells are found, the then current owner of the subject property will be
required to notify the Department and to properly abandon the wells in compliance with the
requirements in ch. NR 141, Wis. Adm. Code, and to submit the required documentation of that

abandonment to the Department.

Because these lost monitoring wells were not properly abandoned, your site will be listed on the
DNR Remediation and Redevelopment GIS Registry of Closed Remediation Sites, as discussed

in the next paragraph.

GIS Registry

Your site will be listed on the DNR Remediation and Redevelopment GIS Registry of Closed
Remediation Sites for the following reasons:

o Remaining Residual Groundwater Contamination

o Remaining Residual Soil Contamination

o Structural Impediment

o Cover or Barrier

o Monitoring Wells that could not be properly abandoned

Information that was submitted with your closure request application will be included on the GIS
Registry. To review the sites on the GIS Registry web page, visit

http://dnr.wi.gov/org/aw/rr/gis/index.htm. If your property is listed on the GIS Registry because
of remaining contamination and you intend to construct or reconstruct a well, you will need prior

Department approval in accordance with s. NR 812.09(4)(w), Wis. Adm. Code. To obtain
approval, Form 3300-254 needs to be completed and submitted to the DNR Drinking and
Groundwater program'’s regional water supply specialist. This form can be obtained on-line

httg://www.dnr.state.wi.us/org/water/dwg/3300254.Qdf or at the web address listed above for the
IS Registry.

.%’ECFA Reimbursement

Section 101.143, Wis. Stats., requires that PECFA claimants seeking reimbursement of interest
Costs, for sites with petroleum contamination, submit a final reimbursement claim within 120
d~::1ys after they receive a closure letter on their site. For claims not received by the PECFA
P rogram within 120 days of the date of this letter, interest costs after 60 days of the date of this
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letter will not be eligible for PECFA reimbursement. If there is equipment purchased with
PECFA funds remaining at the site, contact the Commerce PECFA Program to determine the

method for salvaging the equipment.

The Department appreciates your efforts to restore the environment at this site. If you have any
questions regarding this closure decision or anything outlined in this letter, please contact
Tom Hvizdak at (715) 421-7850.

Sincerely,

William Evans
West Central Region Remediation and Redevelopment Supervisor

Attachment: Surface Cover Maintenance Plan

C: Tom Hvizdak — WDNR
Steve Henkle, MSA, 201 Corporate Dr., Beaver Dam, Wi 53916-3071

Dee Zoellner, Wis. Dept. of Commerce (e-mail, w/o Attachment)
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State of Wisconsin
Department of Natural Resources

Route to;  Solid Waste[J Haz Waste[J Wastewaser(l

Env. Response & Repair (1 Underground Tanks & Other oo
i Well Name

MONITORING WELL CONSTRUCTION
Form 4400-113A Rev. 4-950

ty/Project Name of We
_ ft. DDNS ft. EE!.! MwW-8
éﬁﬁty EEcense. Ecnmtorhmumr'mg humg( Grid Origin Location : que:WelkN
_______ Lat. Long. or e
Type of Well Water Table Obscrvation Weil @11 Is¢. plane &N, 5 ell Instalied 12714492
Piezometer O 2 _ISection Location of Waste/Source mpm_m_:%%—
Distance Well Is From Waste/Source Boundary f SE1/4of SE_1/d of Sec. 12.T.23 N, R4 EG). Tuue; y:}(lms ame and
Sy gy om_TescC
Ts Well A Point of Enforcement Std. Applicaton? | y Ug&ﬁilnkehnve;o w”g"{s i
0 Yes @MN |4 0Downeradient n [ NotKnown STS Consultants, Ltd.
A. Protective pipe, topelevation _ _2 8 8 2 fr MSLX /I.Capmdlock? B Ys OMN
58 fuMSL 2. Protective cover pipe:
B. Well casing, opelevation. . 9.8 58 TR« hide tiameer _4.0in
C. Land surface elevation _-925 30 fMsL b. Length: 2O f
c. Material: Steed B1 0¢
D. Surface seal, bowom_ _9.3 50 fr MSLor _1.8 fu
12. USCS classification of soil near screen: d. Additional protection? OYsONMN
GPO MO oCO 6w swO SP ® If yes, describe:
sMpg scO MO MHO @ cH O
Bedrock O0
13. Sieve analysis attached? O Yes RN
14. Drilling method used: Rotary 0050
Hollow Stem Auger B 41
Other O
15. Drilling fluid used: Water 0 02 Ar O 01
DrillingMud ] 03  None & 99
. . i i a3
16. ing additives used? % c Lbs/gal mud weight..... Bentonite shary
Drilling additives 0 Yes BN o d.—— % Bentonjie ... .. Bentonite-cement grout O 5¢
Describe NA :‘ 1.6 Ft volmncaddedformyofthcabov‘e
17. Sourceof watg(machmalysis): f  How installed: Trems I g 31
NA % Gvity @ ¢
o 6. Bentonite seai: 2. Bentonite granules [ 3
E-Bentonite seaktop——————— f-MSLor ————— £t b. OV4in. O3/8in. 0172 in. Bentonitepellets O 3
c Oher O i
F. Fine sand, top .91 7 fuMSLor _ 3 6 ft X 7. Fine sand materiai: Manufacturer, product name & mesh size
a_Badger 40/60 Silica Sand
G.Fiterpack,top  __91 2 ftMSLor_ _4 1 b. Volume added __ 0.5 a3
8. Filter pack material: Manufacturer, product name and mesh s
H.Screen joint,top  __2.1 2 ft MSLor __4 1 o _Badger 40/60 Silica Sand -
. b. Volumeadded 2.5 ftd
I. Well bottom _812fMSLer 141 f 9. Well casing: Flush threaded PVC schedule 40 & 2
Flush threaded PYC schedule 80 [0 2
J. Filter pack, botom _ _80 8 ft. MSLor _14 5

K.Borehole,botom _ .80 .8 ft MSLor _14 5 ft
L. Borehole, diameter 80 in

M. OD.welicasing _2.38_  in

N. ID.wellcasing 2 05 i  Corehmark.

*NOTE: Elevations
referenced to on-site

10. Screen material:

11. Backfill material (below filter pack):

Oter O

PVC

Facworycut @ 1
Continuous slot 0 ¢
Other O
b. Mamfacturer Northern Aire/Crestline
c. Slot size:

d Slotted length:

a.  Screen type:

-horeby—certify—that the information on this form is true and correct to the best of my knowledae.

ket | WA

Fom

STS Consultants,

Ltd.

Please compiete bot/sides of this form and retum 10 the appropriate DNR office listed at the top of this form as required by chs. 144, 147 and 160, Wis. Stat

and ch. NR 141, Wis. Ad. Code: In accordance with ch.144, Wis Stats., failure

CEAMN far each dav af vinlatiem  Tn acrnardanca with ~k 147 Wia Conen oo

0 f:x-l‘e this form may result in a forfeiture of not less than $10, nor more than



State of Wisconsin

MONITORING WELL CONSTRUCTION

Deparument of Natural Resources Form 4400-113A 8-89
Facility/Project Name Grid Location IWell Name
. JSutpLy G-
‘:‘_‘B?Q( °'wFEM¢£ a‘}i < of f ONOS. Muj-13
acility License, Permit or Montoring Number £ 'Wis, Uruque Well Number: DNR Well Numb
Nen Ib 54 Lo gw [T DR
Typeof W ion W Section Location Date Well Instalied _—
Ypeof WellWatzz Tzble Observation Well B 11 o 2 ¢ 02 o%/ii
Piezometer anr | . SE 1/4 of _SE _1/4 of Section , mm d vy
Dis Waste/Source Bo Well Insuiled By: '
istance Well ls From Waste/ 2‘“?0 undary 123 NR. 4 meow ) ¥: {Person's Namie nc Fire)
: - _ft__MTocation of Well Relative to WuﬁSoun;e
Ts Well A Point of Eniorcement Std. Applicauon? O Upgradient ® Sidegradient
M Yes ad 03 Downgradiet  {J Not Known Enu M . I -
A. Protective pipe, top elevation  _ A7 2] & MSK /1- Cap and lock? B Yo O N
46 75 MSL 18 2. Protective cover pipe:
B. Well casing, top elevation 12, 12 R Q a. Inside diameter: q0;
C. Land surface elevation - _al’.’_ Z £ MsL b. Length: 1.0
. Material: Seel O O
2 O ft. ZO0HY ¢
D. Surface seal, botom_ _ _ _ ._ ft MSLor _« O t ;“\}‘\ —ATT A Ober O _
12. USCS classification of soil near screen: MRS 4 Additional protection? O Ys O N
Ocp OGM OCC OGY O SW OSP E I£ yes, describe:
OsM0Osc OMLOMHR®CL OCH Bertonie ®
O Bedrock 2 A 3. Surface seal: :“"'““ a .
- : 0 oncrete -
13. Sieve analysis antached? O Yes BN :: .'.::; a
14. Drilling method used: Rotary O 50 : 5 4. Matenal between well casing and protecuve pipe:
Hollow Stem Auger B 41 X Bentonite @ 3
Oher O ___ o Annular space seal []
. | Oher O _
15. Drilling ﬂm?):lcﬁiwszd aoz ar g; S. Arnular space seal: Granular Bentonite O 3
gMud 03 Noe ® Lbs/gal mud weight . . . Bentonite-sand sturry 00 3
: e .. . Lbs/gal mud weight . . . .. Bentonite slury O 2
?
16. Drilling additives used? [ Yes aMNo % Bentonite . ... .Bentonitecement grout 0 ¢
Describe ﬁ__O_-_é'_:':u_;_Ft volume added for any of the sbove
17. Source of water (attach analysis): owms ) Tremie 0 ¢
. ) Tremiepumped O
Cravity O ¢
6. Bentonite seal: Bentonite granules [0 -
E. Bentonite seal, top _ _ _ _ . _ f MSLor _ _2 O O1/4in. 03/8in. 0172 in. Bentonitepellets [ 2
Oher O
F. Finesand.top f MSLor 4 o ft 7. Fine sand material:  Mamufacnurer, product name and mesh s1
H4ofbo Sincn — BABemp
G.Filter pack, top  _ _ _ _ _ fr MSLor _ _ sott 3 RS Volume added 0.3 f3
8. Filter pack material: Manufacturer, product name and mesh
H. Well screen. top _ _ _ _ . _ f. MSLor __5 O ft 4 F Yofte Siicn —Ladsar
= . Volume added 3.2 ft
I. Well screen, bowom _ _ _ _  _ ftt MSLor /0 0 ft ‘ 9. Well casing: Flush threaded PVC schedule 40 & <
' \:; =4 Flush threaded PVC schedule 80 O *
I. Filter pack, bowom _ _ _ _ _ f MSLor _/0 O RS Other O
10. Screen material: PJc _
K. Borehole, botom  _ — _ _ ._ fuMSLor _10 O ft % Screen type: Factorycut B 1
///’e Continuous slot 0 ¢
L. Borehole, diameter _890 i A peve: ELEVATIONS Other O
Manufacturer CREST L INE
M. O.D. well casing _ _2 25 i ReFerenced Tv Slot size: 0.Q04¢
! : i
ON-SITE BEncH MARK Slotied lengeh 1.t
N. LD.wellcasing 2 OO i 11. Backfill material (below filter pack): Nore ®
Oher O

| hereby certify that the information on this form fs true and correct to the best of my knowiedge.
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STS GunsuctANTS L1p

ch.
weecola AL 1 A7Y ALSIL O._._ L USRI - IR S U

Please complete and return both sides ot tus form as required by chs. 144, 147 and 160, Wis. Stats., and ch. NR 141, Wis. Adm. Code. In accordance with
144, Wis Stats., failure to file this form may resultin a fqrfeign:. of not less than $10, nor more than $5.000 for each day of violation. In sccordance



State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

‘ Wisconsin Rapids Service Center
Jim Doyle, Governor : 473 Griffith Avenue

Scott Hassett, Secretary Wisconsin Rapids, Wisconsin 54494
Scott Humrickhouse, Regional Director Telephone 715-421-7800

WISCONSIN _
DEPT. OF NATURAL RESOURCES

FAX 715-421-7830

May 31, 2007 BRRTS #: 02-72-000080

Greg Gerards
Harmony Country Coop
PO Box 407
Colby, W1 54421

RE: Conditional Closure Decision With Requirements to Achieve Firf jsure,
Winch Oil Site, Vesper, Wisconsin.

Dear Mr. Gerads: ' @,

The Wisconsin Department of Natural Resources Westceéntral Region Closure Committee
reviewed your request for closure of the case described above. The Westcentral Region
Closure Committee reviews environmental remediation cases for compliance with state rules
and statutes to maintain consistency in the closure of these cases. After careful review of the
closure request, the Westcentral Region Closure Committee has determined that the petroleum-
related contamination on the site from the former underground and above ground petroleum
storage tank systems at the above-referenced location appears to have been investigated and
remediated to the extent practicable under site conditions. The above-referenced case has
been remediated to Department standards in accordance with s. NR 726.05, Wis. Adm. Code
and will be closed if the following conditions are satisfied: :

o The monitoring wells and remediation wells at the site must be properly abandoned in
compliance with ch. NR 141, Wis. Adm. Code. Documentation of well abandonment
must be submitted tome on Form 3300-5B found at
www.dnr.state . wi.us/org/water/dwg/gw/ or provided by the Department of Natural
Resources.

o Any remaining purge water, waste and/or soil piles generated as part of site investigation
- or remediation activities must be removed from the site and disposed of or treated in
accordance with Department of Natural Resources’ rules. Once that work is completed,
please send appropriate documentation regarding the treatment or disposal of the
remaining purge water, waste and/or soil piles. !

When the above conditions have been satisfied, please submit the appropriate documentation
(for example, well abandonment forms, disposal receipts, copies of correspondence, etc.) to
verify that applicable conditions have been met, and your case will be closed. Your site will be
listed on the DNR Remediation and Redevelopment GIS Registry of Closed Remediation Sites.
Information that was submitted with your closure request application will be included on the GIS
Registry. To review the site on the GIS Registry web page, visit http://maps.dnr.state.wi.us/brrts.

www.dnr.wi.gov Quality Natural Resources Management
www.wisconsin.gov Through Excellent Customer Service pinsdon
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Section 101.143, Wis. Stats., requires that PECFA claimants seeking reimbursement of interest
costs, for sites with petroleum contamination, submit a final reimbursement claim within 120
days after they receive a closure letter on their site. For claims not received by the PECFA
Program within 120 days of the date of this letter, interest costs after 60 days of the date of this
letter will not be eligible for PECFA reimbursement. If there is equipment purchased with
‘PECFA funds remaining at the site, contact the Commerce PECFA Program to determine the.
method for salvaging the equipment. _

Please be aware that the case may be reopened pursuant to s. NR 726.09, Wis. Adm. Code, if
additional information regarding site conditions indicates that contamination on or from the site
poses a threat to public health, safety, or welfare or to the environment.

We appreciate your efforts to restore the environment at this site. If you have any questions
regarding this letter, please contact me at (715) 421-7850.

Sincerely,

T~ 2947
Tom Hvizdak
Hydrogeologist

c: William Winch, Winch Oil Company, 6564 East Cameron Avenué, Vesper, Wi 54489
Steve Henkle, MSA, 201 Corporate Dr., Beaver Dam, Wl 53916-3071
Dee Zoellner, Wis. Dept. of Commerce



CAP & SURFACE COVER MAINTENANCE PLAN March 16, 2007

Winch Oil Company

6564 East Cameron Avenue

Vesper, WI 54489

BRRTS# 02-72-000080

Lot 6 of the Assessors Plat No. 1 of the Village of Vesper, Wood County, Wisconsin.

Introduction

This document is the Maintenance Plan for a soil cover at the above-referenced property in
accordance with the requirements of s. NR 724.13(2), Wisconsin Administrative Code. The
maintenance activities relate to the existing surface area over the contaminated soil on this site.
The contaminated soil is impacted by petroleum related compounds. The location of the surfaces
to be maintained in accordance with this Maintenance Plan, as well as the impacted soil are
identified in the attached map (Exhibit A).

Cover and Building Barriér Purpose

The asphalt, concrete, soil and gravel surfaces over the contaminated soil serve as a barrier to
prevent direct human contact with residual soil contamination that might otherwise pose a threat
to human health. The asphalt and concrete, as well as the compacted parking surface also act as
a partial infiltration barrier to minimize future soil-to-groundwater contamination migration that
would violate the groundwater standards in ch. NR 140, Wisconsin Administrative Code. Based
on the current and future use of the property, these surface barriers should function as intended
unless disturbed.

Annual Inspection

The parking lot and turf surfaces overlying the contaminated soil as depicted in Exhibit A will
be inspected once a year (normally in the spring after all snow and ice is gone) for deterioration,
and other potential problems that can cause additional infiltration into or exposure to the
underlying soils. The inspections will be performed to evaluate damage due to settling, exposure
to the weather, wear from traffic, increasing age and other factors. Any area where soils have
become or are likely to become exposed will be documented. A log of the inspections and any
repairs will be maintained by the property owner and is included as Exhibit B, Cap Inspection
Log. The log will include recommendations for necessary repair of any areas where underlying
soils are exposed. Once repairs are completed, they will be documented in the inspection log. A
copy of the inspection log will be sent to the Wisconsin Department of Natural Resources

(“WDNR?) at least annually after every inspection, unless otherwise directed in the case closure
letter.



Maintenance Activities

If problems are noted during the annual inspections or at any other time during the year, repairs
will be scheduled as soon as practical. Repairs can include filling, grading, and compaction
operations or they can include larger resurfacing or construction operations. In the event that
necessary maintenance activities expose the underlying soil, the owner must inform
maintenance workers of the direct contact exposure hazard and provide them with appropriate
personal protection equipment (“PPE”). The owner must also sample any soil that is excavated
from the site prior to disposal to ascertain if contamination remains. The soil must be treated,
stored and disposed of by the owner in accordance with applicable local, state and federal law.

In the event the surface area overlying the contaminated soil are removed or replaced, the
replacement barrier must be installed that is equally protective. Any replacement barrier will be
subject to the same maintenance and inspection guidelines as outlined in this Maintenance Plan
unless indicated otherwise by the WDNR or its successor.

The property owner, in order to maintain the integrity of the surfaces and/or the building, will

maintain a copy of this Maintenance Plan on-site and make it available to all interested parties
(i.e. on-site employees, contractors, future property owners, etc.) for viewing.

Amendment or Withdrawal of Maintenance Plan

This Maintenance Plan can be amended or withdrawn by the property owner and its successors
with the written approval of WDNR.

Contact Information

Site Owner and Operator:

Mr. William Winch, Winch Oil Company

6564 East Cameron Avenue, Vesper, WI 54489
715.569.4485

Consultant:

MSA Professional Services, Inc.
Mr. Brian Hegge — Project Manager
1835 North Stevens Street
Rhinelander, WI 54501
715.362.3244

WDNR:

Mr. Tom Hvizdak

473 Griffith Avenue
Wisconsin Rapids, WI 54494
715.421.7850



Description of Soil Performance Cover System

Areas of soil with residual petroleum compounds above the NR720 standards are present along
portions of the excavation perimeter beneath a minimum of three feet of compacted fill and/or
existing soil.  Site characteristics appear to meet the criteria for cover systems outlined in
WDNR PUB-RR-709 Guidance for Cover Systems as Soil Performance Standard Remedies.
The native soil along the western and eastern excavation perimeter is over two feet thick and
stabilized with grass cover. The alley has been repaved with asphalt. The remaining boundaries
are gravel parking lot. The fill and gravel placed in the excavation were sufficiently thick and
well compacted. The surface is also graded to avoid ponding and to direct runoff toward the
drainage ditches along the property perimeter.

The result is that groundwater concentrations are stable or declining, indicating that infiltration
through the residual contaminants is not overwhelming the ability of the natural system to
bioremediate the residual contaminants. The affected area is also zoned commercial and is used
to stage commercial vehicles and equipment/supplies, thereby minimizing the opportunity for
direct human contact with the residual contaminants.

September 2003 photos of the above referenced area and Maintenance Plan are also attached.
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Exhibit B
Barrier INSPECTION LOG

Inspection
Date

Inspector

Condition
of Cap

Recommendations

Have Recommendations from
previous inspection been
implemented?
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STATE BAR OF WISCONSIN FORM 1 - 1982
WARRANTY DEED

DOCUMENT NO.

W00D 0. Wis.
This Deed, made between __Harmony Country Cooperative,
f/k/a Wood County Farm Supply Cooperative '98 DEC L’ ﬂm 10 52
Grantor,
and William Winch, individually
Grantee,

Witnesseth, That the said Grantor, for a valuable consideration_____________

THIS SPACE RESERVED FOR RECORDING DATA

conveys to Grantee the following described real estate in Wood

County, State of Wisconsin: NAME AND RETURN ADDRESS 6« ‘/
Nikolay, Jensen, Scott, Gamoke &

Lots Three (3) and Six (6) of the Assessor's Plat Grunewald, S.C.

No. | of the Village of Vesper, Wood County, Wisconsin. P.0.Box 465

Colby, WI 54421-0465
0P

29-00440 & 29-00443

PARCEL IDENTIFICATION NUMBER

FEE EXEMPT
#77.25 (£ 7) WIS. STATS.

This deed is given in satisfaction of a land contract between the above stated parties
dated July 23, 1997 recorded July 30, 1997 in Volume 838 of Records, pages 715 and 716,
Document No. 811942 in the Wood County office of the Register of Deeds.

This is not homestead property.
(is) (is not)

Together with all and singular the hereditaments and %p urtenances thereunto belonging;
And Harmony Country Cooperative, }) k/a Wood County Farm Supply Cooperative !

warrants that the title is good, indefeasible in fee simple and free and clear of encumbrances except

subject to existing streets, highways, rights-of-way, easements, restrictions and
reservations of record,

and will warrant and defend the same.

Dated this / day of December 9 98
Har ountry per
. (SEAL) BY (SEAL)
* * James P. Hagirf.gral Manager
(SEAL) 4»707 /14/ = (SEAL)
* * _ Gregory Gerads, Assistant Manager
AUTHENTICATION ACKNOWLEDGMENT
Signature(s) ‘State of Wisconsin, h
sS
CLARK County. }
authenticated this day of 19 Personally came before me this / day of
December 19_98 , the above named
y Harmony Country Cooperative by its
. o ml“'"" ’@t&a Manager , James P. Hager and by
TITLE: MEMBER STATE BAR OF WISCONSIN @\\\“ g%gtant Manager, Gregory Gerads
(If not, ’i
authorized by §706.06, Wis. Stats.) ‘L kno tcbe the person S who executed the foregoing
§: nowtedge the same.
THIS INSTRUMENT WAS DRAFTED BY \ \B}./L)()O
vaqs \\
Attorney William -C. Gatpoke ‘@\ S ‘ ;
P.0.Box 465, Colby, WI 54421 - »,,, q;a,ny'?\l\bhc M mBha N County, Wis. |
(Signatures may be authenticated or acknowledged. Both are not My commission is permanent. (If not, state expiration date:
necessary.) _ l&!&q '300( e )

* Names of persons signing in any capacity should by typed or printed below their signav:ﬁ;é;h o

STATE BAR OF WISCONSIN Wisconsin Legal Blank Co., Inc.
WARRANTY DEED Form No, 1 - Mitwaukee, Wis.
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ASSESSOR'S PLAT NO.|-VILLAGE OF VESPER

BEING A PART OF BLOCKS 7 £ 28 OF BENSON AND ANDERTON'S PLAT 0F VESFPER
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.- ‘ STATE BAR OF WISCONSIN-FORM 1
DOCUMENT NO. WARRANTY DEED
THIS SPACE RESERVED FOR RECORDING DATA

" This instrument was drafted by

— . P vor 490 e 89
THIS DEED, made betweenww .

Tesser, husband. and_wife

l N Grantor §
and _Ralph H i -
as_tenants in common : _
. . ! - BN el B
- , e S p# 26 -C 037
Witneeseth, That the sald Grantor for a valuable cqpslderation i]”)
conveys to Grantee the following describedreal estate in Wood County, | RETURN TO
State of Wisconsint That part of Block 28 of the Village of
Vesper,  Wisconsin, lying Southeasterly and East of
the spur track and right-of-way of the Wisconsin Tax Key #
Central Railroad as of February 12, 1917; lying This is homestead proper

Northeasterly of the highway as located and travelled as of February 12,1317
crossing said Block 28 from Northeast to Southwest; and lying Southwesterly
of a line drawn parallel with and 270 feet Northeasterly measured at right
angles from the North line of Sherry Street as presently located; and. lying
Northeasterly of .a line drawn parallel with and 180 feet Northeasterly
Teasgrgd_at right angles from the North line of Sherry Street as presently
ocated. ' : :

Said described parcel of land being 'in the Southeast Quarter of the South-
east Quarter, Section 12, "Township 23 North, Range 4 East. L

All according to the maps or plats thereof on file and 6f ‘record in the
office of the Register of Deeds in and for Wood County, Wisconsin. .

The above parcel is now described as Lot One (1) of Wood County Certified

Survey Map No. 1127. ‘ . ' ’

Together with ell and singular the hereditaments and appurtenances thereunto be'longlnﬁ or in any .wls‘g appertaining;

and _Donald S _ husban .
warranta that the title is 'good, indefeasible in fee simple and free and clear of'éncumbrances except ‘ i : 0‘79

_ FEE—
and will warrant and defend the same, ‘ . :
‘ December

Executed at __Wisconsin Rapids, Wisconsin s __ 11th dayof_ SGqebeinlyesx 1974 .

SIGNED AND SEALED IN PRESENCE OF ' @M// &Zﬂﬂﬂ/t) : (SEAL)

Donald M. Tesser

(SEAL)
.Elsie I. Tesser - . A

Y

(SEAL)

E— . . (SEAlf)

i
\ 2,

.

Signatures of _DoOnald M, Tesser and Elsie I. Tesser, husband énd wife,

authenticated this 11th day of Vi s 2, LI

LAD

icholas J.va9z7a3,,¢")

Title: Member State/Bar tmw;’mmmnx
Ahenzer xomde KRR RRX

STATE OF WISCONSIN
County. } 8e. )

Pergonally came before me, this < . dsy of : - y 19, ’
the above named : :

to me known to be the x;erson wi:o executed the foregoing instrument and acknowledged the same.;

COLE, CONWAY & BRAZEAU - :'.,' ' Notary Public : County, Wis.
The use of wltness.cs is optional, My Commission (Explres) (Is)
Names of persons signing in any capacity should be typed or printed below thelr signatures, e

H.C Miller Company [N

Miemive, Wiaesera XYY

WARRANTY DEED~STATE BAR OF WISCONSIN, FORM NO. | = 1971

——— e B
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Table 2 - Summary of Groundwater Analytical Results

Harmony Country Co-op (Winch Oil Site) - Vesper, Wisconsin

Benzene Toluene Ethylbenzene Total Xylenes Total TMB MTBE Naphthalene Totfal PVOC's  Lead Water
Well ID DATE (ug) (ugl) (ug/) (ug/l) (ug/l) (ug/l) (ug/M (ug/) (ug/L) DO Nitrate Fe Sulfate Elevation
NRI140ES 5 1000 700 10000 480 60 40 15 mg/l ft MSL
NR140PAL 0.5 200 140 1000 96 12 8 1.5
MW-3 04-Jan-93 3480 6320 647 3800 803 <0.9 420 15470 <1.0 1.2
(EXT-7) 24-Jan-94 15000 19000 1900 10800 1750 <130 451 48901
28-Dec-94 12600 13000 539 6020 1100 <20 608 33867
24-Oct-96 20600 6550 1040 5190 1080 <500 529 34989
15-Apr-97 14910 22910 2340 20360 9790 <250 3017 73327
06-Oct-97 12000 18000 1600 10600 2250 <100 44450 <0.2 6.4 17
25-Jun-98  |INot sampled - 0.11 ft, free product observed in well
MW-3R 19-Dec-03 1200 370 100 410 31 <7.5 <15 2111 90.92
12-Apr-04 2300 72 130 410 258 7.0 130 3242 93.83
29-July-04 1400 42 38 34 31 <0.21 86 1593 04 <0.2 93.50
22-Oct-04 670 4.6 41 22 31 <1.1 47 816 92.60
23-Feb-05 810 <6.0 49 <16 52 <4.2 44 955 92.13
25-May-05 1500 12 120 120 130 23 98 1982 94.11
28-Sep-05 680 3.6 52 16 38 <0.40 36 826 <0.2 tinted 93.59
27-Jan-06 970 220 160 460 190 <8.0 56 2056 92.98
| PW-3 31-Oct-97 4000 50 240 130 62 <4.0 68 4550
25-Jun-98 3600 180 520 480 320 <40 5100
07-Dec-00 2400 <20 220 <55 <20 <20 50 2670
PW-3R 19-Dec-03 2000 36 230 206 50 <15 47 2569 89.87
12-Apr-04 1300 39 150 140 42 <15 72 1743 91.38
29-July-04 2500 60 - 240 106 47 <11 85 3038 0.6 5.0 91.03
22-Oct-04 3100 46 410 115 55 <11 69 3795 ' 89.73
23-Feb-05 2500 52 270 42 23 <2.1 44 2846 89.49
25-May-05 2100 79 270 110 52 1.3 82 2694 . 91.70
28-Sep-05 2500 54 370 160 48 <20 110 3242 0.2 6.6 91.51
27-Jan-06 1400 47 230 150 53 <20 <55 1880 90.59
MSA Professional Services, Inc. Page 1 of 9 final gw data tables.wb3




Table 2 - Summary of Groundwater Analytical Results
Harmony Country Co-op (Winch Qil Site) - Vesper, Wisconsin

Benzene Toluene Ethylbenzene Total Xylenes TotalTMB MTBE Naphthalene Total PVOC's  Lead Water
Well ID DATE (ug/l) (ug/M) (ug/) (ug/) (ugfl) (ug/) (ugll) (ug/) {ug/L) DO Nitrate Fe Sulfate Elevation
. {NR140ES 5 ' 1000 700 10000 480 60 40 15 mg/l ft MSL
NR140PAL 0.5 200 140 1000 96 12 8 1.5
MW-4 04-Jan-93 11 2.8 42 7.2 12 <0.9 7.7 45 <1.0 1.6
(EXT-11) 24-Jan-94 44 39 <1.0 1.4 3.5 <5.0 <1.09 13
28-Dec-94 987 1190 36 748 122 <2.0 26.3 3109
24-Oct-96 1450 1290 - <50 1330 326 <50 71.6 4468
15-Apr-97 163 18.8 14 88.6 49 <1.0 10.2 344
25-Jun-98 4 0.7 <0.30 <0.6 2 <0.2 7

abandoned August 2003 during remedial excavation

MW-8 04-Jan-93 <0.6 .0 <0 <3.0 <35 <0.9 <47 0 <1.0 1.7
24-Jan-94 L1 2 <1.0 <3.0 <1.0 <5.0 3 '
28-Dec-94 18 <20 <1.0 <2.0 <1.0 <20 <1.0 2
29-Jun-95 <0.5 <20 <1.0 <2.0 <10 .0 <1.0 0
18-Dec-95 0.9 2.0 <1.0 <2.0 <1.0 2.0 <1.0 1 .0
12-Jun-96 0.562 <1.0 <10 . <2.0 <1.0 <20 <1.0 1
24-Oct-96 0.596 <1.0 <1.0 <2.0 <1.0 <1.0 <1.0 1
15-Apr-97 0.591 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 1
06-Oct-97 11 <0.2 <03 <0.9 1 <40 2 0.6 791 <02 - 301
25-Jun-98 6.2 0.8 <03 3.1 1.9 <02 12
07-Dec-00 <0.4 <0.4 <0.4 <1.1 <04 <0.4 <0.4 0

unable to locate well
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Table 2 - Summary of Groundwater Analytical Results

Harmony Country Co-op (Winch Oil Site) - Vesper, Wisconsin

Benzene Toluene Ethylbenzene Total Xylenes Total TMB MTBE Naphthalene Total PVOC's  Lead Water
Well ID DATE (ug/l) (ug/) (ug/l) (ug/l) (ug/h) (ug/l) (ug/) {ug/l) {ug/L) DO Nitrate Fe Sulfate Elevation
NRI140ES 5 1000 700 10000 480 60 40 15 mg/l ft MSL
NR140PAL 0.5 200 140 1000 96 12 8 1.5
[Mw-10 04-Jan-93 2260 1300 412 1794 602 <0.9 125 6493 <1.0 1.7
24-Jan-94 3500 4100 860 3400 1050 <5.0 241 13151
28-Dec-94 8580 19000 2320 13240 2601 <200 558 46299
29-Jun-95 9840 20100 2340 11900 2228 <200 670 47078
18-Dec-95 5740 11500 2270 10370 2260 340 555 33035
12-Jun-96 6600 11970 2280 10970 2214 <50 682 34716
24-0ct-96 6290 16800 3080 15830 2700 <500 854 45554
15-Apr-97 3430 8080 1880 8980 1924 <100 441 24735
06-Oct-97 2200 5400 1500 6800 1840 <40 17740 0.5 <0.2 >10 108
25-Jun-98 6500 20000 3200 15800 3050 <100 48550
07-Dec-00 1600 4800 1200 5700 1170 <40 420 14890
19-Dec-03 4100 18000 4200 21100 5200 <150 1500 54100 92.12
12-Apr-04 980 2600 1400 6400 2030 31 560 14001 93.08
29-July-04 800 3100 1200 5600 1510 <21 500 12710 - 0.6 5.8 92.74
22-Oct-04 2200 9500 3600 17100 4700 41 1100 38241 92.33
23-Feb-05 1800 8700 3700 18000 4700 31 1300 38231 92.51
25-May-05 77 140 190 770 240 <4.0 67 1484 93.26
28-Sep-05 250 210 1100 4200 1500 <20 390 7650 0.8 7.0 92.92
27-Jan-06 840 9300 3600 17000 4700 <20 1200 36640 92.65
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Table 2 - Summary of Groundwater Analytical Results

Harmony Country Co-op (Winch Oil Site) - Vesper, Wisconsin

Benzene Toluene Ethylbenzene Total Xylenes Total TMB MTBE Naphthalene Total PVOC's  Lead Water
Well ID DATE (ug/) (ug/l) (ug/l) (ug/h) (ug/l) (ug/l) (ug/l) (ug/M (ug/L) DO Nitrate Fe Sulfate Elevation
NRI140ES 5 1000 700 10000 480 60 40 15 mg/l ft MSL
NR140PAL 0.5 200 140 1000 96 12 8 1.5
P-10 24-Oct-97 21 150 100 650 347 <20 27 1295
25-Jun-98 0.8 0.7 1.3 <1.6 1.6 <0.2 4
07-Dec-00 <0.4 <04 <04 <I.1 <0.4 <0.4 <0.4 0
19-Dec-03 <0.30 <0.40 <0.30 <0.70 <0.30 <0.30 <0.60 0
12-Apr-04 <0.30 <0.40 <0.30 <0.70 <0.30 <0.30 1.3 1
29-July-04 <0.30 <0.40 <0.30 <0.70 <0.30 <0.30 1.1 1 4.8 <0.2
22-Oct-04 <0.30 <0.40 <0.30 <0.70 <0.30 <0.30 <0.60 0
23-Feb-05 <0.26 <0.30 <0.50 <0.80 <0.60 <0.21 <0.90 0
25-May-05 <0.40 <0.40 <0.40 <0.80 <0.40 <0.40 <1.1 0
28-Sep-05 <0.40 <0.40 <0.40 <0.80 <0.40 <0.40 <I.1 0 0.4 <02
27-Jan-06 <0.40 <0.40 <0.40 <0.80 <0.40 <0.40 <1.1 0
MW-12 04-Jan-93 <0.6 25 <2.0 <3.0 <3.5 <0.9 <4.7 3 <1.0 1.3
24-Jan-94 <1.0 <1.0 <1.0 <3.0 <1.0 <5.0 0
28-Dec-94 <0.5 <20 <1.0 <2.0 <1.0 <20 <1.0 0
29-Jun-95 <0.5 <2.0 <1.0 <2.0 <1.0 <2.0 <1.0 0
18-Dec-95 <0.5 <2.0 <1.0 <2.0 <1.0 <2.0 <1.0 0
12-Jun-96 <0.5 <1.0 <1.0 <2.0 <1.0 <1.0 <1.0 0
24-Oct-96 <0.5 <1.0 <1.0 <2.0 <L.0 <}.0 <1.0 0
15-Apr-97 <0.5 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 0
06-Oct-97 <0.2 <0.2 <0.3 <0.9 <0.3 <0.2 0 0.8 <0.2 1.8 16
well found damaged, so abandoned August 2003
MW-13 24-Jan-94 0.2 <2.0 <1.0 <2.0 <1.0 <2.0 0
28-Dec-94 <0.5 <2.0 <1.0 <2.0 <1.0 <2.0 <1.0 0
29-Jun-95 <0.5 <2.0 <1.0 <2.0 <1.0 <2.0 <1.0 0
18-Dec-95 <0.5 <2.0 <1.0 <2.0 <1.0 <2.0 <1.0 0
12-Jun-96 <0.5 <1.0 <1.0 <2.0 <1.0 <20 <1.0 0
24-Oct-96 <0.5 <1.0 <1.0 <2.0 <1.0 <1.0 <1.0 0
15-Apr-97 <0.5 <1.0 <1.0 <1.0 <1.0 <1.0 1.1 1
06-Oct-97 <0.2 <0.2 <0.3 <0.9 <0.3 <02 0 0.8 0.43 6.8 33
unable to locate well
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Table 2 - Summary of Groundwater Analytical Results

Harmony Country Co-op (Winch Oil Site) - Vesper, Wisconsin

Benzene

Toluene Ethylbenzene Total Xylenes Total TMB MTBE Naphthalene Total PVOC's  Lead Water
Well ID DATE (ug/) (ug/l) (ug/l) {ug/l) (ug/l) (ug/h) (ugll) {ugll) (ug/L) DO Nitrate Fe Sulfate Elevation
NRI40ES o 5 1000 700 10000 480 60 40 15 mg/l ft MSL
NRI140PAL 0.5 200 140 1000 96 12 8 1.5
MW-14 04-Jan-93 <0.6 2.5 <20 <3.0 <3.5 <0.9 <4.7 3 <1.0 9.6
24-Jan-94 <1.0 <1.0 <1.0 <3.0 <1.0 <5.0 0
28-Dec-94 <0.5 <20 <1.0 <20 <1.0 <20 <1.0 0
- 29-Jun-95 <0.5 <2.0 <1.0 <30 <1.0 <2.0 <1.5 0
18-Dec-95 <0.5 <2.0 <1.0 <2.0 <1.0 <2.0 <1.0 0
12-Jun-96 <0.5 <1.0 <1.0 <2.0 <1.0 <20 <1.0 0
24-Oct-96 <0.5 <1.0 <1.0 <2.0 <1.0 <1.0 <1.0 0
15-Apr-97 <0.5 <l.0 <1.0 <1.0 <1.0 <1.0 <1.0 0
06-Oct-97 <0.2 <0.2 <0.3 <0.9 <0.3 <0.2 0 0.5 0.33 <0.2 12
25-Jun-98 <0.2 <0.2 <0.3 <0.9 <0.3 <0.2 0
29-July-04 <0.30 <0.40 <0.30 <0.70 <0.30 <0.30 <0.60 0 8.2 <0.2 90.17
28-Sep-05 <0.40 <0.40 <0.40 <0.80 <0.40 <0.40 <1.1 38 - <0.2 91.06
MW-15 04-Jan-93 44 6.2 <1.0 44 <3.5 <0.9 <4.7 55 <1.0 71
(EXT-9) 24-Jan-94 680 3.1 <1.0 <3.0 <1.0 <5.0 683
29-Jun-95 372 12.7 427 162.1 89.6 <10.0 36.3 715
18-Dec-95 495 71.2 189 617 279.6 72.2 48.7 1773
12-Jun-96 745 844 178 614 380 <20 108 2109
24-Oct-96 29 2.79 20.1 41.12 23.2 <1.0 8.14 124
15-Apr-97 614 <10.0 274 460 485 <10.0 141 1974
06-Oct-97 540 280 34 64 16 <4.0 934 <0.2 18
25-Jun-98 650 25 160 63 54 <5.0 952
19-Dec-03 32 3.7 1.0 <0.70 12.5 <0.30 14 22 91.86
12-Apr-04 26 2.5 11 7.8 10 74 2.1 67 92.64
29-July-04 530 2.8 140 53 120 <53 34 880 0.2 7.2 92.24
22-Oct-04 460 11 23 32 62 <4.2 19 607 91.54
23-Feb-05 150 29 18 24 24 7.9 15 220 91.07
25-May-0S 150 5.5 30 26 17 <0.40 30 259 93.01
28-Sep-05 45 3.7 7.6 24 2.3 <0.40 43 65 0.2 5.4 93.13
27-Jan-06 15 1.2 3.8 1.7 1.2 <0.40 1.9 25 92.06
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Table 2 - Summary of Groundwater Analytical Results

Harmony Country Ce-op (Winch Oil Site) - Vesper, Wisconsin

_ Benzene Toluene Ethylbenzene Total Xylenes Total TMB MTBE Naphthalene Total PVOC's  Lead Water
Well ID DATE (ug/l) (ug/D) (ug/l) (ug/) (ug/l) (ug/h (ug/l) (ug/) (ug/L) DO Nitrate Fe Sulfate Elevation
NRI140ES 5 1000 700 10000 480 60 40 15 mg/l ft MSL
NR140PAL 0.5 200 140 1000 96 12 8 1.5
MWwW-21 04-Jan-93 3100 5700 <2.0 8240 2100 <0.9 360 19500
24-Jan-94 2000 6100 2300 8800 2090 <630 362 21652
28-Dec-94 979 3620 1850 6830 1786 <100 580 15645
29-Jun-95 1360 3460 1730 6310 1974 <100 486 15320
18-Dec-95 897 3060 1640 5700 1930 <40 595 13822 <2.0
12-Jun-96 929 3110 1510 5530 1814 <40 460 13353
24-Oct-96 652 3500 1820 7470 1929 <100 457 15828
15-Apr-97 1000 4010 1550 6200 1893 <50 326 14979 )
06-Oct-97 1100 4700 1800 7100 1890 <20 16590 0.6 0.21 5.6 6
25-Jun-98 800 3,500 1,500 5,800 1690 <20 13290
07-Dec-00 860 2,500 1,900 7,400 2250 <40 520 15430
19-Dec-03 610 1,300 1400 5,300 1,760 56 410 10836 91.13
12-Apr-04 1100 1400 1700 6500 2050 60 410 13220 9291
29-July-04 750 1200 1500 5400 1730 <21 430 11010 04 6.4 92.63
22-Oct-04 590 1400 1600 6300 2030 <21 380 12300 91.42
23-Feb-05 920 1200 1800 6900 2100 18 390 13328 91.45
. 25-May-05 71 65 140 360 150 <2.0 36 822 92.99
28-Sep-05 360 760 1100 4100 1200 <20 290 7810
27-Jan-06 360 740 1200 4400 1500 <20 260 8460 91.96
1MW-22 04-Jan-93 <0.6 25 <2.0 <3.0 <3.5 <0.9 <4.7 3
' 24-Jan-94 <1.0 <1.0 <1.0 <3.0 <1.0 <5.0 0
28-Dec-94 <0.5 <2.0 <1.0 <20 <1.0 <2.0 <1.0 0
29-Jun-95 <0.5 <2.0 <1.0 <20 <1.0 <2.0 <1.0 0
18-Dec-95 <0.5 <2.0 <i.0 <2.0 <1.0 <2.0 <1.0 0
12-Jun-96 <0.5 <1.0 <1.0 <2.0 <i.0 <20 <1.0 0
24-Oct-96 <0.5 <1.0 <1.0 <20 <1.0 <1.0 <1.0 0
15-Apr-97 <0.5 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 0
06-Oct-97 <0.2 <0.2 <03 <0.9 <0.3 <0.2 0 1.0 0.2 <0.2 14
25-Jun-98 <0.2 <0.2 <0.3 <0.9 <0.3 <0.2 0
07-Dec-00 <04 <0.4 <0.4 <1.1 <0.4 <04 <0.4 0
22-Oct-04 <0.30 <0.40 <0.30 <0.70 <0.30 <0.30 1.1 1 0.8 <0.2 92.71
28-Sep-05 <0.40 <0.40 <0.40 <0.80 <0.40 <0.40 <11 0 <0.1 <0.2 93.27
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Table 2 - Summary of Groundwater Analytical Results
Harmony Country Co-op (Winch OQil Site) - Vesper, Wisconsin

Benzene Toluene Ethylbenzene Total Xylenes Total TMB MTBE Naphthalene Total PVOC's  Lead Water
Well ID DATE (ug/l) {ug/l) {ug/l) (ug/) (ug/l) (ugh) (ug/l) (ug/l) (ug/L) DO Nitrate Fe Sulfate Elevation
NR140ES 5 1600 700 10000 480 60 40 15 mg/l ft MSL
NR140PAL 0.5 200 140 1000 96 12 8 1.5
| MW-24 24-Jan-94 <0.2 <1.0 <1.0 <20 - <10 <2.0 0
28-Dec-94 <0.5 <2.0 <i.0 <2.0 <1.0 <2.0 <1.0 0
29-Jun-95 <0.5 <20 <1.0 <2.0 <1.0 <2.0 <1.0 0
18-Dec-95 <0.5 <2.0 <1.0 <2.0 <1.0 <2.0 <1.0 0
12-Jun-96 <0.5 <1.0 <1.0 <2.0 <1.0 <2.0 <i.0 0
24-Oct-96 <0.5 <1.0 <1.0 <20 <1.0 <1.0 <1.0 0
15-Apr-97 <0.5 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 0
unable to open well
MW-25 24-Oct-97 03 03 <0.2 <0.8 <0.6 <0.2 <1.1 1
25-Jun-98 <0.2 <0.2 <03 <0.9 <03 <0.2 0
07-Dec-00 <0.4 <0.4 <0.4 <1.1 <0.4 <04 <0.4 0 .
28-Sep-05 <0.40 <0.40 <0.40 <0.80 <0.40 <0.40 <L.1 0 0.2 <0.2
IMW-27 24-Oct-97 4.7 20 2.1 14.9 2.8 <0.2 <1.1 45
25-Jun-98 1200 11000 1200 6900 430 <20 20730
07-Dec-00 750 2600 1600 5500 1540 <40 480 12470
19-Dec-03 360 1100 1600 4300 1560 32 560 9512 89.44
12-Apr-04 580 4700 2000 8200 1970 100 600 18150 90.78
29-July-04 360 460 1300 2590 1180 <11 480 6370 0.6 4.2 90.43
22-Oct-04 310 97 1100 1370 610 19 360 3866 89.16
23-Feb-05 410 1600 1100 3700 1100 14 400 8324 88.86
25-May-05 450 3700 1700 7000 1700 <40 570 15120 91.03
28-Sep-05 210 58 910 670 370 <8.0 260 2478 0.2 5.2 90.92
27-Jan-06 240 900 1700 3700 1300 <20 430 8270 90.00
MW-28 20-Aug-02 <0.40 <0.40 <0.40 <0.90 <0.50 <0.40 0
29-July-04 <0.30 <0.40 <0.30 <0.70 <0.30 <0.30 <0.60 0 04 <0.2 92.70
28-Sep-05 <0.40 <0.40 <0.40 <0.80 <0.40 <0.40 <1.1 0 3.8 4.4 93.12
MSA Professional Services, Inc. Page 7 of 9 final gw data tables.wb3



Table 2 - Summary of Groundwater Analytical Results
Harmony Country Co-op (Winch Oil Site) - Vesper, Wisconsin

Benzene Toluene Ethylbenzene Total Xylenes Total TMB MTBE Naphthalene Total PVOC's  Lead Water
Well ID DATE (ug/) (ug/l) (ug/) (ug/l) (ug/l) (ug/) (ug/l) (ug/l) (ug/L) DO Nitrate Fe Sulfate Elevation
NRI140ES 5 1000 700 10000 480 60 40 15 mg/l ft MSL
NR140PAL 0.5 200 140 1000 96 12 8 1.5
MW-29 20-Aug-02 37 <0.40 <0.40 <0.90 <0.50 <0.40 37
19-Dec-03 <0.30 <0.40 0.83 <0.70. <0.30 <0.30 <0.60 1 88.48
12-Apr-04 28 1.5 0.58 2.7 0.80 0.78 1.2 36 89.47
29-July-04 26 <0.40 <0.30 - <0.70 <0.30 <0.30 <0.60 26 0.4 1.0 ‘ 89.12
22-Oct-04 0.6 <0.40 <0.30 <0.70 <0.30 <0.30 <0.60 1 88.28
23-Feb-05 <0.26 <0.30 <0.50 <0.80 <0.60 <0.21 <0.90 0 87.68
25-May-05 82 5.4 0.45 11 7.0 <0.40 9.0 115 89.81
28-Sep-05 L1 <0.40 0.87 <0.80 <0.40 <0.40 <1.1 2 0.2 3.0 89.81
27-Jan-06 2.3 <0.40 <0.40 <0.80 <0.40 <0.40 <L.1 2 88.79
MW-30 19-Dec-03 <0.30 <0.40 <0.40 <0.90 <0.50 <0.40 <0.60 0 81.20
12-Apr-04 <0.30 <0.40 <0.30 <0.70 <0.30 <0.30 <0.60 0 81.43
29-July-04 0.27 <0.40 <0.30 <0.70 <0.30 <0.30 <0.60 0 1.2 8.8 81.56
22-Oct-04 <0.26 <0.40 <0.30 <0.70 <0.30 <0.30 <0.60 0 81.27
23-Feb-05 <0.26 <0.30 <0.50 <0.80 <0.60 <0.21 <0.90 0 81.15
25-May-05 <0.26 <0.30 <0.50 <0.80 <0.60 <0.21 2.2 2 81.85
28-Sep-05 <0.40 <0.40 <0.40 <0.80 <0.40 <0.40 <1.1 0 0.8 6.4 81.96
27-Jan-06 <0.40 <0.40 <0.40 <0.80 <0.40 <0.40 <1.1 0 81.28
EXT-1 15-Apr-97 0.551 <1.0 <1.0 <1.0 3.25 <1.0 11.8 16
abandoned August 2003 during remedial excavation :
EXT-2 15-Apr-97 4640 4720 401 2464 266 <100 118 12609
abandoned August 2003 during remedial excavation
EXT-3 15-Apr-97 430 97.6 222 147 57.5 <1.0 9.31 764
07-Dec-00 270 <4.0 <4.0 <11.0 <4.0 <4.0 <10 270
EXT-4 15-Apr-97 <0.5 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 0
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Table 2 - Summary of Groundwater Analytical Results

Harmony Country Co-op (Winch Oil Site) - Vesper, Wisconsin

Benzene Toluene Ethylbenzene Total Xylenes Total TMB MTBE Naphthalene Total PVOC's  Lead Water
Well ID DATE (ug/l) (ugh) (ug/l) {ug/) (ug/) {ug/) {ug/l) (ug/l) {ug/L) DO Nitrate Fe Sulfate Elevation
NR140ES 5 1000 700 10000 480 60 40 15 mg/l ft MSL.
NR140PAL 0.5 200 140 1000 96 12 8 1.5
EXT-5 15-Apr-97 266 228 157 183 94.1 <1.0 70.3 772
06-Oct-97 240 8.0 160 136 122 <2.0 666 0.4 <0.2 8.2 7
found damaged by plow, so abandoned August 2003 '
EXT-6 15-Apr-97 775 . 104 139 313.5 286.8 <1.0 101 1719
abandoned August 2003 during remedial excavation
EXT-8 15-Apr-97 2670 2170 164 978 142 <10.0 30.2 6154
abandoned August 2003 during remedial excavation
EXT-10 15-Apr-97 6420 13560 932 6145 694 <100 176 27927
06-Oct-97 28000 36000 2500 © 12900 1400 <200 80800 <0.2 7.0 22
abandoned August 2003 during remedial excavation
EXT-12 15-Apr-97 69.8 <1.0 <1.0 <1.0 <1.0 <1.0 1.46 71
abandoned August 2003 during remedial excavation
Notes: Bold numbers indicate concentrations above the NR 140 ES Bold dates indicate post-excavation samples

Italicized numbers indicate concentrations above the NR 140 PAL

MSA Professional Services, Inc.

Total PVOC sum value is rounded
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TABLE 1
SUMMARY OF SOIL ANALYTICAL RESULTS
WOOD COUNTY FARM SUPPLY CO-OP (WINCH OIL) - VESPER, WISCONSIN

CHEMICAL HA1 B2 BS B6A B8 B1l1 B12 B13 Bl4 B16 B20 NR 720
COMPOUND 3040 | 40-55 [ 4055 | 10-11.5' | 10-11.5' | 6.0-7.5' | 4.0-55 | 6.0-7.5 | 4.0-55 | 4055 | 7.59.5 | GRCLs
Sample Date 2/94 12/92 12/92 12/92 12/92 12/92 12/92 12/92 12/92 12/92 6/93
GRO 125 <3.5 <3.5 <3.5 176 <3.5 <3.5 <3.5 <3.5 770 100
DRO 11 <4.7 <4.7 <4.7 140 <4.7 <4.7 <4.7 <47 41
PVOC
MTBE <0.0059 | <0.423 | <0.0022 | <0.0025 | <0.0025 | <0.0024 | <0.0025 | <0.0022 | <0.002 { <0.0025 { <0.006
Benzene <0.0015 1.87 0.0012 |} <0.0012 | <0.0012 | 0.0008 | <0.0012 | 0.0017 | <0.0009 | <0.0012 | <0.0012 | 0.0055
Toluene <0.0059 10.8 <0.0053 [ <0.006 | <0.006 { <0.0057 | <0.006 [ <0.0053 | <0.0049 | <0.006 | <0.0012 1.5
Ethylbenzene <0.0030 4.41 <0.0034 | <0.0039 | <0.0039 [ <0.0063 | <0.0039 | <0.0034 | <0.0031 | <0.0039 0.003 2.9
Total Xylene <0.0030 23.4 0.0038 | <0.004%9 | <0.0049 | 0.0099 | <0.0049 | 0.0038 | <0.0039 | <0.0049 | 0.0078 4.1
1,3,5-TMB <0.0030 3.86 <0.006 | <0.0068 | <0.0068 | 00045 | <0.0068 | <0.006 | <0.0055 | <0.0068 | 0.0049
1,2,4-TMB <0.0030 13.8 <0.006 | <0.0068 | <0.0068 { <0.0064 | <0.0068 [ <0.006 | <0.0055 | <0.0068 | 0.0081
Lead <2.78 347
CHEMICAL B23 B26 pPW3 MW10 P10 MW21 MW22 | MW24 | MW27 EX4 NR 720
COMPOUND 11-12.5' | 2.54.5 | 2545 | 50-6.5 57 5-7 5-7' 5.5-1.5' | 2.54.5 8-10 GRCLs
2/94 10/97 10/97 12/92 10/97 6/93 6/93 2/94 10/94 2/94
GRO 933 690 23 <3.5 200 1800 - <12 <5 13 56.1 100
DRO 111 <4.7 60 , <4.8 <5 148 )
PVOC v
MTBE <0.0027 <2.5 <25 <0.050 <1.2 <0.0058 <3 <0.01 <0.025 <0.79
Benzene 4.24 <2.5 24 0.013 <1.2 <0.0012 | :<0.6 <0.0025 0.52 0.23 0.0055
Toluene 54 54 86 <0.006 11 <0.0012 <0.6 0.0336 3.8 <0.79 1.5
Ethylbenzene 10.1 15 43 0.003 5.5 <0.0012 2.2 <0.005 0.5 1.58 2.9
Total Xylene 22.5 85 221 0.0069 32.3 <0.0035 13.4 <0.005 2.88 <0.4 4.1
1,3,5-TMB 4.0 83 39 <0.0063 2.7 <0.0012 53 <0.005 0.13 <0.4
1,2,4-TMB 11.5 36 130 <0.0063 13 <0.0012 19 <0.005 0.57 <0.4
Lead 26.5 500
NOTES: Units are in mg/Kg, unless otherwise indicated

GRO = Gasoline Range Organics

DRO = Diesel Range Organics

PVOC = Petroleum Volatile Organic Compounds

MTBE = Methyl tert-Butyl Ether

TMB = Trimethylbenzene

Bold and enlarged font size numbers indicate concentrations above the GRCL
Lead GRCL based on Industrial Classification

MSA Professional Services, Inc. G:\Projects\20s\21\212885 Winch\working\closure\rev a soildata. wb2 04/05/06
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Ficld Sample Data*

Sample
No. Depth Reading Odor Date Sample Location

1 7.0 ft 2 ppm No 1-29-99 West wall 7.0°

2 9.0 ft 1 ppm No 1-29~99 West wall 9.0°

3 9.0 ft 3 ppm No 1-29-99 North wall 9.0°

4 0-5 ft 54 ppm No 11-14-98 Stockpile 0—5 feet above UST’s
5 0-5 ft 108 ppm Faint 11-14-98 Stockpile 0—5 feet above UST’s
6 0-5 ft 3 ppm No 11-14-98 Stockpile 0—5 feet above UST’s
7 0-5 ft 7 ppm No 11-14-98 Stockpile 0—5 feet above UST’s
8 0-5 ft >500 ppm Yes 11-14-98 Stockpile 0—5 feet above UST’s
9 0-5 ft >500 ppm Yes 11-14-98 Stockpile 0—5 feet above UST’s
10 0-5 ft 130 ppm Faint 11-14-98 Stockpile 0—5 feet above UST’s
11 0-5 ft 143 ppm Yes 11-14-98 Stockpile 0—5 feet above UST’s
12 0-5 ft 349 ppm Yes 11-14-98 Stockpile 0—5 feet above UST’s
13 0-5 ft >500 ppm Yes 11-14-98 Stockpile 0—5 feet above UST’s
14 0-5 ft 222 ppﬁ Yes 11-14-98 Stockpile 0—5 feet above UST’s
15 0-5 ft 178 ppm Yes 11—-14-98 Stockpile 0—5 feet above UST’s

Lab Sample Data*
Sample
No. Depth Field Sample # Time Date Sample Location

1 |77V 10w 1 12:10 1-29-99 |~ - Westwall 7.0

2 9.0 ft 2 1:20 1-29-99 West wall 9.0°

3 9.0 ft 3 1:40 1-29-99 North wall 9.0°

4 ft

5 0-5 ft 5 2:45 11-14-98 Stockpile 0—5 feet above UST’s
6 ft

7 ft

8 ft

9 ft

10 0-5 ft 10 3:50 11-14-98 Stockpile 05 feet above UST’s
11 ft

12 ft

NOTES * See attached laboratory reports for laboratory results.

** Samples collected on 11—-14—-98 were from soil removed from 0—5 feet prior
to tank removal. Soil had been stockpiled on site prior to disposal.

i:\Ib\24329800\forms\tankclos




Summary of UST Removal and UpGrade Soil Chemistry Data

Petroleum Compounds (mg/Kg, ppm)

Ethyl 124 & 135 Total
Sample LD.  Depth (ft) PID DRO GRO Benzene  Benzene MTBE  Toluene TMB Xylenes
November 1998 - Fuel Oil and Kerosene UST Removals
2000 Gallon Fuel Oil UST]
SS1 10 <6.2
SS2 10 <5.8
550 Gallon Kerosene UST
SS3 10 <6.2
January 1999 - Gasoline Tank Bed Along East Wall of Store
SS1 7 2 <1.2 <0.65 <0.009 <0.005 <0.022  <0.004 <0.099 <0.009
West Wall
SS2 9 1 <13 <0.65 <0.009 <0.005 <0.022 <0.004 <0.099 <0.009
West Wall
SS3 9 3 <1.3 <0.65 <0.009 <0.005 <0.022 <0.004 <0.099 <0.009
North Wall
February 1999 - Gasoline and Diesel Line Upgrade Trench Sampling
TS1 3.5 2740 0.345 58.6 <0.022 35.5 294 278
TS6 5 17 <0.009 <0.0045 <0.022 0.064 0.513 0.299
TS9 5 <0.65 <0.009 <0.0045 <0.022  <0.0042 0.08 0.146
TS 10 3.5 <1.3 <0.65 <0.009 <0.005 <0.022  <0.004 <0.099 <0.009
TS 12 3.5 <13 <0.65 <0.009 <0.005 <0.022  <0.004 <0.099 <0.009
TS 14 3.5 <13 <0.65 <0.009 <0.005 <0.022  <0.004 <0.099 <0.009




[N
g Z
S8, 3
3 g z £ STORAGE
'§ > . SHED
£ § 23 DRY CLEANING
sttt} _____..
. a2g AND LAUNDRYMAT r 1
¥ o : :
F9=a bhoeemm e J ¥
%i & Z fmmmmm- . P REROSENE UST
| 1 1 -r--4
¥ g ! ! 0 e 1
G Loazsn e z D'SPENSER——/ . 552 2000 GALLON
( Pno::én ) SERVICE Br'UBI‘EQ"U-SIﬂS : SSi : e FUEL OIL UST
GARAGE STORE | | S ]
S
& ro-----9
v ' ! PROPANE —
DEA l ) LP p
< § - | |
B
i
2
DIESEL LEGEND
CANQPY . ISLAND SS1e AR SAMPLE LOCATION
;JW |
T—
am:erﬁg NOT TO SCALE
—
HWY 186
—— | Nou \A48 SAMPLES




¢ 9
S =z
So» X
38z 2
g [+
?E>5
22848
8?:::
;z
m<
2e 9=
TEX
A-'...
Jg2zQ
0 Q=
BE o
it g
2 3

A

PROJECT:

TO HONIM
SNOILVO01 JWNVS ONY

1N0AVT 3US

NISNOOSIM "Y3dS3A

|

3
3
3

|

:

%

NOT TO SCALE

GARACGE
LAUNDRYMAT :‘,'.'_'_‘_‘, ==
. _ ) : :
ry |
[ |
00 Tk
:
p! wn
: I, -"5_ -
SERVICE e
GARAGE STORE T
E P
X T
ELECTRIC : !
PANEL .
R
LI -
B T
1 ®
R4 S1
s TR N :
canopy Tl IEL
Armmammanm-n== i . i
: 'r;sD o1ss oS4 ! s 1?9:
1 | GAS PUMP GAS PUMP ! A |
L 1588 |/

9
n
(CF )

R
-
AN

N - —

P

]
1

®
4

SAN

AN

W
w

LEGEND

e FIELD SAMPLE
® FIELD AND LAB SAMPLE

——%—— BURIED WATER
—sSan— BURIED SANITARY

—on— OVERHEAD ELECTRIC
|===-

. | EXCAVATION AREA

NOTE:
ALL UTILITY LOCATIONS
ARE APPROXIMATE.

+

5

~ -~
~
~ ~

.
“:::Tsw*~

:
rwe

-I ----- 4

“OIESEL” PUMP

dao ~Fer  \A&q

HWY 186 (CAMERON

SAMPLES




Table 3 - Remedial Excavation Soil Chemistry Data
Harmony Country Co-Op (Winch Oil Site) - Vesper, Wisconsin

§ g &
o I & = = ~ ~ X
Soil Screening Values 8.5 4.6 38 83 11 42
Direct Contact Values 1.1 '
Groundwater Protection 0.0055 29 1.5 4.1
Point 1D. Depth (f) ppm mgKg  mg/Ke mg/Kg mg/Kg. mg/Kg mg/Kg mg/Kg |
August 2003
A 7.0 noodor ~  0.17 <0.025 <0.025 0.07 <0.025 <0.025 <0.025
B 6.5 odor 0. 73 3.0 <0.085 7.2 12 3.5 17.5
C 6.5 odor 0.12 <0.025 <0.025 <0.025 <0.025 <0.025 <0.025
D 6.5 30 0.83 <0.025 <0.025 0.36 <0.025 <0.025 1.3
E 4.5 400 41 70 <34 300 200 49 440
F 4.5 <5 <0.025 <0.025 <0.025 <0.025 <0.025 <0.025 <0.025
G 3.0 odor 0.92 0.35 <0.025 0.62 0.76 0.27 1.7
H 3.0 15 <0.025 <0.025 <0.025 <0.025 0.94 <0.025 <0.025
J 6.5 5 <0.025 <0.025 <0.025 <0.025 <0.025 <0.025 <0.025
K 5.0 550 <0.90 91 <1.7 <1.7 190 83 410
L 3.0 350 <0.025 <0.025 <0.025 <0.025 0.37 <0.025 <0.625
M 3.0 395 <0.90 QQ <1.7 <1L.7 320 82 420
N 3.0 260 <4.5 40 <8.5 <8.5 150 13 260
P 3.0 265 0.7 4.1 <0.34 <0.34 50 32 54
Q 3.0 250 26 15 3.1 6.8 59 28 76
R 3.0 160 0.062 0.067 <0.025 0.078 0.36 0.15 03
S 5.0 270 L 0.21 _ 0.18 <0.025 0.044 0.73 0.23 1.1
T 6.5 <10 0.36 <0.025 <0.025 0.11 0.025 <0.025 0.14
A\ 7.0 260 <0.45 15 <0.85 6.8 120 45 9
w 3.0 400 4 36 1 120 80 21 190
X 6.0 350 13 39 <1.7 200 170 45 360

Page 1 of 2 Feb 05 data tables.wb3 03/22/06



Table 3 - Remedial Excavation Soil Chemistry Data
Harmony Country Co-Op (Winch Oil Site) - Vesper, Wisconsin

Q
o
o a fas]
g -§ o & 5 5 g
< 5 3 a S < 4 &
o Q & = IS ! 2 =
Soil Screening Values 8.5 4.6 38 83 11 42
Direct Contact Values 1.1 .
Groundwater Protection 0.0055 2.9 1.5 4.1
Point I.D. Depth (ft) ppm mg/Kg mg/Kg mg/Kg mg/Kg mg/Kg mg/Kg mg/Kg
Y 4.0 65 4.4 0.58 <0.034 3.9 1.0 0.14 3.7
Z 6.0 120 0.88 0.20 <0.025 1.7 0.35 0.075 1.1
AA 4.0 390 <0.45 27 <0.85 61 110 29 140
BB 4.0 380 22 35 4.4 4.8 150 45 270
CC 4.0 280 7.7 15 <0.34 33 37 9.9 86
DD 6.0 70 053 . 0.055 <0.025 0.41 0.055 <0.025 0.31
EE 1.5 550 0.97 51 <0.85 110 160 42 330
GG 4.0 400 0.54 12 <0.34 2.2 52 16 26
HH 6.0 400 0.78 <0.025 <0.025 0.79 0.032 <0.025 0.17
1 2.0 800 160 210 <43 820 460 120 1200

48000 Bold Values Exceed NR746 Table 2 Generic or Site-Specific Direct Contact Values (within 4 feet of surface)
0.021  Underlined Values Exceed NR746 Table 1 Soil Screening Values, implying the presence of free product
0.021 Italicized Values Exceed NR720 Table 1 Generic Groundwater Protection Standards

Soil values can exceed one or more of the above standards.

Page 2 of 2 Feb 05 data tables.wb3 03/22/06
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04/86/2006 15:34 7152234526 HARMONY COUNTRY COOP PAGE 91

%7[,/“ Steve

I, Mr. Gregg Gerads, believe that the legal description for cach property within or partially
within the contaminated sitc boundary is correct and attached to this closure requcst.

%ﬂ//gﬁ% Gl YA

"Gregg Qerads, Assistant Manager Date
Harmony Country Cooperative

RP statement.doe:



PROFESSIONAL

TRANSPORTATION « MUNICIPAL
DEVELOPMENT « ENVIRONMENTAL

March 16, 2007

Mr. Bill Winch

Winch Oil Company, Inc.
6564 East Cameron Avenue
Vesper, W1 54489

Re:  Soil and Groundwater GIS Registry Notification & Cap Maintenance Plan
Former Harmony Cooperative Facility, Cameron Avenue, Vesper, WI
DNR ID# 02-72-000080 COMM# 54489-9999-18-A

Dear Mr. Winch:

Soil and groundwater contamination were documented at the facility referenced above.
Petroleum-related compound levels in groundwater at several monitoring wells located on the
gas station and former bulk properties are above state groundwater standards in chapter NR 140,
Wisconsin Administrative Code. Also, soil contaminant levels exceed state environmental and
health standards for petroleum compounds.

Application for Case Closure

MSA Professional Services, Inc. (MSA) has investigated the groundwater contamination and
reported our findings to the Department of Natural Resources (WDNR), and have determined
that this groundwater contaminant plume is stable or receding and/or will naturally degrade over
time, and that allowing natural attenuation to address the remaining contaminants at this site will
meet the requirements for case closure that are found in chapter NR726, Wisconsin
Administrative Code. Soil contamination also remains on your property in excess of state
standards, but does not appear to be a threat to the public or the environment. On behalf of
Harmony Country Cooperative, MSA has requested WDNR to accept natural attenuation as the
final remedy for this site, and grant case closure. Closure means that WDNR will not require
further investigation or cleanup action, other than the reliance on natural attenuation.

The source of the contamination appears to be the former UST facilities on the gas station -
property, and the former AST facilities on the property east of the alley. You and any
subsequent owners must comply with the requirements of section 292.13, Wisconsin Statutes,
including allowing access to your property for environmental investigation or cleanup if access is
required. For further information on the requirements of section 292.13, Wisconsin Statutes, you

may call the Wisconsin Department of Natural Resources at 1-800-367-6076 for calls originating
in Wisconsin, or 608-264-6020.

Offices in Hlinois, Iowa, Minnesota, and Wiscousin

201 CorrorATE DRIVE * Beaver DaM, WI 53916-3071 ]
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Mr. Bill Winch
Winch Oil Company, Inc.
March 16, 2007

As an affected property owner, you have 30 days to contact WDNR to provide technical
information if you believe closure should not be granted for this site. If you would like to submit
any information to WDNR that is relevant to this closure, you should mail that information to:

Mr. Tom Hvizdak

Wisconsin Department of Natural Resources
473 Griffith Avenue

Wisconsin Rapids, W1 54494

Post-Closure Activities

When this case is closed, all properties within the boundaries where soil and groundwater
contamination exceeds state standards will be listed on the Department of Natural Resources'
geographic information system (GIS) Registry of Closed Remediation Sites. The information on
the GIS Registry includes maps showing the location of properties in Wisconsin where
contamination above state standards was found at the time that the case was closed. This GIS

Registry is available to the general public on the Department of Natural Resources' internet web
site.

Should you or any subsequent property owner wish to construct or reconstruct a well on your
property, special well construction standards may be necessary to protect the well from the
residual groundwater contamination. Any well driller who proposes to construct a well on your
property in the future will first need to call the Diggers Hotline (1-800-242-8511) if your
property is located outside of the service area of a municipally owned water system, or contact
the Drinking Water program within the Department of Natural Resources if your property is
located within the designated service area of a municipally owned water system to determine if
there is a need for special well construction standards.

Because soil contamination is present at the site above state public health standards, the
procedures in the attached Cap and Surface Cover Maintenance Plan must be followed by you
and subsequent property owners, per s. 292.12 Wis. Statutes. Occupants of this property are also
responsible for complying with these limitations, and you are responsible for notifying any
affected occupants of the land use limitations outlined in the attached Plan.

The following activities will be prohibited on any portion of the property within the outlined
areas shown on the attached map, unless prior written approval has been obtained from the
Wisconsin Department of Natural Resources: 1) removal of the existing barrier; 2) disturbing the
barrier by planting trees or shrubs; 3) replacement with another barrier; 4) excavating or grading

212885 Winch Oil Notification.doc
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Mr. Bill Winch
Winch Oil Company, Inc.
March 16, 2007

of the land surface; 5) filling on capped or paved areas; 6) plowing for agricultural cultivation; or
7) construction or placement of a building or other structure.

In addition, because several groundwater monitoring wells could not be located for
abandonment, a notice will be placed on your deed to alert you and future landowners that the
monitoring wells will need to be properly abandoned should they be discovered during future site
work. A draft deed restriction will be provided to WDNR staff for review, and will be sent to
you under separate cover when finalized.

The WDNR decision on site closure will be documented in a final closure letter. The letter will
contain a description of the land use limitations, conditions, or prohibitions on activities and will
include any applicable maintenance plan. You may obtain a copy of this letter by writing to the
agency address given above, or by accessing the DNR GIS Registry on the internet at
http://maps.dnr.state. wi.us/imf/dnrimf.jsp?site=brrts. A copy of the WDNR closure letter will be
included as part of the site file on the GIS Registry.

If you need more information, you may contact Brian Hegge of MSA at (715)362-3244 or
Mr. Tom Hvizdak of WDNR at (715)421-7850.

Sincerely,

MSA Professional Services, Ing

Steven Henkel
Professional Hydrologist

SLH

cc: Mr. Greg Gerads, Harmony Country Cooperative, PO Box 407, Colby, WI 54421

Attachments;

Soil Cover and Cap Maintenance Plan

212885 Winch Oil Notification.doc
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March 20, 2007

Mr. Ralph Hamel
5401 CTHD
Vesper, WI 54489

Re:  Groundwater GIS Registry Notification
Former Harmony Country Cooperative (Winch Oil Facility), Vesper, WI
DNR Site ID# 02-72-000080

Dear Property Owner:

Groundwater contamination at the former Harmony Country Cooperative (currently Winch Oil)
facility referenced above has migrated onto your lumber yard property. Petroleum related
chemicals in groundwater monitoring well MW29 (the at-grade well located east of the metal
warehouse storage building adjacent to Depot Street) are above state groundwater standards as
shown in chapter NR 140, Wisconsin Administrative Code.

MSA Professional Services, Inc. (MSA) has investigated the groundwater contamination and
reported our findings to the Department of Natural Resources (WDNR), who has determined that
this groundwater contaminant plume is stable or receding and/or will naturally degrade over
time, and that allowing natural attenuation to address the remaining contaminants at this site will
meet the requirements for case closure that are found in chapter NR726, Wisconsin
Administrative Code. On behalf of the Harmony Country Cooperative, MSA has requested that
WDNR accept natural attenuation as the final remedy for this site, and grant case closure.
Closure means that WDNR will not require further investigation or cleanup action, other than the
reliance on natural attenuation.

The source of the groundwater contamination appears to be the former bulk storage facility
operations on the south side of Depot Street. You and any subsequent owners of your property
must comply with the requirements of section 292.13, Wisconsin Statutes, including allowing
access to your property for environmental investigation or cleanup if access is required. For
further information on the requirements of section 292.13, Wisconsin Statutes, you may call the
Wisconsin Department of Natural Resources at 1-800-367-6076 for calls originating in
Wisconsin, or 608-264-6020.

Offices in Hiinols, Iowa, Miunesota, and Wisconsin
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Mr. Ralph Hamel
March 20, 2007

As an affected property owner, you have 30 days to contact WDNR to provide technical
information that you may have indicating closure should not be granted for this site. If you
would like to submit any information to WDNR that is relevant to this closure, you should mail
that information to:

Mr. Tom Hvizdak

Wisconsin Department of Natural Resources
473 Griffin Avenue

Wisconsin Rapids, WI 54494

When this case is closed, all properties within the boundaries where groundwater contamination
exceeds chapter NR 140 groundwater standards will be listed on the Department of Natural
Resources' geographic information system (GIS) Registry of Closed Remediation Sites. The
information on the GIS Registry includes maps showing the location of properties in Wisconsin
where groundwater contamination above chapter NR 140 standards was found at the time that
the case was closed. This GIS Registry is available to the general public on the Department of
Natural Resources' internet web site.

Should you or any subsequent property owner wish to construct or reconstruct a potable well on
your property, special well construction standards may be necessary to protect the well from the
residual groundwater contamination. Any well driller who proposes to construct a well on your
property in the future will first need to call the Diggers Hotline (1-800-242-8511) if your
property is located outside of the service area of a municipally owned water system, or contact
the Drinking Water program within the Department of Natural Resources if your property is
located within the designated service area of a municipally owned water system to determine if
there is a need for special well construction standards.

Once WDNR makes a decision on site closure, it will be documented in a letter. You may obtain
a copy of this letter by writing to the agency address given above, or by accessing the DNR GIS
Registry of Closed Remediation Sites on the internet at

http://maps.dnr.state. wi.us/imf/dnrimf.jsp?site=brrts. A copy of the closure letter will be included
as part of the site file on the GIS Registry of Closed Remediation Sites. '

After closure is granted, we will contact you to remove the groundwater monitoring wells on
your property.

212885 hamel notification.doc
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Mr. Ralph Hamel
March 20, 2007

If you need more information, you may contact me or Mr. Tom Hvizdak, WDNR, at (715)421-
7850.

Sincerely,

MSA Professional Services, Inc.

T

e R :
- . N >y N\ =

Steven Henkel S
Professional Hydrologist

SLH
Enclosures — Fact Sheet. PUB-RR-671

Off-site Contamination — How does it affect my property? PUB-RR-589
Site layout map with monitoring well locations

212885 hamel notification.doc



JRCE
)
3 ——cRaveL — 8l
Q [
@ £x5
Qv
— - W12
= 5 'S o &
=4
= i EXI
g @ % -
& i SERVICE
Y ! GARAGE
<< i ]
S FLOOR
DRAIN
UNLEADED —
GASOLINE
OISPENSERS
Mw25
EXISTING STORM SEWER
CATCH BASN —— "0
: 3
APPROXIMATE LoCATION — | u ﬁl
WATER AND SEWER DISPENSERS
823
)
| o
PROPANE »
-
5
g w
o
& 22
o=
T
w24 5

SUBLIC ALLEY

Fo

FIRE
DEPARTMENT
FIRE HYDRANT

ISTS BENCH MARK +100.00'TOP NUT OF FIRE HYDRANT)

MW30
APPROXIMATE
PROPERTY LINES TELEPHONE
COMPANY .
PROPERTY i vESPER
! . LUMBER
v i STORAGE
3 i BUILDING
!
t
1
i
¢Wl4 CABLE TV .
FORMER WICROWAVE .
D?SpEiSER —— GRASS — /TDNER ?«;\
£i] Rack DN\
° _JFence Be—sheo N N
Sk o W0
ops  exiz RN
= FWSR Mw8 N
GRAVEL & AN
= \ \,
3R SR
b ‘ EXT e © LP TANK ‘.\ ‘\\‘
B ISPNSER BEI%
; s 8'x 8 REMEDIATION
S ACK Exs EDUIPMENT SHED
O T TAEXZNCAST BULK SYSTEM
/SToRACE TN HAS BEEN DEMOLISHE 48" LD HDPE
d BUILDING DGP4B N MANHOLE (10* DEEP)
Bifiz mocd et o Byp s
E€X10 oB7 (EXD)
BS = :
5 i !
6o
ORAINAW
—
\ /’FEJEE” AKDRMN
+- TILE
¥ DISCHARGE
[~} /
= /‘/‘ BALL FIELD
SB3 , Mw28
i &
- . LEGEND
GPg © 2002 GEOPROBE BORING
SB3 o 2002 SOIL BORING
o] 60
MW1 & GROUNDWATER MONITORING WELL Lttt |
SCALE IN FEET i
EX1 N EXTRACTION WELL
P POWER POLE 4
RING AND
—OHE —— OVERMEAD ELECTRIC SOIL_BO
° MONITORING WELL LOCATIONS
W UNDERGROUND WATER LINE HARMONY COUNTRY COOPERATIVES
SOIL EXCAVATION, BACKFILL & DISPOSAL
— ss—— STORM SEWER —
ppebdemmito
——F0—— FIBER OPTICS L uil”:,:Em'_‘m::n:mn
v CAR e 12/29/03 ~~~~~




SENDER: COMPLETE THIS SECTION
& Complete items 1, 2, and 3. Also complete
item 4 if Restricted Delivery is desired.
" | Print your name and address on the reverse
so that we can return the card to you.

M Attach this card to the back of the mailpiece,
or on the front if space permits.

1. Article Addressed to:

\{A\ﬂc,\/\ O Cmm(mn—l) Tre.

COMPLETE THIS SECTION ON DELIVERY
A. Signature

(oS kosy Cameron Bace.
Nesper, OF 54489

. /[ Agent

X %f‘uﬂ(’ &2 4 -Qﬂ/% Addressee
B. Received by ( Printed Name) C. Date of Delivery
pL.aneg Coaye- b, 3 -19-0]
D. Is delivery address different from item 1? 3 Yes

If YES, enter delivery address below: 1 No
3. éeyea Type

Certified Mail  [J Express Mail

[ Registered [ Retumn Receipt for Merchandise

OinsuredMail 0 C.OD.
4. Restricted Delivery? (Extra Fes) 1 Yes

" 2. Article Number
(Transfer from service label)

700t 0100 0003 9509 7403

. PS Form 3811, February 2004

' SENDER: COMPLETE THIS SECTION

Domestic Retum Receipt

102595-02-M-1540

COMPLETE THIS SECTION ON DELIVERY !

© @ Complete items 1, 2, and 3. Also complete A. Signature ’ O Acent »
item 4 if Restricted Delivery is desired. X ) gen
. M Print your name and address on the reverse ) /_» [ Addressee
:  so that we can return the card to you. B. Recelved by ( Prited Name, ate of Delivery
. # Attach this card to the back of the mailpiece, L’C{P > m (/_/ fg 21 07
. oron the front if space permits. - | , .
' D. Is delivery address different from item 17 0] Yes
1. Articla Addressed to: If YES, enter delivery address below: O No
Me. Ratpn Hemel
5490\ v O
C’ 3. lSz’er/v[ae Type
LoT Certified Mail [ Express Mail :
\] €5 E t S ({ [ Registered [ Return Receipt for Merchandise :
[J Insured Mail [ C.OD. :
4. Restricted Delivery? (Extra Fee) O Yes
© 2. Article Number
7 (ransfor from service fabe) 200k 0100 0003 9509 7410
PS Form 3811, February 2004 Domestic Return Receipt

102595-02-M-1540



M5A

PROFESSIONAL

TRANSPORTATION « MUNICIPAL
DEVELOPMENT « ENVIRONMENTAL

March 22, 2006

Mr. Jerry Brehm, Director of Public Works
Village of Vesper

PO Box 127

Vesper, WI 54489-0127

Re:  Notification of Contamination in Righf of Way
Winch Oil Property, 6564 East Cameron Avenue, Vesper, WI

. Dear Mr. Brehm:

The attached information is being submitted to you on behalf of Mr. Greg Gerads, Harmony
Country Cooperatives, per WDNR requirements.

Groundwater contamination was identified in a monitoring well adjacent to Depot Street at the
Winch Oil property in June 1998. The most recent groundwater sample was collected in January
2006, and confirms that groundwater contamination at MW27 (refer to attached map) remains
above state enforcement standards. A table indicating the groundwater concentrations at this site
are included with this letter.

The site data suggest that residual groundwater contaminant concentrations have or will stabilize,
and are not posing a public health or environmental risk. Therefore, the State will likely
determine that no further remedial effort will be required to address the residual groundwater

contamination. Therefore we are submitting the case to WDNR for closure consideration at this
time.

If you have any questions regarding this submittal, please do not hesitate to contact me.

Sincerely,

MSA Professign

Steven Henkel
Project Manager

T

SLH

Offices In llilnols, lowa, Minnesota, and Wisconsin
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